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PREFACE 

The developments wbioh have taken place in engineering • 
during the past two decades have resulted in the request, 
by the engineer, for materials, and particularly steys, 
capable of performing higher duties than the older- 
fashioned mild steels and wrought irons. The require¬ 
ments of the automobile and aircraft industries in 
particular have created a demand for steels possessing 
distinctly high orders of mechanical properties. The 
metallurgists have in general supplied this demand. The 
me’re fact that the designs of the engineer have called 
for a steel capable of withstanding high stresses has made 
it imperative for the engineer to ascertain, before use, 
that the steels do really possess the expected properties. 
This has led to extensive inspection and the pompilatiuKT 
of many and varied specifications. 

The earlier specifications merely aimed at securing 
stipulated mechanical test results. The advance of know¬ 
ledge by both the engineer and the metallurgist has made 
it clear, however, that chemical composition, heat treat¬ 
ment, macrostructurc, and microstructure have all an 
important ^)earing upon the suitability or otherwise of 
any material to perform the duties expected of it. 
Specifications have developed, therefore, and extended 
notably. Since a good specification can only be prepared 
by consent, and by contributipns of knowledge ^roni 
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both tbe mjkker and the user, it has been necessary foi 
Gie engineer and tbe metallurgist to meet upon more or 
less common ground. This has made it necessary for 
the engineer to acquire a certain knowledge of steels, 
other than that which he usually possesses of metals as 
structural materials. 

The object of this book is to provide the information 
which it is considered that the engineer should possess 
in order to enable him to understand the steel which he 
is using. The preparation of specifications for materials 
is mot the only way in which such knowledge may be 
useful. The correct allocation of the possible materials 
to the different portions of his structure dr machinery is 
of vital importance to any engineer. The accurate diag¬ 
nosis of the causes of failure of any portion of his products 
is perhaps of even greater importance. For all these 
purposes some knowledge of steel is essential. Savoir 
pour privoir, privoir pour pourvoir. , 

In this book those matters which are of interest only 
to the metallurgist have been eschewed. Every subject 
has been viewed, as nearly as can be, from the angle of 
^0 user of the material. It is considered that the 
questions •which arc answered are those which the 
inquiring engineer is constantly asking. Doubtless this 
knowledge will be of value also to the metallurgist, 
particularly when he has to meet the engineer on some 
common ground. 

Many acknowledgments must bo made regarding sources 
of help and criticism. To Commander Wilfred Briggs, 
B.N., and Professor C. P. Jenkin I am very largely in¬ 
debted for what I know of the point of view of the engineer. 
To Professor Jenkin I«owe not merely “ a poinWof view,” 
but very many and intensely helpful conversations upon 
the‘essential properties of engineering matetials. Upon 
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•the “.Report, of the Materials Section of the Technical 
Department of the Air Ministry,” compiled by Professer 
Jenkin*(of which the section on Steel was built up mainly 
from reports presented by me), I have drawn frequently. 
It has not always been possible to give detailed references 
in the text to that Report, and it is hoped that t]^is gener&l 
acknowledgment will be regarded as sufficient. My 
sincerost thanks must also be tendered to my friend, 
Mr. Harry Brearley,^for much information and advice, 
and for his kindness in allowing me* to use many of his 
photographs of ingot sections, etc., as itlustrations in this 
book. For other illustrations I am indebted to my 
friends, Mr. H. Dyson and Capt. L. W. Johnson, 
M.Met., M.C. For the pictures of various testing 
appliances I ofiFer my best thanks to Dr. T. E. Stanton, 
Messrs. The Cambridge & Paul Instrument Company, 
Me^rs. Brown Bayley’s Steel Works, Mr. S. C. S. 
Hiekson (Firth-Dorihon Stampings), and Messrs. A. Lee 
& Sons. To Professor Andrew Robertson, D.Sc., and 
Dr. B. P. Haigh I owe the detailed notes and sketches 
which have enabled me to describe the appliances con¬ 
nected .with their names. 


New Eldon Chambehs, 
Cherry Street, Birminoham. 
1920. 
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FOREWORD 

By Pbofessob W. C. Ukwin^ LL.Ii, F.R.S. 

Past President of the Institution of Civil Engineers, etc. 

Though Dr. Aitohison’s treatise is essentially a metal¬ 
lurgical text-book, it breaks new ground in that it regards 
the subject principally from the point of view of the 
engineer. The descriptions of processes are brief, and 
the properties, especially the mechanical properties, of the 
products are fully dealt with, also the variation of those 
properties by heat or other treatment, and the defects 
which may occur in course of manufacture, for instance, 
from pattological conditions of the ingots. 

The sweet simplicity of the time when wrought iron 
was the chief constructive material, and steel was only 
used for tools, cutlery, and similar purposes, has passed 
away. Now steel has superseded wrought iron for almost 
all purposes, and the metallurgist supplies a vast range 
of steel materials, widely varying in their properties, 
amongst wUch the engineer chooses one specially adapted 
to any particular application. This te3j,t-book deals in 
great detail with the modern alloy steels. 
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The quality of steel depends primarily on its chemicaf 
imposition, but in the case of the more modeiji types 
the various operations, embraced in “ heat treatment,” 
to which the solid steel is subjected, and which modify 
its structure and properties, are almost more important. 
The author’s view is that the chemical composition of 
steel is chiefly of interest to the metallurgist, who uses 
it as a means to an eild. To the engineer it is of secondary 
importance. For him it is the strength, toughness, 
hardness, ductility, etc., which determine its value. 
Hence great attention is given by the author to the 
discussion of the methods of testing, and the meaning 
of test results. A very large number of test results for 
all types of steel are given, in a form directly comparable. 
The author’s view of different conventional tests is, to 
some extent, original, and certainly interesting. 

This is not the plane for eriticism. but many dobateable 
points are discussed, and the author’s views. are well 
argued and supported by experimental evidence. 

The classification of alloy steels according to their 
mechanical properties is very helpful in the seleetion of 
one suitable to any given purpose, and the author gives 
very full details of their behaviour under heat treatment, 
and of the reasons for preferring one type to another in 
different applications. 

The illustrations, especially the series of miorophoto- 
graphs, add to the clearness and value of the book. It 
may be commenUed to all engineers a% throwing a flood 
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6t information on the varieties of steel now obtainable, 
the treatment to which they should be subjected, and* 
the origin of the defects to which they are liable. It 
appears to me to be based on sound knowledge and an 
exceptionally wide experience. It is both scientific and 
practical in the best sense of those terms. 

,W. C. UNWIN. 
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Tbnsile'and Notche'b Bab Tests. 

Unless otherwise stated, the tensile tests quoted in this 
booh have been made upon specimens of which the gauge 
length and diameter fulfil the relationship L = 3*S4 d 
(see p. 121.) The notched bar tests have been obtained 
upon 10 mm. square test pieces carrying the standard 
Izod notch (see p. 95). 

Position of Illustrations. 

It has not been found possible to insert the repro¬ 
ductions from microphotographs, etc,, in juxtaposition to 
the references in the text. These illustrations are, 
therefore, with the exception of the large folding-plan 
insetted at p, 32, placed at the end of the book, and their 
positions indicated in the list of “ Plates ” on p. xxv 
et aqq. 
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CHAPTER I 

Steel Melting Peocessbs 

Modern steels are very various in their eompumuon, 
mechanical properties, and uses. It may be assumed 
that all steel is produced for the benefit of the engineer, 
who stands as the great middleman between the metal¬ 
lurgist, who produces the raw material after rescuing it 
from the ground and winning it from its ores, and the 
general public, who ride in railway trains or motor-cars, 
who cross bridges, sail the seas in steamships, kill each 
other with engines of war, and wear the clothes made 
in the machines that the engineer has built. This is a 
mechanical, age, and the engineer is ubiquitous. , Almost 
all that the engineer builds is dependent upon steel for 
its foundation. His castings may be steel, he builds his 
bridges of steel, his locomotives are made to run upon 
steel rails, his machines are built up of steel forgings, 
and with steel his machine parts arc tooled. On every 
hand, for almost every part, for nearly every kind of 
service, the engineer looks to steel, and in steel he finds 
his salvation. Is it wonderful, therefore, that steels are so 
various in their properties ? The steel of the watchmaker’s 
drill is of no use for the rails of a locomotive track, neither 
is the steel of* a rifle barrel good for drilling armour. To 
meet all the requirements presented by this variety of 
uses, the metallurgist has to modify thq simnie kteeh, 

9 1 
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and to fortify it here by alloying the Iron with niokol, 
or chromium, or both; to strengthen it there by hardening, 
or to toughen it in yet third instance by tempering. 
The philosopher’s stone is not the quest of the metallurgist 
of this' century, yet who would say that his fabrication 
of a high-speed drill or an armour plate from the ore is 
not a more worthy transmutation of metals than any 
that drew Paracelsus with its flattering deception and 
golden allure ? The gold of the twentieth century is 
steel, and the alchemist of this age strives with his crucible, 
heated perhaps byelectricity, but a crucible nevertheless, 
to turn the stones of the earth into steel, and, strange 
though it may seem, the processes for the manufacture 
of ^ the different varieties of steel are, singularly ^ke, 
and these processes can be adequately described in brief 
without much particular reference to individual types 
or classes of steel. 

It is not the purpose of this book to enter upon any 
full description of the different processes of steel manu¬ 
facture. Such information is for the metallurgical student 
rather than for the engineer, who is probably content to 
be acquainted with the outlines of these processes in order 
to understand more fuUy the main characteristics of steels 
which have been made in different ways. 

The Crucible Process.—Taking the methods of steel¬ 
making* which are at present in vogue, in the historical 
order of their development, the crucible process must be 
described firet. This process was invented in Sheffield 
in 1742 by Huntsman, a watchmaker, who developed 
tho process in order to be able to make more homogeneous 
watch-springs than had previously been produced Crucible 
steel manufacture consists simply in melting together, in 
a crucible of refractory material, nearly pure iron along 
with charcoal, or some other form of carburising agent. 
When the charge is completely molted and mixed, it is 
cast into a mould. The carburising agent used is not 
always charqpal. Sometimes the carbon is added in the 
4orm of pure Swedish pig iron, whicl^ contains from 
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3»'6 to 4*0 per cent, of carbon. At other times it is added 
as a material known as cemented bar. This material, 
contains«(in the form generally need for making crucible 
steel) from 1*2 to 1*6 per cent, of carbon, and is prepared 
by heating pure bar iron and charcoal together, at a' 
temperature of about 1,100® C., for several days. In the 
course of the heating the charcoal, in the ,form of 
one of its gaseous compounds, penetrates into the 
iron and carburises it. Naturally, the distribution 
of the carbon in the bar is by no means uniform, 
and it was the desire to*secure the superior'uniformity of 
carbon content that first led Huntsman to melt this 
cemented bar. By mixing suitable proportions of bar iron, 
Swedish pig iroiv and cemented bar in the crucible charge, 
the desired carbon content can be attained in the finished 
steel. 

In order to obtain sound ingots, it is customary to add 
to the molten charge a small amount of manganese. The 
manganese safely removes from the steel, as manganous 
oxide, a large proportion of the oxygen that may be 
present in the molten metal. Frequently, a little alumin¬ 
ium is also added to the steel just before casting, for the 
purpose of removing gases and promoting the soundness 
of the ingot. 

Cruciblp.steel ingots are usually quite small. A normal 
charge for a crucible is about 601b., and it is usual for 
one charge to provide one ingot. It is not uncommon, 
nevertheless, for two crucible charges to be cast into 
one ingot by the process known as “ doubling,” the 
contents of one crucible being emptied into those of 
another before pouring the combined charge into one 
ingot mould. Quite large ingots, or steel castings, have 
been made by the consecutive teeming into one mould 
of numerous doubled crucibles, but this practice definitely 
belongs to a bygone age, large steel ingots being made 
nowadays by processes quite different from that of 
crucible melting. • 

The most important modem use of the crucible furnafie 



4 


ENGINEEEINQ STEELS 


is in the manufacture of high-speed steel. ^ This material 
.is almost invariably made ^by the crucible process, the 
requisite additions of tungsten and chromium (see Chap¬ 
ter IX) being added either with the charjge or during the 
melting. Apart from this steel, the crucible furnace is 
used only for the production of the highest quality of 
fine tool steel. Razors, fine drills, taps, etc., are frequently, 
probably mainly, made from crucible steel, the cost of 
the raw material in such parts counting for relatively 
little in the cost of the finished article. For the majority 
of carbon steel parts the cost of‘crucible steel makes Its 
use prohibitive. 

In the process of crucible steel melting no purification 
of the charge is effected. The purity .of the finished 
article is fixed by that of the original materials composing 
the charge. During the actual melting, the purity is 
diminished rather than improved, as there is generally 
a gain in the proportions of sulphur and silicon, whilst 
manganese is purposely added to the metal. These 
gains, where not made purposely, should not be very 
great, and usually are such as still permit of crucible 
steel being the purest form of commercial steel. 

The Bessemer Process.—The next process to be 
developed, and the one which represents probably the 
most marvellous development in the whole .history of 
metallurgy, is the Bessemer prooe.ss. This process is 
entirely different from that of crucible melting. In the 
latter process the raw material is as pure as can be, and 
the whole operation is one of simple mixing. In the 
Bessemer process the raw material which is employed is 
singularly impure, being ordinary common pig iron, and 
the process is one in which the impurities are skilfully 
and carefully removed. It is not a simple mixing process, 
but rather one of purification. The pig «ron which is 
to be used is melted, first of all, in a cupola' furnace, 
being run down, in the ordinary way, with coke and a 
little limestone. After the iron has melted, it is trans- 
fdrred to the Bessemer converter. This is a cylindrical 
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Bhaped vessel jcovered with a head, the shape of a trun< 
cat^ cone, in which the lyuncation has been effected, 
obliquelj^. The base of the converter is pierced with a 
large number of holes which connect to an ai^ blower. 
When the molten pig iron is in the converter, the air blas€ 
is turned on at a pressure of approximately 25 lb. per 
square inch, and is blown through the steel continuously. 
The air blast stirs up the molten metal very violently, 
and brings it all into intimate contact with the oxygen 
of the injected air. This oxygen combines with certain 
of the impurities in the pig iron, and removes them from 
the metal, either as gas, in the case of the carbon (which 
passes out with the residual air), or as liquid oxides, 
which rise from the metal and pass into the slag. The 
combination of the oxygen of the air with the impurities 
of the pig iron produces a considerable quantity of heat, 
sufficient, at any rate, to keep molten the pig iron and 
the steel, as it is formed, during the whole progress of the 
blow. The time occupied may be from fifteen to forty 
minutes, depending upon the nature of the charge and 
upon the method of working. 

The technical side of stcelmaking by the Bessemer 
process is fairly complicated, and will not be touched 
upon here. The degree to which the purification is 
effected can be judged readily from a comparison of the 
chemical analyses of the molten pig iron and the metal 
which has been completely blown—in a typical instance : 

Pig Iron. Blown Metal. 
Total Carbon .. 3*3 per cent. 0*08 per cent. 

Silicon .. .. 2*3 „ 0*02 „ 

Manganese .. .. 0 7 „ 0*07 ,, 

Sulphitr .. .. 0*06 ,, 0*063 „ 

Phosphorus.. .. 0*06 ,, 0*063 „ 

The blown metal referred to above is the metal after 
the removal bf impurities as a result of the oxidation by 
the air. Such metal is, however, not stael in the truo^^ 
sense of the ta^m, and contains certain impurities/othhr 
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than those shown in the above analysis, which rendet 
tit quite unsuitable for th<v purposes to which steel is 
customarily put. The most particular impurity i^ oxygen, 
which iq present either dissolved as such, or as oxide of 
'iron mixed with the steel. It may be readily imagined 
that the metal, after being agitated with such a large 
quantity* of air, will have kept some of it in solution, and 
also, it is inconceivable that, whilst the other elements 
of the pig iron, such as the carbon, manganese, and 
silicon, have been oxidised, the iron has been left quite 
untouched. As a matter of fact, the great skill of the 
Bessemer steelmaker lies in stopping the operation at 
the critical moment which divides the oxidation of the 
impurities from the oxidation of the iron. Despite his 
skill, a certain proportion of oxide of iron is formed 
within the bath of molten metal, and, if allowed to remain, 
would render the steel absolutely unfit for forging or 
rolling. The oxide of iron would permeate the structure 
of the ingot in exactly the way that the wax enters into 
the structure of a honeycomb full of honey, and being of a 
brittle and fragile nature would cause either the hot or 
the cold ingot to break when stressed. Such an ingot 
could not be forged. 

In order to get over this difficulty it is customary to 
add a deoxidising agent to the bath, and the* one most 
usutdly employed is manganese. That element (added as 
ferro-manganese) can exercise a greater attraction for 
oxygen than iron, and therefore it reduces the oxide 
of iron, forming in its place metallic iron and oxide of 
manganese. The former goes into the bath of steel and 
the latter disappears into the slag. In order to ensure 
that the steel shall be thoroughly deoxidised, it is usual 
to add a distinct excess of manganese, and allow something 
like 1*0 per cent, of the element to remaSln unoxidised 
in the finished steel. After carefully removing the oxide 
of iron in this way, Bessemer steel is usually quite satis¬ 
factorily free from brittleness, and is quite ductile and 
capable of being worked either hot or cold. 
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The addition of ferro-manganese in any of its forms 
to the steel performs another function than that of 
deoxidisilig, and that is to add carbon. The addition of 
this element to the bath is essential if the blown metal 
is to be made into steel of any value, and the proportion* 
of carbon has, furthermore, to be graded according to 
the uses to which the steel is to bo put. All the commercial 
forms of ferro-manganese contain a greater or less propor¬ 
tion of carbon, and this necessarily goes into the bath 
when the alloy is added. The final steel is therefore 
quite different in composition from the blown metal, the 
following being a more or less typical composition of 
the finished product: 

Carbon* .. .. .. .. O'30 per cent 

Silicon . ..0*02 ,, 

Manganese.I'OO „ 

Sulphur. .. 0'063 ,, 

Phosphorus .. .. 0'063 „ 

A reference to tlic comjmsitions of the pig iron, 
and of the blown metal, or finished product, will show 
that the projwrtions of the elements, sulphur and 
I)ho8phorus, have been increased slightly during the 

blow. This is due to the fact that the bulk of 
the met^ bath is decreased by the removal from it 
of the carbon, silicon, and manganese, and also of a 
little iron, and that therefore the strength of the solution 
of sulphur or phosphorus is increased slightly by the 
“ evaporation ” of some of the solvent. This state of 
affairs refers, of course, to “ acid ” steel, with which the 
description given so far has been solely concerned. By 
making use of the “ basic ” i)rocess, a removal of sulphur 
and phosphorus, and particularly of phosphorus, can be 
effected. It will be well at this point to indicate the 
essential features of difference between the acid and the 
basic processes. The description will be simplified by 
referring principally to the removal of pjiosphorus. 

Luring th<i blowing of air through the molten droq iR 
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the Beesenier converter, it is quite ce|tain that the phos¬ 
phorus in the bath is oxidised to an oxide of phosphorus. 
Since the phosphorus in the non-oxidised form always 
found in tlie steel at the end of the “ acid blow, it is 
equally'certain that the oxide of phosphorus, when formed, 
is reduced back again to the element by one or other of 
the more easily oxidisable elements present, e.g., silicon 
or carbon. The oxide of phosphorus is an acid oxide, 
just as are the oxides of silicon, sulphur and carbon. 
The only two basic oxides which can be produced in 
the Bessemer bath' are those oi manganese and iron. 
The liquid slag on the top of the metal, therefore, 
relies chiefly for its basic oxide upon the oxide 
of iron produced during the blow. The combination 
between oxide of iron and oxide of phosphorus Ls com¬ 
paratively loose, and the basic oxide of iron cannot 
exercise a greatly protective influence over the oxide of 
phosphorus in the event of a predatory attack upon it by 
some reducing element, such as silicon. This is probably 
due to the weakly basic nature of the oxide of iron. If, 
however, some other and more powerful protector be 
provided for the oxide of phosphorus in the form of a 
strong basic oxide, it may be possible to prevent the 
reduction of the oxide of phosphorus by these predatory 
reducing elements. Such a basic oxide is lime, ,and the 
compound formed between lime and oxide of phosphorus 
(phosphate of lime, calcium phosphate) is sufficiently 
stable not to be attacked or reduced. In order, therefore, 
to make the removal of the phosphorus possible, lime 
must bo added to the slag which is floating upon the 
top of the steel. Such a proceeding, however, introduces 
a further possible complication. 

The linings of the Bessemer converter have necessarily 
to be of some definitely refractory material, as they have 
to withstand very high temperatures indeed. At these 
high temperatures chemical reactions of most types take 
j>lace easily, and the furnace lining itself is exposed to 
th^ futi force of any reactions which might occur. In 
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the steel there ^ nothing which is likely to act upon the 
material of any refractory lining, but the same cannot 
bo said o! the slag. If the slag contains any preponder* 
ating proportion of basic substance, and the lining contains, 
similarly, a large proportion of acid substances, tlie two 
are likely to interact, and do so. This interaction results 
in the rapid and destructive erosion of the lining of the 
converter. The erosion will occur in a furnace lined 
with silica bricks, by the action of the oxide of iron in 
the slag, but the attack is rarely very pronounced, because 
the proportion of oxide 5f iron in the’slag itf usually not 
sufficiently high. If, however, the slag be made pro-, 
nouncedly basic by tho addition of lime, with the object 
of effecting the •removal of phosphorus, the attack on 
the silica lining becomes intense, and the furnaces could 
never last long enough to make the basic process worth 
while. To overcome the difficulty it is customary to 
provide this class of furnace with a basic lining, e.g., 
made of magnesite. Upon such a lining the bases in 
the slag have no destructive action, and the requisite 
proportion of lime, etc., can be added to the slag to effect 
the removal of the pliosphorus. 

The addition of lime to the slag really constitutes the 
essential difference between the acid and the basic pro¬ 
cesses for ,tlie manufacture of Bessemer steel. J^y the 
developments of the basic process which have occurred, 
it is possible to utilise pig irons whicli are quite unsuited 
to the manufacture of steel by the acid process, as can 
be readily seen from the analysis of a typical basic pig 
iron and basic steel: 


Total Carbon 
Silicon .. 
Mangaq^ 
Sulphur .. 
Phosphorus 


Pio Iron. 

.. 3*3 per cent. 
.. 0-3 

.. 0-75 „ 

.. 0-15 „ 

.. 1’50 „ 


Steel. 

0*3 per cent. 
0-12 
0*85 
0*04 

0-025 „ 


Tho weight of metal blown at one time in a Besseme 
converter varies from two to twenty tomi, and ingot* 
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varying from half a ton to three tons, in weight are 
customarily made. , 

The Open-hearth Process.—This process, krfown also 
as the Siemens or Siemens-Martin process, is similar to 
the Bessemer process, in that it effects a great purihca- 
tion of the metal originally charged and melted. The 
charge ,for an open-hearth furnace is usually a mixture 
of steel scrap and pig iron. When such a charge has 
Just melted in an acid furnace it will have an average 
composition of: 

Total Carbon .. .. .. 1* 5 per cent. 

Silicon .0*25 „ 

Manganese .. .. ..0*25 „ 

The sulphur and phosphorus will be present in approxi¬ 
mately the same proportions as in the original charge. 

The actual type of furnace employed is accurately 
described by its title, i.e., open hearth. It consists of a 
shallow basin, usually elliptical in shape, the depth of 
which is rarely more than one-tenth of its length. This 
basin is suitably lined with refractory material, and covered 
with a fairly low roof built of silica bricks. The heating of 
the furnace is effected by burning hot producer gas and 
hot air, intimately mixed, in the space between the roof 
and thp basin. The products of combustioij.aro taken 
away to heat regenerative chambers in which, by suitably 
reversing the flow of the gases, the air and gas to 
be used for the combustion are later pro-heated, in 
order to produce tlie maximum temperature in the com¬ 
bustion chamber. By a proper design of furnace and 
regenerators, and the use of a good fuel, a temperature 
as high as 1,700® 0. can bo attained in the space over 
the bath. 

When the charge in the furnace ha^ meked, the purifi¬ 
cation process is commenced, and this is carried on by 
the formation of a slag on the metal, to which slag oxide 
of iron, in the form of iron ore, is added. The oxide of 
iron*reacts wi^h the impurities in the bath, the carbon 
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‘being oxidised to ^ gaseous oxide and passing away, 
whilst the manganese and siliccya go into the slag as liquid 
oxides. I^aturally, such a purification does not proceed 
at a very rapid rate, more particularly as regards the 
carbon. A time varying from five to eight hours is quite 
normal for the complete purification, if the finished product 
is low carbon steel. Since the removal of tlie .carbon 
takes place slowly, and also since this element is the last 
to be oxidised, it is quite practicable to interrupt the 
process of purification at any desired stage, i.e., at the 
time when the percentage of carbon desired in*the finished 
steel has approximately been reached. 

When the complete purification and the removal of 
carbon to the desired extent have been effected, suitable 
additions of ferro-manganese and ferro-silicon are made 
to the steel, after which it is cast into ingots. The weight 
of steel made in an open-hearth furnace in one charge 
varies greatly, being in a normal furnace from twenty to 
fifty tons. The ingots made from open-hearth steel vary 
from half a ton to one hundred tons in weight. 

The reactions involved in the manufacture of steel 
by the open-hearth process are much quieter and less 
hurried than those prevailing in the Bessemer process. 
The operations are more thoroughly under control and 
the products are usually better in consequenep. The 
open-hearth furnace may be either acid or basic, just as 
the Bessemer furnace may be, and the difference between 
the acid and the basic furnaces is the same in each process. 
As the supply of pig iron of a composition suitable for 
the manufacture of steel by the acid process is decreasing 
in comparison with tliat suitable for making steel by 
the basic process, the amount of basic open-hearth steel 
is obtaining a preponderating position in the w'orld’s 
supply of steei, from which it is not likely to be ousted. 

Electrifi Steel Melting. —^Th© fourth and most recently 
developed process of steel manufacture is that by the 
electric furnace. As a matter of fact, this is not a 
process, but several processes, there being .many differeitt 
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types of furnace, each having its own p^uUarities, which f 
necessarily influence the ^steelmaking process within it. 
It is quite outside the scope of this book to describe or 
to discuss the different kinds of furnace, or the various 
ways in which they are operated. Such a subject requires 
a volumo to itself. It must be sufficient to indicate in a 
brief qaanner the many forms of electric furnaces used. 

Probably the earliest type of furnace used on anything 
like a commercial scale was the direct arc furnace, in 
which an arc is struck across electrodes which lie slightly 
above the level of the metal, the heat produced being, 

^ therefore, made available to the metal bath chiefly by 
radiation. The first advance from this was the furnace 
in which the arc is not struck directly from one electrode 
to the other, but from one electrode to the slag, and then 
through the slag (lying on the steel) to the other electrode, 
by arc from the surface of the batli. In this method of 
heating the steel receives the benefit of the heat produced 
by direct radiation from the arcs, and also of the heat 
engendered by the resistance offered to the passage of the 
current through the metal and the slag. The next develop¬ 
ment was the use of an electrode (or several electrodes) 
buried in the bottom of the furnace, so that the current 
passes from the top electrode through the bath to the 
electrode buried in the base of the furnace... This form 
appears to give as good results as any, and probably there 
are more of this type of furnace at work in this country 
than of any other kind. 

A collateral development lay in the form of a furnace 
known the Induction Furnace. In this furnace the 
bath (in its simplest form) is in the shape of a fairly narrow 
ring. In the centre of the ring are the primary coil and 
armature. The passage of a suitable alternating current 
through this primary circuit induces in the ring of metal 
lying in the bath a sufficiently large current to generate 
enough heat, from the resistance offered by the iron to its 
passage, to melt the steel, and, in fact, to produce in the 
metal a very high temperature indeed. The heat produced 
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ani the temperature attained are sufficient for all the 
steelmakine operations that arg to be carried out. Com¬ 
bination ffonaces are sometimes built in which induction 
heating is combined with the arc, so that the effects of both 
kinds of heating can be utilised. The induction furnaces, 
in either their plain or their highly developed state, have 
never come into such successful use (judged by the number 
in operation) as furnaces of the plain arc type. 

It is hardly necessary to say that in their electrical 
features the furnaces vary immensely, in the number of 
electrodes, the phase of Ihe current, dnd all-the details 
which the skilful and resourceful electrical engineer can 
alter successfully in order to eilect improvements. Almost 
equally numerous are the variations in furnace design, 
for the use of electricity, as a means of heating, places 
before the designer of steel-melting furnaces, problems 
which are not met with in the Bessemer or the open- 
hearth furnace. 

Practically without exception the modern electric 
furnace is lined with basic materials, so that the steel¬ 
making process in the electric furnace is a basic one. 
This enables phosphoric charges to be employed and 
purified. Purification is usually achieved in the are 
type furnaces, and is attempted less frequently in the 
induction fqmaces. In view of the cost of the jjrocess, 
electric furnaces arc generally employed upon the produc¬ 
tion of alloy steels, nickel chromium steels in particular. 
High-speed steel has been made quite successfully in 
the electric furnace, but it seems unlikely at present that 
this method of manufacture will completely oust the 
crucible furnace from its present position in the manu¬ 
facture of high-speed steel. 

The electric furnace usually melts from two to ten 
tons as a normal charge. As a method of steel manufac¬ 
ture it is not cheap, its cost lying midway between that 
of the crucible and that of the open hearth. Naturally 
the cost varies greatly according to the qprice of the 
electricity. When the power can be produced at a'low 
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rate, as in parts of Norway or near Niagara, electric steel-* 
making becomes almost, ^ not quite, as cheap as the 
open-hearth process. On the other hand, wher^ the power 
has to be produced by the burning of coal and the raising 
of steam, and Is, therefore, relatively costly, the charges 
for electric melting may rise as high as those for crucible 
melting. Taking an average cost of electricity on the 
one hand and of solid fuels on the other hand, the four 
principal steelmakiiig processes arrange themselves in 
the following order of decreasing costliness ; 

(i) Crucible melting. 

(ii) Electric melting. 

(iii) Open hearth and Bpssemer. 

It is difficult to give any actual costs for the different 
processes, which will bear close inspection, since the four 
types of furnace do not, except for special rea.sons, produce 
the same type of steel, and to compare the costs of a 
furnace producing steel rails with those of a furnace 
producing “ cast steel ” drills would be di.stinctJy mis¬ 
leading. It is not easy, either, to say whether the open- 
hearth or the Bessemer process is the cheaper. In some 
localities the Bessemer is cheaper, but in many others 
the open-hearth process is decidedly more ^economical. 
This is* not solely a question of the price of pig iron and 
raw materials, or of initial charges, but involve such 
highly important matters as the percentage of waste, 
quality of ingots, etc. A truly representative estimate 
of the cost of a steelmaking process can be formed only 
on the basis of the weight of sound steel produced thereby. 
The yield of sound steel from a well-conducted open- 
hearth plant is distinctly higher than that from an equally 
well-conducted Bessemer plant. , 

The Bessemer furnace is used exclusively for the common 
types of steels which have to be manufactured chiefly 
in large quantities. Much the same type of steel is made 
at 9 more or^less similar cost in the basic o]^n-hearth 
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or. Siemens furnace. The better types of plain carbon 
steel are manufactured in the^acid open-hearth furnace. 
The strui^ural alloy steels, such as nickel and nickel 
chromium steels, are mostly produced in the acid open- 
hearth, or in the electric furnace. The crucible furnace 
is mainly concerned with the production of high carbon 
steel, such as is used for fine tools, cutlery, razors, etc., 
and of high-speed and magnet steels. 

The various forms in which the steel is actually 
produced or fashioned are dealt with in the next chapter. 




CHAPTER II 


The Casting and Working of Steed 

The greater part of the steel used by the engineer is 
first cast from the steel-melting furnace into ingots. 
These may vary in size from the h^-hundredweight 
crucible steel ingot to the 100-ton monster, which receives 
the charge of two or more open-hearth furnaces. In 
dimensions they vary from a three-inch square to perhaps 
a forty-inch octagon. NaturaUy, the details of casting 
of all this variety of ingots are not the same in all instances, 
but the underlying principles are not changed appreciably 
by the size of the ingot. It might be thought that the 
casting of ingots is a subject of but little importance to 
the engineer, and that it belongs exclusively to the domain 
of the metallurgist. So far as the science and art of the 
successful working of the process is concerned this is 
doubtless true, but it is a fact, nevertheless, that the 
properties of the original ingot, in a very large proportion 
of instances, decide whether or not the steel part used 
by the engineer is good or bad. It is certainly the author’s 
experience that faulty ingot manufacture is responsible 
for innumerable troubles experienced by the engineer 
during the subsequent history of the steel. Tiiis being 
so, it is of obvious importance to the engineer to compre¬ 
hend, at any rate, such details connected x^ith the casting 
of steel ingots as may be of importance in the production 
of sound steel. The purely metallurgical side, where it 
can be separated from the engineering, will be ignored in 
thi^ discussiop. 
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The simplest t^ay of dealing with this subject will be 
o follow (jut in detail the solidifloation of the steel in 
m ingot mould. Whether the steel is poured into the 
nould from the top or the bottom does not matter very 
nuch, in so far as the discussion is concerned. In either 
lase the steel has necessarily to fill the mould from the 
)ottom upwards. As soon as the liquid steel strikes the 
>ottom of the mould, or as soon as it comes into contact 
rith the cold sides of the mould, solidification commences. 
Phe cold surface of the mould chills the liquid steel that 
omes first of all in contact with it, and this t>art of the 
teel becomes solid at once—almost instantaneously. 
Pho result is that the steel has no time to assume any 
'ery definite crystalline form. Any slag, dirt, or loose 
naterial from the sides of the mould, which happens to 
>e floating in this portion of the steel, becomes entrapped 
>y the sudden solidification of the steel. This layer of 
uddenly chilled steel is not very thick (sec Fig. 1), since 
ho very rapid chilling effect of the mould cannot operate 
iter a comparatively thin layer of steel has solidified. 
Vithin this suddenly chilled envelope the freezing of 
he steel continues more slowly, and the metal has the 
ime and opportunity to form more clearly defined 
rystals. The subsequent crystallisation will go forward 
rom the tlpp shell of solidified steel lying round the 
iside surface of the mould, the crystals growing inwards 
rom this layer of solid steel, that is to say, from the 
olid root into the residual liquid. The whole of the 
urface of the original thin shell is an active cooling 
medium, so that a largo number of crystals will start 
from a limited area of envelope. This being so, the 
crystals, if they are to grow at all, will extend themselves 
n that direction in which there is the least resistance to 
beir growth. This direction cannot be sideways, for 
;hey will rapidly be stopped from any extension in that 
lirrction by collision with the adjacent crystals. The 
[rowth of the crystal must therefore neoessarily be 
fngthwise, i.e., inwards from the original shell of soUd 
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metal, and, therefore, at right angled to the side* op 
bottom of the ingot mould. i 

The second stage, therefore, in the solidification of 
the ingot, is the production of a large number of crystals 
(Fig. 2) growing inwards from the walls and base of the 
ingot mould and into the residue of fiuid steel. These 
crystals, being so numerous, are necessarily of small 
cross-section compared with their length; they are, in 
fact, more or less needle-like or columnar in character 
(see Fig. 2). The columnar crystals will grow forward 
into the fiuid metal until one of tuo things happens to 
put a stop to their further extension. The first possible 
preventive is the cessation of the supply of fluid metal, i.e., 
the complete solidification of the steel,‘‘and the second is 
the meeting by the crystal of some other crystal or solid 
obstruction. The first-named cause of cessation is not very 
likely to happen unless the crystals have extended to the 
middle of the ingot, but the second may, and does, occur 
fairly often, for the following reasons. Whilst the steel is 
passing from the furnace into the mould a certain amount 
of slag, dirt, etc., is bound to be mixed up with it. The 
actual quantity is probably not very large, neither is the 
amount of dirt, etc., wliich is collected by the molten 
steel from tlie sides of the ingot mould. Nevertheless, 
however small the actual quantity may be, some there 
is, and, being foreign to the steel, each particle of impurity 
tends to act as a nucleus for the solidification of the molten 
metal. These numerous nuclei are most likely to remain 
in the fiuid interior of the ingot during the early stages 
of the solidification, i.e., the formation of the columnar 
crystals. Another source from which centres of crystal¬ 
lisation are provided, is the crusts or solid lids which 
form upon the upper surface of the steel as it rises in 
the mould. As the steel comes up the mould it is exposed, 
at any rate in part, to the atmosphere, which chills the 
top crust of metal and partially solidifies it. As the 
s^el rises further, this crust becomes broken, and falls 
back into the fluid metal, in which it %inks, and, during 
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th^ early stagesi no doubt melts again. A stage is 
reached, however, when the broken crust falling into the 
ingot does not re-melt, but is disseminated as solid pieces 
through the fluid kernel. Together with the other solid 
particles described above, these pieces of broken crust 
act as centres of solidification for the remaining fluid 
steel. Round each solid particle, which may be quite 
small, the fluid steel begins to solidify and to crystallise. 

The same result would be obtained within the ingot 
even if there were no foreign particle^ to act as nuclei 
tor the crystallisation. This is due to the' fact that 
when the temperature of the metal in the interior of 
the ingot has fallen to a certain point, the steel tends to 
form crystals in other ways than by increasing the growth 
of the columnar crystals already started. The tempera¬ 
ture of the layer of steel around the inner ends of the 
columnar crystals is so near to the freezing-point that 
solidifloation “cannot wait” for the slower growth and 
formation of the comparatively large and perfect columnar 
crystals, but must proceed as best it can. It does so, 
therefore, by the formation of a large number of small 
crystals, just as would occur if the conditions described 
above were in operation. 

Since the crystals forming in the kernel of the ingot 
have equal-foeedom of growth in all directions, they do 
not arrange themselves in any particular way in relation 
to the sides of the ingot mould, as happened with the 
first formed columnar crystals. They can grow more or 
less according to their wishes, and the only hindrance to 
their extension in any direction is by collision with a 
neighbouring crystal. The result is that the core of 
the ingot becomes filled with a higgledy-piggledy arrange¬ 
ment of short crystals having no fixed orientation. This 
collection of stumpy crystals will grow at more or less 
equal rates in all parts of the fluid interior, and at any 
particular level in the ingot (except in the uppermost 
parts of the ingot, where the layers of steel "are affected' 
by shrinkage and the formation of pipe, etc.*) will extend* 
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almost completely across the whole of section of*the 
ingot, which is not already filled with th^ columnar 
crystals growing inwards from the original shell of the 
ingot mould. The formation of the free stumpy crystals 
in the interior of the ingot necessarily puts a stop to the 
growth of the columnar crystals. The latter can only 
grow so long as there is an adequate supply of fiuid metal, 
and if this supply is cut ofi by the solidification of the 
free crystals in the core, the columnar crystals cannot 
extend themselves. Consequently, the thickness of the 
layer of columnar crystals will be determined by the 
time which elapses before the first of the free crystals is 
formed, and the latter will form in a layer round the 
innermost surfaces of the columnar crystals (Fig. 3). 

The formation of the central core of crystals marks 
the completion of the solidification of the ingot, which, 
therefore, consists of three zones of different type and 
character. On the outside (to recapitulate) is the thin 
shell of rapidly chilled steel, having no marked crystalline 
form, but containing entrapped foreign matter. Next 
to this thin shell, and growing out of it, is a layer of 
varying thickness of columnar crystals, needle-like in 
shape, which always form at right angles to the nearest 
cooling surface, i.e., the sides of the mould, whilst the 
third •zone, lying as the kernel of a nut, consists of a 
higgledy-piggledy collection of small crystals, without 
definite or uniform orientation. (These crystals in the 
core are referred to as the “free” crystals.) The outer 
zone is seen well in Fig. 3, whilst in Fig. 4 the existence 
and form of the columnar and free crystals are clearly 
portrayed. The characteristics of these three zones will 
emerge from the subsequent considerations. 

The sections of ingots shown in Figs. 3 and 4 can be 
considered as representative of all ingots. They are 
typical ingots, but the proportions of columnair and free 
crystals shown in these sections do not occur in every 
ingot. A moment’s consideration will show how obviously 
'true this is. ^t was demonstrated above that the columnar 
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crystals would continue to grow until they were stopped 
by collision either with the free crystals of the core, or 
with each other. It was also shown that the crystals 
of the core form at a comparatively rapid rate when the 
temperature of the remaining fluid steel has fallen approxi¬ 
mately to the freezing-point of the steel. Evidently, 
then, the freezing of the free crystals will be delayed 
much longer if the steel, when originally poured into the 
mould, is hot, i.e., is at a temperature considerably above 
its freezing-point, than when it is cast cold. Delay in the 
freezing out of the free crystals means a further extension 
of growth of the columnar crystals. If the steel be 
poured hot, then the columnar crystals will grow to a 
greater length than if the steel is cast cold, and, if it be 
cast hot enough, they will occupy the whole of the cross- 
section of the ingot. An ingot in which this has occurred 
is shown in Fig. 6, and the section shows that the 
columnar crystals proceed from the skin of the ingot to 
its axis. 

It is desirable to investigate what happens at the 
base of an ingot when the steel is cast at a high tempera¬ 
ture. The columnar crystals in this part are growing, 
not only from the sides of the ingot mould, but also from 
the base plate, and they are growing perpendicularly to 
all these fwje surfaces. Evidently, the sets of crystals 
growing out from the different faces will mutually inter¬ 
fere with each other after they have grown to a certain 
length, those growing upwards from the base meeting 
those growing outwards from all the four sides. The 
result is the formation of a pyramid, composed entirely 
of columnar crystals, in the bottom of the ingot, as shown 
in Fig. 6. The influence of this pyramid upon the proper¬ 
ties of the ingot will be described later. If the conditioM 
of casting are •such as permit of the growth of only a 
limited length of columnar crystals, the pyramid will be 
truncated and will be surmounted by free crystals indis¬ 
tinguishable from those in the rest of the ingot. Even- 
in such an ingot, the planes of contact of* the five sets* 
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of columnar crystals round the faces 9 f the truncated* 
pyramid will exist and ba clearly marked. , 

It is desirable now to give some further indication of. 
the internal structure of the columnar crystals, as upon 
a clear understanding of their nature depends the true 
appreciation of those properties of the ingot which result 
from the formation of these crystals. The molten steel 
which is poured from the furnace is a liquid solution, and 
is therefore quite homogeneous. As it is not a pure 
substance, but a mixture (i.e., a solution), it necessarily 
does not freeze completely at *one definite temperature, 
but over a range of temperatures (compare the water- 
salt and the lead-tin systems, p. 43) of perhaps 150° C. 
During the process of solidification, a certain part of the 
material freezes out sooner than the rest, and takes the 
form of dendrites or dendritic crystals, as shown in 
Fig. 7. All the foreign matter (or practically all of it) 
is pushed by the freezing steel to the outer surface of 
the dendrites. At a certain temperature, which marks 
the end of the freezing, the whole of the remainder of the 
steel, i.e., the residual liquid metal, solidifies, and does 
so by “ filling in the background,” and by creating a 
matrix or setting for the dendrites already formed (see 
Fig. 8). During this freezing the greater part of the 
non-m^tallic impurities are again pushed Autwards to 
the skin of the crystal. When the steel has finally 
solidified, and has produced a columnar crystal (as shown 
in Figs. 7 and 8), this crystal really consists of three parts, 
the skeleton of dendritic matter, the background or 
matrix of material very slightly different in composition 
from the dendrites, and a skin of non-metallic impurity. 
This skin separates and keej^ apart the neighbouring 
columnar crystals. In addition to the outer skin of 
foreign matter there is also a certain amount (though it 
is probably not very great) of similar material surrounding 
the dendrites in a discontinuous layer, and separating 
them partially from the material of the matrix. The 
amount of non-metallic material in this "position is, how- 
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#var, very slight, in comparison with that lying round 
the outside of tKe complete columnar crystals. 

, By reason of this skin of non-metallio matter, and also 
as a consequence of the fact that each columnar crystal 
has started to grow around a different axis, each columnar 
crystal can be accurately conceived as being a separate 
and distinct entity, and as possessing comparatively 
little cohesion with its neighbours. This applies both to 
the contact between the sides of contiguous parallel 
crystals and also to the “point” contacts at the ends 
of the crystals of differerft sets, i.e., those growing from 
different sides of the ingot mould. Probably, in the 
latter region, the lack of cohesion is more marked than 
in the former, sijice the columnar crystals, in growing 
forward into the fluid metal, tend to squeeze out the 
foreign matter from between them and to push it forward 
into the ingot so that it collects at the front ends of the 
columns. There are, therefore, definite planes of weak¬ 
ness which lie diagonally in the ingot wherever the crystals 
are columnar (see Fig. 6). The .same lack of cohesion 
exists to a less extent between the individual free crystals, 
and it is bound to be more or less marked at the junction 
of the columnar and the free crystals, particularly as this 
zone contains the forward ends of all the columnar 
crystals, and their accretion of impurities. One exactly 
similar zone exists, of course, all round the pyramid 
(truncated or complete) which forms in the bottom of 
the ingot. All these positions, therefore, mark the 
existence, within the ingot, of planes or zones of weakness 
in which the inter-crystalline cohesion is at a minimum. 

The planes and zones of weakness within the ingot are 
of great importance because they become the centres of 
certain definite defects of greater or less dimensions 
within the ingot. It is important, therefore, to know 
what positions in the ingot these weak places occupy. 
The main cause of the defects is the contraction which 
takes place during the cooling down of thq ingot. This 
contraction is of two kinds—fluid and solid. Both t;^p€^g 
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require careful consideration, since they are responsihlew 
for many, if not most, qf the defects *found,in ingots. 
The first type of contraction—fluid—can be understood, 
easily. As the steel freezes, it contracts in volume by a 
definite amount, and, as the steel freezes from the outside 
inwards, there is a tendency for it to shrink towards the 
exterior of the ingot. The fluid metal in the middle 
tends, therefore, to sink lower in the mould than it other¬ 
wise would, in consequence of the cavity left in the middle 
by the contraction of the solidifying steel towards the 
outside of the ingot. The do</nward flow of the fluid 
metal fills in the cavities formed by the contraction at 
or near to the bottom of the ingot, but it usually happens 
that, at the top of the ingot, a cavity is formed round the 
axis of the ingot, which remains empty because there is 
no metal left above it to flow down and fill it (see Fig. 9). 
This cavity result® in the formation of the familiar “ pipe ” 
and all the evils which attend it. The above explanation 
should make it quite clear that the formation of pipe is 
something which cannot be prevented. Jt is bound to 
occur to a greater or less degree, even in the best ingots, 
and the only thing that the steelmaker can do is to con¬ 
trol the pipe, as far as possible, by confining it to that 
part of the ingot which is to be cropped and scrapped. 

C3oseIy allied to the creation of pipe is the,production 
of zones of weakness around the axis of the ingot. The 
formation of these zones can be easily understood from 
the section of an ingot shown in Fig. 10, and the diagram 
in Fig. 11, which indicates roughly the manner in which 
the freezing of the layers of an ingot occurs. This diagram 
is intended to show that (after the formation of the 
columnar crystals) the free crystals may be considered to 
freeze out for a certain distance, and then that a certain 
layer forms as a roof. This layer does not immediately 
freeze quite solid (see p. 43), and by the contraction, 
both fluid and solid, below it, caves in and becomes 
Qjip-shaped. jVlthough it has not become quite solid, 
il h‘as acquired sufficient rigidity to prewnt the upward 
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.flew of the non-metallio impuriti^, such as slag and 
sulphid^^ whioti are, conseqiiently, trapped below it. 
, When the roof oares in and becomes cnp-shaped, the 
inclusions of impurities also slope downwards, and, by 
the last dying gasp of the fluid contraction, fall into the 
shape shown in the section in Fig. 10, this shape being 
that of an inverted blunt-nosed cone. In the ingot a 
series of such inverted cones is to be found from the 
bottom to the top, producing in the section of the ingot 
a herring-bone arrangement. These inverted cones are 
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necessarily rather rich in non-metallic impurities, which 
means, in turn, that the crystals within the impure zone 
of the cone are bound together rather loosely. 

Such, then, is the condition of a souvd ingot after it 
has been oast and has just solidifled. The contraction 
of the ingot, has, however, by no means ended. The 
steel has to contract in accordance with the ordinary 
laws of the thermal contraction and expansion of solids. 
Assuming that the temperature of the dngot, at tbe 
moment of complete solidification, is , 1,300° 0.,* the 
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contraction by volume which the solid steel has to undergo 
is about 6 per cent. This contraction cannot be^ avoided, 
and must be accommodated somewhere. It cannot be 
taken up by the formation of further pipe, because pipe 
is a function of fluid contraction, not solid. Neither can 
it be accommodated by the shrinkage inwards of the 
outer skin. Such shrinkage ^vill occur, but only to a 
limited extent, becau.se the outside of the ingot is a great 
deal cooler than the interior. This means that it will 
contract less during the final cooling than the interior, 
and also it means that, being cooler, it is stronger and, 
therefore, leas likely to yield abnormally under contrac¬ 
tion str^ses. The majority of the contraction, therefore, 
must take place and be accommodated ipside the ingot. 
Also, since the various parts of the ingot, and even the 
single crystals, are separate entities (to all intents and 
purposes), each crystal will contract or tend to contract 
as a unit, and, therefore, to pull itself away from the 
surrounding units. This means that within the ingot 
the solid contraction exercises a powerfully disruptive 
tendency which will show itself most markedly in the 
weakest zones of the ingot, i.e., in the zones where there 
is the least cohesion between the crystals or the units. 
The position of these weakest zones has already been indi¬ 
cated, being respectively between the individual columnar 
crystals,* between the sets of columnar crystals, between 
the columnar and the free crystals, and in the cones high 
in impurities in the free crystals. The tendency, therefore, 
of the contraction forces, is to pull the crystals away from 
each other at all these places, and to produce definite 
contraction cavities. These cavities will be referred to 
again, later. 

It has now been shown how a steel ingot is formed, 
and how it solidifies into different portions g.nd develops 
varieties of crystallisation in the different parts. . As the 
engineer does not usually employ ingots as raw material, 
itjs desirable Jo follow out the influences of the. various 
crystalline formations upon the rolled or forged products 
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«which are the ordinary forms of raw material used by 
him. It 4s unnecessary to st^te that the forging opera- 

. tion changes the external shape of the steel, and, since 
the ingot, as the starting-point for a large proportion of 
the forgings and drop forgings which are used, is far too 
large to be handled, it is first of ail broken down to a 
more convenient size. This means that it is usually 
elongated parallel to the major axis of the ingot, and 
consequently reduced in cross-section. From this longer 
bar of smaller section than the ingot, suitable lengths are 
cut off to provide the nfaterial for onb or more forgings. 
The selected piece is then formed, either under the hammer, 
or in the dies of a drop hammer, to the final shape. As 
ingots are conwnonly made fourteen or fifteen inches 
square, and as there are thousands of forgings or drop 
forgings made with a cross-section, in places, of only 
half an inch square, it is evident that the change of 
external shape in the steel is immense. A change of 
external shape of this, or indeed of any magnitude, must 
have a pronounced effect upon the internal structure of 
the steel in the ingot. The effect will depend upon the 
extent to which the steel has been forged, or rather the 
extent to which the shape of the steel has been changed. 

The effect of working upon the structure of the steel 
within aq^ ingot, is to distort the individual crystals, 
whether they arc columnar or free. If it is assumed that 
the working is such as will elongate tlie ingot parallel 
to its major axis, then the columnar crystals will first 
of all be bent and perhaps flattened out, i.e., squashed 
down towards the outside layers of tlie ingot, and then, 
under the influence of the work, may be gradually turned 
so that their axes lie more or less parallel to the direction 
of elongation of the steel in the ingot. This degree of 
distortion requires the application of a considerable 
amount of work, and unless the requisite amount of work 
has been done, the dendritic formation of the interior 
of the crystal wUl be retained more or les^. Even w^n 
a very large amount of work has been applied to a steql. 
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the dendritic formation of the columnar^ crystals is noi. 
always destroyed or remored. It is often possible to 
detect, on a scale much smaller than exists in the ingot, 
definite traces of the original dendritic structure. The per¬ 
manence of the columnar crystals certainly depends to 
some extent upon the magnitude, nature, and arrangement 
of the non-metallic impurities around the crysttds, and 
it is quite certain that under certain circumstances it 
is practicfdly impossible to remove entirely the origin^ 
columnar structure of the ingot, even after rolling. The 
typical two final ebnditions can''be seen in the sections 
of forgings given in Figs. 12 and 13. In Fig. 13 it is 
evident that, to all intents and purposes, the steel consists, 
not of crystals as customarily conceived/* but of parallel 
“ fibres,” each fibre being very long in proportion to 
its breadth. The same effect is produced in the free 
crystals as in the columnar crystals, though in the free 
crystals the transition to the “ fibre ” condition is easier 
than in the columnar, because of the absence in the free 
crystals of any definite orientation perpendicular to the 
sides of the ingot. As a result, there is less need to turn 
the axis of the crystal, and the transformation into the 
fibre takes place more ea.sily. 

It might be thought at first sight that, during the 
forging operations, the crystals—either columnar or free 
—would lose their identity, and would merge one into 
the other, or, in other words, would weld up. This would 
seem to be a reasonable thing to expect, were it not for 
the outer skin of non-metallic impurity around the crystals. 
This skin protects the crystals from merging one into 
the other, although the skin itself may be of almost 
impalpable thickness. It is also possible that there is 
a slight difference in composition between the dendrites 
and the background (possibly in the phosphorus content), 
and that this difference is not overcome (and metal of 
uniform composition produced) during a normal time of 
hQgkting at theiorging temperature. Whatever the reason, 
the result is tl^at, in a forged steel in which there is a 
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.^Kll-dsveloped fibre, there is a thin layer (which may be 
discontinuous, and may in reality also be a series of 
smaller and thinner fibres) of non-metaliic inclusions 
around each fibre of the steel, which, to a certain extent, 
keeps them apart. This fact has a distinct influence upon 
the mechanical properties of the forged steel. 

The section of a forging shown in Fig. 13 indicates 
clearly that the forged steel has developed a grain some¬ 
thing like that formed in wood, the fibres of the steel 
lying in the forging in a manner somewhat similar to the 

TABLE 1. 

The Mechahical Pkopebties of Steel Cut fbom an Inoot 
IN Three Dij'feebnt Dibections at Right Angles. 


Direction of 
Axis of 
Test Piece. 

1 Heat Treatment. 

Max. 
Stress, 
tons per 
8<i. In. 

l£)ooga- 

tiou, 

; %• 

1 

1 Bedue- 
i tlOD of 

1 Area, 

I 

Impact, 

It.-lb. 

A 

As cast 

C20 

40 

1-6 1 

1 2 

B 

As cast 

G4-3 

6-0 

1-6 

2 

C 

As cast 

. 02-5 

3-5 

1*6 

1 3 

A 

Cooled in air from I.IOO” C. 

74-7 

5-0 

7*6 

2-5 

B 

Cooled in air from C. 

77-9 

60 

7-6 

2-5 

0 

Cooled in air from 1»100** C. 

; 74-3 

7-5 

: ID'S 

2-6 

A 

f Quenched from 830^ C. in 011,1 

68* 0 

no 

: 19‘8 

10 

B 

1 * and tempered at 600’’ C. 

■ 73*5 

10*0 

23-15 

1 9-6 

C 

(, and cooled in water ; 

6d'4 : 

10 -0 

: 26-6 

! 

8 


arrangement of the fibres of wood in a plank. Without 
pressing the simile too far, it may be convenient to speak 
of the “ grain ” of the steel in the same sense as the term 
is applied to timber, so that a mental picture may easily 
be formed of any forging, and the disposition of the fibres 
or forged orysWs within it. 

In the interior of an ingot, i.e., in the free crystals, 
which alter all compose the greater part of the majority 
of sound ingots, there is no grain at all.. It would be 
expected that the mechanical properties of steel in'f&js 
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form would be the same in all direction^ i.e., that th^^ 
would be independent of the direction in which the test 
sample was cut. The truth of this assumption can be ■ 
seen from the figures given in Table 1, the directions A, 
B, and C, being respectively parallel to the three axes 
of the ingot. 

If similar mechanical tests are made upon forged steel 
the effect of the direction of the grain in the test piece 
becomes very evident. Suitable figures are quoted in 
Table 2 of the results obtained from tost pieces out along 
and across the grain of the stebl. 

TABLE 2. 


The Mechanical Pbopebties of Specimens or Steels Cut 
Parallel and Transverse to the Direction op 
Dr-Iwino out During Forging. 


OrlentatioD of 
Axis of Test 
Piece to Fibres 
of Forged 
Steel. 

Heat Treatment. 

, Max. i 
’ stress, ' 
tons per 
' sq. in. 

1 

Elonga-' 
tion, I 
%. 

• 

^■s< 

Impact, 

ft.-Ib. 

Parallel 

As forged 

1 97-2 : 

11*7 

36-9 

10 

Transverse 

As forged 

1 S'*'® 

4*2 

12-6 

5 

Parallel 

Tranaverfe 

r Quenched from 830'’ C. in oil.'i 
J and tempered at 600* C. 
i, and cooled in water J 

ll 62-5 
j* 59*7 

1 190 
j 8-0. 

43-4 

.19*6 

' 34 

1 ^ 


The above tost figures go to show that the direction 
of the grain in the steel has no influence at ail upon its 
tensile strength (yield-point, or clastic limit), but that it 
has a most profound effect upon the ductility (as expressed 
by the elongation per cent, and the reduction of area 
per cent.), and upon the impact or notched bar values. 
After either treatment the values obtained from samples 
in which the grain is parallel to the axis of the test piece 
are very much higher than those obtained when the grain 
i8,^rpendicular to this axis. Additional information on 
fjiis point is given by thee iirves in Fig. 14 (due to Brearley). 
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• INFLUENCE OF SL^G LINES. Etc. IN 
RELATION TO THE DIRECTION OF STRESS 


MATCRIAL MSSCMCfl STCCL. TKCATMCNT-OiL HAAOIM M 

U. •». • OA WAT** OUINCK MOV. 



AND THE Angle of Inounation op the Fibees op 
THE Steel to the Axis op the Test PJece. 
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The net result of this fact to the engineer is that it»4^ 
always advisable (not to «ay essential) lhat the steel in 
a forging should be so arranged that if the forging is 
to fracture in use» then the fracture must go through 
all the fibres, and not slide in betiveen them. Stated in 
another way, the fibres of tlie steel should always be 
placed at right angles to the principal shear or bending 
stresses in the part, and parallel to the tension stresses. 
The good and bad arrangement of the fibres in the steel 
of a forging can be seen very well in Figs. 15 and 16, 
which display the Vight and thef wrong ways of arranging 
the fibres in a crankshaft. 

So far, the influence of the ingot structure upon that 
of the parts forged from it has been confined to the good 
features, or rather to the general features. No mention 
has been made as yet of the influence of the defects in 
the ingot structure upon the forging. The first part of 
the ingot likely to produce defects, which should be con¬ 
sidered, is the outside skin. It has be«i shown that this 
outer layer frequently contains fairly large non-metallic 
inclusions, such as pockets of slag, sulphides, dirt, etc. 
During forging, these inclusions may be drawn out into 
threads if they do not lie very near to the surface, or it 
may happen that, during forging, the steel skin over the 
inclusions is burst, and a scam or roak is formed, which 
is elongated, and may run along the surface oi a consider¬ 
able length of the forged part (Fig. 17). It may happen 
also that, owing to the scaling of the outer skin of the 
ingot during re-heating for forging, etc., the inclusions 
may fall right out if they are near enough to the surface 
of the steel. The development of the drawn-out inclu¬ 
sions into flaws in the finished forgings, may be prevented 
by the removal (by rough machining) of the outside skin of 
the steel. Occasionally, the elongated flaws are definitely 
dangerous, and lead to other flaws in the forgings or 
machined parts during the operation of heat treatment, 
p^icularly during case hardening and the subsequent 
qnenching. 
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Tie next most striking flaw which may develop daring 
forging is ihe splitting of the ingot along the junctional 
planes of the sets of columnar crystals. In particular, 
the diagonal planes described on p. 23, and shown so 
clearly in Fig. 5, may develop into cracks by opening 
out under the forging. The ingot, or the forging, conse¬ 
quently splits along one or more of these planes. Which 
suffer from lack of cohesion, produced by the disruptive 
force of the contracting steel after solidification. Naturally, 
the other zones of weakness which were enumerated may 
develop into cracks in the’same way, though the extent 
of this development is not so obvious unless the plane 
or zone of weakness extends right out to the skin of the 
ingot. Although they are not so obvious, it is fairly 
certain that in many cases these cracks do exist, and they 
are often discovered when the forging is machined. 

A similar result is produced in the forged steel by the 
contraction cavities which occur in between the columnar 
and the free crystals. These cavities have been shown to 
be intimately connected with the comparatively high 
proportion of non-metallio imparities which occur in the 
zone of junction of dissimilar crystals. It can be assumed 
with certainty that these flaws never extend to the outside 
of the ingot, or, in the ordinary way, to the outside of 
the forging. If they are found on the skin, it is because 
they have spfead and increased very greatly during the 
forging process, far beyond their original limits of size 
and influence. The defects, if they are discovered at 
tdl, are generally found during the machining of the 
forging. “ Hair lines," or “ hair cracks,” can usualfy 
be traced back to this kind of defect in the original ingot. 
It is a very rare thing indeed for a forging to be spoiled 
by obvious eracking, or seaming, as a result of the con- 
traotion cavities in this particular zone. 

The. remaining portion of the ingot, which is prone 
to the development of contraction cavities, is the series 
of inverted conical zones, which are more or ^ess high in 
such non-metallio, impurities as are found in the ingoj.^ 
4 
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These zones may give rise to cracks, thcmgh it is not Very 
likely that they will do so, as they are much more likel^ 
to produce “ ghosts ” and seams in the finished forging 
or bar. They may also lead to hair cracks, but will more 
probably result in a streak of sulphide or slag, or a 
“ghost,” than any other form of trouble (see Fig. 18). This 
statement must, of course, be qualified a little, because 
it is obvious that the extent of the “ segregation,” which 
is the term applied to cover the unequal distribution 
of one or more constituents of the steel, will determine 
the degree to which it will affect the ingot and the forgings 
made from it. If the highly impure zones in the ingot 
are of such a size that they become veritable pockets 
of sulphide and slag, then the effect «upon the bars or 
forgings made from it will be very much greater than if 
the zones are comparatively small. 

The subject of these internal zones or pockets high in 
impurities naturally leads to that of the effect of pipe 
upon the ingot and its resultant forgings and bars. It 
may be said at once that pipe-real unadulterated pipe 
—should never appear in any product later than the 
ingot. Its formation at some place in the ingot is quite 
inevitable, and the only thing which can be done is to 
cut off that part of the ingot in which it occurs. That the 
removal of pipe, in some cases, requires the cropping and 
scrapping of a good deal of the ingot, can be seen from 
the section of an ingot shown in Fig. 9. A further 
difficulty encountered in the removal of the pipe is shown 
in Fig. 19. This section shows a different form of pipe, 
known as intermittent pipe, which is really a series of 
pockets running along the axis of the ingot. With an 
ingot containing such a defect, it is easy to crop down 
to a certain level in the belief that the pipe ends there, and 
has therefore been completely cut away, and to forge 
all the remainder of the ingot. Such a proceeding might 
result in the incorporation within the forging of a good 
deal of the •pipe. A marked intermittent pipe does not 
• 9 -ccur frequently, but a somewhat similar result is often 
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foiind in an ingot,in which the main pipe has really finished 
*above the* cropping line, but fti which there is a series 
‘of tiny pockets along the axis of the ingot. These pockets 
have been produced in a manner somewhat similar to 
that which created the inverted cones of segregated 
impurities previously described. Arising from these 
pockets and the contraction cavities formed in a similar 
manner, the resulting forgings and bars may contain a 
series of capillary holes—intermittent in nature and 
varying in size—running along the axif^ of the forging or 
the rolled bar. Such defects arc com 2 )arativcly common 
in steel bars. 


In connection witli tlie creation of pipe, it was pointed 
out that one reason why it is formed is because the middle 
of the ingot is fluid for a longer time than the outside. 
This means, in general, that the interior portions of the 
ingot will contain a higher proportion of impurities than 
the outside, because the melting-point of the impure 
residue is usually a good deal lower than that of the solid 
steel from which it is rejected. Tliis statement applies 
particularly to the sulphides of iron and manganese, which 
represent the usual forms in which the sulphur is present 
in the steel. The phosphorus in the ingot is usually found 
in abnormally high proportions in the same parts of the 
ingot as contain tlic high sulphur contents. This means 
that both the sulphur and phosphorus in an ingot are 
most plentiful in tlie metal which was fluid longest. 
This is shown to be true, in so far as sulphur is concerned, 
by the sulphur print reproduced in Fig. 20, which repre¬ 
sents the longitudinal section of an ingot, and includes 
the region of the pipe. The presence of the high sulphur 
round about the pipe has nothing to do with the shape 
of the pipe or really with the pipe itself, but merely with 
the fact that the metal which linos the pipe was the last 
part of the ingot to freeze. Conversely, it might be reason¬ 
able to expect all parts of the ingot formed from metal 
which was fluid for a distinctly longer time than the met^ 
immediately surrttunding it, to be high ii> impurities* 
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This leads to the conclusion that there be high sulphur 
in all the smaller pockets below the pipe, in the oonioaS, 
contraction cavities, etc. Naturally, the segregation of« 
sulphur or phosphorus, or both, is detrimental to the steel 
products forged or rolled from the ingot. The appearance 
and distribution of the impurities in the segregated parts 
of the ingot which has been forged or rolled out into bars, 
can be seen plainly from the sulphur prints in Figs. 21 and 
22. It is more than probable that the majority of the cases 
of failure attributed to high sulphur and phosphorus are 
not due merely to Ihe average high sulphur and phosphorus, 
but to the fact that, in consequence of segregation, the 
already high sulphur content is increased to a still higher 
proportion in some parts, so that the .actual content at 
the position which failed may really bo very high indeed. 
If there had been no segregation, it is possible that 
the proportion of sulphur in the steel evenly distributed 
would have been reasonable and harmless throughout the 
forging. 



CHAPTER HI 


The Heat Treatment Steel 

The hoat treatment of steel in some form or other has 
been carried out^for a very long time. It is impossible 
to imagine the production of such glorious specimens of 
the cutler’s art as arc found in the Damascus blades 
without assuming on the part of the craftsman a keen 
appreciation of the hardening and tempering of steel. It 
has been known for almost as long as steel has been known, 
that, by plunging a red-hot piece of steel into water, the 
steel may be hardened, Tho history of the Sheffield 
cutlery trade makes it equally clear that heat treatment 
has been known to the English exponents of the cutler’s 
art from time immemorial, and there is little reason to 
doubt that Chaucer’s “ Scheffeld thwitol ” was hardened 
and tempered in much the same way as the modern 
carving-knife, as produced by the average Sheffield cutler 
of the present day, is hardened and tomi)ered. Up to a 
relatively recent date, however, heat treatment was 
carried out upon a very restricted number of steels, the 
objects of the operation being more or less strictly con¬ 
fined to tho production of a good cutting edge, either on 
cutlery or on turning tools. It is only within the last 
few decades that serious attempts liave been made to 
utilise the heat treatment of steel as a means of improving 
its general mechanical properties, so that the steel so 
treated can be utilised in engineering structures. This 
is the application of heat treatment which is of intet^st 
to the engineer, and, consequently, it wilf bo the efieci 
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of heat treatment upon the mechanic^ properties 'of 
steel which will mainly bO considered in this chapter. 

It may be well to consider at the start some definition 
of heat treatment as applied to steel. Heat treatment 
has for its object the production in a steel of such 
mechanical pro}>erties as are not possessed by that steel 
in its normal condition, and is carried out by heating the 
steel to suitable temperatures and cooling it in specific 
wa,y9. This definition is a fairly wide one, and is particu¬ 
larly vague. It will bo seen that it is quite easy to 
include in this deknition all such operations as involve 
the heating of the steel to any temperature above the 
temperature of a room, and allowing it to cool at any 
particular rate. The treatment is not- confined to one 
heating, or to any particular method of cooling. Bearing 
this in mind, it is evident that a good deal of ground has 
to bo covered in the consideration of heat treatment. 
It may be well to make the definition more precise by 
saying at once that under the term, heat treatment,’* 
only those operations are to be considered which do not 
involve the application of mechanical work to the material, 
so that forging, drop forging, rolling, and casting are not 
taken into account. Strictly speaking, these operations 
are heat treatments, but lengthy usage has sanctioned 
the restricted application of the term, heat treatment, 
to operations other than those falling into these cate¬ 
gories, and the heat treatment is usually performed after 
such processes have been completed. The various opera¬ 
tions of case hardening, although they are “ heat treat¬ 
ments,” are also not to be considered in this chapter, 
since they are dealt with in the chapter on case-hardening 
steels. The concern of this chapter is therefore with the 
following operations :— 

(1) Normalising and refining. 

(2) Annealing. 

(3) Hardening. 

^4) Tempering. 

(6) Softening. 
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111 order to crystallise the subject as far as possible, 
j^e followhig definitions of these five operations (as 
adopted by the British Engineering Standards Associa¬ 
tion) may be quoted, as tliey give a reasonable idea of 
the nature of the processes under consideration. 

(1) Normalisiii?.—Normalising moans heating a steel 
(however previously treated) to a temperature exceeding 
its upper critical range, and allowing it to cool freely 
in the air. It is desirable that the temperature of the 
steel shall be maintained for about fifteen minutes, and 
shall not exceed the uppei^ limit of the* critical range by 
more than 50*^ C. (90® F.). 

(2) Annealing.—Annealing means re-heating, followed 
by slow cooling. Jts purposes may be :— 

(а) To remove internal stresses, or to induce 
softness, in which cases the maximum temperature 
may be arbitrarily chosen. 

(б) To refine the crystalline structure in addition 
to the above (a), in which case the temperature used 
must exceed the upper critical range as in normalising. 

(3) Harfiening.—Hardenirig means heating a steel to 
its normalising temperature, and cooling more or less 
rapidly in a suitable medium, e.g., water, oil, or air. 

(4) Tempei^mg.—Tempering means heating a ^ steel 
(however previously hardened) to a temperature below 
its carbon change-point, with the object of reducing the 
hardness or increasing the toughness to a greater or loss 
degree. 

(5) Softening.—Softening is to facilitate the machining 
of a steel, and is carried out by annealing or tempering, 
or both. 

Whv Heat Treatment is Possible. 

The heat treatments which are of real value in the 
production of improved physical properties depend upon 
the fact that in some way or other steel can be rendered 
hard. It is wel^ known that steel can only* be rendered 
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hard if it bo heated to a sufficiently .high temperature 
and be cooled sufficiently quickly. The first* two quesl 
tions in connection with heat treatment which require 
an answer are therefore : (1) Why is it necessary to heat 
steel above a certain temperature in order that it may 
be hardened ? and (2) Why must the steel be cooled 
rapidly ? In order to make the answers to these questions 
sufficiently clear, it will be well to consider first of all 
the plain carbon steels, that is, steels free from such 
elements as nickel, chromium, tungsten, etc. 

To help in answering the above questions quite simply, 
it may be advantageous as a preliminary to consider some 
other substances than steel, which can be visualised more 
readily. A very instructive substance to use for demon¬ 
stration purposes is a solution of salt and water. The 
heat treatment operations to be carried out in connection 
with the solution of salt and water are quite simple. It 
is proposed that a quantity of pure water is taken, and 
that to this pure water consecutive additions are made 
of a known quantity of common salt. Suitable consecutive 
additions will be 2 per cent. The subsequent observations 
will therefore be made upon a series of solutions con¬ 
taining 0, 2, 4, 6, 8, etc., per cent., respectively, of common 
salt. These solutions are then to be cooled from, say, 
10* C« by means of a freezing mixture, and^observations 
made as to what happens during the cooling. The first 
solution, which contains no common salt at all, undergoes 
a perfectly simple change, namely, it freezes completely 
at a temperature of 0° C. 

The second solution, if cooled in exactly the same way 
as the first, does not freeze at 0® C., but must be cooled 
to a lower temperature if any freezing is to take place. 
The 2 per cent, solution will have to be cooled to a tempera¬ 
ture of — 2® C. before any separation of solid takes place. 
When that temperature is reached, a partial freezing of 
the solution will occur, or, in other words, a certain 
quantity of solid matter wUl be deposited from the solu- 
Jiion. This splid matter can bo strained away, and, if 
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examined,^ is found to be pure ice. This shows that 
lonly the water in the solution has frozen out, the salt 
*remaining dissolved in the residual liquid. As the 
temperature of the solution is lowered, more and more 
solid will separate, but the solid which is deposited is 
always pure ice. None of tho salt comes out of the 
solution. This process of separation of solid goes on 
continuously until nearly the whole of the solution has 
become solid in consequence of tho separation of ice. 
When the temperature of, tho solution, has been lowered 
very nearly to —22® C. it is found that almost the whole 
of the solution has separated in tho form of ice, and that 
only about 8 per cent, of the original solution is left in 
tho liquid form. Tf this remaining liquid is analysed, it 
is found to contain about 24 per cent, of common salt. 
When the solution is cooled finally to exactly—22® C. 
the whole of the remaining solution solidifies suddenly, 
and no liquid whatever remains. 

The 4 per cent, solution can now bo considered. When 
this solution is cooled it must bo taken to a temperature 
distinctly lower than that required for the 2 per cent, 
solution I'efore any separation of ice takes place. From, 
the 4 per cent, solution the first separation of ice does 
not take place until tho temperature has been lowered 
to —4® C. %As in tho case of the 2 per cent, solution, 
further cooling results in tho continuous separation of ice. 
Once again it is found that, on reaching a temperature 
of nearly —22® C., a certain quantity of solution remains, 
mixed with a good deal of ice. The amount of residual 
solution is twice as great from the 4 per cent, solution 
as remained from the 2 per cent, solution, but if it is 
separated jyjd analysed it will be found that it contains 
24 per cent, of common salt, just as did the residual 
fluid from the 2 per cent, solution. The residual fluid 
from the 4 per cent, solution also freezes as a whole when 
cooled to exactly —22® (?., at which temperature the 
whole of the original solution has solidified. Similar 
observations can*be made upon each of the Various solu-*^- 
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tions of common salt, and it is found that,^s the percentage 
of salt in the solution increases, so the tem^mrature at^ 
which the first separation of ice occurs becomes lower* 
and lower, but that in every case a certain quantity of 
solution is left which finally freezes at a definite tempera¬ 
ture, this temperature being the same for all strengths of 
solution. It is also found that this residual solution 
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always has the same composition, namely, 24 per cent, 
of common salt, whatever may have been the composition 
of the original solution which was examined. If a solution 
containing 24 per cent, of common salt is made up, and 
its cooling processes examined, it is found that there is 
no separation of ice during its cooling, and that this 
^solution freezes quite suddenly as a whole at —22° C« 
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Tile observations made upon the various salt solutions 
o4n be set *but conveniently in*tho form of a diagram 
(Fig. 23). On this diagram have been plotted the tempera¬ 
tures at which the first separation of ice takes place during 
the cooling of the solutions, and also the temperature at 
which the final solidification of each solution occurs. The 
diagram makes it plain that the temperatures at which 
the first separation of ice occurs all lie upon the approxi¬ 
mately straight lino AB, running from 0® C. (for the 
pur© water) to —22® C. (for the 24 per cept. salt solution), 
whilst the temperature at which the whole solution becomes 
solid is —22® C. in every case. The final solidification, 
therefore, of all the salt solutions is represented by the 
straight line CD, nvhich runs 2 >^^rallel to the axis of 
composition. 

After considering such a homely material as common 
salt, a similar series of observations can be carried out 
on a mixture of metals. A very convenient mixture of 
metals to consider is load and tin. Observations can be 
made upon such a mixture by taking a certain quantity 
of pure lead and measuring, with a pyrometer, the tempera¬ 
ture at which it freezes. Successive additions of 5 per 
cent, of tin can then be made to the pure lead, and 
observations again made of the lemi^eratures at which 
freezing commences and finishes. Just as the solution 
of common salt deposited first pure ice, and then, at a 
definite temperature, became completely solid by the 
separation of a definite mixture of salt and ice, so the Icad- 
tin mixture deposits first of all pure lead, and then at a 
certain definite temperature (180® C.) becomes completely 
solid by the deposition of a definite mixture containing 
63 per cent, of tin and 37 per cent, of load. The series 
of observations made on the lead-tin mixtures can be 
plotted in the same way as were the observations made 
on the salt solutions, and the resulting diagram is shown 
in Fig. 24. It can be seen in the mixtures of lead and 
tin that, once again, the temperature of final sdlidification, 
as represented by* the line DE, is the same^for all the 
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mixtures, and it can also be seen thalt^ the pomposition 
of the substance which dually solidifies is always tlife 
same, namely, 63 per cent, of tin and 37 per cent. (Jf 
lead. 

It will help the consideration of the problems arising 
in connection with steel considerably, if yet another set 
of observations is made upon the lead-tin mixtures. 
These observations consist in noticing the rates of cooling 
of all the mixtures when they arc cooled from the com- 
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pletely liquid to the completely solid condition. An 
easy way of observing what happens is to insert a pyro¬ 
meter in the cooling liquid, and to notice the number of 
seconds which are required to cause the mixture to cool 
through each successive 1° C. These numerous observa¬ 
tions can then be plotted upon a curve. A typical curve 
pf such observations is shown in Fig. 25. This curve is 
not a smooth one, that is to say, the number of seconds 
Inquired td cool I*’ C. is not always the same, and at two 
different temperatures the rate of cooRng has been very 
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condderably less^ed. It is found, also, that the two 
temperatures at whiob the rate of cooling is retarded, 
correspond to quite definite events in the cooling of the 
mixture. The upper retardation of cooling takes place 
when the first separation of lead (or tin) occurs, and the 
second retardation takes place at the temperature which 
marks the final solidification of the mixture. The 
retardation in the rate of cooling is due to the fact that 
the separation of solid from the solution is accompanied 
by the evolution of heat. This heat is latent, and its 
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evolution corresponds with that which occurs when steam 
liquefies or water freezes. 

The second retardation takes place at the same 
temperature over the whole range of composition of the 
lead-tin mixtures, ^ut the upper retardation takes place 
at a temperature which depends upon the composition 
of the mixture. This temperature has already been 
shown to be represented by the upper line ABC irt 
Fig. 24. 

By these two sqfies of simple experiments certain defihile 
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facts have been established. Tiiose which are of impor> 
tanco in connection with'the study of steel are :— 

(1) The temperature at which a solution begins to 
deposit solid is dependent upon the composition of 
the solution. In general, it is found that the tempera- 
ture at which the deposition of solid commences is 
lower in strong solutions than in weak solutions. 

(2) A solution does not usually become completely 
solid at one temperature, but does so over a range 
of temperature starting at a temperature which 
varies according to the composition of the solution, 
and in many solutions finishing at the same fixed 
temperature, whatever the composition of the solution 
may be. 

(3) The temperature of the final solidification of 
a solution is a function of the constituents of the 
solution, i.o., lead and tin, or salt and water, and not 
of the particular composition of the solution. 

(4) That the deposition of solid from a solution is 
always accompanied by a retardation in the rate of 
coolij^g of that solution. 

These four points having been established, the discus¬ 
sion < of steel can be resumed. In this connection the 
fourth point calls for first consideration. It has been 
shown that when the separation of any substance from a 
solution occurs, there is a retardation in the rate of cooling 
of that solution. It is reasonable, therefore, to assume 
the converse, namely, that if a retardation in the rate 
of cooling be found when the cooling of a solution is 
observed, then this retardation corresponds to the separa¬ 
tion of something or other from the solution. Bearing 
in mind this reasonable assumption, some curves showing 
the rates of cooling of plain carbon steels can be considered. 
In Fig. 26 are shown four cooling curves of steels, con¬ 
fining, respectively, nil, 0*3, 0*6, and O’9 per cent, of 
^carbon. It us evident that these curves have a very 
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closfe resemblanoe.to the curves shown in Fig. 25, which 
represents 'the cooling of lead'-tin mixtures. In the 
rteel curves the final retardation occurs at the same 
bemperature, namely, 695° C. in all the four steels, this 
;emperature presumably corresponding, therefore, to that 
)f 180° C. for the lead-tin alloys. It is fairly reasonable 
to assume, consequently, that the retardation has the 
same significance for the steels as for the lead-tin alloys, 
and, therefore, to state that in plain carbon steels there 
is always a final separation of .something or other from 
solution at 695° C. The upper retar(fation occurs at 
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different temperatures in the three steels. With the 
0 3 per cent, carbon steel the retardation occurs at about 
810° C., and with the 0 6 per cent, carbon steel at about 
740 C. The steel, i.e., pure iron, containing no carbon 
has its retardation at about 900° C. With the 0- 9 per 
cent, carbon steel there is only one retardation, namely, 
at 695° C., and bearing in mind what happened with the 
common salt solution and with the lead-tin aUoys, it 
appears reasonable to assume that the final substance 
which separates from solution at 695° C. from all the 
plain carbon steels contains O'9 per cent, of carbon 
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Tho diagram in Fig. 27 shows the temperature# of 
retardation for steels 'Containing any pereentage of 
carbon'from j0^to[i • 2 per cent., the upper line corresponding 
to tho first separation of solid from the solution, and the 
lower line corresponding to the complete final separation 
from the solution. It has already been shown that the 
substance which finally separates from solution contains 
0-9 per cent, of carbon (thus corresponding to the 
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mixture containing 63 per cent, of tin and 37 per cent, 
of lead in the lead-tin mixtures, or to the mixture 
containing 24 per cent, of common salt in the common 
salt solution). In the common salt solution it was 
found that the substance which first separated was pure 
ice, in the lead-tin mixtures it was found that the 
substance which first separated was pure lead, therefore 
it is safe t;p etssume that in the iron-oarbon mixtures 
containing loss than O' 9 per cent, of carjjon the substance 
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whieh first separates from solution will be pure iron. 
If the steel oontams more than^O'S per cent, of carbon 
the substance which separates at the upper retardation 
temperature is obviously not iron. It might bo expected 
from the analogous case of lead and tin that it wohld be 
carbon, since the important constituents of steel are 
iron and carbon. This assumption is only partially 
correct. The carbon does separate, but not in the form 
of the element carbon. The separated substance is iron 
carbide, i.o., a compound of iron and carbon. This fact 
shows that the critical constituents of Steel are not iron 
and carbon, but iron and iron carbide. The mixture, 
therefore, which separates at 695° C. is not a mixture of 
iron and carbon, bpt a mixture of iron and iron carbide. 
The mixture contains 0-9 per cent, of carbon, but 1.3-6 
per cent, of iron carbide. 

In this discussion of the changes which take place 
when steel is cooled, various statements have been made 
regarding substances which separate from “ solution.” 
That this is justifiable is seen by the close analogy which 
steel bears to the well-known solution of salt in water. 
With steel, however, the solution is not exactly such as 
is usually imagined, e.g., salt in water or grease in- 
petrol. It is a kind of solution which has very similar 
properties, but which, instead of being liquid, is ^lid. 
The solution from which the pure iron separates as shown 
in Fig. 27, is not a lijuid, but is a mliti solution. (This 
will be obvious from a consideration of the temperatures 
under discussion, all of them being below 950° C., whilst 
the melting range of steel is round about 1,400° C.) 

It is possible now to proceed to answer mors definitely 
the two plain questions which were put at the beginning 
of this chapter, as to why steel can be hardened. Con¬ 
sider the cooling of a piece of steel containing 0-3 per 
cent, of carbon, from a temperature of 900° C. It is 
evident, from what has been said, that at a temperature 
of 900° C. this steel will consist completely of solid 
solution. As it .cools, nothing will happen until the 

C • 
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temperature reaches that corresponding to the ^rst 
retardation of cooling (called the up^r oritioal point), 
which in this steel will be about 810^ C. At this 
temperature a certain quantity of pure iron will separate 
from the solution (see Fig. 27). The separation of 
additional pure iron will continue during the further 
cooling, until the steel reaches a temperature of about 
696® C., at which temperature there will be a final and 
complete separation of the definite mixture of iron and 
iron carbide, containing 0 9 per cent, of carbon. This 
is the micro-constituent known as pcarlite (see Fig. 28). 
Lowering the temperature below 095® C. results in no 
further change of structure in the steel. Tlie final struc¬ 
ture produced by cooling to ordinary, room temperatures 
is shown in Fig. 29, which displays the micro-structure 
of the steel after it has cooled in the way which has been 
described. Two constituents arc present, one of them 
white, and the other grey. The grey is the material 
containing 0*9 per cent, of carbon, i.e., the pearlite, 
and the white constituent is pure iron. 

The micro-structure photographed in Fig. 29 shows 
clearly that the amount of pure iron in the steel is very 
large. The properties of pure iron are quite well known, 
and one of these properties is extreme softness. It is 
evident, therefore, that if the steel is going to be hard 
it must be given a structure which is as free as possible 
from separated iron. The only way to prevent the occur¬ 
rence of separated iron in a steel, is to cool it in such a 
way that the iron cannot come out of solution. The separa¬ 
tion of a substance from solution, and particularly from a 
solid solution, necessarily takes a certain amount of time. 
No action can be absolutely instantaneous, and, therefore, 
if the time of cooling be reduced very considerably, it 
is possible that the amount of iron which separates from 
the solution can be lessened simply because it has not the 
time to separate. To redi^ce the time available for 
the separation of iron, it is evident that the cooling must 
be carried out as rapidly as possible, apd, in order to ac- 
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cofQplish this, the steel is cooled in a cold liquid, frequently 
water. Hy cooling the metal hi water the separation of 
iron can, in a great measure, be avoided, and the steel 
can bo preserved in a condition approximating to that 
which it possessed at the high temperature, namely, a 
condition in which all the iron and carbon, etc., are in 
solution in each other (see Fig. 30). This explanation, 
then, offei^ the answer to the second question, namely, 
“ Why must steel be cooled rapidly ? 

The answer to the first question, as to why a steel 
must bo heated above ascertain temjleraturo if it is to 
be hardened, is surely quite plain from the above discussion. 
After the material has cooled below 695® C. the solid solu¬ 
tion has been c^)mpletcly decomposed, and, therefore', 
however rapidly tlie steel is quenched, it is not possible 
to retain it in the form of a solution, and consequently 
it cannot be hardened. It is evident, therefore, that 
the steel must be heated to a temperature at any rate 
higher than 695® C. if the solid solution is to be found in 
the finished steel, that is, if the steel is to be hardened. 
It is important to note here that a steel would not be 
liardened if it were heated from ordinary room temperature 
to a temperature slightly above 695® C. and then quenched. 
This is due to the fact that the reverse structural change, 
i.e., the passing again of the pearlite, or the mixture con¬ 
taining 0*9 per cent, of carbon, into solution, does not 
take place at the same temperature as the direct change 
of falling out of solution. The transformation into solu¬ 
tion takes place at a temperature of about 740® C., as 
can be seen from the heating curve of a steel, as shown 
in Fig. 31. It is necessary, therefore, to heat a steel to 
a temperature of about 750® C. if it is to be hardened at 
all, although it is possible to harden it from a temperature 
rather lower than this if it has previously been heated 
to a higher temperature, e.g., 850® C., and has not 
subsequently been cooled below 695® C. 

If the steel were heated to a tempera^re of about 
760® C. and tl^n quenched, it would contoin a. certain 



62 


EKOINEBEIKa STEELS 


amount of solid solution, the exact amount being pro- 
portional to the quantity of pearlite w^ich Vas present 
in the original steel, this, in turn, being proportional to 
the amount of carbon in the steel. It has been shown 
that the hardness of the steel is dependent upon the 
existence of the solid solution, but it is not reasonable 
to expect a steel to be very hard if it consists of a small 
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proportion of solid solution and a large proportion of 
free iron. The properties of the free iron would tend to 
overshadow the properties of the smaller proportion of 
solid solution. In order, therefore, to produce the 
maximum hardening effect, it,is necessary to increase, 
as far as possible, the proportion of solid solution in the 
^t^l. .In other words, if the steel is^to be hardened 
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properly ccwnpletely, it must be previously heated 
to such a temperature as converts it completely into 
solid solution. This means that the temperature of the 
steel must be raised, before quenching, to such a height 
that all the free iron has dissolved in the solid solution. 
This is to say, that the steel must be heated at least to 
the temperature indicated by the upper critical point. 

Most of what has been said above regarding the struc¬ 
tural changes in steel, applies to those changes which occur 
w'bile the steel cools, but Jhe reverse changes in structure 
produced during heating are exactly similar, although 
they do not necessarily occur quite at the same temperature^ 
during heating as during cooling. The correct hardening 
temperature, therefore, of a piece of steel is the upper 
critical temperature, since this is the temperature at 
which the steel has been transformed completely into 
the form of one constituent. The diagram in Fig. 27 
shows on the line ABCD the temperature at which the 
upper critical point occurs in the various carbon steels, 
and therefore shows what is the theoretically correot 
hardening temperature. For practical purposes, it is 
customary to quench stools with not more than 0*9 per 
cent, of carbon from a slightly higher temperature than 
the theoretical. The steels containing free carbide, i.o., all 
those with more than O’9 per cent, of carbon, are usually 
quenched from the temperature which is suitable for 
steels containing about 10 per cent, of carbon. This 
temperature is below the theoretical hardening temperature 
for the steels containing the higher proportions of carbon, 
and is chosen for strictly practical reasons, which do 
not affect the theoretical principles in any way (see 
Chapter IX on “ Tool Steels ”). 

The above discussion has given some account of the 
facts which make it possible for steel to be hardened, 
and, as stated above, hardening underlies all those various 
heat treatments which are carried out with the intention 
of improving the physical properties of steel. It also 
gives some reasenable explanation of the fact that steela 
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containing a high propor1|ion of carbon Are hai;(ier, when 
quenched, than those with a low proportion of carbon. 
The solid solution is formed from iron and iron carbide. 
The iron is soft, but the solution is not. If, therefore, 
the solution is concentrated, it is likely to be harder than 
if it is dilute. The concentration of the solid solution 
depends upon the quantity of carbon in the steel, and 
hence it would be expected that the higher the carbon 
the harder would be the steel, when in the complete solid 
solution condition^ 

To impress the effect of hardening, a few examples of 
the changes of mechanical properties which are induced 
by the operations of hardening may be quoted, the test 
results showing the properties of carboh steels after they 
have been cooled in air, oil, and water from different 
temperatures. It is well known that the rate of cooling 
in oil is not so high as that of cooling in water, hence the 
preservation of the solid solution is not so perfect, and 
consequently it is to be expected that the degree of 
hardening which has been effected by cooling in oil is 
not so high. Suitable test results are given in Table 3. 

The Ei'FECT of Alloying Elements upon 
THE HaEUENINQ OF StEELS. 

All that has been written above has to do with plain 
carbon steels. Such steels do not meet all the require¬ 
ments of the engineer as regards mechanical properties, 
and are by no means the only steels wdiich are heat treated. 
It is necessary, therefore, to consider what changes are 
introduced into the fundamental processes by the addition, 
to the steel, of certain percentages of such alloying elements 
as nickel and chromium. It will probably be sufficient 
to consider only these two elements, both singly and 
together. 

For the nickel steels, it is not so easy to present the 
faets in a diagrammatic form as for the plain carbon 
steels, *8mce‘in a nickel steel there aiB three possible 



THE HEAT TREATMENT OF ^TEEL 85 

ranants, namely^ iron, nickel, and carbon, which ought 
to be considered. It is conse'quently not possible to 
draw a simple diagram, as was done with the plain carbon 
steels, in order to show the effect of variations in composi¬ 
tion upon the heating and cooling transformations of the 
steels, and upon the temperatures at which the critical 
points occur. The only way in which a reasonable 

TABLE 3. 

The Effect of Different Methods of Cooling upon the 
Mechanical Properties of Plain Carbon Steels. 


Diameter of Specimens nt Time of Heat Treatment — inches^ 


Carbon, 
per cent. 

MangaDfAp, 
Iier cent. 

Cooled 
from, ”0. 

Method of 
Cooling. 

Max. Stress, 
tons per 
sq.in. 

Izod Impact, 

1 ft.db. 

006 

0-25 

920 

Air 

270 

11 

0*06 

0-25 

920 

Oil 

28-3 

81 

0-06 

0-25 

920 

Water 

3G3 

53 

015 

0-61 

8S0 

Air 

33 

102 

0-15 

0-61 

880 

Oil 

39 

103 

016 

0*61 

880 

Water 

43 

95 

0-20 

0*50 

870 

Air 

34 

27 

0-26 

0-50 

870 

Oil 

40 

22 

0-26 

0-50 

870 

Water 

44 

18 

0-4o 

0*78 

870 

Air 

42 

31 

0' 45 

0*78 

870 

Oil 

54 

31 

0'45 

0*78 

870 

Water 

65 

13 


diagram can be obtained, is to ignore tlie iron altogether, 
and to plot the curve with the nickel percentage as the 
basis. This has been done in Fig. 32, and the resulting 
diagram shows that the effect of the addition of nickel 
to the steel is to lower considerably the retardation 
temperatures, i.e., “ critical points,” as they will bo 
called in future. The amount of nickel required to effect 
a considerable alteration in the critical temperatures 
depends upon the carbon content of the sfeel, Imt th^ 
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dif^ram shows that by adding about 6 cent, of niiSkel 
to the steel, the lower ‘critical point, which occurs at 



695° C. in plain carbon steel, can be brought down 
to 280° C. when the carbon in the steel is as high as 
} per epnt. , 


UPON THS Cbitical Tempbratubes 
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Tfiis lowering o| the oritical j^oint means that, during 
the cooling* of a steel containing nickel, the iron can be 
kept in solution much more easily than when cooling 
the steels which are free from nickel. In addition to 
lowering the critical points of the steel, nickel has the 
effect of making the solid solution formed in the steel 
at lugh temperatures more stable, i.e., more persistent, 
during cooling. This applies equally when the steel is 
cooled rapidly. Both these effects make a steel containing 
nickel easier to harden than one free from nickel. Conse¬ 
quently, tlie quenching of steels containing an appreciable 
proportion of nickel, need not be carried out in quite 
sucli a drastic manner as must be employed for the plain 
carbon steels. Nickel steel, of a given size, when quenched 
in oil, may bo hardened just as effectively as a steel free 
from nickel which lias been cooled in water. If the 
percentage of nickel and carbon is sufficiently high, a 
solid solution is produced in the steel at high temperatures 
which is so stable, and which decomposes so sluggishly, 
that it retains its form and nature even after cooling in 
the air. Such a steel may bo as hard, after cooling in 
the air, as a }>lain carbon steel is after cooling in water. 
A steel wiiich behaves in this way is termed '* air 
hardening,” or “ self hardening,” the former title being 
decidedly preferable. • 

Although chromium has not, in the past, been widely 
used by it-self as a constituent of alloy structural steels 
(stainless steel is for the moment neglected in this connec¬ 
tion), it is well to appreciate the effect of this element 
upon the fundamental principles of the hardening ol 
steel. Chromium, when added to steel, raises the tempera¬ 
tures at which the critical points occur, and therefore a 
chromium steel must be heated to a higher temperature: 
if it is to be hardened, than is required for either a plain 
carbon steel or a nickel steel. Taken by itself, this effect 
of chromium should make it more difficult to harden 
chromium steels, but it is found that chromium, lik< 
nickel, produces in the steel a solid solution «of superioi 
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stability or greater viscosity than thal« foonij. in carbon 
steels, so that in reality the hardening is hot made any 
more difficult by the addition of chromium (see the 
account of air-hardening steel in Chapter VI). With 
low percentages of chromium, the ea^ of hardening is 
not appreciably different in chromium steels and in plain 
carbon steels, but with higher percentages of chromium 
the hardening is distinctly easier, the solid solution being 
so stable that, despite the raised critical point, the steel 
will harden whep cooled in ^ir. This effect is especially 
notable if the chromium content is greater than 7 per 
cent, and the carbon greater tlian 0’6 per cent. 

Tlie general effect of the addition of alloying elements 
to steel is to produce a’ solid solution which is more 
stable and more viscous, and which, when cooled, 
docs not easily decompose by the deposition of free 
iron. This effect tends to make the hardening of the 
alloy steels easier than that of plain carbon steels. At 
this point it may be well to point out tl»at manganese is 
an alloying element to just the same extent as nickel and 
chromium, and that manganese produces a very similar 
effect upon the steel. In fact, manganese may be con¬ 
sidered, in some ways, to have a greater effect than nickel. 
As all steels contain a greater or less proportion of 
maUganese, it is well to remember this fact^ and to appre¬ 
ciate that a steel containing 1 per cent, of manganese 
is likely to harden much more easily than a steel con¬ 
taining only ^ per cent, (see p. 144). 

Many steels contain both nickel and chromium, and 
these steels have the proi)erties which might bo expected 
if the separate effects of nickel and of chromium, as 
described above, are added together. The hardening 
temperature (critical point) is not very different from 
that of the plain carbon steels, being generjdly rather 
lower, since the amount of chromium present is usually 
not sufficient to neutralise the effect which the nickel 
exerts in lowering the critical point. The solid solution 
' produced in the nickel chromium staels is particularly 
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stable, and ^ar less nickel and (premium, when present 
together, are required to produce an air-hardening steel 
than are necessary if the two elements are present 
separately. To produce an air-hardening nickel steel 
requires approximately 6 per cent, of nickel, and I'O 
per cent, of carbon. An air-hardening chromium steel 
nay require 7 per cent, of chromium and O'7 per cent. 
)f carbon, but a steel containing 4 0 per cent, of nickel, 
1'3 per cent, of chromium, and only O'25 per cent, of 
!arbon, with the usual amoqpt of mangapeso, hardens in 
ur most efficiently (sec also p. 174). 

The Tempeeino of Steel. 

When a steel, particularly an alloy steel, is completely 
lardcncd, it is probably much too hard for the purposes 
f the engineer, and is also probably much more brittle 
ban he desires. The steel must, therefore, be softened 
omewhat, i.e., lowered in tensile strength, and, if possible, 
endered more tough. These two effects are produced 
by the operation known as “ tempering,” which consists of 
re-heatirg the steel to a suitable temperature, and allowing 
it to cool in a suitable manner (cf. the definition on p. 39). 
It is evident that the highest temperature, permissible in 
the tempering operation, must not be as high as the 
lowest temperature from which the steel can bo hardened, 
i.e., the lower critical temperature on heating, as other¬ 
wise all the effects of hardening would be removed. The 
object of the tempering operation is not to remove, but 
to modify the effects of hardening. The maximum 
tempering temperature of the plain carbon steels must, 
therefore, be a few degrees below 740'0., say 700° C. 
(It may be assumed, for the time, that the alloy steels have 
the same critical temperature on heating as the carbon 
steels.) 

It is desirable to examine what really occurs during 
the tempering operation, so that the principles underlying 
It may be understood. The effect of tempering may be 
observed in several ways, two convenient ones being; 
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(1) the efieot upon the i^peohanioal properties fit the steel, 
&nd (2) the effect upon the structure of the steel. For 
the sake of simplicity, the plain carbon steels are considered 
first, and it is assumed that the steel under discussion 
has been hardened completely in water, the hardening 
having been successful enough to produce nothing but solid 
solution in the steel. Such a steel will be very strong, 
but will have poor values of ductility and impact. If 
this steel is re-hcated to various temperatures between 
room temperatjirc and 700® .C., and then cooled in air, it 
is found that the maximum stress of the steel decreases 
more or loss continuously as the tempering temperature 
rises, and, at the same time, the ductility and impact 
values rise. TJie effect of tlio toraporing operations upon 
the mechanical properties can bo seen in the curves given 
in Fig. 59. These test results show clearly the effect 
of the tempering, but they do not show the cause of it. 
This is to be looked for in the changes which occur in 
the structure of the steel during the tempering operation. 

Expressed briefly, the structural changes which occur, 
during tempering, consist in the more or less complete 
decomposition of the solid solution which has been pro¬ 
duced by hardening the steel. The natural condition 
for a carbon steel to assume at ordinary temperatures is 
not that of a solid solution, but of a mixture of iron and 
pearlite (see Fig. 29), and the solid solution has only been 
produced by the very rapid cooling, which has suppressed 
or prevented those changes of structure which would 
naturally occur if cooling took place at the normal rate, 
i.c., when cooling in air. The quenched steel, being in 
an artificial condition, has always a tendency to return 
to the condition which is natural to it, i.e., the stable 
condition, and the stable state at ordinary temperatures 
of carbon steels is one which contains no solid solution. 
By raising the temperature of the hs^ened steel, the 
return of the solid solution to the stable condition is 
greatly facilitated, and the higher the temperature of the 
steel,^ the more easily is the change carried out. Tempering 
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. steel is, %r©fore* really the ohajiging back of the steel, 
■fore or less completely, and to a controllable degree, 
^rom the unstable solid solution condition to the condition 
which it normally exists, i.e., a mixture of iron and 
*ron carbide, or iron and pearlito. The reversion or 
decomposition of the solid solution proceeds gradually, 
and the deposition at an appreciable rate of iron and iron 
carbide, from solution, starts at a relatively low tempera¬ 
ture, e.g., about 200® C., and goes on continuously as the 
temperature is raised. „ It is not easy to shpw this change 
by means of a series of micro-photographs, but it may 
be demonstrated by other means. 

When a steel consists entirely of solid solution it is 
not easily attacked by acids or other etching reagents. 
When it consists of a mixture of iron and pearlite (which 
in itself is a mixture of iron and iron carbide), as shown 
in Fig. 28, the free iron is not much attacked by the acids, 
but the pearlito is attacked vigorously. It is found also, 
that practically all steels which consist of a mixture of 
iron and iron carbide are attacked vigorously by acid. 
One would, therefore, expect that a steel which has been 
tempered would be attacked by acid more vigorously 
than a steel which has not been tempered. This is precisely 
what does happen, and the curve given in Fig. 33 shows 
the effect of topipering at different temperatures upon 
the rate at which the steel dissolves in acid. It may be 
seen that, as the tempering temperature rises, the solu¬ 
bility rapidly increases until it reaches a maximum at 
400® C. After passing this temperature, the solubility 
falls away again. The curve in Fig. 33 may be interpreted 
as showing, first of all, the gradual decomposition of the 
solid solution by the falling out of solution of the iron 
and carbide of iron. The greater the amount of <^oom- 
position which has occurred, the more rapidly does the 
steel dissolve in acids. At 400® C., it may be imagined 
that the solution W been completely decomposed, thus 
producing the maximum degree of solubility in the acid.' 
On tempering at sijll higher temperatures, the 4dteration 
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of structure which ooqprs, does not>^take ijlace in the 
solution (which, since there is no solution left, is obvious), 
but in the separated iron and carbide of iron. By the 
decomposition of the solution, these two substances are 
deposited in a very fine form, and completely disseminated 
within each other. By heating the mixture to a still 
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Fia 33. —Curve showing Loss op Weigh® in Acid 
or Samples or Hardened Steel Tempered at 
Different Temperatures. 

higher temperature than 400® C., these two constituents 
begin to segregate, the very fine particles of carbide 
probably coalescing into larger ones. This change in 
the structure of the steel should have the effect (which 
is generally observed) of reducing the solubility of the 
metal in* the acids, and therefore the solubility in acids 
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will dimmish as the tempering temperature rises from 
400* C. to ^00® C. * The final conaition of the steel, after 
tempering at a temperature just below 700® C., is that 
of an intimate mixture of very fine, but distinct, particles 
of iron carbide with the iron. The particles of carbide 
are distinctly smaller than would be found in a steel 
which had ne ver been hardened (Fig. 34). (This theoretical 
explanation gives a good working idea of what is taking 
j)lace in the steels. It does not pretend to account for 
all that happens during the tompcring operation, and 
gives no explanation of some* of the more "obscure changes 
which are reflected in the alterations in the mechanical 
properties of the steels.) 

In the alloy steela the process of tempering has a very 
similar effect, although ui these steels it is rare to reach 
the stage at which a mixture of iron and segregated iron 
carbide is produced, particularly in the nickel chromium 
steels. TJie structural and mechanical changes, however, 
are essentially the same in the alloy and in the plain 
carbon steels, and, therefore, there is no need to discuss 
the alloy steels separately. 

The Normalising of Steel. 

The previous sections have had for their subject the 
consideration of those principles whicli underlie the 
production of "special mechanical properties in steels. 
There are certain other functions of heat treatment which 
should be considered, the aims of which are not so obviously 
to change the mechanical properties of the steel, as to 
improve its quality, i.e., to remove certain defects which 
are not easily represented by the usual tests for the 
mechanical properties. The best known operation of 
this kind is normalising. The primary object of this 
process is to give a steel its “ normal ” structure, as might 
be imagined from its title (cf. the definition on p. 39). 

Steel which has gone through such various operations 
as rolling, forging, drop forging, or casting, is not usually 
in its normal condition, after the completioi^ of jthese 
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processes, even thoogl^ they have been' oMgied out in 
the best and most efficient mannef. ‘ In a ousting, the 
steel has been allowed to cool from a high temperature 
without receiving any mechanical work during the process. 
In forging, rolling, or drop forging the temperature from 
which the steel cools is not so high, reckoning the tem¬ 
perature from which the steel cools as the temperature 
at which the mechanical working ceased, as in a casting, 
but the steel has received a good deal of distortion and 
punishment, and may, therefore, reasonably be considered 
to be in a strained condition. Even after mechanical 
working, the steel sometimes cools down from a fairly 
high temperature. In case hardening also, the steel is 
heated to a relatively high temperature for a prolonged 
period, and therefore is in the condition (approximately) 
of a casting. After any of these treatments, the steel 
may be considered to have cooled down from a fairly 
high temperature, and to possess all the defects which 
are produced in steel which has suffered such exposure. 
The effect of heating a steel to a high temperature, i.e., 
a temperature distinctly above the line ABCD in Fig. 27, 
is to produce in it a structure which is distinctly coarse. 
It was explained on pp. 47 to 49 that at temperatures 
higher than those indicated by the line ABCD in Fig. 27, 
the steel consists entirely of solid solution. This solid 
solution really consists of an agglomeration of crystals. 
When the temperature rises, these crystals grow larger 
and more geometrical in external form (see Fig. 36). 
Consequently a steel which has been heated to a high 
temperature, and allowed to cool without being worked, 
consists of a collection of large, coarse, fairly geometric 
crystals. This is not a good condition, as the best steel 
has a “ fine grain,” i.e., is composed of smedl crystals, 
(fce object of normalising is to assist in the production 
of this desirable fine grain in the steel. 

It is not necessary to go through all that happens to 
.a steel during heating up from room temperature to a 
very, high one, but it may be well to^ recapitulate a little 
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in order ensur^ that the sigjiificance of normalising 
is thoroughly undoretood. At the ordinary temperature 
of the air the steel consists of a mixture of two constituents, 
iron and pearlito (speaking only of plain carbon steel). 
When this mixture is heated to the temperature of the 
lower critical change-point, the pearlite transforms into 
solid solution. On further heating, this solid solution 
dissolves in the excess of iron which is present, until at 
the upper critical temperature (see Fig. 27) the steel 
consists entirely of solid 'solution. The upper critical 
temperature is, therefore, the lowest temperature at which 
the steel consists of one homogeneous constituent, and 
at this temperature also the grains or crystals of the solid 
solution have their •smallest size (Fig. 36). If the steel 
is heated to a higher temperature than the upper critical 
temperature, these grains or crystals grow larger and 
more geometric in external form. At the critical tempera¬ 
ture they are of the smallest size, and least geometric 
in form. 

The size of the crystals, found in the steel after cooling, 
is practically decided by the size of the crystals which 
exist in the steel at the time that it cools through the 
upper critical temperature. All engineers desire that 
their steel shall have a “ fine grain,” i.e., small crystals, 
and, therefore,,it is necessary that the steel shall have 
small crystals at the time that it cools through the 
critical temperature. This means that the temperature 
to which it was heated, prior to the final cooling, must 
not have been much higher than the upper critical tempera¬ 
ture. Hence the reason for the insertion in the definition 
of the process of normalising, of a statement that the 
temperature employed should not be more than 60® C. 
higher than the upper critical temperature. The theoreti¬ 
cally correct temperature of normalising is the upt>er 
critical point. Practical considerations require a little 
latitude. 

The operation of normalising is one of comj^ete 
regeneration. Wh^n it is carried out, the efi^ts jDf ail 
6 
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the previous treatmentf') of the Siteel, are sniped away. 
The operations of hardening and tempering, of cold 
working, of annealing, of casting, etc., are eliminated, 
in so far as their structural effects are concerned, from 
the steel. If the steel, before normalising, possesses a 
large coarse structure, the operation of normalising will 
remove it and replace it with the finest one possible. 
Whatever the previous treatment given to the steel may 
be, short of partial molting, its effects may be wiped out 
by heating the.^ metal to the normalising temperature, 
and cooling it in the air. 

In addition to the direct structural effect upon the 
steel, the operation of normalising has the further effect 
of removing from the steel those' mechanical strains 
which have been locked up within it by such processes 
as rolling, or drop forging, or cold working. All these 
operations are bound to strain the steel in some way or 
other, and the operation of normalising is necessary in 
order to remove these strains, which might be dangerous 
in a finished part. Normalising effects the removal, by 
allowing the steel to cool freely through the critical 
ranges under such conditions as impose no strain upon 
the metal. 


, Anneauno. 

The process of normalising is often* confused with 
that of annealing. The titles of the two proce^^ are 
frequently muddled, with most unfortunate results. The 
process of annealing has some of the same objects as 
that of normalising, but it is carried out differently. A 
reference to the definition of normalising shows at once 
that in this process the steel is merely heated through¬ 
out to the appropriate temperature, and then is cooled 
down in the air, so that the changes of structure which 
should occur at the critical temperature are allowed a 
moderate time for their completion. In the annealing 
process the steel is not merely heated to the desired 
temp*^rati!ire and allowed to cool, bi^t is heated to the 
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required teuperatqre, «aud retained at that temperature 
for a long time, varying from a few hours to several 
days. In general, so far ^.s structural steels ai‘e concerned, 
the protracted heating serves no good purpose. The 
cooling proce^ also is allowed to extend over a pro¬ 
tracted period, since the steel is left in the furnace 
until both steel and furnace have reached atmospheric 
temperature. 

A lengthy stay at the high temperature allow's the 
steel to undergo a comi^ete rc-cryst^Ilisation. The 
temperature used for annealing is often (particularly 
for castings) rather higher than that used for normalising, 
and consequently there, is ample scope for the formation 
of quite large crystals. Nothing occurs during the cooling 
to cause the breaking up of tiiese large crystals. More¬ 
over, during the cooling, which is frequently very slow, 
the time taken by the steel to pass through the range of 
temperature, between the upper and lower critical points, 
allows the changes of structure incidental to the cooling 
of steel to take place to the fullest and most complete 
extent. This results in the very complete separation of 
the iron from the pearlite into distinct and large masses, 
and also allows the pearlite to separate out into its 
constituents witli singular completeness and perfection 
of form. The final structure can be seen, from a typical 
photograph, in Fig. 37. 

The mechanical effect of annealing is what might be 
imagined from the nature of the structure which it produces. 
The carbon steels are most i^ually submitted to the 
annealing process, and in them the result is, as stated 
above, to throw out the iron into large crystals of irregular 
shape. There is no mixing of the constituents. The 
steel, therefore, is very definitely soft and ductile, though 
not particularly tough. Some typical test figures, illus¬ 
trating the effect of annealing as compared with that of 
normalising upon the properties of steel, are given in 
Table 4. 
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TABLE 4. 


The Effect op Nohmalisinq and Annealing upon the 
Mechanical Pbopbetibs op Different Carbon Steels 
WITH Very Low Manganese. 


CstbOD. 
per cent. 

Heat 

Treatment. 

Ylelil-polnt, 
tons per 
sq. in. 

Slax. Stress, 
tons per 
sq. in. 

Elongation, 

Beduction 
of Area, 

%. 

0-2 

NormaliaM^d 

170 

25-4 

420 

67*8 

0-2 

Annealed 

9-0 

21-2 

42-3 

66*7 

0-4 

Normal^ed 

180 

30-0 

34*5 

66*3 

0-4 

Annealed 

9-5 

26-0 

35*0 

67*0 

0-6 

Nonnaliaed 

20-0 

42-8 

20-0 

22*7 

0-6 

Annealed 

11-4 

31-9 

26-0 

23*6 

0-9 

Normalised 

250 

52-4 

130 

16*4 

0-9 

Annealed 

lG-8 

30-7 

18*0 

21-0 


SOPTENINO. 

It will be recollected that two things were set out as 
the objects of the process of normalising, the one being 
the refinement or regeneration of the structure, and the 
other being the removal from the steel of all the stresses 
that had been put into it during the processes of rolling, 
forging, casting, case hardening, and the like. The former 
object was achieved by heating up the steel to a tempera¬ 
ture slightly superior to its upper critical temperature, 
at which temperature the solid solution underwent a 
re-crystallisation, taking up the smallest and finest 
structure. This result can be achieved with all steels, 
whatever their type and whatever the nature or composi¬ 
tion of the solid solution. The second object, namely, 
the removal from the steel of the mechanical stresses, is 
accomplished in the normalising process, by allowing 
the steel to cool through its critical temperatures at such 
a speed that the structural changes associated with these 
temperatures can take place without irregular interruption. 
This assumes that the steel does not become hardened 
in any way during the process of cooling and normalising. 
It is.^h.5jous, however, that the pre^oss must be less 
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satisfaotorjiif it be applied to tho^ steels which do harden 
when cooled in the air from the normalising temperature. 
Evidently, the objects sought for in the normalising 
process must be attained by other methods when such 
steels are being dealt with. The first object, namely, 
the refinement of the structure, is not affected by the 
fact that the steel becomes hard when cooled from its 
normalising temperature. The alteration of process is 
only required, therefore, in respect of the other objects, 
i.e., the removal from the steel of the stresses which are 
put in automatically by the fiardening whfeh occurs during 
cooling. This result can be achieved, most effectively, in 
the steels which harden when normalised, by tempering 
the steel, using the highest temperature, e.g., 675° C., 
which is possible for the operation. Such a treatment 
will remove the strains very effectively, and it is a 
debatable point whether the process of hardening and 
tempering, just described, is not superior to the normalising 
process in its effect, though it is inferior in convenience. 

When a steel is tempered in the way described, simply 
to complete the changes usually brought about by normal¬ 
ising, the process is termed “ softening,” in order to dis¬ 
tinguish it from the tempering operation as carried out 
for the purpose of producing, within the steel, some 
definite and precise value of tensile strength or notched 
bar toughness. The process does effectually soften the 
steel, giving it its minimum tensile strength, which is a 
convenience to the engineer for the purposes of machining. 

The process of softening, just described, is the best 
practical method of meeting the difficulties experienced 
with the normalising of the air hardening (or semi-air 
hardening) alloy steels. Theoretically, and in fact, the 
alloy steels cannot be normalised, though the effects of 
the normalising process can be achieved, provided that 
the time allowed for the cooling is sufficiently protracted. 
To obtain the condition in an alloy steel, which corresponds 
to the normal state in carbon steels, would require an 
sxceedingly slow qooling, probably lasting oveiMeveral 
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days, though the desirj^d results can be a<^omplished. 
Obviously, such a process becomes that of annealing. 
As a practical process, however, normalising or annealing 
the alloy steels is out of the question for most purposes. 

Mass and Volumjs Efeects in Heat Treatment. 

Prior remarks regarding the processes of heat treatment 
have been concerned purely with alterations in structure 
produced during these operations, and with the funda¬ 
mental reasons for carrying them out. There are several 
other points in*' connection with heat treatment which 
must not be overlooked, as they are of immense importance 
to the engineer. The first of these points is what is known 
as the “ mass effect of heat treatment./' and this is mostly 
connected with hardening. The process of hardening 
consists in “ heating a steel to such a temperature that 
it is converted completely into solid solution, and cooling 
it at such a rate that the solid solution is retained intact 
or undecomposed when the steel reaches the temperature 
of the atmosphere.” The mass of the steel part does 
not enter into the first operation mentioned in the 
definition, i.e., the temperature of hardening, except in 
so far as it must always be remembered that a much 
greater time is required for a bar 6 inches square to 
be,heated throughout to a uniform temperature, than for 
a bar 1 inch square. The mass effect in hardening enters 
definitely into the second part of the deffnition, i.e., the 
cooling of the steel at such a S]}eed ^ to prevent the 
decomposition of the solid solution. 

From what was said earlier in this chapter regarding 
the cooling of steel, it must have become evident that 
every steel possesses a certain critical rate of hardening, 
i.e., that the solid solution, produced in the steel at the 
high temperatures, will decompose, unless it is cooled 
through the temperatures at which the critical changes 
occur, at such a speed that its temperature is falling at 
iiot less than a certain stipulated number of degrees per 
secon^Jf this critical rate of cooling is attained or 
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exceeded, |he solid solation will retain its identity, and 
will not decompose. If, on the^ other hand, the rate of 
cooling is lower than the critical rate, the solid solution 
will decompose to a greater or less degree, depending 
upon the extent of the departure of the rate of cooling 
from the critical rate. 

Consider now tlie conditions under which a piece of 
steel, of reasonably large dimensions, cools when plunged 
into a bath of liquid. The outermost layer of steel in 
contact with the liquid cools most quickly. The next 
layer is cooled not quite PX) quickly, because its heat is 
not transmitted directly to the fluid, but has to pass 
through the outside layer of steel. This outer layer of 
steel has only a Ijmited capacity of heat conductivity. 
The third layer of steel cools still more slowly, because 
of the increased thickness of metal through which its 
heat has to be conducted. Each successive deeper layer 
of steel, therefore, cools at a slightly slower rate than 
the layer immediately outside it, the rate of cooling of 
any layer being very approximately inversely propor¬ 
tional {ceteris paribus) to the logarithm of its proportional 
depth below the cooling surface. This means that, at 
some particular depth, a layer of the steel may cool at 
a rate slightly less than the critical rate of cooling required 
for the hardening of the steel of which it is composed, 
and, therefore*, it will not bo completely hardened, since 
the solid solution will partially decompose. This also 
means that all the layers lying deeper than this particular 
layer will not bo hardened. The result is, that the outer 
shell of the steel part is hardened, but the interior is not, 
and consequently that the steel part is not homogeneous, 
either in structure or properties. 

The effect described in the previous paragraph may 
be shown experimentally by two methods. Let two bars 
of the same steel be quenched in water from the same 
temperature, the diameter of one bar being inch, and 
of the other 2 inches. After quenching, these two bars 
may be sectioned, polished, and etched. Where the 
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ateei has been hardonei the etching fluid produce 
practically no effect, but where the Solid solution has 
decomposed, the etching will reveal it as a dark area. The 
result of a similar experiment is shown in Fig. 38, which 
makes it clear that the ^^^rdnch bar has hardened through¬ 
out, but that the larger bars have hardened only in the 
outer layers. The second method of displaying the phe¬ 
nomena is to make mechanical tests upon the sections of 
the bars. The results of such a series of tests are shown 
in Tables 6 and 6, and they indicate plainly the difference 
in hardness in the centres of‘the two bars. 

TABLE 5. 


Mass Effect of Hardening Shown by the Mechanical 
Properties or Bars op Different Size Hardened 
IN THE Same Way. 


steel. 

' Size of 
Bar, 
inches 

Position 

Tested. 

Heat Treatment. 

Max. 
Stress, 
tons per 

Elonga* 

tlon, 


dUm. 



aq. In. 


0-85 %| 
carbon ] 

9/16 

Centro 

Water quenched from 850® C. 

97 

2 

2 

Edge 

j Water quenched from 860® C. 

89 

6 

2 

Centre 

Water quenched from 850® C. 

66 

26 


TABLE 0. 

Exhibition of Mass Effect by Brinell Hardness Deter¬ 
minations UPON Two Different Steels, each Treated 
IN Two Different Sizes. 


Steel. 

size of 
Bar. 
Inches 
dlam. 

Position 

Tested. 

Beat Treatment. 

Brinell 

Hardness. 

Number. 

0'45%| 
carbon 1 

9/16 

Centre 

Water quenched from 860® C. 

388 

2 

Edge 

Water quenched from 850® C. 

363 

2 

Centre 

Water quenched from 850® C. 

262 

O'85% I 
carbon | 

9/16 

Centre 

Water quenched from 850® C. 

665 

2 

Edge 

Water quenched from 860® C. 

678 

2 

Centre 

Water quenched from 860* C. 

311 
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It was ^own earlier in this Chapter that the critical 
rates of hardening of all steels are not the same. This 
is really what is meant by the statement that some steels 
harden in air, some require to be cooled in oil, and others 
often require to be cooled in water. Obviously, then, 
to the engineer it may be of great importance that, for 
parts of large mass, he shall employ a steel which has a 
low critical rate of hardening, in order that the steel in 
the interior of the part shall cool fast enough to be hardened. 
This is obviously most important in forgings which are 
subsequently to be machined. For most engine parts 
which are heat treated to produce definite mechanical 
properties, it is most desirable th«at homogeneity should 
be produced. On the other hand, in the treatment of other 
things, particularly tools such as taps, milling cutters, etc., 
attempts are made to confine the hardening effect to 
the skin of the part, and to prevent it spreading throughout 
the tool. In such articles advantage is taken of the 
phenomena of the mass effect. 

Mass effect is of no importance in the tempering 
process. In this operation the critical factor is the 
temperature to which the steel has been heated, and, 
apart from temper brittleness (see p. 185), the rate of cool¬ 
ing does not enter at all. Where a steel is being cooled 
quickly after tempering in order to avoid temper brittie- 
ness, it is possible that the rate of cooling would have to 
be taken into account along with the mass, but the mass 
of the part would need to l)e very great if cooling in 
water did not produce the desired effect. 

In the normalising process the effect of mass is not 
quite negligible. In order to attain all the results desired 
from this operation, it is necessary for the steel to pass 
through the critical temperatures at a speed lower than 
its critical rate of hardening. Unless it does so, the steel 
will harden to some extent, and, by so doing, will not 
obtain the full benefit of the normalising process, because 
it will not be entirely free from mechanical strains. With 
the alloy steels sucl^ hardening always occurs if noxm^ising 
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is attempted, the proce)iS being, therefore, ail impossible 
one for such steels for that reason. * With the carbon 
steels something of the same kind of result may be obtained 
if the part is of such a mass that the rate of cooling in 
air is fairly rapid. Even with such parts as railway tyres 
the effect can be observed, whilst with thin strip the 
effect is quite marked. The whole question is one of 
rate of cooling. The carbon steels are not fully hardened 
during the air-cooling process, but are half hardened 
—the full normalising effect not being obtained. 

The second pbint of great‘importance to the engineer, 
in connection with heat treatment, is the volume changes 
which occur during the various processes. These are of 
two kinds, the normal expansion and contraction (in 
accordance with the thermal expansion of metals) due 
to the changes of temperature which occur in the treat¬ 
ment, and the abnormal changes of volume which occur 
at the critical temi^eratures of the steel. These can be 
separated for purposes of discussion, though they are 
necessarily inseparable in practice. The normal thermal 
coefficient of expansion of steel may be taken to be more or 
less equal to that of pure iron, which is 11 x 10~®in C.G.S. 
units. It is found, also, that this value is more or less 
constant at all tom 2 )eraturos up to 950” C., i.e., throughout 
the ordinary range of temperatures used in the heat treat¬ 
ment of steels. The normal coefficient of expansion of 
steel means that when a steel cools from, say, 850® C. to 
the temperature of the atmospliere, it undergoes about 
1 per cent, of linear contraction, and about 3 per cent, 
of volume contraction. This amount of contraction, 
i.e., 3 per cent., will occur, whatever may be the method 
of cooling the steel, or the speed at which it takes place, 
that is, whether the cooling is carried out in air or in 
water. Its effects are worth a careful examination. 

In the first place, the case of a simple cylinder, i.e., a 
moderately long bar, may be noticed. The ends of the 
bar may be neglected. The cooling of the cylinder is 
from 7Q0® C. (i.e., below the lower critical temperature), 
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and is eflected by dropping ijito water. The outside 
layer of the cylinder will cool down to the temperature 
of the water almost instantaneously, and, therefore, will 
immediately tend to undergo its full amount of contrac¬ 
tion. The layer immediately below the surface which 
does not cool quite so rapidly will not have reached the 
temperature of the water at the time that the outside 
layer has reached it. As a result, the second layer will 
not have contracted by its full amount, i.e., it will occupy 
a slightly larger volume than it will when it has attained 
the temperature of the hrsl or outside Tayer. The same 
tiling happens to the third and fourth layers, and the 
result is, that throughout the steel part, there is a gradient 
not only of temperature, but of “ excess volume ” or 
delayed contraction, varying from nothing on the outside 
to approximately 3 per cent, in the middle, at the instant 
of quenching. The effecl. of this excess volume in the 
inferior layer means that the superior layer is being 
stretched. It is a case of a number eight boot on a 
number nine foot. The result on the steel is much the 
same as it would be upon the boot. The superior layer 
has to yield because the inferior layer cannot contract 
as much as it subsequently will, and, therefore, the superior 
layer cannot contract as much as it normally would. 
The outer layers of the steel are, therefore, called upon to 
stretch momentarily—during the time required for the 
lower layer to attain to the temperature of the one above 
it or else to burst. There are no alternatives. Except 
under the most exceptional circumstances, the steel 
stretches and accommodates the stresses, and, therefore, 
does not burst. As it does not burst, the whole piece 
of steel assumes a state of normal dimensions, when a 
uniform temperature has been established throughout the 
steel, and the strain in each layer, due to the “excess 
volume ** of the layer below it, is taken off. This wUl 
happen when the quenching temperature is 700® C. or 
lower, because there are no other factors to take into 
account. What is quite evident, and this is the important^ 
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thing, is that, even dukng the quenohiilg of the most 
simple specimens of steel imaginable, the outside skin 
is subjected to a stress which may be of considerable 
magnitude, though this stress, when it is due simply to 
ordinary thermal expansion and contraction, is in no 
normal case large enough to cause fracture. 

The abnormal changes of volume which occur during 
heat treatment, and more particularly during hardening, 
must now be considered. At the beginning of tliis chapter 
it was shown that at certain temperatures, known as the 
critical temperatures, tlie steel undergoes definite struc¬ 
tural changes, and it was further shown that there was a 
distinct similarity between this occurrence and the freezing 
of a liquid solution, such as salt in w'ater. The similarity 
between the two systems may be extended beyond the 
limits described above, by recalling what happens when 
water freezes in a bathroom pipe, or in the water jacket 
of a motor-car cylinder. It is not at all uncommon, 
under these circumstances, for the bath pipe or the cylinder 
jacket to burst, in consequence of the fact that, at the 
time of freezing, the water expands by a considerable 
amount. Precisely similar changes occur in the steel 
at the critical temperature. When a steel cools through 
its lower critical temperature it expands, and when it 
is heated through this temperature it contracts, i.e., it 
suffers an abnormal volume change at the critical tempera¬ 
tures. The nature of the volume changes can be seen 
most easily from the curves given in Fig. 39. It is to 
be observed particularly, that the abnormal change of 
volume which occurs at the critical temperature during 
heating or cooling, is exactly the reverse of the normal 
changes which are occurring during the same process, 
i.e., that the cooling steel which normally is contracting, 
expands suddenly at the critical temperature, and that 
the steel during heating contracts at the critical tempera¬ 
ture. There is, how'ever, an important difference between 
the normal and the abnormal changes of volume. The 
.normal c-changes of volume are practically independent of 
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Fig. 39.—Cubves showing Changes op Volume Occukking 
IN A Steel at Diffehent Temperatuhes. 


ihe change of state. Similarly with the steel, the sudden 
ihange of volume accompanies the sudden change of 
itruoture. If, therefore, the steel is cooled so quickly 
shat there is no change of structure, it is to be expected 
shat there will be no sudden change of volume. When 
t had cooled down rapidly to normal temperatures, the 
iteel would have a different volume from that which it 
vould have if it ii|id cooled down slowly, because tl^ solid 
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solution, which was hxtd by the rajnd cooling, has a 
different speoiiic gravity from that of the pearlite to which 
it would give rise if slowly cooled. The volume would 
not, however, undergo any sudden alteration. It is very 
rarely that a piece of steel is hardened throughout its 
mass to the same extent, and particularly rarely in parts 
mode of carbon steel. This means that, in the majority 
of parts, the steel part is hardened on the outside to 
a greater degree than it is on the inside. In other 
words, there has been some structural change in the 
interior and none in the exterior of the steel, the result 
being that the volume change, whicli has taken place 
in the various layers of the part during the quenching, 
is different. The effect of this is that, at some time during 
the cooling, the interior of the part has undergone a 
sudden expansion, and therefore has put a good deal of 
stress upon the outside layers of the part. This stress 
may be quite suflicient, and under many circumstances 
frequently is sufficient, to cause the part to break by the 
bursting of the outside layers. The expansion of the 
interior occurs when the exterior has cooled considerably, 
and has become more or loss rigid in consequence. It 
is, therefore, less ductile, and l^s able to accommodate 
itself to the stresses imposed without undergoing frac¬ 
ture. Anything which tends to exaggerate the stress 
produced in this way is almost certain to result in the 
breaking of the part. 

Having examined what takes place in a simple example, 
the more complex cases may bo examined. Im^ine, 
for instance, what occurs if a sharp notch is present in 
the surface of the steel. It is well established that the 
presence of such a notch will cause a local increase in 
the ms^nitude of any stresses which may be put upon 
the steel (see Appendix A, p. 293). The stress exerted 
upon the outside of the steel by the excess volume, and 
the expansion of the interior, means the existence of a 
considerable stress on the steel in the outer layer. This 
c already considerable stress may, by the presence and form 
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of the notch, be magnified to su^h a value as will cause 
the rupture of the steel. The existence of a notch on 
the suiiace of the steel part is not such a rare occurrence 
as might be imagined. A sharp tool mark or a sharp 
comer gives precisely the same effect. 

Another complex case which may be imagined is that 
in which there is a considerable difference of mass in the 
various portions of the steel part. Such a shape, for 
instance, as is shown in Fig. 40 is easy to examine. The 
mass of the part marked A is considerably smaller than 
that of the part marked B. Evidently, *therefpro, there 



Fig. 40.—^Diagrammatic Illustration or 
A Typical Forging. 


will bo a distinctly greater contraction (total) in B than 
in A. Probably, also, there will be in part B a greater 
stress placed momentarily upon the skin of tlie part than 
in the skin of part A. Also, since the part B is of greater 
mass than part A, there will be a greater proportion of 
part B which is not hardened than of part A. Hence 
the sudden change of volume at the critical temperature 
in the part B will be greater than in part A. The skin of 
B, therefore, may be expected to be stressed to a greater 
extent than that of part A. The two parts A and B 
are, however, joined together at C. At this section the 
two skins of steel meet, i.e., the tw'o parts of the, steel , 
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which, in the quenching operation, are most highly 
stressed. Furthermore, it is extremely probable that the 
stresses in the skin in the two different parts are acting 
in opposite, or at any rate different, directions, thus in* 
creasing the actual stress at the section C. This stress 
alone might conceivably be sufficient to cause a fracture 
at C, and the possibility is turned into a probability, or 
a certainty, unless the radius at the section C is made 
large enough to avoid undue concentration of the stresses. 
To the engineer such considerations are of the most ex¬ 
treme importance. Sufficient has been said, however, 
upon this subject to make the other cases which might 
arise, e.g., the different parts of the article being heated 
to different temperatures, capable of- easy treatment. 

It is important to note carefully that the destructive 
volume changes are those which occur at tJie critical 
temperatures, i.e., the abnormal volume changes. The 
normal volume changes duo to the ordinary thermal 
expansion and contraction do not by themselves produce 
fractures of parts during quenching. It is only when the 
abnormal volume changes occur, as a result of sudden 
changes of structure, that failure of the part results. 
It is, of course, quite probable that the smaller stresses 
produced by the normal expansion and contraction, add 
to' the severity of the stresses produced by the abnormal 
expansion, and thereby assist to produce failure, but, 
by themselves, they are never sufficiently severe to cause 
the steel to break. 

Volume changes during tempering are important, but, 
as a rule, are not at all dangerous. Natur^dly, from what 
has already been said, a steel which is quenched, and has, 
therefore, an abnormal structure, has also an abnormal 
volume. During tempering, the structure of the steel 
tends to return to the normal, and, therefore, the volume 
also tends to change in the same way. This reotiffoation 
of the volume can be seen most easily from specific gravity 
determinations, a typical series of which is given in 
Tabl^ 7. 



HEAT TREATMENT OP STEEL 81 


. TABLE 7. 

The Chahoes of SrEomo GBAVmr Pboddcee by Tehpeeihg 
Habsened Steel. 


Temperiog Tempentnre, *0. 

SpectAe Qravlty. 

16 

7-708 

100 

7'806 

200 

' 7*813 

300 

7*829 

400 

7*843 

460 * 

"T'SSO 

600 

7*847 

600 

7*845 

700 

7*840 

800 

7*837 


In normalising, the volume changes are of no impor¬ 
tance. 


The Enoineebino Value of Habdened and Tempebed 
Steel. 

It appears desirable at this point to investigate 
the question which must necessarily arise frequently in 
the mind of the inquiring engineer, as to the value to 
him of heat treated steel. The various heat-treatraant 
processes whioK have been described cannot be carried 
out without some expenditure of time and money, and 
the engineer naturally wishes to know what return he 
is likely to obtain for this dual expenditure. The value 
of such processes as softening, normalising, and annealing 
is comparatively easy to appreciate, but it is perhaps not 
so simple to realise what advantage accrues from the 
combined process of hardening and tempering, when they 
resulr in the production of comparatively soft steel. To 
put the problem in a precise form, there are many occasions 
when the engineer designs a part which is required to 
have a strength such as can be produced, with equaj 
readiness, in steel which has simply been normalised. 

7 
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and has not been hardened or tempered, or in steel which 
has been hardened and tempered. V^ich of these two 
steels is the engineer to employ ? The answer is undoubt* 
edly that he should employ the hardened and tempered 
steel whenever possible. An appreciation of the reasons 
for tills choice necessitates an examination of the essential 
properties of steel in the light of the requirements of 
the engineer. For his purposes, steel should possess a 
certain definite tensile strength, accompanied by an 
adequate degree of toughness and an adequate degree 
of ductility. The need for a certain amount of toughness 
requires no explanation, as it is obvious that an engineer 
prefers a steel which is tougli to a steel which is brittle. 
The desirability of a steel possessing a reasonable degree 
of ductility is perhaps not so evident, since engineering 
structures are expected to be more or less rigid, and are 
not expected to flow. The ductility of a steel only 
becomes apparent when the steel is flowing, and not 
when it is rigid. Reasoning on tlieso linos suggests that 
the ductility of the steel is a matter of little importance, 
and this argument might jirobably lead to an accurate 
result, wore it not for the fact that the rigidity of an 
engineering structure, or the parts of a prime mover, 
is only relative, and that there may be occasions when it 
is.necessary for the steel to flow appreciably in certain 
small portions or elements, although the flow of the 
complete structure, or of the engineering member as a 
whole, is inappreciable. 

In Appendix A, an account is given of the effect of 
sudden changes of section, or of sliarp corners, etc., upon 
the distribution of stress in steel parts. It is shown in 
that appendix that, under certain circumstances, the 
stress in the steel round the sides of a notch, or in the 
region at which there is a sharp change of section, is a 
great deal higher than that obtaining in any other portion 
of the structure. Sharp changes of section are difficult 
to avoid. The designer may exercise every possible 
precaution in avoiding them deliberately, but his inten- 
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tions may be frustrated completely by inadvertent care* 
leesness on the p&rt of the workmen. Tool marks, hair 
cracks, etc., may, and undoubtedly do, cause a considerable 
variation in the distribution of stress in the skin of a part, 
and these irregularities may, at any time, develop Into 
such dimensions as produce a dangerous concentration of 
stress around the sides of the Haws. Even the corrosive 
action exercised by the atmosphere upon exposed parts 
is sometimes sufficient to develop surface Haws which 
become dangerous. In general terms, the only satis* 
factory way of reducing thiff concentratidh, and, therefore, 
producing a safe distribution of stress in the metal, is 
to remove the small radius or sudden change of section. 
The only automatic method of accomplishing this is by 
plastic flow on the part of the steel. Plastic flow means 
distortion, and a capacity for distortion under static 
loads, without fracture, indicates what is generally inferred 
by the term ductility. It is desirable, therefore, from 
the point of view of the rectification of undue and 
irregularly distributed stresses in steel parts, that the 
steel shall be capable of undergoing a certain amount of 
distortion without fracture. In other words, the steel 
must possess a reasonable degree of ductility. 

The extent to which the steel may be required to 
distort in order to overcome an unsatisfactory distribution 
of stress may * be comparatively large, when the small 
volume of steel involved in the actual distortion is con¬ 
sidered. The degree of distortion necessarily depends 
upon the smallness of the radius involved. If, however, 
it is considered that the actual portion of the steel part 
which is to distort is perhaps only one-hundredth of an 
inch deep and one-hundredth of an inch long, an elonga¬ 
tion of 20 per cent., in this particular volume of steel, 
will have an inappreciable effect upon the general dimen¬ 
sions of the part in which the distorting steel element 
happens to be situated. 

It may be taken, therefore, as being proved that t^e 
engineer requires steel which possesses adequate strength, 
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adequate toughness, and adequate ductility, in one and 
the same piece. It is necessary now tb investigate what 
is the effect of heat treatment upon these different pro* 
perties of the steel. It is quite easy to consider this effect 
from the standpoint of the structure produced in the 
steel after the different treatments. A reference to the 
micro'photographs illustrating the structures of carbon 
steels which have been given earlier in this chapter 
makes it clear that there is a very large and distinct 
difference in the structure of steels heat treated in different 
ways. For the f)urpo8es of tlie present examination it is 
only necessary to refer to the structure of steels which 
have been (a) normalised, {b) hardened, (c) hardened and 
tempered, and typical structures are shown in Figs. 36, 
30 and 34. The structure of the normalised steel as 
shown in Fig. 36 is obviously heterogeneous. The metal 
evidently consists of at least two different constituents, 
one on the photograph being white, and the other being 
dark grey or black. It was shown earlier in this chapter 
that the white constituent is iron, and the dark constituent 
is pearlite, which is a mixture of iron and carbide of iron. 
This heterogeneous structure is evidently capable of 
acting to some extent, when stressed, like a mixture. 
Since there are large (relatively) masses of iron present, 
thk particular constituent will be able to exert its own 
influence upon the properties of the whole mixture. It 
has been shown clearly above, that a steel of the structure 
shown in Fig. 36 has no great strength, as might reasonably 
be expected from the fact that it contains so much free 
iron, and iron is not conspicuously notable for its tensile 
strength. On the other hand, it may be expected that 
there will be a reasonably high degree of ductility, since 
iron distorts freely. The toughness of this steel will 
depend to some extent upon the circumstances under 
which it is being stressed. If the steel is free to distort, 
it will probably have a high toughness value, because, 
since there is a good deal of free iron in the part (and 
this constituent is notably ductile), the iron may distort. 



THE HEAT TREATMENT OF STEEL 86 


and thereby tend to increase the amount of energy 
required to produce the fracture, i.e., in other words, 
to increase the toughness. On the other hand, the 
existence of the large masses of free iron provide the 
possibility of the presence of extensive and uninterrupted 
gliding planes, which tend to allow a crack to propagate 
itself with comparative ease. If the steel is not free to 
distort, it is probable that the latter influence will be 
paramount, and, therefore, that the steel will not show 
any particular degree of toughness. Even if the steel 
is free to distort, it is probable that the existence of the 
gliding planes tends to reduce the toughness in a notable 
degree. 

Turning to the • structure of the hardened steel as 
shown in Fig. 30, it is evident that the conspicuous feature 
of the structure of fully and correctly hardened steel is 
its homogeneity. The solid solution in the steel possesses 
a considerable tensile strength, but since it is composed 
entirely of homogeneous crystals of solid solution, the 
resistance to the spread of cracks (or the toughness of 
the steel) is comparatively low. The steel is homogeneous, 
and, therefore, the conditions which were shown to hold 
for those parts of the crystals of the normalised steel 
which were formed of free iron will hold also for the 
solid solution, except that the hard steel does not distort 
so easily as docs the iron in the normalised steel. It 
would be expected, as is known to be true, that hardened 
steel, containing nothing but solid solution, would be by 
no means tough. 

The third t 3 ^e of structure is that presented by a 
hardened and tempered steel. In Fig. 34 the structure 
shown is that of a steel, which, after hardening, has been 
tempered at a relatively high temperature, and this 
particular structure has been chosen for purposes of 
illustration, because it shows, on a scale which can be 
appreciated optically (what is almost equally prevalent, 
though not so obvious in all steels which have been 
tempered), the particles of precipitated carbide, which# 
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have attained to suoh dimensions as render them easily 
visible. It is known quite well, that the strength of 
hardened and tempered steel is less than that of the 
fully hardened steels, consisting purely of solid solution, 
presumably in virtue of the precipitation, during tempering, 
of a more or less large proportion of carbide from the 
solid solution. The toughness, however, of steel with 
the hardened and tempered structure, is very considerable. 
This may be imagined easily. In the first place a crack, 
starting at one side of a crystal of tempered steel, has no 
straight and easy path to travel if it is to reach the other 
side of the crystal. The crack is not likely to pass 
through the precipitated carbide, but to go round it, 
which means that after traversing ’only a very short 
thickness of solid solution (or iron) the crack is brought 
up short by meeting with a particle of precipitated carbide. 
When the crack meets the carbide it most probably 
travels round it, and therefore work has to be done in 
changing the direction of propagation of the crack. After 
it has reached the other side of the particle of carbide, 
the crack has to choose a new path, and it actually may 
have to create a fresh crack on the far side of the particle 
of carbide. This absorbs a considerable amount of work, 
particularly as the matrix of iron, or largely decomposed 
solid solution, is ductile, and will distort freely before the 
crack can commence. It is evident, therefore, that steel 
possessing such a heterogeneous structure as is found 
after tempering will, in general, be notably tough, which, 
as a matter of fact, is wdl known to be true. 

From what has been said above, it should be evident 
that where the same strength can be obtained in two 
steels, one of them a normalised steel, and the other a 
hardened and tempered steel, the toughness values are 
found to be very much higher in the hardened and tem¬ 
pered steel than in the normalised steel. Since the 
engineer desires the optimum condition of mechanical 
escellence in his material, and, therefore, requires a high 
toughness value, he necessarily will choose the hardened 
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and tempered steel, in preference to the normalised steel, 
whenever possible. The test results shown in Table 8 
indicate the difference in toughness between normalised 
and hardened and tempered steels when both are of 
approximately the same tensile strength. 

TABLE 8. 


The Vamatiok in Tooghness in Steels of the Same 
Maximum Stkess Heat Treated in Different Ways. 


Steel, 

Heat Treatment. 

1 Max. 

! Stress, 
[tons per 

1 8 ( 1 . in. 

Elensa- 

tlon, 

Be4nc« 
tlon ol 
Area, 
%• 

T „ 

Impact, 

0‘45 % plain carbon 

Normalised 

' 42 

28 

55 

29 

0*45 % plain carbon 

iiardened and 

42 

27 

60 

67 

0 28 % plain carbon 

tempered 

Normalised 

at) 

27 

57 

43 

0*28 % plain carbon 

Hardened and 

40 

29 

G4 

93 

3 % nickel 

tempered 

Norm^ised 

44 

rs 

56 

33 

3 % nickel 

Hardened and 

49 

28 

66 

94 


tempered 








CHAPTER IV 

Mechanical Testing of Steel 

It is of the utmost importance that the mechanical 
properties of a piece of steel should be* known accurately, 
before it is used in parts performing any high duty. The 
steel will finally be judged upon the basis of its mechanical 
properties. Details of composition, heat treatment, etc., 
are of great interest, but they are really only of secondary 
importance, being merely means to an end, the end being 
the mechanical properties which they produce in the 
steel. No amount of nickel or chromium will make a 
steel do its work as a crankshaft unless the mechanical 
properties required in the crankshaft are present as well. 
If an engine part made in carbon steel breaks, there is 
an unfortunate tendency to assume immediately that a 
nickel steel should be used, and that its employment 
will prevent any further fractures, rather than to inquire 
what are the mechanical properties of the carbon steel, 
and in what way these mechanical properties should be 
improved, in order to make the steel stand up to its 
work. It may be found desirable to use a nickel steel 
in order to obtain the requisite physical properties, but 
that is only a secondary matter. 

In view of these facts, it will be well to inquire what 
are the important mechanical properties of steel, and to 
consider how these properties may be determined and 
evaluated. The properties usually indicated by the 
mechanical tests made on steel are :— 
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(1) Elastio limit in tension, compression, or torsion. 

(2) Yield-point In tension, compression, or torsion, 

(3) Maximum stress in tension or torsion. 

(4) Elongation per cent. 

(6) Beduction of area per cent. 

(6) Brinell hardness. 

(7) Impact or notched bar value. 

(8) Capacity for bending. 

(9) Resistance to alternating stresses. 

(10) Fatigue range (or strength). 

(11) Sclerosoope hardness. 

Methods OF Testing Steel. 

The various pieces of information detailed above are 
accumulated by carrying out a variety of tests. By 
performing a Tensile Test in an appropriate manner, 
it is possible to determine the Elastic Limit (see dis¬ 
cussion of this below), the Yield-point, the Maximum 
Stress, the Elongation per cent., and the Reduction of 
Area per cent. A simple Torsion Test gives the Elastic 
Limit, the Yield-point, and the Maximum Stress. A 
simple Compression Test gives the Elastic Limit and the 
Yield-point. The methods usually employed for making 
tensile compression and torsion tests are sufficiently well- 
known to require no further description here. 

One point, however, should be noted in connection 
with the carrying out of tensile tests. It is of vital 
importance, if truly accurate results are to be obtained 
from a tensile test, that the load on the specimen should 
be applied in a direction exactly parallel to the axis of 
the test piece. Axial loading is of greater importance 
when testing biittle materials and high tensile steels, 
than for other classes of steel, but it is desirable that it 
shall be applied in eveiy test. To secure this method 
of loading, attention must be paid to the shackles of 
the testing machine. One very satisfactory form of 
shackle to ensure axial loading of the specimen, was 
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designed by Professor Robertson, and is described in 
Appendix 1). 

When making tensile tests on certain kinds of steel— 
particularly brittle steels and sheets—the test piece 
frequently breaks outside the gauge length. This makes 
it impossible to determine satisfactorily the elongation 
and reduction of area on the specimen. In order to 
prevent the specimen breaking outside the gauge length, 
this portion may be tapered slightly, so that the middle 
third of the gauge lengthy is of a somewhat smaller 
diameter than tne extremities. Thi.s constriction usually 
causes the test piece to break in the middle part of the 
gauge length, and consequently permits of the full in¬ 
formation being obtained from the test. The usual 
amount of reduction in the diameter of the gauge length 
is to O' 561 inches from 0- 564 inches (and proportionately) 
in round specimens, and to I • 24 inches from 1 * 25 inches 
in test strips from sheets. 

For the determination of the elastic limit of the 
steel, it is necessary to employ an extensometer. This 
is an instrument which may be attached to the gauge 
length of the test piece, and which registers the strain 
produced in the steel by the various stresses imposed. 
The strain is usually measured in ten-thousandths of an 
inch. By plotting the values of the strayi, i.e., extension 
of the steel in ten-thousandths of an inch, against the 
stress producing the strain, a stress-strain curve similar 
to that shown in Fig. 61 is produced. Various forms of 
extensometer have been devised and put on the market. 

The BrineU Hardness Number of a steel possesses 
a courtesy title when it is described as a hardness ” 
number. The BrineU test is carried out by pressing a 
hardened steel ball, with a known pressure, on to a fiat 
surface produced on the steel which is to be tested. The 
baU us^ is usually 10 mm. in diameter, and the load 
for ordinary steel tests is usually 3,000 kUograms. The 
loaded ball sinks into the steel and leaves a spherical 
impression. The depth of the impression varies (roughly) 
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inversely as the “ hardness ” of the steel (as generally 
understood). The ‘Brinell hardness number is the load 
in kilograms, divided by the area of the spherical surface 
of the impression in square millimetres—so that the 
smaller the impression, the larger is the Brinell number. 

By the comparison of the results of a large number 
of tensile and Brinell tests, a distinct relationship between 
the Brinell hardness number and the maximum stress 
of the steel has been established, with a reasonable degree 
of accuracy. This relatioi\ship cannot^ be expressed 
absolutely, since the ratio of maximum stress to Brinell 
hardness number varies a little with the nature of the 
steel under examination. The variation in ratio is from 
0*22 to 0*24, the loiver ratio being given by those steels 
which have been heat treated by hardening and temper¬ 
ing or by normalising, whilst the higher factor applies 
to those steels which have been annealed, and which 
consequently give a low ratio of yield-point to maximum 
stress. 

Table 9 (on p. 92) gives the Brinell hardness number 
corresponding to the various diameters of impressions 
produced with a load of 3,000 kilograms. It also gives 
the maximum stress which generally corresponds to each 
of these BrinelJ hardness numbers, using the two factors 
0-22 and 0-24. , 

The method of making Brinell hardness determinations 
is well-known. There are several machines on the market 
for carrying out the test, including the original Swedish 
machine, the Derihon machine, and the Johnson machine. 
Drawings of these three machines, and brief descriptions 
of them, are given in Appendices I, J, and K. 

In connection with the Brinell test, there are several 
points which should receive attention. In the first place, 
there is a distinct tendency to overload the specimen, 
unless care is exercised. The load should never exceed 
that stipulated (e.g., 3,000 kgs.), even momentarily, or 
else the results will be vitiated. It is necessary that 
the fiat surface on which the Brinell test is to be piade 
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should be carefully prepared before the load is applied. 
All scale and rust must be removed. 'This may be done 
by machining, or by filing, or by grinding. If the latter 
method is employed, then the grinding must be done 
carefully to avoid the overheating of the surface which 
may otherwise ensue, and the consequent change in 

TABLE 9. 


Bbineli, Habdhess Nombeb and Maximum Steess 
, Eqdivalents. 


Diameter of 
Impression 
in 

Millimetres. 

Brinell 

Hardness 

Number. 

Max. Stress, 
tons per sa. in. 

Diameter of 
Impression 
in 

Millimetrei. 

BrlneU 

Hardness 

Number. 

Max. Stress, 
tons per Sf. In. 

Factor 

0-22. 

Factor 

0-24. 

Factor 

0'22. 

Factor 

0-24. 

2-40 

6.‘>3 

144 

lf>7 

4-40 

187 

41 

45 

2-60 

601 

132 

144 

4*50 

179 

39 

43 

260 

655 

122 

133 

4-60 

170 

37 

41 

2-70 

514 

1)3 

124 

4-70 

163 

36 

39 

2*80 

477 

105 

114 

4-80 

166 

34 

37 

2-90 

444 

98 

106 

4-90 

149 

33 

36 

3*00 

416 

91 

100 

5-00 

143 

31 

34 

3*10 

388 

80 

93 

5-10 

137 

30 

33 

3*20 

363 

80 

87 

5-20 

131 

29 

31 

3-30 

341 

75 

82 

5*30 

126 

28 

30 

3*40 

321 

71 

77 

6*40 

121 

27 

29 

3*50 

302 

66 

72 

5-50 

116 

25 

28 

3*60 

285 

03 

68 

6-60 

'111 

24 

27 

3-70 

269 

59 

66 

5-70 

107 

2$ 

26 

3-80 

255 

56 

61 

6*80 

103 

23 

26 

3-00 

241 

53 

58 

5*90 

99 

22 

24 

4-00 

229 

60 

55 

6-00 

06 

21 

23 

4* 10 

217 

48 

62 

6-10 

92 

20 

22 

4-20 

207 

45 

50 

6-20 

89 

20 

21 

4-30 

197 

43 

47 

6'30 

85 

19 

20 


(The maximum atreas values are given to the nearest whole ton.) 


physical properties which might follow from the over¬ 
heating (i.e., tempering, etc.). 

. Some materials, which are to be subjected to the Brinell 
test, are very soft, and it may be thought desirable to 
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use s smaller pressure than 3,000 kgs. It also may 
happen that the sukace available for the test is too small 
to allow of the production of a fuli-sized impression 
without bulging the sides of the specimen, which would 
destroy the value of the test. Under either of these 
conditions, it is customary to employ a load of 500 or 
1,000 kgs. The usefulness and accuracy of the results 
obtained with these loads from steel is open to some 
doubt, as the Brinell number obtained with the small 
load is not quite the same as that obtained with a standard 
load. It might be expected that the ferineli numbers 
obtained with the two different loads would be the same, 
but in actual practice they are found not to be so, and 
the result obtained ’with the smaller load may be mis¬ 
leading. It is preferable to use the larger and standard 
load whenever possible. (A fruitful source of inaccuracy 
is the difficulty of reading the very small impression 
produced on most steels with a 600-kilogram load.) 

The Brinell test is exceedingly useful as indicating a 
sound approximation to the maximum tensile strength 
of the steel under test. Whether it gives any correct 
idea of the hardness of the steel, is open to serious doubt. 
It is impossible to say whether or not the real hardness 
of the steel is indicated by the test, since, up to the present, 
no true and uniyersally applicable definition of hardness 
has been evolved. For most purposes, the hardness may 
be regarded as the resistance which a material exerts 
against deformation, and in the case of a homogeneous 
metal, this is equivalent to saying that the hardness is 
measured by the yield-point—or by the ultimate strength, 
depending upon the type and magnitude of the deforma¬ 
tion. Since the Brinell test gives a reasonable measure 
of the ultimate strength, it may be regarded in this degree 
as measuring the hardness. Its use as a hardness measure 
must be kept, however, within the limits indicated. So 
far as is known, the perfect hardness test has yet to be 
discovered (see Bibliography in Appendix N for original 
papers on this subject). 
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The Impact or Notched Bar Value of a steel is usually 
determined nowadays by methods i^ch agree in prin¬ 
ciple, but vary, to some extent, in detail. The prin¬ 
ciple of the test is that a piece of steel shall be notched 
on one side, and then fixed in a machine so that it can 
be broken by a single blow from a falling weight, or from 
a heavy swinging pendulum (see Fig. 41). There has 
been a good deal of controversy as to the form of the 
notch which should be employed. At the present time 
there are only two forms in wide use—the Izod notch 



and the Mesnager notch. These two are shown in detail 
in Figs. 42 and 43. The former notch is likely to be 
standardised in this country, and is the one which has 
been utilised in drawing up the specifications for steel 
for aeronautical and other purposes. The relative ad¬ 
vantages and disadvantages of the various shapes and 
forms of notches have been discussed in many papers 
(see Charpy,* Philpot,* etc.). In this book all the impact 
results quoted (unless otherwise stated) have been ob- 

* Joum. Iron and Steel 1917, li. 

• Jw*m. Inet. AutomtAile Engineera, 1918. 
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tained from specimens oanying the Izod notch. The 
main reason tor the adoption of this notch appears to 




have been, that it gives a more perfect discrimination 
between materials with a high and a low impact value 
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than does any other form of notch. For example, sereral 
steels—some low and some high in impact value—^gave 
the values shown in Table 10 with the Izod and the 
Mesnager notches. 


TABLE 10. 

Notohkd Bae Values on Steels Beaeino Dieebeent 
Notches. 


Steel. 1 

IntJ. 

Mesnager. 

I 

62 

70 £t..Ib. 

II 

62 

76 ft.-lb. 

III 

8 ft..lb. 

40 ft..lb. 

IV 

11 ft. .lb. 

32 ft..Ib. 


The results obtained with both notches from steels 
with high impact values are very similar, but from steels 
with low impact values the Izod notch is more sensitive, 
giving a much lower value that that recorded by the 
Mesnager notch. 

The form of machine used for carrying out the tests 
does not matter a great deal. This has been proved by 
various workers. The two most usually employed are 
the Izod and the Charpy, the former being most fre¬ 
quently used in this country, and the latter, in France. 
The two machines are shown in Figs. 44 and 46, whilst 
more complete descriptions of the machines, with draw¬ 
ings, are given in Appendices E and F. Methods for 
calibrating the two machines are given in Appendix F. 

Bending Tests are usually only carried out on bars 
or on sheet steels. In many workshops they are done 
in a very rough-and-ready manner, often with unsatis¬ 
factory results. Sheet steel is more often tested by bend¬ 
ing than any other form, and for such steel it is desirable 
to carry out the bending in some properly designed 
machine, if possible. In America, the method of testing 
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which is shown very clearly in Figs. 46 and 47, has been 
adopted with some success. The two points connected 
with the use of this method which require attention are, 



Fio. 46. —^Method of Carkyino out Bend Test, 
SHOWING Insertion of Die. 

that the forming tool should have a radius at the nose 
which varies with the thickness of the sheet, and that 
when the sheet is being bent into the 180° position a 
suitably rounded spacer should bo introduced between 



Pio. 47 .—Method of Carrying out Bend Test, 
SHOWING Final Position of Specimen. 

the two sides of the bent sheet. By taking these pre« 
cautions, the danger of cracking the test piece, by bending 
it over too small a radius, can be lessened. Kinking may 
8 
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easily happen in consequence of the crinkling or buckling 
up of the sheet, unless proper steps are taken to aroid 
it. For many purposes the information called for in a 
bend test is knowledge as to how the steel will behave 
when worked with press tools or forming rolls. Very 
sound information of that kind is provided by the 
tests made with the Atcherley bender, drawings and a 
description of which are given in Appendix M. 

For many forms of steel, particularly sheet, it is desir¬ 
able to test, not only the cajpacity of the metal to bend, 
simply and plainly, through 180® over a specified radius, 
but also its capacity to bend backwards and forwards 
through a considerable angle without developing a frac¬ 
ture. The method of carrying out the Reverse Bend 
Twt on sheets is seen clearly in the following extract 
from the British Standard Specification for mild steel 
sheet for airciaft. “The strip is to be fixed in a vice 
which has the inner edges of the jaws rounded to a radius 
equal to three times the thickness of the sheet. The 
projecting end of the strip is then to be bent at right 
angles to the fixed part, first to one side, then to the 
other, for a number of times until it breaks. The strip 
must stand without cracking at least three such reversals. 
The first bend through 90° is not counted.” This test, 
kiiown as the “ reverse bend teat,” sjiould always be 
carried out in a machine specially designed for the pur¬ 
pose. One such machine is described in Appendix L. 
In this test, as in the plain bend test, it is essential that 
the radius over which the steel is to be bent should be 
a function of the thickness of the sheet (or the diameter 
of the bar, if bar steel is to be tested). The reverse bend 
test is a fairly sensitive one, and in consequence of the 
fact that on sheet steel the values for elongation and 
reduction of area, i.e., the usually accepted indications 
of ductility, are not to be relied upon, since they vary 
too much with the gauge of the sheet, this test supplies 
the best and most convenient way of determining the 
ductility of the sheets. 
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Besifltaiuie to Altematiog Stresses is not a test under¬ 
taken in the ordinary routine of testing. Several 
methods have been proposed, however, for subjecting a 
steel to such a test. These vary somewhat in character, 
but all of them lie midway between the simple revei^e 
bend test just described (which in itself is an elementary 
form of alternating stress test), and the true fatigue test 
described below. In m(^t of the alternating stress tests 
it is customary to stress the material to a more or less 
unknown amount, the actual stress being selected arbi¬ 
trarily. The results obtained are consequently very 
difficult to evaluate. Three such tests are: (1) The 
Arnold alternating stress test, (2) the Stanton alternating 
stress test, and (d) the Upton Lewis alternating bend 
test. 

The Arnold test uses a cylindrical test sample 5 inches 
long and f inch in diameter. The specimen is gripped 
at one end, and then is bent backwards and forwards 
by a sliding hammer which delivei^ blows alternately 
on opposite sides of the test piece, at a point 3 inches 
above the base plate in which the test piece is embedded. 
The test piece, at the point of impact, is deflected f inch 
on either side of its mean position during each blow 
(see Fig. 48). There is no adjustment of the stress 
applied—the amount of deformation being independent 
of all the mechanical characteristics of the steel. The 
quantity measured by the test is the number of reversals 
of the test piece required to cause fracture. The Arnold 
test is, therefore, a form of reverse bend test, the angle 
through which the steel is bent being, however, less than 
that employed in the ordinary reverse bend test. The 
number of reversal required to cause fracture in the 
Arnold test is corr^pondingly greater. The standard 
adopted by Professor Arnold for his test is, that a properly 
ductile metal suitably free from brittleness will require 
over 300 reversals to cause fracture. 

The Stanton test is of rather a different kind. In 
this test a square specimen carrying a notch is used— 
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the form of the test piece and the machine being de¬ 
scribed and illustrated in Appendix G. When making 
the test, the specimen is placed horizontally, and is 
stressed by receiving repeated blows from a falling ham¬ 
mer. Between each blow the test piece is rotated through 
180°, so that the blow of the falling hammer is delivered 



Fio. 48 .—Method or Stkessino in the Aenold 
Aiheknatikq Stbbss Test. 

alternately on two opposite faces of the test piece. As 
in the Arnold test, the quantity measured is the number 
of blows required to cause fracture. The actual stress 
applied to the test piece can be varied in this test by 
altering, either the height from which the hammer falls,- 
or the weight of the hammer, or both. Even when this 
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is done> the mere measurement of the number of blows 
to cause fracture is arbitrary, and gives but little in* 
formation regarding the fundamental mechanic^ pro¬ 
perties of the steel. A typical application of the Stanton 
test was that a certain crankshaft for an aero engine was 
specified to withstand 6,000 blows (see also Appendix Q). 

The Upton Lewis test is rather similar to the Arnold 
test. A strip of steel is gripped at one end whilst the 
free end is bent backwards and forwards, the angle of 
bending being regulated by the amount of throw of an 
adjustable crank. It is claimed in this test, that the stress 
applied to the piece can be regulated according to the 
nature of the steel under test. This is quite true, but, 
as in the Arnold and Stanton tests, the actual quantity 
measured is decidedly vague—the number of reversals 
of stress to cause fracture being the indication of quality— 
since the stress can hardly bo adjusted accurately. 

The Fatigue Range of steel is a mechanical property 
more frequently determined nowadays than ever before. 
The tests required are not ewiy to carry out, and occupy 
a good deal of time. The determination consists of the 
discovery of that stress, either alternating, cyclical, or 
fluctuating, which, when applied to a steel for an in¬ 
definitely large number of applications, will not cause it 
to break. The “ indefinitely large number of applica¬ 
tions ” has to bo brought down to a concrete limit for 
testing purposes, and a very usual estimate of it is six 
million reversals of the stress. It is not usually possible 
to find out the fatigue range by one single experiment. 
It is necessary to test several samples of the steel—some 
loaded above and some loaded below the limiting stress— 
(those loaded above breaking at a comparatively small 
number of reversals, and those loaded below enduring 
more reversals than the decisive number—e.g., six mil¬ 
lions). The results obtained from the various specimens 
may then be exhibited diagrammatioally, as a curve of 
stress against reversals, the co-ordinates being the stress 
applied and the number of reversals endured. The curve « 
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should become practically asymptotic, parallel to the 
axis of reversals, at the limiting or " fatigue ” stress. A 
typical curve is shown in Fig. 49. 

Various methods have been employed for the actual 
application of the stress to the test samples. The most 
widely honoured is probably that of Wohler, in which 
the steel is tested as a rotating cantilever, the stress 
being applied by a weight, hung from a bearing attached 
at the free end. The fixed end is secured in a chuck, 
and the whole system is rotated at a suitable speed (e.g., 
2,000 r.p.m.). A drawing of the arrangement with the 



Fio. 49.—A TypiCAU Curve or the Observations made in 
, A True Fatigue Test. 

usual form of test piece is shown in Fig. 50. It is neces¬ 
sary that the test specimen shall be shaped so that there 
is a very large radius at the shoulder. This precaution 
is absolutely essential, if the results obtained are to be 
at all reliable or regular. 

A modification of the Wohler method is that of Eden, 
Bose, and Cunningham, in which the specimen is stressed 
by the application of a uniform bending moment. In 
this arrangement, as in the Wohler, the alternation of 
stress in the steel is secured by the rotation of the speci¬ 
men. (A full description of the method and apparatus 
is given in the Journ. Inal. Mech. Eng., 1911.) The method 
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of Eden, Rose, and Cunningham gives results which are 
quite in keeping with those obtained by the Wohler 
method. 

An entirely different type of machine is that designed 



Fio. 60 a.—^Diagrammatic Illustration of the Arrangement 

OF THE AVoHLEB FaTIGUE TESTING MACHINE. 
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Fio. 60 b.->-Standabz> Test Piece for Wohler Fatigue Test. 


and used by Dr. Haigh at the Royal Naval College, 
Greenwich. In this machine the steel is stressed, not 
by bending, but by direct tension and compression. 
The specimen is of approximately the same shape as an 
ordinary tensile test piece, and is secured in screwed 
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grips, one of which is moveable. The stress is applied 
to the test piece by electro-magnetic means, a suitably 
wound coil being placed round the moveable shackle. By 
various electrical adjustments, the rate of alternation 
of stress and the intensity of the tension and compression 
stresses can be altered as desired. (A complete descrip¬ 
tion and sketch of the machine and test piece is given 
in Appendix H.) This method of testing is a highly 
useful one, and it is of great value to compare the results 
which it provides, with those given by the Wohler method 
(see pp. 164 and 210). 

Another method of testing the fatigue range of a steel 
which is of the greatest possible interest, and suggests 
the possibility of providing a method .for the rapid deter¬ 
mination of the fatigue range of a piece of steel, is that 
used by Strohmeyer (sec Memorandum by Chief Engineer, 
Manchester Steam Users’ Association, 1913). The prin¬ 
ciple utilised by Strohmeyer is described best in his own 
words. He says :— 

The principle of the new test is based on the following 
consideration. There is practically no internal friction in 
perfectly elastic materials, such as steel. For instance, a 
vibrating tuning-fork will, if struck and placed in a vacuum, 
,continue to vibrate for a long time, whereas if tuning-forks 
were made of brass or cast iron, which materials are slightly 
plastic, internal work would be done and the vibrations 
would soon die out, because the repeated strainings are 
associated with what might be called molecular friction. 
This friction will also occur in steel and other clastic materials, 
if the stresses to which they arc subjected exceed their 
elastic limits ; and, as mechanical friction is converted into 
heat, it seemed probable that if a test piece wore subjected 
to fatiguing stresses and if provisions were made for measur¬ 
ing any heat which might be generated, then it would be 
found that up to a certain limit, up to which the material 
was perfectly elt^tic, no heat would be generated, but if 
that limit were exceeded the resultant internal friction 
would produce heat, which might possibly be detected by 
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sensitive thermometenB, and thus the limiting stress, or 
fatigue limit, would be found. 

The means adopted for detecting and measuring the 
heat production was to surround the test piece uith a loosely 
fitting sleeve of thick india-rubber, to pass a small stream 
of water along the annular space between the test piece 
and this tube, and to measure the difference of temperature 
between the inlet and outflow. When a difference of about 
0*01® C. was noticed, the fatigue limit was supposed to 
have been reached, but the fatigue stresses were of course 
increased slightly, to confirm this indication. The differ¬ 
ence of temperature betwee'n inlet and ofttflow would now 
be considerable, but would generally disappear again if 
the alternating stresses were reduced below the hmit. 
Fortunately these calorimetrically determined fatigue limits 
were generally very clearly defined, and may bo depended 
upon as being nearly correct. 

Strohmeyer claims, and supports his claim by a con¬ 
siderable amount of experimental data, to have produced 
a method for the determination of the fatigue of a stool, 
which is both rapid and accurate. 

Various tests have been proposed for the determination 
of the Hardness of a piece of steel. One of these has 
been mentioned above (the Brinell teat), and the limita¬ 
tions of the method have been mentioned. Of the mapy 
other methods suggested, only one is in sufficiently wide 
and general use to need discussion. (Those interested in 
this question can find details of different proposals, by 
reference to the various papers on this subject given in 
the Bibliography in Appendix N.) This other method is 
that of the Shore Scleroscopc. It is based upon the 
height of rebound of a pointed steel weight (the point 
being of diamond) which falls from a fixed height upon 
a clamped specimen. The specimen should be quite fiat 
at the point tested, and the flat surface should bo hori¬ 
zontal. The height to which the specimen rebounds is 
taken as a measure of the hardness of the steel surface. 
This method is of some value, if the proper conditions 



106 ENGINEERING STEELS 

for its use are carefully observed. It is found that the 
readings of the instrument are liable to be affected con* 
siderably by: (1) The rigidity of the support, table, 
etc., upon which the test is being carried out; (2) the 
mass of the specimen under test; (3) the condition of 
the surface which is being tested. In order, therefore, 
to give satisfactory res\ilts, it is essential that the instru- 
ment shall be used under standardised conditions. As it 
is almost impossible to guarantee that these conditions 
can be in any way standard for two different workers 
or workshops, if is useless to* quote a definite scleroscopic 
hardness for any particular steel. (E.g., it is found that 
certain specifications for ca^-hardoning steels call for 
a scleroscopic hardness of not less than 80 on a cemented 
and hardened surface. Without standardised conditions 
this requirement is valueless, as two pieces of steel of 
the same composition, depth of case, and heat treatment 
have been found to give results varying from 80 to 96.) 
To use the instrument successfully, it is evident that the 
same, or, if sufficiently massive, a similar support should 
always be used, and that the same size and shape of 
test piece should be employed. As an example of the 
conditions under which the method can be useful, case- 
hardened gears may be quoted. If it is desired to ascer¬ 
tain whether all the members of a batch of case-hardened 
gears have been hardened satisfactorily, Ihe Shore Sclero- 
scope can be employed, provided that the gears are all 
the same size, and also provided that one satisfactory 
sample can be taken as a standard. Comparative readings 
can thus be obtained and used. From what has been 
said, it is evident that, so far as is known, the Shore 
Scleroscope does not give an absolute measurement of 
the hardness of a piece of steel. 

Thb Mechanical Properties of Steel, 

The above discuMion has shown the methods which 
are usually employed to obtain information regarding 
the mechanical properties of steel. It seems desirable, 
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however, to discuss somewhat fully these various pro¬ 
perties, in order to determine what they really are or 
mean, and in what way they can be used by the engineer. 
After carrying out a suitable selection of the tests enumer¬ 
ated above, the following information is available regarding 
the steel which has been tested ;— 

(1) Elastic limit. 

(2) Yield-point. 

(3) Maximum stress. 

(4) Elongation. , 

(6) Reduction of area. 

(6) Impact or notched bar value. 

(7) Brinell hardness. 

(8) Resistadee to alternating stresses. 

(9) Fatigue range. 

What do all these properties mean, and how are they 
to be used 1 It will be profitable to examine each one 
separately, and to endeavour to evaluate it in the sense 
of its usefulness to the engineer. 

Elastic Limit.—The elastic limit of a piece of steel is 
usually determined by obtaining from the steel a diagram, 
showing the variations of strain produced in it by con¬ 
tinuous increments of stress (see p. 90). The resulting 
stress/strain diagram is shown in its ideal form in Fig. 61. 
The elastic limit is defined by the British Engineering 
Standards Association as follows:— 

The elastic limit is the point at which the extensions 
cease to be proportional to the loads. In a stress/strain 
diagram plotted to a large scale it is the point where the 
diagram ceases to be a straight line and becomes curved. 

The point on the diagram in Fig. 51 which corresponds 
to the requirements of the definition is marked A, and 
the elastic limit of the steel is given by the stress co¬ 
ordinate corresponding to the point A. The Elastic 
Limit is obviously, by this definition, the Limit of Pro¬ 
portionality, and that is the sense in which.the term 
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elastic limit is most usually employed in engineering. 
In the ideal diagram as given in Eig. 51, the elastic limit 



Fm. 61.—^Ax Ideal Steess/Stbain Cueve or Steel. 

is easy to see, but in actual practice it is frequently 
difiScult to produce a diagram which even approximate 
to the ideal, except in certain soft steels. When hardened 



Fia. 62.—A Steess/Stba™ Cdbve as Obtained eeom Fully 
Haedeked Steels. 

alloy steels are being tested, the diagram which is obtained 
is more of the form shown in Fig. 62, and that diagram 
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gives no clearly out point corresponding to the elastic 
limit. It is, therefore, very difficult to say what stress 
really corresponds to the elastic limit of such a steel, 
yet it is impossible to believe that the steel has no real 
elastic limit. It is of the greatest importance, therefore, 
that some good and reliable method of determining the 
elastic limit in such steels should be elaborated. That 
the ordinary method of determining it is unsatisfactory, 
is shown by the following experiments. 

Take any steel which can be hardened fairly inten¬ 
sively—e.g., a high tensile case-hardening steel, or a 
100-ton nickel chromium steel^—and harden it out com¬ 
pletely. Upon a sample of the fully hardened steel, 
make a stress/strain "diagram, and find out the stress at 
which the curve departs from the range of proportionality, 
i.e., the apparent elastic limit. Some results which were 
obtained in an experiment of this kind are given in 
Table 11. In addition to the apparent elastic limit, the 
yield-point and the maximum stress are quoted. It can 
be seen that, according to this method of testing, the 
elastic limit of the steel is exceedingly low in comparison 
with the yield-point and the maximum stress. 


TABLE 11. 

The Low “ Elastic Limit ” of Habdeneo Alloy Steel. 


Steel. 

Eloatlo Limit, 
tons per sq. in. 

Yield*poiiit>, ' 

tons per sq. in. ^ 

Max. Streu, 
tons per sq. in. 

A 

20-0 

78*8 

109*1 

B 

230 

76*8 

97*0 

C 

17-7 

108*8 

126*6 

D 

16‘4 


89*5 


The steels represented in Table 11 are 100-ton air¬ 
hardening nickel chromium steels, and, therefore, can be 
tempered conveniently. Different specimens of each steel 
were tempered at temperatures varying from 200'’O. to 
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600° C. The tempered speoimens were then tested to 
give the apparent elastic limit, yield-point, and maximum 
stress. The results obtained are given in Table 12 and 
in Fig. 63. 

It can be seen at once, from the results given in Table 12, 



TEMPERING TEMPERATURE °C. 


Fto. 83.—CoBves showiko the Eeeeot oe Teupebinq titob 
THE MEOBxincAt. Pbotebties oe Steel, Notable the 
“Elastic Limit." 

that although the operation of tempering the steel has 
had the usual effect upon the ultimate strength and the 
yield-point, i.e., has lowered them distinctly and regularly, 
the effect of tempering upon the elastic limit has been 
to raise it. It is found that whilst the maximum stress 
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has been lowered from, say, 100 tons per sq. in., to 80 
tons per sq. in., the elastic limit has been raised from, 
say, 20 tons per sq. in. to 45 tons per sq. in. If the elastic 
limit, as recorded, represents really the failing-point of 
the steel, the only interpretation of this result would be 

TABLE 12. 

The Eejeot or Tempekino upon toe “ Elastic Limit ” op 
Hardened Alloy Steel. 



Tempering, 
Temperatnra *C. 

£)a8tic*Llmit, 
tons per sq. in. 

Yield-point, 
tons per sq. in. 

Max. Stress, 
tons per sq. to. 

A 


20-0 

78*8 

' 109* 1 

A 

200 * 

36*2 

77*6 

101*2 

A 

400 

53-3 

80*6 

97*9 

A 

600 

51-7 

71*3 

82*4 

B 

_ 

22-0 

75*8 

97*0 

B 

200 

i 25-6 

740 

94*0 

B 

300 

27-8 

74*0 

03*4 

B 

400 

30-4 

74*0 

90*8 

B 

500 

45*3 

60*0 

72*7 

C 


17*7 

108*8 

125*6 

c 

200 

22*8 

109*0 

124*0 

C 

300 

30*3 

103*5 

119*0 

c 

450 

36*4 

9G0 

1090 

c 

500 

66*7 

83*5 

96*6 , 

D 

__ 

16*4 


89*5 

D 

200 

24*2 

— 

90*4 

B 

300 

30*6 

— 

87*9 

D 

400 

36*8 

— 

88*1 

D 

500 

40*3 


81*5 


that a steel of 100 tons strength can only withstand in 
practice, without plastic deformation, rather less than 
one-half the stress that can be endured by a steel with 
a strength of only 80 tons. Test results such as those 
given in Table 12 can be repeated regularly; in fact, they 
are always obtained when steels of the kind which harden 
drastically are tested for the apparent elastic limit. It 
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seems evident, therefore, that there is something ^rongi 
and that what is called the elastic limit in an ordinary 
test, is not the true elastic limit of the steel at all. 

One probable explanation of this peculiarity may be 
that, in steels which are hardened, a good deal of intemtii 
stress is set up due to contraction and volume changes 
during the actual operations of hardening (see Chapter III, 
p. 74). That such strains do exist, may be shown quite 
convincingly by the distortion which very often occurs 
during the quenching of steel. It may also be shown by a 
simple experiment, which consists of making measurements 
of the length of a bar of steel, before and after quenching. 
When a bar of steel is hardened it becomes shorter. If 
the diameter of the bar is then reduced by machining 
away successive layers, and measurements are made of 
the length of the bar after each layer has been removed, 
it is found that the bar gradually lengthens. Evidently, 
there must be some internal stress in the steel which is 
producing this gradual and steady alteration of dimen¬ 
sion. It is also evident and reasonable to believe that 
some original strain was present in the steel, and that 
it is gradually relieved by the machining away of the 
outer layer. Each successive removal of materied relieves 
the stress still further and allows the further lengthening 
of the bar. Since the bar lengthens during the process 
of turning, it is reasonable to assume that the strain in 
the steel produced by hardening was a compression strain. 

Assuming, therefore (and in all probability making a 
very correct assumption), that in a, piece of hardened 
steel the material is definitely in a state of strain (probaldy 
in compression), it is not surprising that the ordihary 
observations of a tensile test show some evidence of the 
existence of this strain.‘ When the steel is put in the 
testing machine and is strained, the tensile stress put 
upon the steel probably has thS same effect in releasing 
the internal strain, as has the removal by machining of 

' The author gives this theory as being the one moat usually acoepted, 
but does not thereby commit himself to any support of it. 
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the sojrface layer of the hardened bar in the experiment 
described aboVe. The earlier ap^lioaticms of stress to the 
hardened steel have, therefore, two effects. First, they 
are neutralising and removing tlie internal strain produced 
during hardening, and, secondly, they are producing an 
elastic strain in the steel. Any ol^servation made upon 
an eztensometer is, therefore, almost sure to represent 
the resultant of the two effects. It is reasonable to 
assume that, in the majority of instances, these two effects 
do hot suffer the large variation in value such as would 
be indicated by the point •on the str^s/strain curve, 
and known as the “ elastic limit,” at the same stress. 
There must, therefore, be some definite change of dope 
in the oxtensometec curve at the point at which the 
internal stress is removed, if this occurs at a lower stress 
than the elastic limit. It is reasonable to believe, there¬ 
fore, that the change of slope in the stress/strain diagram, 
which is usually read as being the clastic limit, is in reality 
not the elastic limit at all, but something which is neither 
a fundamental property of the steel, nor a property of 
any value to the engineer, but is associated with the 
removal of hardening strains from the steel. The ex¬ 
planation given in the above paragraph fits in satisfactorily 
with the results obtained in the series of tests on tempered 
steels quoted above. The operation of tempering possibly 
h^ two effects. Tn the first instance it may be assumed 
to lower the elastic limit, and in the second place it 
may be assumed to have some effect in removing the 
internal strains locked up in the steel by the process of 
hardening. The magnitude of the internal strains re-, 
maining in the steel will be smaller as the tempering 
temperature becomes higher, and, ii' is reasonable to 
assume that, at some pre-ordainpd temperature, these 
strains wili have been removed completely. The curve, 
therefore, of elastic limit ” in Fig. 53 represents really 
two curves which cross one another. The first curve 
indicates the gradual renloval o1 ■ the internal strains 
during tempering, and the consequent raising of the 
9 ' 
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apparent ‘‘elastic limit” or ‘‘limit of proportionality.” 
The value of the latter stress apparently, therefore, rises 
with the temperature. The second curve represents the 
fedl of the true elastic limit with a rise in the tempering 
temperature of the steel. These two curves evidently 
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cross at a temperature of about 400° to 460° C., and mncc 
the extensometer only shows the change which occuri 
at the lower stress (whichever change this may be, eithei 
the complete removal of internal strain or the true limb 
of elasticity), the two curves are not shown in full, bui 
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only the lower half of each curve fused into one. The 
first and rising part of the curve in Fig. 53 represents 
the removal of internal strains, and the second or falling 
part represents the change of the true elastic limit. In 
Fig. 64 the two curves (hypothetical) are shown for their 
full extent, the thickened part being the actual observed 
curve corresponding to that in Fig. 63. 

The different forms of stress/strain curve obtained 
with steels fully hardened, and those tempered above 
the temperature at which the two curves suggested above 



Fio. 56 .—Stbess/Stbain Cuhvks of xhe same Alloy Sieel s 
(A) Fully Haudened, (B) Attbb TBMPERiira. 

cross (e.g., 460® C.) are shown in Fig. 66. It can be seen 
that, whereas in the hardened steel the change of slope, 
A, in the curve is quite indefinite, in the tempered steel 
there is a fairly definite change of slope, B, which allows 
of a reasonably accurate determination of the elastic 
limit. It is reasonable, therefore, to assume that it is 
only in the latter case that there is any kind of meaning 
to be attached to the “ elastic limit ” determination as 
made in an ordinary tensile test. 

The vagueness of the ** elastic limit ” value obtained 
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from a tensile test is not confined to quenched steel, 
but is met with to almost the same extent in cold worked 
steels. This will be referred to again in the section dealing 
with Cold Worked Steels. 

Bearing in mind the points enumerated above, it 
becomes of interest to inquire what is the real elastic limit 
of a piece of steel. A discussion of this point involves 
the prior discussion of the fatigue range of a steel, and 
is, therefore, deferred until after that property has been 
considered. 

Yield-point.—The yield-point of a piece of steel has 
been defined by the British Engineering Standards 
Association as follows :— 

The yield-point shall bo the load per square inch at 
which, when the load is increased at a moderately fast 
rate, there is a distinct drop of the testing machine 
lever, or, in hydraulic machines, of the gauge finger, or at 
which a distinctly visible increase occurs in the distance 
between the gauge points on the test piece observed by 
using dividers. 

From the definition it is clear that there is some con¬ 
siderable doubt as to the real nature of the yield-point. 
What is being referred to in the definitions is shown 
diagrammatically in the stress/strain curve in Fig. 51, 
as the point B. For steels which give a stress/strain 
curve similar to that shown in Fig. 61 or in Fig. 66 b, there 
is some likelihood that the yield-point may be observed 
within fairly reasonable and close limits, but unless the 
stress/strain curve is of the type shown in these curves, 
and particularly if it happens to be of the type shown 
in Fig. 52, the taking of a reading for the yield-point 
is a very doubtful proceeding. It is a matter of some 
considerable doubt as to whether the yield-point can be 
really determined at all in steels which give a curve like 
that in Fig. 62. 

The yield-point indicates that, at a certain partioalar 
stress, the steel has undergone some amount of plastic 



MECHANICAL TESTING OE STEEL 117 

flow, and has suffered a certain degree of permanent 
deformation. It, therefore, indicates a stress slightly 
higher than the elastic limit of the material, and also 
repr^ents, therefore, the absolute limit of stress to which 
the steel can be loaded without being seriously distorted. 
This information would be of great value to the engineer, 
provided that it could be obtained with ease and regularity. 
Unfortunately, however, the yield-point of steel cannot 
be obtained either easily or in a really consistent manner, 
as is readily demonstrated# by comparing the results 
obtained by a number of different observers on the same 
steel. The personal element in testing is nowhere more 
clearly shown than in the making of yield-point deter¬ 
minations. The derinition of the property shows that 
this uncertainty is probable. 

As a means of avoiding some of the more serious 
objections to the use of the yield-point as ordinarily 
determined, proposals have been made that it should be 
replaced in ordinary routine testing by what is known 
as the “ proof stress,” An inspection of a few specifica¬ 
tions for steel will readily prove the fact that the yield- 
point is required always to be not less than a certain 
stipulated stress per square inch. If it is greater than 
the stipulated stress, no objection is raised, but it must 
not be less. It ’is much easier to determine whether 
the yield-point is above a certain figure, than to make 
a correct determination of the actual stress corresponding 
to the yield-point. All that need be done is to load the 
test piece, so that it is stressed to an amount equal to 
the stipulated minimum yield-point, allow the load to 
operate for a fixed time, remove the load, and measure 
the test piece in order to determine whether any per¬ 
manent stretching has occurred. If the steel has not 
stretched, then the yield-point must be higher than the 
stress applied, and if, on the other hand, the steel has 
stretched permanently more than a very small amount, 
then the yield-point of the steel is lower than the stress 
put upon the steel. An amount of stretch equal to 
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of the gauge length is usually taken as the most satis¬ 
factory criterion, so that a steel which, on the application 
of the “ proof stress,” does not stretch more than 1/200 
of the gauge length, has passed the test satisfactorily, 
and the yield-point is higher than the proof stress, and 
vice versa. For routine testing the use of the proof stress, 
as opposed to the determination of the yield-point, is 
to be strongly recommended. 

Maximum Stress.—^This property is quite simple to 
understand and to appreciate. It is difficult, however, 
to see what possible use it can be, per se, to the engineer. 
It tells him the load at which the steel in a part will break, 
but he is not designing parts to break, but to withstand 
the loads which are put upon them. He cannot even 
use the maximum stress of the steel, by designing on 
slightly less than this stress, and feeling confident that 
the part will, therefore, withstand all the stresses which 
he wishes to impose, because the steel is not rigid or 
even elastic at all stresses less than the maximum stress, 
and undergoes considerable distortion of a permanent 
character, when submitted to a stress greater than the 
yield-point. Engineering eonstruetions are not supposed 
to submit to any permanent distortion when in use, 
ejnee stability and permanence are the two essential 
properties of such structures. Sinee there must be no 
distortion, the yield-point of the steel represents the 
utmost limit of stress to which it can be exposed in actual 
use, and the maximum stress of a steel is a property 
quite independent of the yield-point. If the maximum 
stress has no designing value, what is the use of it to 
the engineet ? So far as can be seen, it is useful only 
in consequence of the fact that the maximum stress has 
been used so much in the past, that a knowledge of its 
value is translated by experience into terms of other 
properties which are of use to the engineer. The value 
of the maximum stress implies in the mind of the engineer 
a statement of the elastic limit, the yield-point, or the 
fatigue range, or whatever property of the steel is being 
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used by him in his calculations. Occasionally, the 
engineer is let down badly by bis assumption, but these 
occasions are much fewer than those in which his faith 
is upheld, and as the disappointments appear to occur 
with a certain amount of regularity, they become regis¬ 
tered in his experience, and may be predicted with the 
same regularity as those experiences in which his expecta¬ 
tion or his faith is upheld. So far as can be seen, this 
translation of the ultimate strength, by experience, into 
other properties (of use to the designer), is the only way 
in which the ultimate strength can be regarded as of 
value, but it is probably of sufficient value to make the 
determination of the maximum stress of a steel worth 
while. 

Elongation and Seduction of Area.—The next two 
properties, namely the elongation per cent, and the 
reduction of area per cent., are always obtained, in a 
tensile test, by making measurements of the dimensions 
of the test piece before and after fracture. They are 
properties upon which a great deal of stress is laid by 
many engineers. In general they are very dependent 
variables, as the values for elongation and reduction of 
area which may be obtained from a good and satisfactory 
piece of steel, depend almost entirely upon the maximum 
strength (yield-point, etc.) of the steel. (They tdso 
depend to some extent upon the nature of the steel, i.e., 
as to whether the steel is forged, or cast, or cold rolled, 
and the above remarks may be taken to apply to steel 
of any one definite class.) It is unreasonable to expect 
that a steel will give the same value of elongation and 
reduction of area, if its maximum strength is 76 tons, 
as if its maximum strength were 46 tons. With the 
former steel the elongation might be considered to be 
good if it were 12 per cent., whilst in the latter case it 
would probably be good, only if it were more than 20 per 
cent. The elongation and reduction of area per cent, 
vary more or less inversely as the maximum strength of 
the steel, and the values obtained for these properties 
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on a piece of steel must be regarded accordingly (see 
the curves in Fig. 69). 

It is usually found to be true that the elongation per 
cent, and the reduction of area per cent, on a piece of 
steel, are values which are to some extent associated, 
i.e., a steel giving a high value for the elongation usually 
gives also a high value for the reduction of area. There 
is, however, no definite relationship, and it would be 
quite wrong to assume that a knowledge of the value 
for elongation would providg also a knowledge of the 
value of the reduction of area. The ratio of elongation 
to reduction of area is different, even on average values, 
between one class of steel and another. The usual ratio 
for forgings is quite different from that for castings. It 
is generally found, too, that the value, which really is 
the more susceptible and is the better criterion of ductility, 
is the reduction of area and not the elongation per cent. 
Whatever empirical relationship there is between the 
elongation and the reduction of area only holds good if 
certain conventions are observed in respect to the shape 
of the test piece. These dimensions have no influence 
upon the value obtained for the reduetion of area, but 
they do affect the elongation value. That this must be 
so can be made clear by a consideration of the way in 
which a test piece elongates during a test. The elonga¬ 
tion produced in the test piece is not uniform over the 
whole extent of the gauge length. It is more or less 
uniform over the greatest part of the length, but, at a 
certain point, i.e., near to the point of final fracture, the 
test piece elongates much more than it does on the average 
of the whole length. This “ neck ” develops by excessive 
elongation and reduction of area, and ultimately locates 
the fracture of the steel. Obviously, this “ neck ” repre¬ 
sents a considerable proportion of the total extension, 
which forms the elongation of the test piece as a whole. 
If the extension in the “neck” be z inches, and the 
extension in the remainder of the length be y inches, 
^ then the total extension is z -f- y inches, and the prd^ 
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portion of the local extension in the “ neck " to the total 

ia —. Evidently, this fraction becomes greater as 

a: 4* y 

y becomes smaller, and evidently, also, the elongation 
per cent, becomes greater as the value of this fraction 
increases. The fraction becomes greater as y becomes 
less, and y is decreased by shortening the gauge length, 
since the value of y is proportional to the gauge length 
(roughly). Consequently, therefore, if the diameter of the 
test sample be fixed, the actual value of-the elongation, 
roughly, varies inversely as the length of the test piece. 
The dimensions of one of the commonest standard test 
pieces, in use in th^ country, are O'564 inches for the 
diameter and 2 inches for the gauge length. The relation¬ 
ship between these two dimensions is given by the formula 
— L® 

L=4-\/A or ^ = 16 (a constant) . . (i) 

where L is the gauge length of the specimen gauge, and 
A is the cross sectional area of the cylindrical test piece. 
Expressed in terms of the diameter the formula becomes : 



= 2d'\/ir 


= 3-Bid .(ii) 

It is found that, if the relationship of gauge length 
to diameter expressed by the relationship (i) or (ii) above 
is observed, no matter what the actual dimensions of the 
test piece, the values obtained for the elongation and the 
reduction of area are comparative. This does not'mean 
that only one size and shape of test piece shall be employed, 
but that the length upon which the elongation per cent, 
is calculated shall be equal to four times the square root 
of the area of the test piece, or shall be equed to 3'64 
times its diameter. If this relationship is observed, then 
the values for the elongation per cent, given on different 
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sizes of test pieces are perfectly comparable. If this 
relationship is not observed, however, the results are 
not directly comparable but require conversion. 

Another factor which enters into the values obtained 
for the elongation per cent, and the reduction of area 
per cent., is of considerable importance in connection 
with forged steels. In tests upon such steels, totally differ¬ 
ent results are obtained when the axis of the test piece 
is parallel to the direction in which the steel has been 
elongated duriqg forging, frpm those obtained when the 
axis of the test piece is perpendicular to this direction. 

The reason for this difference is given in Chapter II 
(p. 29), but the effect can be clearly shown by the test 
figures given in Table 13, the results being taken from tests 
made on specimens cut from different parts of the 
same aero engine crankshaft. 


TABLE 13. 

Tan Effect op Direction of Fibre upon Dcctiuty op 
Stefx. 


PirectiOD of Axis 
of Test Piece. 

1 Max. Stress, | 

1 tons per sq. in. | 

Klongatlon 

1 

I Reduction of 

1 

Longitudinal .. 

1 ti'* 1 

206 j 

66-8 

• Transverse 

670 

3*3 

6-0 

Longitudinal .. 

62-6 1 

190 * 

43*4 

Transverse 

1 59-7 ! 

8-0 

19*6 


In the great majority of tests, the results for elongation 
and reduction of area quoted for steel, are those which 
should be obtained upon longitudinal test pieces, that 
is, test pieces cut with their axes parallel to the direction 
in which the steel has been drawn out during forging. 
Occasionally, it is necessary to test samples cut trans¬ 
versely (as in gun forgings), but, in these cases, the con¬ 
ditions are usually specifically stated, and the results 
expected are necessarily lower than for longitudinal test 
pieces. 
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There is one common form of steel, in which a quotation 
of the elongation per cent, is of little value. This material 
is steel sheet, and it has been shown quite clearly that 
the value obtained for the elongation per cent, on such 
material is considerably affected by the gauge of the 
sheet. Even though the sheets are rolled from the same 
ingot of steel, and are in exactly the same condition of 
heat treatment, e.g., normalised, the values for the elonga¬ 
tion per cent, obtained from a 12 gauge sheet will be 
notably different from thosp obtained f^om an 18 gauge 
sheet, the differences being sufficiently great to make it 
impossible to specify any particular value of elongation 
which must be given by steel sheet, unless the specifica¬ 
tion is restricted to one gauge. When testing sheet, 
therefore, the elongation measurement should be neglected, 
and the information usually obtained from this factor 
taken from the bend tests. 

The real worth, to the engineer, of the values obtained 
for the elongation and reduction of area per cent, is 
almost as elusive as is that of the maximum stress. The 
evaluation of all these three properties presents the same 
difficulties. The elongation and reduction of area are 
regarded usually as a measure of the ductility of the steel, 
and it may be conceded at once that these two pieces 
of information do give a very reasonable indication*of 
ductility. It is by no means easy, however, to see in 
what way the engineer should regard the property of 
ductility when selecting a steel for any particular job. 
As stated in the section dealing with maximum stress, 
engineering structures are intended to be rigid, and if 
they are rigid they obviously are not called upon to flow, 
and consequently the ease with which a steel does flow 
(which is really what is meant by ductility) seems to be 
of little importance to the engineer. There are certain 
conditions, however, under which the capacity for flow 
in a steel may be of some use. It is well Imown (see 
Appendix A) that in an engineering structure all the 
parts are not stressed to the same extent, and it is also 
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known that, in any one part, there may be a very unequal 
distribution of stress, in consequence of the presence of a 
relatively sharp corner at some point or other. If a steel 
is absolutely rigid and not capable of flowing at all, the con- 
oentration of stress which occurs at or near to the sharp 
comer, may result in the fracture of the steel, since the 
metal may be stressed beyond its yield-point. If, however, 
the steel is reasonably ductile, the flow of the metal at 
this particular point may be sufiicient to avert failure. 
The steel distorts and flows ,in such a way as increases 
the radius and does away with the sharp corner. The 
change of shape lessens the concentration of stress and 
releases the strain on the steel, thereby preventing the 
fracture of the steel, which otherwise might occur. Under 
circumstances of this nature, which are far more common 
than is imagined, it is, evidently, desirable that the steel 
which is used should possess a reasonably good ductility, 
which means a suitably high value of elongation and 
reduction of area. Nevertheless, the amount of flow, 
under the conditions which have been described, is not 
likely to be very great, taking the part eis a whole, though 
in the small element which naturally distorts, the change 
of shape may be quite considerable. 

The elongation and reduction of area may be of some 
fufther value in the direetion of indicating to the engineer 
that the steel which he is using has been manufactured 
properly. It is difficult to express in actual terms what 
really composes the quality of a steel, but it is improbable 
that any maker or any user of steel would deliberately 
oboose to use a steel which possessed only low values 
of the ductility indicators. Nevertheless, the actual 
flgures of elongation per cent, and reduction of area per 
cent, are, as was stated above, strictly relative, and they 
can only be taken into account in conjunction with the 
maximum stress of the steel under consideration. Similarly, 
it is hardly possible to say that any particular value of 
elongation or reduction of area is a safe value, or is 
one which will guarantee the life of a part. This must 
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be obvious, when it is considered that tbe ductility factors 
are called into play in engineering parts and structures only 
under very special conditions and oircunastances. 

Impact or Notched Bar Value. —As stated in the 
discussion on the methods of making the impact tost, 
the principal factor is the presence, and the next most 
important is the form, of the notch in the steeL The 
values obtained from specimens similarly notched are 
practically the same, whether the load be applied sud¬ 
denly or gradually. The rate of making the test is prac¬ 
tically of no importance. It is, therefore, desirable that 
in place of the terms “ impact value ” and “ impact 
test,” “ notched bar value ” and “ notched bar test ” 
should bo substituted. By using these titles in place 
of those customarily employed, a more accurate appre¬ 
ciation of the nature of the test is obtained, as the test 
has nothing to do with impact, in the sense usually 
accepted of high speed or shock, loading. The notched 
bar test really represents, so far as can be seen, the 
capacity which a steel possesses to resist the forma* 
tion or the growth of a crack. If a stress/strain 
diagram be drawn to represent what happens during 
the carrying out of the notched bar test, it will be found 
that the greatest part of the energy absorbed, when test¬ 
ing a tough steel, is taken up in extending the crack which 
has once been formed. Two typical diagrams of this 
nature are shown in Fig. 56, the diagrams having been 
obtained upon two pieces of steel which have exactly 
the same physical properties, in respects, as shown in 
the tensile test, but which vary very considerably as 
regards notched bar value. The notched bar value of 
the first steel was about 60 ft.-lb. and that of the second 
about 8 ft.-lb. A comparison of the two diagrams in 
Fig. 60 shows that the amount of work required to 
produce the crack (the total work expended in the test 
being shown by the shaded area) is the same for each steel, 
and is relatively small, but that the amount of work 
absorbed in spreading the crack through the test piece 
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is very different. This suggests that the notched bar 
test largely indicates the resistance which a steel opposes 
to the growth of a crack that once has started in it. 
The work absorbed during the second half of the impMt 
test, i.e., during the extension of the crack, is very largely 
used up in distorting the metal. In steels which have 
a very low impact value, the distortion which occurs 
during the break is practically nil, whilst, in steels having 
a high impact value, the specimens have changed shape 
very much indeed, so that the crack is really extended 
by the tearing Apart of the metal. In reality, it appears, 
therefore, as though the steel, at the moment that a crack 
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is started, has to make a decision—either to distort or 
not to distort. If it decides to distort, then the exten¬ 
sion of the crack requires the expenditure of a great deal 
of energy. If it decides not to distort, then the crack 
can be propagated very easily indeed. 

The notched bar value of a steel, like the elongation 
and reduction of area, is not an entirely independent 
function. For steels which are in their best condition 
as regards notched bar value, it is found that the value 
which is given is, approximately, inversely proportional to 
the maximum strength of the steel. For instance, a 
steel of 40 tons maximum strength may be considered 
to have a good notched bar value if it records more than 
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60 ft.-lb., whilst a steel of 100 tons per square inch would 
be considered satisfactory if the notched bar value were 
over 16 ft.Jb. (This might be expected from what has 
been said regarding distortion during the notched bar 
test. A 40-ton steel is capable of greater distortion 
without fracture than is a 100-ton steel.) The notched 
bar value, therefore, of a steel, must not be regarded 
as an absolute figure. Its actual magnitude is only of 
relative significance, and is of no value apart from the 
ultimate strength of the steel on which the value has 
been obtained. The notched bar value fs also affected 
considerably by the type of the steel which is under 
test. If three steels, e.g., a plain carbon steel, a nickel 
chromium steel, and % high speed steel, are all heat treated 
to give the same ultimate strength, the notched bar 
value of these three steels will be by no means identical. 
Probably, the nickel chromium steel would give the 
highest value, the plain carbon steel the next highest, 
whilst the high speed steel would probably give a com¬ 
paratively low value. The nature of the steel must 
always be taken into account, when the notched bar value 
given by it is being considered. This fact makes it im¬ 
possible to compare two steels exactly upon the basis 
of the absolute magnitude of their notched bar value. 
This means that if two steels are suggested as altee- 
natives lor any p'artioular piece of work, it is not prac¬ 
ticable to select one of them as more suitable on the 
grounds that it gives a higher notched bar value than 
the other, unless the two steels happen to be of the same 
type, and possess the same ultimate strength. 

The great value of the notched bar test is, that it gives 
the most useful indication as to whether or not a steel 
has been heat treated in the best possible manner. (The 
methods of heat treatment which should be employed 
in order to give really satisfactory values in the notched 
bar test, are discussed in the chapters on Heat Treat¬ 
ment, and Alloy Steels.) It may be assumed as correct 
that a steel which has been perfectly heat treated will 
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hare a high notched bar value, whilst a steel which has 
not been properly heat treated will have a low notched 
bar value. It is usually found that the notched bar 
value of a steel is either high or low, intermediate values 
being, comparatively, rarely obtained. This fact enables 
the engineer to utilise the test values fairly easily. In 
the best modem specifications for steel, notched bar 
tests are always quoted, and a figure is given with which 
the steel must comply if it is to be accepted. Occa¬ 
sionally, a notched bar value is obtained which is 1 or 
2 ft.-lb. lower than that speeided, and there is a tendency 
amongst engineers to attach a good deal of importance 
to this fact. Such a tendency appears really to be wrong, 
for the reasons mentioned above, namely, that if a steel 
has not been heat treated properly it will give only a low 
notched bar value, and if the steel gives a value equal 
or near to the specification value, it can be considered 
to be quite satisfactory. This misconception on the 
part of engineers probably arises from the fact that they 
look upon the notched bar value as a designing value, on 
the same plane as the maximum strength or elastic limit. 
This view is difiScult to uphold, and is better replaced 
by the view given above, namely, that the notched bar 
test is an indication that the material has been properly 
heat treated. (The importance of holding the view 
which is advocated becomes even mord plain, if the com¬ 
parative difficulty of machining the root of the notch 
is considered, and it is remembered that a small variation 
in the radius of the notch may have a distinct effect 
upon the result.) 

The notched bar value of a steel is affected, in the same 
way that the elongation and reduction of area per cent, 
are affected, by the relation of the axis of the test piece 
to the direction in which the steel has been forged. (This 
point is discussed in Chapter II, p. 30.) If the axis of 
the test piece is parallel to the direction in which the 
steel has been drawn out during forging, the notched 
bar value will be much higher than it will be if the axis 
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of the test piece is perpendiouler to the direction of 
drawing out. This effect is shown very clearly in the 
diagram given in Fig. 14. In this diagram are plotted 
the results of a series of tests which have been carried 
out upon various samples of the same piece of steel, 
heat treated in the same way, the only difference between 
the various samples being the angle at which the axis 
of the test piece is inclined to the direction in which 
the steel was drawn out during forging. All the tests 
quoted in this book have been made on samples selected 
so that the axis of the tost piece is parall^ to the direc¬ 
tion of drawing out of the steel, unless the contrary m 
stated explicitly. 

Fatigue Range.—The fatigue range of a steel is a 
property which is fairly easy to understand. It repre¬ 
sents the range of stress within which a steel may be 
loaded for an indefinlto period without failure, the stresses 
being understood to be alternating or cyclical. It also 
indicates that if the range of cyclical stress which is 
applied to the steel is greater than is allowed by the 
fatigue range, then fracture of the steel will ensue after 
a comparatively small number of cycles. It might be 
expected that the plus limit of the fatigue range of the 
steel would bo represented by the elastic limit in tension, 
and the minus limit of the fatigue range would be repre-* 
sented by the elastic limit in compression. It may be 
assumed for purposes of argument that the elastic limits 
in tension and in compression, for any piece of steel, are 
the same, and, therefore, it would be expected that the 
fatigue range of the steel would be represented by twice 
the elastic limit, i.e., that the steel could be stressed in 
tension and in compression to the elastic limit, each way, 
with safety. In order to make it perfectly clear what 
is meant by the fatigue range, a concrete example may 
be quoted. A series of specimens of steel all of the same 
tensile strength were tested, and when the results were 
plotted suitably (as shown in Fig. 49), it was found that 
the steel could be stressed, alternately, in tension to a 
10 
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valuo of 32 tons per square inch, and in oompression to 
the same value. The fatigue range of this steel is there¬ 
fore represented as being ± 32 tons per square inch. 
The actual range of stress applied to the steel is, therefore, 
64 tons per square inch, half of this being in tension, 
and half being in compression. In the discussion on the 
fatigue range it will always be assumed that the range 
represents the sum of the tension and compression stresses. 
The limit of stress which can be applied in tension will 
be spoken of as the plus fatigue stress, whilst the 
limit on the compression "side will be spoken of as 
the minus fatigue stress. In the example in question 
the fatigue range is 64 tons, the plus fatigue stress is 
32 tons, and the minus fatigue stress is 32 tons. 

The assumption that the plus fatigue stress would be 
equal to the elastic limit appears to be reasonable from 
first principles, since the conception of the elastic limit 
is that it is the greatest stress which the steel can endure 
without undergoing permanent deformation or plastic 
flow, and it is difficult to see how a steel can really be 
fractured at all unless it undergoes this type of deforma¬ 
tion. So long as the steel is simply being stressed elas¬ 
tically the fracture of the part might appear to be 
inconceivable. When tested experimentally, this assump¬ 
tion is shown to be incorrect. If a piece of steel is tested 
in tension, and the elastic limit is observed, and then 
another piece of the same steel is tested in order to 
determine the fatigue range (with equal plus and minus 
strcsse.s), it is found that there is no definite or regular 
relationship whatever between the static elastic limit 
and the plus fatigue stress. For the moment it is assumed 
that the elastic limit, as determined in the tensile test, 
has been determined with accuracy, and that the value 
obtained does really represent the static elastic limit of 
the material. If this assumption is correct it is evident 
that a steel possesses two elastic limits, the first of them 
representing the elastic limit when the steel is exposed 
to static stresses, and the other representing the elastic 
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limit when the steel is exposed to alternating stresses. 
It has been suggested that the elastic limit of the steel, 
as shown in the static test, should be called the apparent 
elastic limit, whilst the elastic limit, as shown in the fatigue 
test, i.e., the elastic limit under dynamic stresses, should 
be called the natural elastic limit of the steel. The 
difference between those two values is shown clearly by 
the figures given in Table 47, p. 209, which represent 
the results of tests carried out upon various sets of speci* 
mens of 100 ton air hardening nickel chromium steel 
which had been tempered* at different tem];>eratures. 
The first set of results shows the elastic limit, as given 
by the tensile test, and the second set of results shows 
the fatigue range of the steel. The discrepancy between 
the two results is obvious, even in those cases where the 
elastic limit, as determined in tension, may bo considered 
to have been satisfactorily observed, in consequence of 
the high tempering temperature, to which the steel has 
been subjected, having removed the quenching strains 
which tend to produce inaccurate results (seep. 112). 

The fatigue range of a piece of steel is not necessarily 
constant, but depends to some extent upon the propor¬ 
tions of the plus and minus stresses. If the plus and 
minus stresses are equal, then the fatigue range may be 
considered to be an absolute function of the steel, and 
to have a definite‘value. If, on the other hand, the plus 
and minus stresses are not equal, the fatigue range of 
the steel has a different value from that which it possesses 
when the stresses are equal. In the concrete example 
taken above, the fatigue range was 64 tons per square 
inch, the plus fatigue stress and the minus fatigue stress 
each being 32 tons per square inch. If the plus fatigue 
stress were raised to 36 tons per square inch, it is not 
safe to assume that the fatigue range would remain at 
64 tons per square inch, the minus fatigue stress becoming 
28 tons per square inch in order to produce this effect. 
The minus fatigue stress would certainly be less than 
28 tons per square inch if the plus fatigue stress were 
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raised to 36 tons per square inch, and the fatigue range 
of the steel would be less than 64 tons per square inch. 
It is possible to raise the plus fatigue stress of a steel 
very considerably, provided all the time that the minus 
fatigue stress is being lowered, and also that the minus 
fatigue stress, applied to the steel, is lowered more than 



Fia. 67 .—Diagram showing the Alteration of the Fatigue 
Range of a Steel Resulting from Changes in the 
Value of the Plus Fatigue Stress 

the plus fatigue stress is raised, so that the fatigue range 
is lessened. If the plus fatigue stress is raised consider¬ 
ably, then the fatigue range becomes comparatively 
small, as is shown in the diagram given in Fig. 67. This 
subject has not yet been worked out thoroughly, though 
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it is one deserving the greatest possible attention, since, 
in quite a large number of engineering parts, the stresses 
are not static but dynamic, and are not purely alternating 
but merely fluctuating. For instance, in a railway 
bridge the weight of the structure itself imposes a certain 
steady stress upon the steel in it. When a train crosses 
the bridge this stress is not released but is increased. 
The steel in the bridge is, therefore, stressed under a 
fluctuating load, which varies from possibly 4 tons per 
square inch to 6 tons per square inch. A^imilar example 
is the case of a valve spring. This spring is always 
stressed in torsion to a certain value, even when the 
engine is resting. When it is running, the compression 
of the spring increases the stress in the steel, which is 
stressed under a load which fluctuates from, say, 25 tons 
per square inch to 40 tons per square inch. Needless 
to say, the process of increasing the plus fatigue etresa 
in this way by decreasing the fatigue range, has its limits. 
It is not possible to allow the plus fatigue stress to exceed 
the yield point of the steel without causing the material 
to stretch. This stretching usually puts a limit upon 
the practical possibilities of the proceeding. 

The alteration of the fatigue range, by altering the 
conditions of loading, makes it still more difficult to account 
for all the facts upon the basis of the ordinary theory 
of the failure of steel at the elastic limit, or to make any 
further advance in the direction of answering the question, 
“ What is the elastic limit of a steel ? ” The natural 
elastic limit appeam to be a function which is not inde* 
pendent of the conditions under which it is determined. 
This is not so unreasonable as it might appear, since it 
is more than likely that the application of cyclical or 
fluctuating stresses to a piece of steel has some considerable 
effect upon its physical properties, with the result that, 
although the steel may have a certain natural elastic 
limit as defined above, yet when alternating stresses are 
applied to it, this natur^ elastic limit is changed. Some 
such change is almost bound to take place if the steel 
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is stressed by a plus fatigue str^s which is greater than 
its apparent elastic limit, and particularly so if it is sub¬ 
jected to a plus fatigue stress greater than the yield- 
point, thus producing some degree of stretching. 

The effect of the application of cyclical stress upon 
the other fundamental properties of a steel may be 
demonstrated, to some extent, by stressing a steel which 
has a low apparent elastic limit, in a Haigh machine. 
The results of such an experiment are shown in Table 14 
and Fig. 68. • • 


TABLE 14. 

Showing the Epfecjt, upon the Elastic Limit of Quenched 
Steel, op the Application op Varying Numbers op 
Alternations op Stress. 


Number of Cycle!! of 

1 Klustic Limit, tons per sq. in. 

Stress appilcU. 

' Tension. ■ 

Compression. 

0 

14-2 

14-9 

1,000 

18-45 

17-1 

101,000 

[ 19'2 

17-8 

039,000 

; 20-0 

19-9 

1,163,000 

I >21*8 ! 

1 >21-8 


A steel was used which had been hardened drastically 
by quenching in water, and it was stressed in tension 
and in compression for a definite number of reversals. 
After this treatment the steel was submitted to an ordinary 
static tensile test, and the apparent elastic limit deter¬ 
mined. Another sample of steel similarly heat treated 
was subjected to a larger number of reversals, and the 
apparent elastic limit in tension subsequently determined. 
The Faulting alteration of the apparent elastic limit, 
produced gradually by the increasing number of alterna¬ 
tions of stress, is shown clearly in the table. As the 
steel in question had originally an exceedingly low elastic 
limit (apparent), and also had been drastically hardened, 
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it is not unreasonable to suppose that the effect of the 
alternating stresses upon the steel was the removal of 
some of the hardening strains present in the steel, just in 
the same way as the operation of tempering removes these 
strains, and just as the machining away of the surface of 
a piece of hardened steel releases the strains (see p. 112). 

From the above discussion it should be clear that the 
fatigue range of a steel has little or no connection with 
the apparent elastic limit, as determined by an ordinary 



Fig. 68.—Stbess/Strain Curves of Samples of Hardened 
Steel after Submitting to Different Numbers of 
Cycles of Alternating Stress 


tensile test. On the other hand, it should be fairly clear 
that the fatigue range is a property of steel which is of 
most vital importance, and that it is really the most 
important property of the steel to the designer (par¬ 
ticularly of engines). It must be admitted, however, 
that the determination of the fatigue range of a piece 
of steel is by no means easy, and that it involves the 
expenditure of a considerable amount of time. It would 
be of the greatest possible value to the engineer if he 
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were able to obtain some indication of the fatigue range 
of a piece of steel by carrying out some simple test» 
or, better still, if he were able to obtain some idea of 
the value of the fatigue range of the steel from the deter¬ 
mination of one of the other physical properties of steel 
which may be easier to obtain. The results obtained in 
a considerable series of experiments ^ suggest that it 
may be possible to do the latter, since, curiously enough, 
there appears, from these experiments, to be a fairly 
constant relationship between the maximum strength of 
a steel and its fatigue range. In Table 15 are set out a 
large number of results giving the apparent elastic limit, 
the yield-point, the maximum stress, and the fatigue 
range of a number of steels. In all these tests the fatigue 
range has been determined for equal plus and minus 
fatigue stresses. In addition to these figures, the ratio 
between the plus fatigue stress, and the ultimate strength, 
is given, and it will be seen that in the majority of cases 
this ratio is remarkably similar. The plus fatigue stress 
is approximately equal to the maximum stress multiplied 
by a factor which lies between O’45 and 0*50, and, there¬ 
fore, the fatigue range is very nearly equal to the maxi¬ 
mum stress. In view of the very considerable variety 
of steels which have been examined, this result is of 
great importance, and although the ratio, is only empirical, 
and has not been explained at present, its mere existence 
enables the engineer to assume the fatigue strength of 
a piece of steel with reasonable accuracy, without having 
to carry out a series of difficult and arduous operations. 
It is quite probable that this relationship between the 
fatigue strength of the steel and the maximum strength 
(hitherto hardly suspected) has been of tremendous use 
in the past to the engineer who has always taken some 
proportion of the maximum strength of a steel as his 
designing value, almost irrespective of the values for the 
elastic limit, yield-point, etc. This custom appears now 
to be largely justified. 

* Report of Materials Section, Air Ministrjt, H.M. Stationery Office, 1921. 



TABLE 15. 

Showtno the Fatigue Ba27GB of Diffebest Steels and 
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Desoiption of Steel. 

Plain carbon case'hardening .. 

3 % nickel casevhardening 

5 % nickel case-hardening 

6 % nickel case-hardening 

Air hardened, 100 ton .. 

Air hardened, 100 ton, tempered SOO® C. 
Air hardened, 100 ton, tempered 400'’C. 
Air hardened, 100 ton,tempered 500®C. 
Air hardened, 100 ton, tempered 600® C. 
Hardened and tempered nickel 

ehrominm 

Hardened and tempered nickel 

chromiton 

Hardened and tempered chromium 
vanadium 

Plain carbon, normalised 

Plain carbon, hardened and tempered 
Cold wor.^d plain carbon 

Cold worked plain carbon, blued 550® C. 
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The Valuable Mechanical Properties of Steel. —After 
having examined, more or less critically, the different 
mechanical properties of steel, it seems desirable to go 
further, and to find out which of them are of the greatest 
value to the engineer. For statically loaded parts it 
seems to be quite clear that the proof stress is the most 
important property. The elastic limit is at present 
almost an unknown property, and the 5 deld'point is too 
uncertain to be really reliable. The proof stress, on the 
other hand, means something which is quite definite, 
and at the same time is capable of easy and accurate 
determination. For parts loaded dynamically the fatigue 
range is undoubtedly of paramount importance. The 
apparent independence of almost all other properties 
makes this one even more important, and it cannot be 
replaced by any other property. Given whichever of the 
above two properties is the more appropriate, the engineer 
is really as fully equipped from the design standpoint as 
he possibly can be. In order, however, to ensure that 
the steel which he employs shall be in its best possible 
condition, the notched bar test is most valuable, and no 
other test or property can be imagined as suitable to 
replace it. These three properties—the proof load, the 
fatigue range, and the notched bar value—appear, there¬ 
fore, to be the real criteria which thq engineer should 
apply to his steel. 



CHAPTER V 


• • 

Plain Carbon Steels 

The carbon steels wliich are useful to the engineer are 
of many different Iciiids, varying from the softest mild 
steel to the high carbon steel, used for fine tools. Speaking 
generally, the latter type is less important, and is dealt 
with in Chapter IX. The present chapter will, therefore, 
be confined to a consideration of the j^roperties and 
characteristics found in the carbon steels used in engb 
neering structures and prime movers. The amount of 
steel represented by this class alone is enormous, as will 
be appreciated readily from the fact that it embraces 
practically the whole of the steel used in railways, ship 
building, and general constructional work, such as bridges, 
railway stations*, and other large buildings. With tliis 
tremendous field to survey, it is evident that any account 
of the steels which it contains must be confined to the 
fundamental properties thereof, and that the particular 
points regarding the steels, in their applications to special 
and definite forms of material or classes of duty, must be 
left to the more detailed consideration of them at other 
hands. The consideration of the cold worked steels, 
which are usually plain carbon steels, is put forward to 
Chapter VIII, whilst the plain carbon steels, as used for 
case hardening, are described in Chapter VII, so far as 
their mechanical and chemical properties are concerned. 

The carbon steels are most frequently employed for 
parts which call for a steel having no greater strength than 

139 * 
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about 36 tone to 40 tons per square inch. This is not 
the limit of useful strength for these steels, as will be 
shown later, but it represents a suitable and fair limit 
of strength to obtain from the carbon steels, without 
hardening and tempering. A limit of tensile strength of 
about 40 tons per square inch is usually associated with 
a carbon content of about 0*40 per cent., which is 
consequently the maximum amount usually found in 
the jjlain carbon structural steels. This fact limits the 
compositions that are of general interest to the engineer 
to a range of from O' 15 to 0''40 per cent, of carbon. In 
order to simplify discussion, it appears desirable first of 
all to indicate the mechanical properties of representative 
plain carbon steels lying witliin this range of composition. 
Illustrative figures are given in Table 16, and show the 
effect of different proportions of carbon upon the 
mechanical properties of the steels. 


TABLE 16. 

The Effect of Carbon Contents upon the Mechanical 
Properties of Plain Carbon Steels. 


. Steel 

i Carbon, 

1 

' Yiold-polnt, 
tons per 
sq. In. 

Max. Stress, 
tons per 
sq. In. 

EIoD^Ation, 

: Eeduction 
of Area, 

1 %• 

A 

^ 006 

13 

21 

46 

75 

B 

1 0-21 

1 17 

25 

42 

68 

C 

■ 0-38 

20 

30 

35 

56 

D 

0-60 

24 

42 

20 

40 

E 

0-89 

25 

52 

13 

15 


The figures given in Table 16 indicate solely the effect 
of varying carbon contents upon the mechanic^ properties 
of steel, since the steels whose properties are quoted are 
remarkably pure. This can be seen from the compositions 
quoted in Table 17, the steels examined being the same 
as those quoted in Table 16. 
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TABLE 17. 

Complete Chemiqal Composition op Steels Qooted in 
Table 16. 


Steel. 

i CarboD, 

I %. 1 

Silicon, 

i %. 

! Man^ncac, 

Sulphur, 

%• 

Plioe^onu, 

A 

i 0-08 

003 

004 

1 

0 031 i 

0-024 

B 

i 0-21 

0 0.5 

0-05 

0 032 ! 

0-024 

C 

1 0-38 

003 

0-08 

0-028 i 

0-023 

D 

i 0-60 

0-07 

' O'lO 

0-027 ! 

0-022 

K 

! 0-80 

1 1 

0-03 

1 

• 009 

(f-028 1 

0-024 


The test results given in Table 16 have been obtained 
from samples which have not been hardened or tempered. 
They therefore represent the steels in the condition in 
which they are more frequently employed, i.e., the 
normalised condition. 

Steels of such composition as those given in Table 17 
arc but rarely met with. In commercial work they are 
hardly ever met with, and the differences of chemical 
composition between such steels and those steels usually 
found in commerce exert a distinct effect upon the 
mechanical properties of the steel. This influence may 
well be considered first of all. , 

The compositidn of carbon steels is affected considerably 
by the process by which the steels are manufactured. 
The steels quoted in Tables 16 and 17 were made in the 
crucible furnace. Steel made in this way is rarely met 
with in general engineering practice, except in tools. 
The carbon steel of commerce is nowadays almost invariably 
made in the open-hearth or Siemens-Martin furnace— 
either acid or basic. A small proportion is made by the 
Bessemer process, though the output of such steel is 
decreasing rapidly. In steel made in these ways, several 
things operate to make the composition rather different 
from that of steel made in the crucible furnace. A good 
deal more manganese is found in the finished product. 
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because more is added to make the steel quite sound and 
free from oxide of iron. The base materials—^pig iron 
and scrap—are rarely so pure os those used for the manu¬ 
facture of crucible steel, so that sulphur and phosphorus 
are usually present in higher proportions in the open- 
hearth and Bessemer steels than in the crucible steels. 
The result is, that steels made in these ways usually contain 
more manganese, sulphur, and phosphorus than do the 
crucible steels. These differences in competition are, in 
some ways, incidental to the method of manufacture, 
but it must ndt be assumed, in consequence, that all 
crucible steels have a low manganese or sulphur or 
phosphorus. Also it is advisable for the engineer to 
consider the influence of manganese .(which is the most 
important difference in the compositions of the steels) on 
its merits, and not to attach it mentally to, or to connect 
it in any way definitely with, a particular method of 
the manufacture of steel. Analyses to illustrate the above 
points are given in Table 18, the steels quoted there being 
an indiscriminate mixture of open-hearth, Bessemer, and 
electric steels. 


TABLE 18. 


Showing Typical Chemical Compositions op Various Com¬ 
mercial Plain Carbon Steels. 


St«cl. 

Carbon, 

%. 

Silicon, 

%. 

Manganese, 

%. 

Sulphur, 

%. 

Phosphorus, 

A 

O'lO 

004 

0-,35 

0 032 

0-005 

» 

014 

001 

0*56 

0 048 

0-088 

C 

0-74 


0*71 

0 062 

0-073 

]> 

0-21 


0-50 

0 077 

0-089 

£ 

0-22 


0*02 

0-028 

o-ocis 

F 



0-32 

0-028 

0-027 

G 

105 

014 

0-42 

0-043 

0-038 

H 

1-22 


0-39 

0 049 

0-026 

J 

015 

001 

0 06 

0-071 

0-072 

K 



0-72 

0-040 

0-038 

L 

0-54 

0-11 

1-06 

0-049 

0-061 

M 




0-048 


N 

030 

006 

073 

0-037 

0-021 
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The figures in Table 18 illustrate very clearly that the 
ordinary engineering steels of commerce contain an 
appreciable quantity of manganese. In the average plain 
carbon steel, the proportion of this element runs from 
about 0*6 to 1*0 per cent. The proportion of silicon 
varies somewhat, but the quantity present is never of any 
vital importance to the steels under discussion, as this 
element is rarely found in amounts greater than about 
0*30 per cent. The sulphur and phosphorus contents of 
the open-hearth and Bessemer steels are usually distinctly 
greater than those of the crucible steels? So far as the 
mechanical properties (as revealed by tests) are concerned, 
these elements in the ordinary proportions found in 
commerce are of no great importance. (The general 
question of the limits of sulphur and phosphorus is 
discussed at the end of this chapter.) It is evident therefore 
that, after the carbon, the most important element to take 
into account is the manganese. The effect of this element, 
upon the mechanical properties of the plain carbon steels, 
can be seen most easily by examining the properties of steels 
of different carbon content with a high and a low propor¬ 
tion of manganese The requisite test results arc given in 
Table 19, 

TABLE 19. 


The Effect of High and Low Manganese Contents upon 
THE Mechanical Pboperties of Plain Carbon Steels 
IN THE Normalised Condition. 
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The test figures given in Table 10 show that the general 
effect of manganese is to strengthen the steel, or, in other 
words, that much the same tensile strength may be obtained 
in a steel by replacing some of its carbon with a rather 
greater proportion of manganese. A steel with a lower 
carbon and high manganese may be quite as strong as a 
steel containing a higher carbon and a lower content of 
manganese. The strengthening effect of the manganese 
is made still more apparent when the mechanical pro¬ 
perties of the carbon steel after hardening and tempering 
are considered. ' To appreciate this effect it is necessary 
to examine the results of tests made upon steels of 
approximately the same carbon content, some of them 
having a high and some a low proportion of manganese. 
The test results given by such a series of steels, after 
hardening and tempering, are shown in Table 20. 

TABLE 20. 

Effeot of High and Low Manganese Contents ufon the 
Mechanical Pkopebties of Heat Teeated Plain 
Cakbon Steels. 

{Each steel was treated in bars IJ inch diameter.) 


Carbou, 

%• 

Mansa- 

DRSe, 

%. 

Heat Treatment. 

Yield- 
point, 
tons per 
sq. in. 

Max. 
Mtress. 
tons PM 
sq. in. 

Elonca- 

tlOOi 

%. 

0-31 

0*32 

1-54 

0-63 

( ^Vato^ quenched and ? 

( tempered OSO® C. J 

37-6 

290 

48-5 

41-8 

24- 0 

25- 0 

0-31 

032 

1-54 

0-63 

( Water quenched and ) 

1 tempered 700” C. ) 

38-8 

26-4 

43-3 

39-4 

24-0 

32-0 

0-22 

0-27 

1-20 

0-52 

( Water quenched and ) 

( tempered 630” C. ( 

340 

28-2 

41-4 

39-2 

30-6 

30-0 

0-22 

0-27 

1'20 

0-52 

t Water quenched and ) 

( tempered 700” C. y 

31-9 

25-6 

39-2 

36-3 

320 

330 


The figures in Table 20 are not extremely striking, 
but they do show that the manganese strengthens the 
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plain carbon steels quite distinctly. Still more striking 
evidence can be obtained by treating steels containing 
diflerent proportions of manganese, in bars of different 
sizes. If such tests are made, it is found that the mass 
effect in hardening (see p. 70) is very much less pronounced 
in steels high in manganese, than in those low in that 
element. Suitable tests for the illustration of this effect 
of the manganese are given in Table 21. 

TABM 21. 

Showiso thk Efpeot op Mass upon Caebon Steels cou- 
TAiHiNa Dipfeeent Pbopoetions op Manganese. 

The compositions df the two steels were : 

A B 

Carbon .. .. 0-32 per cent. 0-32 per cent. 
Manganese .. 0-73 „ 2*50 per cent. 

{The Steele were treated in bars 3} inches diameter.) 


st«eL 

Heat Treatment i 

PoalUon Tested. 

Brlnell Hardsesi 
Number. 

A 

Oil hardened 850^ 0. 

Skin 

207 

A 

Oil hardened 850° C. 

Centre 

179 

B 

Oil hardened 850° C. 

Skin 

321 

B 

Oil hardened 850° C. 

Centre 

302 

A 

Water hardened 850° C. 

' Skin 

256 

A 

Water hardened 850° C. 

' Centre 

196 

B 

Water hardened 850“ C. 

Skin 

612 


Water hardened 850° C. ; 

1 

Centre 

444 


The above discussion should go to show that the steels 
usually termed plain carbon steels are really not plain 
carbon steels at all, but carbon-manganese steels, and 
that the so-called plain carbon steels are really a type of 
alloy steel, the alloying element being manganese, which 
is present in only a comparatively restricted proportion, 
but nevertheless sufficient to make a distinct impression 
upon the properties of the steel. This being so, it is always 

n 
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of importance to consider both carbon and manganese 
when judging the chemical composition of the plain 
carbon steels. The establishment of this fact should 
clear the way lor a consideration of the effects of hardening 
and tempering upon the mechanical properties of the 
plain carbon steels. These effects can be seen most 
distinctly by considering the test results quoted in 
Tables 22 to 24. 


■ TABJ.E 22. 

The Mechanical Pkopeeties of Steel ooktainino 

Cabbon .0'14 per cent. 

Silicon.. >.. 0-07 „ 

Manganese .0-44 „ 

AFTER Hardening in Water from 900° C. and Tempering 
AT Different Temperatures. 


{Diameter of specimens at time of heat treatment —IJ inches.) 


Temperiog 
Temperature ’ C. 

Yield'poiot, 
tons per 
eq. in. 

Max. Stress, 
tons per 
eq. in. 

Klon^tlon, 

Keductlon 
ol Area, 

%. 

Izod Impact, 
ft.-lb. 


23 

34 

33 

70 

104 

300 

26 

33 

37 

71 

109 

. 400 

25 

33 

35 

70 

106 

500 

23 

33 

36 

70 

107 

600 

24 

32 

37 

73 

104 


A typical series of results is plotted in the curves given 
in Fig 59. The test results given in Tables 22 to 24 
show that very little mechanical advantage results from 
the hardening and tempering of the lower carbon steels. 
It is only when the proportion of carbon rises above 
O'25 per cent, that the process is in any way remunerative 
from the point of view of the strength of the steel. Even 
with this proportion of carbon the advantage is by no 
means great. There is, however, a distinct difference in 
the toughness (as shown by the impact value) of the steels 
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TABLE 23. 

Thb Mechasioal Fsofebties o; Steel containieo 

GabbOn. 0'31 per cent. 

Siuoos.0-11 „ 

Manqanese . O’SS „ 

Hasdesed from 850* C. in Water and Tempered at Differ¬ 
ent Temperatdres. 


{Diameter of specimen at time of heat treatment —I J inches.) 


Tempering 
Temperature ”0. 

Yield-point, 
tone per 
eq. In. 

Max. Stress,' 
tons per i 
eq. to. 1 

Elongation, 
%. 1 

1 

Ktd action 

1 of Area, 

%. 

Izod Impact, 
ft-lb. 

_ 

35-2 

61>2 1 

15“9 

1 421 

23 

100 

34-6 

49-7 1 

17-7 

43-7 

31 

200 

34-6 

49*5 

10-3 

442 

36 

300 

33-7 

48-2 

21-0 i 

45-8 

40 

400 

35-2 

60-3 , 

171 1 

43-6 

34 

500 

32-6 

46-6 1 

1 23-3 

65-1 

69 

600 

26>4 

42“5 ! 

! 26-1 

59-4 

78 

700 

259 

37-6 

28-7 , 

02-1 

89 


TABLE 24. 

The Mechanical Properties of Steel containino 

Carbon .0-45 per cent. 

Silicon _. 0-25 „ 

Manganese .0-75 

AFTER Hardening in Water from 870“ C. and Tempering 
AT Different Temperatures. 


{Diameter of specimen at time of heat treatment —IJ inches.) 


Tempering 
Temperature * C. 

1 Yield-point, 

: tons per 

1 sq. to. 

Max. Stress, 
tons per 
aq. to. 

Elongation, 

HeductioD 
of Area, 

%. 

Izod Impact, 
ft-lb. 

1 

_ 

45 

1 

65 

1 

11 

28 

13 

300 

44 

65 

11 

23 

14 

400 

46 

1 . 60 

15 

46 

17 

600 

39 

1 55 ! 

22 

56 

32 

600 

33 

1 49 

26 

64 

54 

700 

30 

1 42 

27 

66 

64 
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which have, and those which have not, been heat treated. 
This difference is most marked in the steels containing 
the higher proportions of carbon, and in such steels the 
advantage of heat treatment is manifest (see the results 
given in Table 24). The subject of the advantage of 
heat treatment to the mechanical properties of steels is 



0 100 200 300 400 500 600 ’ 700 800 900 


TEMPERING TEMPERATURE °C. 

Fio. 89 .—^The Eiteci ot Tempebino at Dippeeent Tempera- 
TUBES uposr THE Meohanioai, Pbopebiibs op Carboh 
STEE n. 

discussed generally on p. 81, and the general conclusions 
reached in that discussion apply fully to the particular 
class of steel dealt with in this chapter. 

The test figures given in the previous table indicate the 
possibilities of improving the meohanioai properties of the 
plain carbon steels. They would not be complete, how- 
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ever, without some reference to the effect of mass during 
hardening and tempering upon the mechanical properties. 
The mass effect is indicated by the test results given in 
Tables 26 and 26. The figures require no comment other 
than that they indicate the comparative uselessness of 
attempting to produce even moderately high strengths 
in parts of largo size which are made in plain carbon steel. 

As stated above, the majority of parts made in plain 
carbon steels are used in the “ non-heat treated ” condition, 
that is to say, they are not hardened and tempered. This 
is doubtless inevitable for various reasons, such as the 
difficulty of handling large masses, but there is no reason 
at all why such steels should not be normalised. The 
effeet of normalising upon the properties of steel is dealt 
with in eonneetion with the description of that process 
as given on p. 63, and the reasons advanced there for 
carrying out the process apply mainly to plain carbon 
steels, being, in fact, concerned almost exclusively with 
such steels, since the alloy steels are almost invariably 
used in the hardened and tempered condition. These con¬ 
siderations should be taken into careful account when 
considering the plain carbon steels, and a good rule to 
observe is that all the plain carbon steels, which are not 
to be hardened and tempered, should bo normalised. 

In connection with the plain carbon steels it is necessary 
to make some reference to the effect which the method 
of manufacture has upon the properties of the steels. 
It is customary to consider that acid and basic steels— 
whieh may be taken as the usual rough division of the 
steels—have distinctly different properties, the general 
opinion being that the basie steels are inferior to the acid 
steels. This belief is difficult to understand in the light 
of modern knowledge. It is doubtless a survival of an 
ancient prejudice which has been sedulously fostered by 
the makers of acid steel. When the case is examined 
quite impartially, the real inferiority of basic steel is 
difficult to trace. It may be admitted that the basic 
steels of a particular carbon content are usually a little 
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TABLE 25. 

Thb ErrEOT or Mass dcbinq Haedesino tjpon the Meoeakioai, 
Pbopebties op Stebo containiho 


Carbon .0-20 per cent. 

SnJCON.0-13 „ 

Manganese .0-95 „ 


Ale the Bars were Quenched from 760° C. after Refining 
AT 900° C. 

{Tests made upon the core of the specimens.) 


SlM of Bftr, 
iaclies diameter, 
at time of 

Heat Treatment 

Yield'polnt, 
tone per : 
sq. Id- 

Mai. Stress, 

1 tons per 
eq. in. 

Ulon^tloo, 

Isod Impact, 
ft-lb. 

21 

23-6 1 

1 39-1 

• 36-0 

86 

u 

24°8 

43-6 

36-0 

100 

1 

27*3 

65-4 

25°0 

1 75 


TABLE 26. 

The Effect of Mass upon the Mechanical Properties 
AFTER Heat Treatment of Steel containing 

Carbon .0-45 per cent. 

Silicon.0-25 „ 

Manganese .0-75 „ 

All the Bars were Quenched from 870° C. in Water. 


{Tests made upon the core of the specimens.) 


Slse of Bar, 
isehea diameter, 
when beat 
treated. 

Tempering 

Tem^aturc 

Yield-point, 
tons per 
aq. In. 

Max. Stress, 
tons per 
sq. in. 

Elon^tlon, 

Isod Impact, 
ft-lb. 

3 


20 

60 

21 

19 

21 

— 

37 

53 

19 

16, 

11/16 

— 

69 

78 

15 

3 

3 

600 

34 

49 

24 

33 

21 

600 

34 

51 

24 

35 

11/16 

500 

60 

61 

16 

53 

3 

600 

28 

47 

25 

33 

21 

600 

31 

49 

25 

43 

11/16 

600 

45 

66 

23 

79 
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lower in tensile strength than the acid steels with the 
same proportion of carbon. This fact, however, is quite 
well known, and the difference in strength is of the order 
shown by tlie figures in Tables 27 and 28. 


TABLE 27. 


The Mechanical Pkopebties op Typical Acid Open-Heabtb 
Steels (Normalised). 


C»rbon, 

%• 

Yield-point, 
tons per 
sq. in. 

Max. Stress, 
tons per 

In. 

Elongation, 

Beduction 
of Area, 

%. 

013 

13-6 

24-6 

29-2 

62-3 

018 

13-2 

30-3 

27-2 

57'4 

0-37 

ie-6 

370 

21-8 

40-6 

0-44 

21*9 

430 

19-8 

41-3 

0-C7 

27-2 

60-4 

11-6 

26-1 


TABLE 28. 


The Mechanical Properties op Typical Basic Open-Hearth 
Steels (Normalised). 


Carbon, 

%. 

Yield-point, 
tons per 
sq. in. 

Max. Stress, i 
tons per 
sq. in. 

Elongation, 

1 Beduction 

1 of Area, 

1 %• 

1 

012 

•12-3 

24-6 

230 

630 

0-20 

i 14*9 

28-5 

23 0 1 

1 610 

0*36 

1 21-2 

37-8 

20-7 

40-1 

0*45 j 

22-5 

42-5 

14-3 

38-7 

0-60 1 

1 

1 260 

61-5 1 

8*3 

34-7 


This difference in tensile strength, by itself, does not 
constitute a real inferiority, and the reasons for the belief 
in the inferiority must be looked for elsewhere, if they 
exist. From the point of view of composition, the 
advantage appears to be with the basic steel. Sulphur 
and phosphorus are usually regarded as a criterion of 
purity in a steel, and in respect of these two elements the 
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basic steels have no disadvantage. The oothposition ot 
some acid and basic steels are given in Tables 29 and 80. 

TABLE 29. 


Some Tvfioal Chemical Compositions op Acid Open-Heasth 
Steels. 


Carbon, ^ 
%. 

Silicon, 

%. j 

Man^ncse, | 

Sulphur, 

^ Phofl|)boruB, 

i 

013 

0-026 

0-40 

1 

0-031 i 

0-055 

0-18 

0-037 

0-’»l 

0024 

0-052 

0-37 

0-040 

0-67 ! 

0-021 i 

0-052 

0-44 

0-042 

0-71 

0-059 

0-041 

0-57 

0-047 

0-71 i 

0-047 

0-048 


TABLE 30. 


Some Typical Chemical Compositions op Basic Open-Hbaeth 
Steels. 


Carbon, 

%. 1 

Silicon, 

%. 

1 Manganese, 

Sulphur, 

Bbos^horus, 

0-12 

0-035 

; 0-40 

0-027 

0-057 

0-20 1 

0-032 

i 0-51 

0-048 

o-jwa. 

0-35 , 

0-012 

1 0-85 

0-049 

0-071 

0-45 1 

0-031 

0-72 

0-051 

0-060 

0-60 ! 

0-034 

0-71 

0-061 

0-070 


Doubtless a wider understanding of the facts indicated 
by the figures in Tables 27 to 30 will load to a still greater 
appreciation of the basic steels. Another point, which 
should not be lost sight of, is the fact that practically all 
the steels made in the electric furnace are really basic 
steels. They are made in furnaces lined with the same 
materials as are employed for the linings of basic open- 
hearth and Bessemer furnaces, and yet no objection is 
ever taken to the electric steels on this account. 

Carbon steels are used very considerably for engine 
parts of various kinds. This being so, it is desirable to 
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examine the meohanical properties of the steel in a 
oritioal manner, to see how far they provide the necessary 
qualities for this service. The simple tensile properties 
have been quoted in full above, but these in themselves 
are not sufficient for the purposes of the inquiring engineer. 
Two other properties require to be investigated, (1) the 
fatigue range, and (2) the toughness, or the impact value, 
of the steels. The fatigue range of the steels has frequently 
been determined by various workers from Wohler onwards, 
and particular reference should be made to the work of 
Strohmeycr,' Bairstow,* Eden Bose and Cunningham,® 
Haigh,* and the Technical Department of the Air Ministry.® 
In many instances it is not possible to extract the fullest 
amount of information from the reports of the investi¬ 
gations upon fatigue range, because the requisite details 
of chemical composition and heat treatment are not 
available. In some reports, also, the other mechanical 
properties of the steel (e.g., the tensile strength) are not 
quoted. These necessary adjuncts to the tests are not 
missing, however, from the report of the Technical Depart¬ 
ment of the Air Ministry, and, therefore, the results given 
in that report may be quoted in a fuller and more useful 
manner than any others. It must bo said at once, that 
there has been a considerable lack of agreement among 
the results obtained by the different workers, though this 
may, perhaps, be 'traced in some measure to the incomplete 
nature of the information provided by the different 
investigators. It is not possible to compare the results 
obtained by one worker upon material described simply 
as “ mild steel,” with those of an entirely separate worker 
upon material similarly described, but which‘'‘may prove 
to be very different in composition and treatment when 
the complete facts regarding both steels are available. 

^ MancheaUr''Steam ^aera" Aaaociation Memorandumt by Chwf Engi¬ 
neer, 1918. 

* Phil. Trana. Pay. Sac. A. vol. 210, p. 88. 

* Proe. Inat. Meeh. Eny., October 1911. 

* Joum. Inat. Meiala, 1917, i. 

* H.M. Stationery Office, 1921. 
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When eJl the inform^ion is tabled, the results of all the 
tests may possibly lead to a similar conclusion. This 
conclusion, particularly in so far as the more recent work 
is concerned, is that the fatigue range (see p. 130) is 
approximately 92 to 98 per cent, of the maximum stress. 
No connection has been traced between the fatigue range 
and the elastic limit or the yield-point, but the relationship 
between the fatigue range and the maximum stress is 
fairly constant and quite uniform. The same relationship 
is found to hold for the alloy steels (see p. 137). It need 
hardly be said that this ratio* is quite empirical, and has 
received up to the present no explanation, either theoretical 
or otherwise. The nature of the relationship can be seen 
from the results given in Table 31. , 

TABLE 31. 

Showing the Mechanical Pboperties in Tension and 
Fatigue of a Steel containing 

Cabbon .O’36 per cent. 

Silicon .0’25 „ 

Manganese .0-66 „ 

SOLPHUB .0’041 ,, 

Phosphobcs .O’020 „ 

AFTER Normalising (850° C,), and after Hardening (850° C. 
IN Oil) and Tempering (600° C.). 


{Diameter of specimens at lime of treatment —IJ inches.) 


1 Elastic Yield* Max. 

Elonga* 

1 

Kedoc- 
tioo of 

Fatigue Range. 

: tone per sq. fn. 

1 8q. In. sq. la. aq. in. { 

’ %• 1 

1 

i %^ 

i 

W&tiler.| Balgh. 

Normalised .. *. j 23*1 : 24*9 37-9 j 

3M 

1 57*9 

±17 ±18 

Hardened and temperedj 28*4 31*5 46-8 j 

28-3 j 

02-3 

±19 ±18 


The second item of importance in the mechanical 
properties is the impact or notched bar value of the steels. 
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It is not possible to discuss this property without making 
some reference to the correspondiig values which are 
obtained from the alloy steels, particularly those of 
approximately the same tensile strength as the carbon 
steels under discussion. The last condition limits the 
comparison of the two classes of steel to the carbon steels 
of over 35 tons maximum strength, since this represents, 
approximately, the lowest tensile strength which can be 
expected from the structural alloy steels. Strictly speaking, 
the comparison ought also to be made only between the 
hardened and tempered st^ls in each Class, since the 
alloy steels are almost invariably used in this condition. 

When the notched bar test figures are examined, it is 
found that one of the most prominent characteristics of 
the plain carbon steels is the comparative uncertainty 
of the results obtained. For no apparent reason, results of 
the order of 80 foot-lb. are obtained upon the same class 
of steel as gives only 16 foot-lb. in another test. This means 
that, in general, the value which can be specified for the 
carbon steel is lower than that for the alloy steel. It is 
usually found that the carbon and the alloy steels give 
different notched bar values from samples of the same 
tensile strength, the values for the carbon steel being lower 
than those for the alloy steel. Sometimes this may bo 
due to the fact that the alloy steel has necessarily been 
tempered at a veiy high temperature in order to give the 
low tensile strength required for comi)ari8on, and has, 
therefore, been put into the condition most suitable for 
the production of a high impact value, whereas the carbon 
steel, which does not harden initially to such a high tensile 
strength, has been tempered at a lower temperature in 
order to produce the same tensile strength in the finished 
specimen. Whatever may be the reasons, the fact 
remains that the carbon steels are rarely so tough (the 
toughness being measured by the notched bar test) as 
the alloy steels of corresponding strength. 

It has been found that the notched bar value of the 
plain carbon steels can usually be improved considerably 
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by the addition to the steel of a small proportion of niokel 
or of chromium, i.e., between 0‘6 and I'O per cent, of 
either element. This proportion is quite enough to pro¬ 
duce distinctly superior notched bar values, and, what 
is more, to enable them to be obtained with greater 
regularity. Strictly speaking, the addition of the nickel 
and the chromium lifts the steel out of the category of 
plain carbon steels, but the proportion of nickel is so much 
lower than is ever put into the true edloy steels, that it 
can hardly be considered sufficient to warrant an altera¬ 
tion in the customary denonlination of the carbon steels. 

In the chapter on alloy steels, the “ soundness ” of the 
steels, or the freedom with which they can be manufactured 
without surface cracks and flaws, is discussed (see p. 206). 
It is pointed out there, that one of the factors which 
profoundly influence the soundness of the alloy steels is 
the ease with which they harden in the air. No such 
influence is at work during the casting and the forging 
of the plain carbon steels, with the result that the 
production of these steels in a comparatively sound state 
is a distinctly easier process. Theoretically, it should bo 
comparatively easy to manufacture plain carbon steels 
without surface flaws and defects, and if the same amount 
of attention were paid to these steels as is given to the 
alloy steels during their production, this desirable result 
would be obtained. This matter is, "however, of only 
indirect interest to the engineer, though of very direct 
importance to the metallurgist, since the former is not 
entitled to any anxiety on the score of the soundness of 
the surface of the carbon steels he is using. 

Mention was made earlier in this chapter of the 
variations which occur in the chemical composition of 
carbon steels. It was stated there that the two elements 
which are not wanted, but which are always present, in 
steel, are sulphur and phosphorus. The influence of these 
two elements upon the quality of the steel is very well 
worth close investigation, as many misconceptions appear 
to exist. 
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It may be admitted at once that sulphur and phosphorus 
are impurities, and are, therefore, undesirable. It is also 
true, however, that, taking the facts of the situation as they 
are, and as they are likely to remain, steel cannot be 
made entirely free from sulphur and phosphorus, A 
certain proportion of these elements will always be found 
in steel, whilst it is made as at present. This being so, 
the important thing to decide is the maximum proportion 
of sulphur and phosphorus which shall be regarded as 
harmless. This is a complicated matter to decide, and 
requires very careful consideration. The complications 
arise from several sides. In the first place, the way in 
which a steel is to be used has a considerable bearing 
upon the subject. The content of impurity, which would 
be quite harmless in a hot rolled sheet, appears to be 
accompanied by complete failure if that sheet is sub¬ 
sequently cold rolled to a thin strip which is to be used 
for deep pressings. In the second place, the two elements, 
although they are frequently classed together and treated 
almost as one and the same thing, are by no means similar 
in their effects or their influence. A third point, and the 
one which is most often overlooked, is the fact that the 
condition in which the elements are present in the steel 
has a big effect upon the degree to which they can be 
considered harmful. This is a point of very great 
importance indeed. A fourth point, and this is possibly 
the most vital of all, is the distribution of the sulphur and 
the phosphorus. If a steel is not made in the best possible 
manner, a considerable variation in the content of sulphur 
and phosphorus may easily be found in the different parts 
of the ingot. This segregation, as it is termed, is a very 
important matter. The causes which lead to its pro¬ 
duction are fully described in the section of this book 
dealing with ingots and macrostructure (see pp. 24 and 34). 
The segregation may lead to a very seriously different 
proportion of sulphur in one part of an ingot as compared 
with that in another part. A typical bad case is shown 
by the sulphur print in Fig. 22. It may be taken also 
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generally true that, when there is a segregation of 
sulphur, there will be a segregation of phosphorus. This 
segregation means that, even if the average sulphur 
content of the steel is only 0’04 per cent., seme parts of 
the billet may contain perhaps O'12 per cent., and another 
part only 0-03 per cent., representing the good and bad 
extremes. 

Various specifications have been drawn up in the past 
to limit the quantity of sulphur and phosphorus which is 
permissible in the steels used for different purposes. For 
instance, the specification for railway axles calls for sulphur 
and phosphorus to be not more than 0-035 per cent. 
In rails the limit allowed is 0'06 per cent, of each element. 
It seems reasonable to inquire a little as to the reason 
for the choice of these figures, particularly the low ones 
for axles. It is generally found that the answer, which is 
obtained to an inquiry as to the grounds upon which the 
choice was made, is to the effect that, at some time or 
other, material containing higher percentages of sulphur 
and phosphorus than those now specified, was found to 
be unsatisfactory, or that it failed in practice. It is the 
general practice nowadays to make an analysis of a part 
which has failed, and if the sulphur or the phosphorus 
content happens to bo slightly in excess of that usually 
recorded, to lay the whole of the blapie for the failure 
upon this excess (which may be quite small). This 
practice is definitely unfortunate. In the first place, it 
is misleading, because, by the too rapid assumption that 
the sulphur or phosphorus is the cause of the failure, other 
paths of investigation, which might lead to the discovery 
of important facts, are automaticaliy closed, or, at any 
rate, are left unexplored. In the second place, it is mis¬ 
leading, because even though one or two parts which fail 
are found to contain this excess of sulphur or phosphorus, 
it is more than likely that there are large numbers of 
other parts with an equal proportion of sulphur or phos¬ 
phorus which have done quite satisfactory service, whose 
existence is overlooked because they have not broken. 
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and whose career of Tiitue is ignoted altogether in the 
assessment of the influence of these elements. 

To the author, the question of the limits of sulphur 
and phosphorus, which can be allowed with safety, appears 
in the following light. It is an undoubted fact that 
sulphur and phosphorus are impurities, and are never 
added purposely to steel, except in the case of the “ free- 
cutting ” steels as developed largely in the United States 
for the sake of easy and rapid machining in automatic 
machine tools. The quantity which appears in the final 
steel is, therefore, largely a*measure of the excellence or 
otherwise of the raw materials used, and of the degree 
of skill employed by the steelmaker in the manufacture of 
the steel. If steel -is made from comparatively inferior 
raw materials, and, at the same time, is made with com¬ 
parative carelessness, the sulphur and phosphorus may be 
relatively high. The bad properties which the steel may 
possess are not necessarily due to the excessive sulphur 
and phosphorus. The presence of this excess merely 
acts as a label for the steel, and the bad properties may, 
and frequently do, arise from other inferiorities of the 
steel, and not from the actual sulphur and phosphorus 
contents. A very similar instance is that of the proportion 
of silicon in steel rails. When such steel (and, in fact, 
practically all structural steel) was made in the Bessemer 
furnace, the presence of high silicon was a fairly certain 
indication that the blow had been too hot, i.e., that the 
steel was more or less wild, and would, therefore, be 
unsound. To guard against such steel being accepted, it 
was customary to specify that the silicon content of the 
steel should be quite low, not because the silicon in the 
steel did harm, but because the steel containing the higher 
quantities of silicon had, almost invariably, other bad 
qualities. The silicon became, therefore, a signpost or 
label of the quality of the steel, but had no more real 
influence upon the quality of the steel than the signpost 
has upon the nature of the surface of the road which it 
indicates. When the practice of making such steel in 
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the Bessemer furnace was disoontinued, the silicon content 
lost its significance, and it became gradually clear that to 
insist upon the previous limits fixed for this element would 
be futile and misleading. The author feels that, in a 
large measure, the limitation of the sulphur and phosphorus 
stands upon much the same footing. In many specifi¬ 
cations, the limits of impurities inserted are a survival 
from the days when the art and practice of steelmaking 
had not attained its present standard, and that, whereas 
a content of perhaps 0 • Qx was suitable in the days gone 
by, a content of probably 0 • 0 (* plus 2) is much fitter 
to represent the present-day practice. This conclusion 
assumes, of course, that the highly objectionable segre¬ 
gation described above has not occurred. Undue segre¬ 
gation, however, is a hall mark of inferior steelmaking, 
and if the sulphur and phosphorus contents were found 
to vary considerably in the steel, this fact alone would 
constitute an excellent signpost, as described above, that 
the steel had not been properly manufactured, and would 
form an exceedingly good ground for the rejection of the 
steel by the wise engineer. 

To the engineer, the importance of all this discussion 
is very great, and the outcome of it appears to bo that 
the percentage of sulphur and phosphorus which ho shall 
allow, does not depend upon quite the simple factors 
usually imagined, but upon others which are rather more 
difficult to define, and distinctly more difificult to incor¬ 
porate in a specification. These factors appear to be, fiirst, 
the method employed for the manufacture of the steel, 
and secondly, the skill and proved capability of the maker 
of the steel. In other words, the engineer should be 
guided in fixing the limits of sulphur and phosphorus 
which he will allow in his steel, by his knowledge of the 
previous history of its manufacturer. If the maker is 
known by experience to be one who chooses his materials 
wisely and makes his steel carefully, a higher sulphur and 
phosphorus limit might be well and safely allowed, than 
could be permitted to a steelmaker who has not displayed 
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the aboTC requisite quEklities to the same extent. A still 
sounder basis would be to allow a distinctly higher sulphur 
and phosphorus content to the steelmaker who produced 
ingots and billets free from any undue segregation, than 
to the one whose products indicated a large variation of 
these two constituents in different parts of the same 
billet. In the author’s opinion, the insistent examination 
of sulphur prints, taken from sections of ingots and 
billets, would provide a much better and safer criterion 
for the acceptance of steel, than woxdd the examination 
of the sulphur contents as repealed by cheffiical analysis, 
which, after all, gives simply the “ ultimate ” composition 
of the steel, and provides no information at all regarding 
the " proximate ” composition, or the distribution of the 
harmful elements. 


12 



CHAPTER VI 


Alloy Steels 

Ik the previous chapter on carbon steels, it has been shown 
that the tensile strength, which can be obtained from such 
carbon steels as are suitable for structural or machinery 
purposes, is not particularly high. Even after the best 
heat treatment, those carbon steels w'hich can be suitably 
worked and manufactured reasonably, can only be relied 
on to give an ultimate strength of about 55 tons per square 
inch. When a carbon steel is treated to give this strength, 
the impact value of the steel is usually quite low. The 
majority of test results go to show that it is practically 
impossible to obtain, in a carbon steel, both a moderately 
high tensile strength and a reasonably high notched bar 
value. It was also stated that, even with ordinary 
strengths, good notched bar results can only bo obtained 
with comparative difficulty and with’no real regularity. 
It was pointed out, both in the previous chapter and also 
in the chapter on Heat Treatment, that the carbon steels 
are particularly prone to suffer from the effect of mass in 
hardening, and that it is very difficult to treat them in 
such a way that a good and uniform strength is obtained 
throughout parts of large mass. The introduction and 
development of alloy steels has come about largely in 
consequence of the desire to overcome these various 
difficulties. By the use of alloy steels the engineer has, 
at his command, materials which will give him practically 
any tensile strength which he requires, within a range 
of from 40 tons to 110 tons per square inch, and, at the 
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same time, will give him a good and satisfactory impact 
value at any of the strengths, the average values ranging 
from 60 ft.-lb, in steel of 40 tons strength to 12 ft.-lb. 
in steel of 100 tons per square inch. In addition to the 
very considerable range of mechanical properties which are 
made available for the engineer, it should be remembered 
that the alloy steels are capable of being heat treated with 
comparative ease. Also, the mechanical results which are 
required can be produced with considerable regularity. By 
a suitable selection of steel, practically all the troubles 
connected with the effect of’mass can bo Avoided or over¬ 
come. How this is brought about in the alloy steels is 
duly explained in the chapter on Heat Treatment, but 
it may be well to i^iterate the statement that the alloy 
steels harden very intensively (i.e., produce at high 
temperatures a solid solution which is very stable, and 
has but a small tendency to decompose during cooling), and, 
therefore, become hard from the surface to the centre of 
even the largest mass, if a steel of suitable composition 
be employed. 

Since the structural alloy steels are more expensive 
than the structural carbon steels, and also since they are 
more difficult to forge or to drop stamp, it is obvious that 
they should be used only in those parts which call for 
the use of steel which possesses such mechanical properties 
as cannot be supplied by plain carbon steel. This means 
that, when the alloy steels are used, full advantage should 
be taken of their good properties, and, therefore, that the 
alloy steels should be used in either the hardened, or the 
hardened and tempered, condition. The fully hardened 
condition is rarely the best to use, and it may be taken 
as generally true (this matter is dealt with fully on p. 203) 
that alloy steel should always be used in the hardened 
and tempered eondition. Some of the alloy steels can be 
hardened perfectly by merely cooling in air from the 
hardening temperature. Others require to be cooled in oil. 
On the other hand, some of the alloy steels only develop 
their best properties if they are cooled in water, in the 
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manner employed for many of* the carbon steels. What¬ 
ever method of cooling is employed, the hardened steel 
can be tempered in a perfeotly normal manner. 

The number of alloy steels in nse at the present time 
is legion, and it is impossible, besides being unnecessary, 
to deal with each of them singly. It is surely better to 
take a different basis than that of composition, on which 
to compare and describe these steels, and to classify the 
steels according to their mechanical properties. To the 
engineer the mechanical properties of a steel are of para¬ 
mount importance. What he requires in a steel is that 
it shall be sufficiently strong to stand up to the work which 
it is expected to perform, and, at the same time, shall 
have the other desirable properties of ductility and high 
notched bar value, not that it shall contain a specific 
proportion of nickel or of vanadium. The specific pro¬ 
portions of such elements present in the steel are means to 
an end, and it is of the utmost importance that this fact 
should be realised, since there is a very unfortunate ten¬ 
dency to consider that the composition is not the means, 
but the end. Many engineers have been misled by the 
repeated and mystic use of the words “ nickel chromium,” 
into the employment of some steel which was entirely 
unsuitable, possibly much more expensive, and unneces¬ 
sarily good for the work. It is proposed, therefore, to 
divide up the range of tensile strength, which is usually 
obtained from the alloy steels, into sections. Each 
section covers a certain small range of tensile strength, 
the extent of the range being generally that which would 
be allowed in a specification for steel which was chosen 
for any particular part. For each section, the alloy steels 
which will give, with the greatest ease and regularity, the 
particular properties required, will be described, together 
with the heat treatment necessary for the production of 
these properties, and an indication of any peculiarities 
which these particular steels possess. It is not claimed 
that the steels selected for description are the only ones 
which will give the required properties, but that they 
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sra those which, in the antlior’e judgment, will give these 
properties with the greatest ease and regularity. At the 
same time they are steels which are easy to produce. 

Classiflcation ol the Alloy Steels.—The alloy steels may 
be conveniently classified into groups which will give the 
mechanical properties indicated below;— 

(1) A maximum stress of 100 tons per square inch 
and over. 

(2) A maximum stress of from 75 to 100 tons per 

square inch. • 

(3) A maximum stress of from 60 to 75 tons per 
square inch. 

(4) A maxinuim stress of from 50 to 60 tons per 
square inch. 

(5) A maximum stress of from 40 to 50 tons per 
square inch. 

In dealing with the steels which will satisfy the 
mechanical properties called for by each of the above 
classes, it is necessary to take into account the mass of 
the part. If any of the.se mechanical properties were to 
be produced only in sections of steel not more than 
i inch in diameter, it would be almost unnecessary 
to use alloy steels at all, since carbon steels, con¬ 
taining only a nqoderate proportion of carbon, could be 
made to give, by suitable heat treatment, the maximum 
stress called for by any of the above classes. Since parts 
of all sizes have to be considered, it is necessary to consider 
the effect of mass. When parts of small mass are being 
referred to in the following sections, a ruling diameter 
of not more than 2 or 3 inches may be considered as 
representative. Parts of large mass are those with a 
ruling diameter of more than 3 inches. 

Glass 1. Steels which will give a maximum stress of 
100 tons per square inch, or more, in parts of both large 
and small mass, and which, at the same time, are 
commercially easy to produce, are comparatively few. 
For parts of large mass, the steels must almost inevitably 
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be of the air-hardening class. These are the only steels 
which will harden, sudioiently easily and thoroughly, to 
attain a strength of 100 tons per square inch in the centre 
of a large part. In small parts, this strength can be 
obtained from steels which must be hardened either in 
oil or water, but it should be pointed out that, when 
steels of this kind are heat treated to produce a high 
tensile strength, they generally possess comparatirely 
unsatisfactory ductility and notched bar values, whereas 
the air-hardeniqg steels will, give very good values lor 
both these properties. The engineer will be well advised, 
therefore, to employ air-hardening steels for almost all 
parts in which he requires a reasonably uniform maximum 
strength, throughout the mass, of 100 tons per square 
inch or over. 

There are many kinds of air-hardening steels. Steels 
containing a high proportion of nickel and a moderate 
proportion of carbon, will harden when cooled in air 
from a sufficiently high temperature (see p. 66). Steels 
containing a high percentage of manganese also harden 
in air. Steels containing a high proportion of chromium 
and a moderate proportion of carbon will harden in air, 
whilst high tungsten steels (c.g., high speed steels) are 
air hardening. The majority of these steels have some 
disadvantage or other which renders them comparatively 
useless for moat structural engineering purposes, and the 
type of steel most usually employed for engineering parts 
in which a high strength is required is that containing 
both nickel and chromium. 

It is desirable to investigate what are the causes of 
air hardening in some nickel chromium steels. It will 
be clear from the statements made in Chapter III 
regarding hardening, that the property of air hardening 
of nickel chromium, or any other, steel, depends upon the 
fact that the solid solution formed in that steel at high 
temperatures remains intact, and does not decompose 
during the comparatively slow cooling, in air, down to 
room temperatures. There may be many reasons for 
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this stabilit;^of the solid solution.. The first cause may 
be that the carbon ” change^poiiit, or the lower critical 
point, which is bound up with the decomposition of the 
solid solution, is lowered so much by the presence of the 
alloys that it actually does not occur at any temperature 
above that of the atmosphere. Obviously, a steel 
possessing this property would show no tendency to 
decompose, when cooled in air from a high temperature, 
because of the low critical point. A second cause which 
contributes to make steels harden in air, even though 
their lower critical point ihay occur at* a temperature 
higher than atmospheric, is the rigidity or viscosity of 
the solid solution in the steel. It is quite well known that 
the rigidity of the solid solution is a function of its 
temperature. The higher the temperature, the less rigid 
the solid solution will be. As the temperature falls, the 
solid solution increases in rigidity, and consequently 
increases in viscosity. The speed of decomposition of a 
solid solution is necessarily affected considerably by its 
rigidity or viscosity. The decomposition means that 
there is some movement of the particles within the solid 
solution, and the case with which this movement can 
take place will be inversely proportional to the viscosity 
or rigidity of the solid solution. Therefore, although the 
change of structure associated with the critical point 
might occur at a temperature higher than atmospheric, 
it is quite possible that the solid solution may have become 
so rigid, in consequence of the comparatively low tempera¬ 
ture which it has attained, that it is impossible for the 
movement of the particles which produces the structural 
change (this being the decomposition of the solid solution) 
to take place. The accuracy of this view is supported 
by the known effect of time upon the decomposition of 
the solid solution in air-hardening nickel chromium steels. 
Even those nickel chromium steels which harden most 
violently when cooled in air, i.e., at a normal rate, can 
be made quite soft, if the steel is cooled so slowly, i.e., 
over many days, that the ordinary structural changes 
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have time to proceed to completion. "iUthongh th« 
steel, when being cooled in air, does not decompose, 
it^will undergo the normal structural changes associated 
with the lower critical temperature, if the rate of cooling 
be made very slow. The influence of the viscosity of 
the solution is evident in this connection. 

In the nickel chromium steels, there is no doubt that 
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Fia. 60.—TiMn/TmtHtBArDBE Coouho Cdbve or Steki, 

CONTAINIEQ 0-9 PER CENT. OF CaSBON. 

the air-hardening properties are due to the fact that the 
solid solution, which would decompose at some critical 
temperature above atmospheric, if sufficient time were 
allowed to it, remains unchanged, in consequence of the 
viscosity and rigidity which the solid solution has attained 
when it has cooled down to this critical temperature, and 
is also due to the fact that, in the ordinary air-hardening 
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operation, tlM rate at which the steel is passing through the 
critical temperature is comparatively high. 

The air-hardening properties of nickel chromium steels 
can be attributed more to the effect of the chromium than 
to the nickel, although both elements necessarily have 
an effect. In Chapter III, Fig. 26, curves are shown 
to illustrate the occurrence of the critical points in plain 
carbon steels. The curves shown in Fig. 26 are inverse 
rate cooling curves, and show the time taken for the 
specimen to cool through successive equal ranges of 
temperature. A simpler form of cooling curve is that 
shown in Fig. 60, in which the temperature of the steel 
at any time is plotted against the time occupied in cooling 
down to that temperature. Such a curve is a plain simple 
time/temperaturo curve, and it is clear that, at the critical 
point, the temperature of the steel remains constant 
during a more or less lengthy period. In the plain carbon 
steels, the shape of the time/temperature cooling curve is 
not affected appreciably by the previous history of the 
steel, and, in particular, is not affected by the temperature 
from which the steel under examination originally started 
to cool. If the steel contains a certain proportion of 
ohromium, this statement does not hold good. In Fig. 61a 
several time/temperature cooling curves of steels con¬ 
taining a small percentage of chromium are exhibited, 
the only variation in the treatment of the different samples 
being the temperature from which the specimen commenced 
to cool. These curves show that steels containing 
ohromium, when cooled from comparatively high tem¬ 
peratures, are subject to a phenomenon which is a kind 
of surfusion (or under-cooling). The nature of this sur- 
fusion, and its effect, can probably be understood most 
easily by considering a somewhat simpler material than 
ohromium steel. 

In Fig. 62 is shown a time/temperature cooling curve 
for pure antimony. The flat portion of the curve. 
BC, represents the comparatively lengthy period during 
which the metal remains at its true freezing-point. The 
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Fig. 61a.—Cooling C-iirves op Chbomium Steel Cooled pbom 
Different Temperatdbes. 
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Fio. 61b.—Cooling Curves of Nickel Chromium Steel (Air 
Hardening) Cooled from Different Temferatures. 
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shape of the curve shows, however, that the metal had 
cooled down to a temperature considerably below its 
true freezing-point before any freezing actually occurred. 
The metal has in fact cooled down to a temperature shown 
by A, which may be 15° C. below its actual freezing-point. 
Immediately upon the commencement of solidification, 
the temperature of the whole of the metal rises to the 
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temperature B, which represents the true freezing-point 
of the metal. A precisely similar thing occurs in the 
chromium steels. They can be cooled down to a 
temperature below their normal change-point, without 
undergoing the decomposition which is customarily asso¬ 
ciated with that point, though when the change does 
start, the temperature of the steel mounts up again to 
the normal critical value. The degree to which surfusion 
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takes place with the ohiomium steels, depends to a con¬ 
siderable extent upon the temperature from which the 
specimen has been cooled, and also depends upon the pro¬ 
portion of chromium in the steel. With steels containing 
only 2 or 3 per cent, of chromium, it is necessary to heat 
to quite a high temperature in order to produce any 
appreciable degree of surfusion. The actual figures are 
shown in the curves in Fig. 61 a. It is evident that the 
greater the amount of surfusion which has taken place, 
the greater will be the rigidity and the viscosity of the 
solid solution fti the chromium steels, at that temperature 
at which surfusion would end, and at which the temperature 
of the metal would begin to rise. It is easy to appreciate 
that if the degree of surfusion is large, the rigidity of the 
solid solution may be so great, that the rise in temperature 
to the normal critical point, and the decomposition of the 
solid solution, do not occur, because of the resistance 
opposed by the high viscosity of the solid solution. 

In the plain chromium steels a considerable proportion 
of that element must be present if this result is to be 
obtained, or else the steel has to be cooled from a very 
high temperature. Since the air-hardening steels are not, 
for the purpose of hardening, cooled from a very high 
temperature, the full effect of the surfusion must be 
produced in other ways. One way_ is to add more 
chromium. Another way is to add nickel. The nickel 
in the solid solution, acting together with the chromium, 
produces a rigid and viscous solid solution. The nickel 
also tends to depress the temperature of the critical 
point. It is possible, therefore, by adding nickel to 
the chromium steels, to produce such a solid solution ns 
does possess the necessary viscosity and rigidity tb*prevent 
the steel undergoing its normal decomposition, after it has 
once been cooled down to the low temperature produced 
by the surfusion effects of the chromium plus the nickel. 

In addition to chromium and nickel, the nickel chromium 
air-hardening steels contain a certain proportion of man¬ 
ganese. This element, as has been shown in the chapter 
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on Pl»in Carbon Steels, has a definite tendency to prevent 
the decomposition of the solid solution, formed at high 
temperatures, and its presence in the air-hardening steels 
tends to increase the rigidity and viscosity, and, therefore, 
stability of the solid solution produced in those steels. 
This fact assists towards the successful carrying out of 
the air-hardening processes. By the cumulative effect of 
the addition of nickel and manganese to the chromium 
stools, it is possible to prevent the occurrence of those 
changes which correspond to the behaviour of pure 
antimony, during freezing, iifdicated by tlie portion ABC 
of the curve shown in fig. 62. When once the tempera¬ 
ture of the steel, which corresponds to the temperature A 
in the freezing of antimony, has been passed during cooling, 
there is no likelihood of any further alteration taking 
place, because, if the rigidity of the solid solution was 
sufficient to prevent the rise of temperature after the 
surfusion, it is likely to remain sufficiently powerful during 
the remainder of the cooling, since the rigidity increases 
as the temperature falls. What has happened, therefore, 
is really similar to what would happen if it were possible 
to prevent altogether the rise of temperature of pure 
antimony from the temperature A. If this could be 
achieved, then antimony would be procurable as a liquid 
even at ordinary temperatures. Up to the present this 
has not been achieved, but a somewhat similar result 
can be attained from somewhat simpler materials. 

It is possible to make a solution of photographic “ hypo ” 
(sodium thiosulphate) and to saturate it whilst the solution 
is boiling. It is also possible, by taking considerable 
care to keep the solution free from dust and vibration, 
etc., to-allow this solution to cool down to room tempera¬ 
ture without the or3ratalli3ation of any of the excess hypo, 
although the solubility of hypo at room temperature is 
very much less than at the boiling-point. If the process 
of surfusion does not occur, then the cooling curve of the 
solution of hypo is very similar to that of antimony as 
shown in Fig. 62, 
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The tempering of air-hardening steels naturally proceeds 
upon somewhat similar lines to the tempering of all other 
steels. The question is sometimes raised^ however, as 
to why the air-hardening steels do not temper themselves 
during their own air-hardening process, that is to say, 
why an air-hardening steel which has been cooled down to 
normal temperature and then re-heated to 600® C. is soft, 
whilst the air-hardening steel which has simply cooled 
down, and has cooled at a normal rate through the 
temperature of 600° C., is hard. The reason for the 
difference shofald be fairly^ clear from the statements 
made above. During the original cooling, the solid solution 
in the steel does not decompose at all, first, because of the 
surfusion effect, and subsequently bepauso of the induced 
rigidity of the solid solution. When it is being heated 
up the conditions are quite different. In the first place, 
consider what will happen if the solution of hypo previously 
mentioned is warmed. It is quite well-known that by 
applying heat to the solution, crystallisation will sooner 
or later begin, just as it will if the solution is shaken, 
or if it be sown with dust or crystals. The heating has 
helped the solution to return to normal conditions. The 
operation of tempering the hardened steel also facilitates 
its return to a normal condition. The steel has been 
undercooled and, therefore, is comparatively mutable. 
It only requires to be assisted in its return to a more stable 
condition. This assistance is given by raising the tem¬ 
perature. 

From what has been written above, it should be evident 
that the element which will control the air-hardening 
properties of the nickel chromium steels is chronnum. 
A certain proportion of that element must be present, 
and it is usual to find that the percentage of chromium in 
the air-hardening steels is not less than 1*1. An average 
value is about 1'26 per cent. With this proportion of 
chromium, it is essential that a reasonable value of 
manganese be associated, and a range of 0*4 to 0*76 per 
cent, is customary. The nickel is required in order to 
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produce the combined surfusion and rigidity eSect, and 
it is usual to have about I'O per cent, of that element in 
the steel. The carbon content is not particularly important, 
provided that it is not too low, and proportions between 
0"26 to 0-36 per cent, are found almost indiscriminately. 
A typical composition, and a fair range showing limiting 
values, would be as follows :— 

TypE. Eanob. 

Carbon .. .. 0*30 0*25 to 0*35 per cent. 

Chromium .. 1*25 l-l to 1*5 „ 

Nickel .. .. 4-25 3'75 to 4-76 

Manganese .. 0'45 0-40 to 0-75 ,, 

As regards the range of values, it is not suggested that 
the minimum proportions of all the elements would give 
the desired results. The values indicate the extremes 
within which it is possible to have a suitable com¬ 
bination of the constituents, and to procure the desired 
result. 

The hardening of these steels is effected by heating 
to a temperature of about 820° C., followed by cooling 
in still air. Cooling in an air blast gives no better results, 
and quenching in oil or water produces practically no 
increase of tensile strength, if the steel is of a really air¬ 
hardening composition. 

The use of such methods of cooling may, in fact, be 
comparatively dangerous, because of the severe contraction 
and expansion forces produced during hardening. It may 
be taken as a general rule, that steel should always be 
cooled at the slowest rate compatible with the production 
of the Tequired maximum strength. Since the nickel 
chromium air-hardening steels will give the required 
strength by cooling in air, it is futile to employ 
any other method of treatment. The mechanical pro¬ 
perties which are obtained in steels of this class after 
hardening in air and hardening in oil, are shown in 
Table 32. 
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TABLE 32. 


Meohasioai. Propeetibs op Aie-Haedbhiho Stbeis aptbb 
C oOLOQ m Air and in Oit- 


8t«d. 

Heat Treatment 

Max. Stress,' 
tons per 
sq. in. 

Elon^tlon, 

Impact. 

i 

1 1 

Air hardened 820° C. 

1 114 

12 

15 

' i 

Oil hardened 820° C. 

116 

11 

13 

2 1 

Air hardened 830° C. 

no 

13 

17 

2 I 

Oil hardened 830° C. 

112 

13 

16 


These results demonstrate clearly, that oil hardening 
produces no superiority in the mechanical properties of 
the steel over those produced by air hardening. 

It is evident that after roiling, after forging, and after 
stamping, the air-hardening steels are bound to be quite 
hard. All these operations must be carried out at a 
temperature higher than the hardening temperature of 
the steel, and the steel is usually allowed to cool in the 
air after they have been completed. Steel of 100 tons 
per square inch tensile strength is of such a hardness that 
it cannot be machined, except with the utmost difficulty, 
and for general engineering purposes ifmay be consider^ 
unmachinable. In order to utilize the air-hardening 
nickel chromium steels in ordinary engineering practice, 
they must be heat treated, after they have been submitted 
to any of the above processes, in such a manner that they 
are softened to a strength at which they can be machined 
in comfort. This softening cannot be carried out by 
normalising (see p. 69), and must be efieoted in another 
way. The only practical method of softening the air¬ 
hardening steels is to temper them. The mechanical 
properties of a typical nickel chromium air-hardening 
steel, after tempering, are shown in Table 33 and also 
in Fig. 63. 
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TABLE 33. 

SHOWINO THU Mkohanioai. Peoferties of a Stebr oontaihino 

Casbos .0'31 per cent. 

Uanoanssb .0-41 „ 

Niokk. .3'9 „ 

CHBOMiinf.1-37 „ 

AITBR HARDENISa AMD TEMPEBIMQ. 


{Diameter of specimens at time of heat treatment —1 inch,) 


• 

E«U TrAAtma&t. 

Max. 
Strea, 
tons per 

B<1. UL 

Elonga* 

tIOD, 

%. 

Impaet, 

(t'lb. 

. 

Air hardened 820® 0. tempered — 

115 

12 

15 

Air hardened 820® 0. tempered 200* C. 

111 

13 

IS 

Air hardened 820® 0. tempered 300° C. 

107 

13 

11 

Air hardened 820® C. tempered 400® C. 

93 

15 

14 

Air hardened 820® C. tempered 600° C. 

79 

16 

32 

Air hardened 820® C. tempered 800® C. 

62 

23 

63 

Air hardened 820® C. tempered 650° C. 

09 

26 

72 


The teat figures in Table 33 indicate that if the steel is 
tempered at a temperature of about 630° C., the maximum 
strength of the steel has fallen to approximately 60 tons 
per square inch. This is the condition, i.e., tempered 
at 660° C., In which the steel shotdd be delivered to the 
machine shop. It is usually quite possible to soften 
100-ton steel so that it gives a Brinell hardness number of 
not more than 269, and it will meet all ordinary machining 
requirements, if this figure is specified as the limit above 
which the steel should not be delivered to the machine 
shop. It is evident that all the machining operations 
on these steels must be carried out before the steel is 
hardened. The only mechanical operation which can be 
performed satisfactorily after hardening is grinding. 
Contrary, therefore, to the general practice, parts made 
from sir-hardening steel should be machined from the 
softened steel very nearly to size, leaving only a small 
13 
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grinding allowance. The parts can then be hardened in 
air and ground to size. 

It is frequently found that if the 100-ton air-hardening 
nickel chromium steels are heated to a temperature 
of 175“ C. they suffer no notable loss of strength, but that 
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Fio. 63.— The ErrKcr or TBanprarao at DrrrEHENi Tempeba- 
TUHES UPON THE MeCHANICAU PeOPEETIES OP 100-TON AlB- 
Habdenino Niceeu Cbbohium Steei. 

the ductility and notched bar values of the steels are 
improved appreciably. This fact is of some value, and 
many steelmakers recommend that this treatment should 
be given to their steels. - The treatment is quite good, 
and nothing can be urged against it. In addition to 
improving the ductility and notched bar values, such a 
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treatment tends to remove a certain proportion of the 
strains which are necessarily looked up in the steel as a 
result of the hardening operation. If tempering at 176® C. 
be carried out on the steel, the operation should take 
place prior to the final grinding. 

Class 2. The steels to be used for parts requiring a 
maximum strength of from 75 to 100 tons per square inch, 
depend upon the mass of the part. If the parts are large, 
an air-hardening steel should certainly be employed. 
Such a steel is the one described for Class I,^and it should 
be tempered at temperatures varying from 200° C. to 
660° C, according to the actual maximum stress required, 
whether near to 100 tons or to 75 tons per square inch. 
If the parts are small,st is possible to employ a steel which 
should be hardened in oil. As for Class 1, a nickel 
chromium steel gives by far the most satisfactory results, 
and the class of nickel chromium steel which is likely to 
prove most satisfactory has a composition approximately 
as follows :— 


Carbon .. 
Nickel .. 
Chromium 
Manganese 


0*30 to 0*36 per cent. 
3-25 to 3-75 
0*8 to 1-2 
0-4 to 0-7 


This steel will give quite good mechanical properties, 
after quenching in oil from a temperature of about 830° C., 
provided that the mass at the time of hardening is 
reasonably small. In Table 34 and Fig. 64 are shown 
the mechanical properties of a typical steel of this class, 
after hardening and tempering. 

A reference to Tables 33 and 34, and Figs. 63 and 64, 
will show that it is possible to select a steel, and to 
treat it in such a way that it gives any required tensile 
strength from 76 to 100 tons. Th^e results also show, 
however, that the notched bar values are not at all good 
in the steels which have been tempered at the low 
temperatures necessary for the production of these high 
strengths. 
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TABLE 34. 

SHOWINa THl MsOHAOTCiL PrOPESTIKS OP A STEEL COKTAINDIO 


Carbon . 

Hanoanese 

Nickel . 

CarOBAICM .. .. .. 

AFTER HaRDENINQ AND TEMPERING. 


0-32 per cent. 

0-48 

3-37 

0'93 


{Diameter of epecimens at time of heat treatment —1| inches.) 


He»t Trwtmenfe. 

Uax. 
Stress, 
tons per 
•q. in. 

Eloasa- 

Uon, 

%. 

Immet, 

ft-U). 

Oil hardened 820^ C., tempered — 

114 

13 

12 

Oil hardened 620° C.* tempered 300° C. 

96 

13 

6 

Oil hardened 820° C., tempered 400° C. 

83 

U 

7 

Oil hardened 820° C., tempered 600° C. 

73 

17 

36 

Oil hardened 820° C., tempered 600° C. 

63 

21 

66 

Oil hardened 820° C., tempered 660° C. 

69 

23 

87 

Oil hardened 820° C., tempered 700° C. 

71 

13 

29 

Oil hardened 820° C., tempered 725° C. 

110 

4 

12 


The curve shown in Fig. 64 indicates rather more clearly 
than the curve shown in Fig. 63, that the impact values 
of nickel chromium steels which have been tempered 
at temperatures between 200° C. and 400° C. are com¬ 
paratively low. It is usually found that the impact value 
of a hardened steel rises after tempering at temperatures 
lower than 175° C., and that the value then falls off dis¬ 
tinctly with a further rise of tempering temperature, and 
does not recover until a temperature of 360° C. has been 
exceeded. It does not always recover until a temperature 
of 450° C. has been passed. The brittleness induced in 
nickel chromium steels by tempering at low temperatures 
has not been explained up to the present. A somewhat 
similar drop in toughness occurs in the carbon steels, 
and, in fact, is found in almost every steel, but, so far, 
the reason for the deterioration has not been discovered. 







after almost the whole of the machining has been com¬ 
pleted. The most satisfactory way of softening the steel 
is to harden it, either in oil or in air, and then to temper 
it at a temperature of about 6S0° C. 

Class 3. Steels which can be used to give a maximum 
strength of from 60 to 76 tons are more numerous than 
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those suitable for either of the two classes already 
considered. It is obvious, from what has been shown 
above of the mechanical properties of the air-hardening 
and the oil-hardening nickel chromium steels quoted 
above, that either of these steels could be employed to 
provide the range of mechanical properties required in 



Fio. 65 .—Thb Effect of Tempering at Different Tempera¬ 
tures UPON THE Mechanical Properties of Oil- 
Hardening Nickel Chromium Steel. 


the present class. If the parts are very large, then there 
is little doubt that the use of air-hardening steel will give 
the most satisfactory results. If the mass is only mode¬ 
rately large, then the oil-hardening nickel chromium steel 
proposed for Class 2 would give equally satisfactory 
results, after tempering at suitably high temperatures. 
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For parts of ordinary size, quite satisfactory results, 
however, can be obtained from the use of a somewhat 
softer steel, that is, a steel containing rather less chromium 
than is found in either of the two previous steels. A 
suitable range of composition would be approximately as 
follows:— 


Carbon 

Nickel 

Chromium 

Manganese 


0*30 to 0*36 per cent. 

3-0 to 3-5 

0*5 to 1-0 „ 

0-4 to 0-7 


This steel gives perfectly Satisfactory i^echanical pro¬ 
perties, after quenching in oil from a temperature of 
about 830° C. and tempering at temperatures in the 
region of 500° C. A. complete r6sum6 of the mechanical 
properties of this steel, after hardening and tempering, is 
given in Table 35, and is also shown in Fig. 65. 


TABLE 35. 


Showing the Mechanical Properties op a Steel containing 


Carbon . 

Manganese 

Nickel . 

Chromium. 

AFTER Hardening and Tempering. 


0‘31 per cent. 

0-46 

3*41 

0*78 


{Diameier of epecitnena at time of heat treaimeni —1| inches.) 


Hoat Treatment. 

Max. 
Stress, 
tons per 
sq. In. 

Elonga* 

tiOQ, 

%. 

Impact, 

ft.-ib. 

Oii hardened 830° C., tempered — 


no 

13 

11 

Oil hardened 830° C., temi>erod 300° C. 


01 

14 

6 

Oil hutlened 830° C., tempered 400° C. 


80 

15 

10 

Oil hardened 830° C., tempered 800° C. 


09 

18 

38 

Oil hardened 830° C., tempered 600° 0. 


60 

23 

59 

Oil hardened 830° C., tempered 660° C. 


66 

25 

71 


The steels for Class 3 may be softened, when necessary 
for machining, in the same way as the steels for Class 2 
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The nickel chromium steels suitable for CJass 3, when 
treated to give a strength between 60 and 75 tons per 
square inch, introduce, for the first time, a difficulty which 
is always met with in connection with th$ production of 
a suitable toughness value in nickel chromium steel. 
Class 3 steel is usually tempered at a temperature near 
to 550° C., if a strength anywhere near to 70 tons per 
square inch is required (see Table 35 and Fig. 85). It is 
found that if nickel chromium steels are tempered at 
temperatures near to 550° C. and then cooled in air (which, 
in the past, has' always been the normal method of cooling 
steels after tempering), a very poor toughness value is 
obtained, that is to say, the notched bar value is exceedingly 
low. 

It is possible, however, to overcome this defect by 
cooling the steels from their tempering temperature 
quickly—by quenching in water—provided that they are 
not tempered within certain ranges of temperature. The 
figures given below will show that oven this process will 
not improve the toughness values, if the steels are tem¬ 
pered at a temperature between 450° C. and 550° C. 

TABLE 36. 

Showiho Notched Bab Values oi a Nickel Chboiquh Steel 


Cooled Quickly, and Slowly, afteb Tempeeino. 
(Diameter of epecimens at time of heat trmtment —IJ inehea.) 




Kotched Bar Value. 

Teroperiafc 
Temiienture * C. 

Max. Str»s9, 
tooa i)cr sq. io. 



Cooled in Water 
after XemperinE. 

Cooled io Air 
after Temperins- 


117 

8 

9 

100 

117 

11 

11 

200 

114 

17 

17 

300 

106 

9 

9 

400 

96 

8 

8 

500 

83 

18 

18 

550 

73 

30 

7 

600 

63 

41 

8 

650 

58 

53 

8 
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The phenomenon of the poor toughness of nickel 
chromium steels which have been tempered at temperatures 
higher than 400'*C,, is known as “temper brittleness** 
or “ Krupp Krankheit,” and it may be well at this stage 
to give some short ewjcount of it. As stated above, the 
only effect of temper brittleness is to reduce the notched 
bar value of the steel. This effect can be clearly seen 
from the figures given in Table 36, which includes not 
only the notched bar values obtained upon the steel 
which, after tempering, has been cooled slowly, but also 
the notched bar values upon a similar portion of the same 
piece of steel after it has been cooled quickly. 

The figures in Table 36 show a difference in the notched 
bar values obtained after the two types of heat treatment, 
in the specimens which have been tempered above a 
certain definite temperature. If careful tests are made, 
it is found that all the other properties of the steel, 
i.e., elastic limit, yield-point, maximum stress, fatigue 
range, elongation per cent., reduction of area per cent., 
electrical conductivity, specific heat, etc., etc., are not 
in any way affected by the different methods of cooling. 
Only the toughness or notched bar value is changed by 
cooling quickly. Microscopic examination of two speci¬ 
mens, one cooled quickly and the other cooled slowly, 
i.e., one having a high, and the other a low, notched bar 
value, reveals absolutely no difference whatever in the 
microstructure. As stated on p. 126, the speed of fracture 
has no influence upon the results, since slowly bent notched 
specimens of tough and of temper-brittle steel give the 
same relative notched bar values os are obtained from 
similar specimens broken in a normal impact testing 
machine. 

The precise causes of the production of temper 
brittleness are not known, but the following facts are 
known, and are sufficient for the use of the engineer. 

(1) That after tempering within a certain range of 
temperature (usually about 426° C. to 550° C.) nickel 
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chromium steels give a definitely low notched bar 
value. 

(2) That whatever method of cooling is employed 
for steels tempered in the above range, the notched 
bar value is low (see Table 37). 

TABLE 37. 


Showing thb Effect op Dipfeeent Methods op Coouno, 
PEOM Vaeiocs Temperatuebs, upon the Notched Bab 
Value op a Nickel Chromium Steel. 


M«tbo«] of Cooling. 

l^mpeilng 

Teroiwrftture. 

Impact Value, 
ft.lb. 

In Furnace 

650® C. 

7, 7. 6 

In Air. 

050® C. 

15, 16, 19 

In Oil. 

650“ C. 

42, 44. 47 

In Water . 

650“ C. 

52, 66, 66 

In Furnace .. .. 

550® C. 

e, 6, s 

In Air. 

550® C. 

7, 7, 9 

In Oil. 

550® C. 

11, 10, 11 

In Water 

550® C. 

11, 6, 13 

In Furnace 

450® a 

19. 20. 18 

In Air. 

450® C. 

28, 32, 33 

In Oil. 

450® C. 

31, 32, 36 

In Water 

460® C. 

26, 26, 20 


(3) That specimens tempered at temperatures higher 
than 550° C. may give low notched bar values if cooled 
slowly (see Table 37). 

(4) That this low notched bar value can be avoided 
by cooling the specimens rapidly from the tempering 
temperature (see Table 37). 

(5) That all nickel chromium steels do not show the 
symptoms associated with temper brittleness, and 
that others show them only partially. This is clearly 
indicated by the figures given in Table 38, which 
show the ratio between the toughness value of speci¬ 
mens of the same steel cooled quickly and slowly, 
this ratio having been termed by Brearley the “ Co¬ 
efficient of Krupp Krankheit." 
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TABLE 38. 

SHOWiKG TEE SUSCEPTIBILITY OF DiFFSBEST NiCEEL GhbOMIUM 
Steels to Tempeb Bbittlekess. 


Cwboo, 

%. 

Nickel. 

%■ 

j Isod Values. 

SuBcepU* 

bility, 

1:2. 

1 (I) Water 

1 Cooled. 

(2) Furnace 
Cooled. 

0'33 

3*71 

i 

0-91 146, 48, 49 

6, 4, 3 

12-5 

0-20 

3-81 

0-90 1 60, 01, 00 

8 

6-3 

0'30 

3'44 

1-27 48 

14f 12 

3-7 

0-32 

3-75 

0-94 121,24 

7 

3-3 

0-36 

3-62 

0-90 31,40 

11 

3-2 

0*30 

361 

1-03 1 47 

20, 12 

3-0 

0'36 

3-79 

0-90 40 

17, 9 

3-0 

0-29 

3-81 

I'Ol l35, 32 

16 

2-3 

0-30 

3-71 

0-94 63 

20, 20 

2-3 

0-34 

3-77 

0-90 ; 43 

20 

2-2 

0*33 

3>63 

l-Oi 30,30 

10 

1-9 

0-38 

3-44 

1-73 ! 37, 41 

23 

1-7 

0*33 

3-67 

0 -8S 35, 33 

20 

1-7 

0-35 

3-68 

0*91 42 

33, 31 

1-3 

0-32 

3-43 

0-88 160, 60, 51 

72, 72 

0-7 

0-30 

3-64 ! 

M6 , 40 

63, 61, 63 

0-77 

0*38 

3-56 { 

Ml 32,31 

43 

0-75 


In view of the great variation in susceptibility, it 
is of course possible to obtain perfectly good tough¬ 
ness values from steels which have not been cooled 
quickly after tempering, but since it is only possible 
to determine the coefficient of Krupp Krankheit by 
actual experiment, it is safer to assume that all nickel 
chromium steels will be brittle, unless they are cooled 
rapidly after tempering, and, therefore, to adopt rapid 
cooling in all cases. 

(C) The avoidance of temper brittleness is a function 
of the rate of cooling of the steel. The rate of cooling 
depends upon the mass of the steel part (see p. 71). 
The rate of cooling in air, of a thin piece of steel, may 
be equal to the rate of cooling in oil, or in w'ater, of a 
piece of steel of much larger mass. Discretion should. 
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therefore, be employed in the method adopted for the 
cooling of the tempered steel, the action dictated by 
this discretion being based upon an estimate of the 
mass of the part. Almost the only objection which 
can be urged against the practice of quenching after 
tempering, is that it tends to make the scale, on drop 
forgings and forgings so treated, distinctly more difficult 
to remove during machining. 

Unless a definite statement is made to the contrary, 
it can be assumed that all the notched bar values of 
nickel chromium steels quoted in this book have been 
obtained upon specimens cooled rapidly after tempering. 

CUisa 4. The steels which will give a maximum strength 
of 60 to 60 tons are more numerous than those which 
will provide the higher strengths dealt with in the previous 
sections. This makes it all the more important that the 
steel used should be selected wisely. The importance of 
this class of steel is increased by the fact that 60 tons per 
square inch represents the upper limit of tensile strength 
for steels which are to be reasonably easy to machine. 
When this fact is coupled with the other fact that, probably, 
more alloy steel parts are made to a strength between 
60 and 60 tons per square inch than to any other range 
of strength, the importance of a satisfactory selection of 
steel becomes still greater. 

The air-hardening steel suitable for Class 1 is really 
not satisfactory for parts of 60 to 60 tons maximum 
strength. The 100-ton steel can generally only be reduced 
to a strength of about 68 tons per square inch, even after 
tempering at the highest possible temperature. The oil¬ 
hardening steel suggested for Class 2 can be tempered to 
a little lower strength, whilst the oil-hardening steel 
suitable for Class 3 can be heat treated to meet the 
requirements of Class 4 fairly well, as can be seen easily 
from the figures given in Table 36. Still better results 
can be obtained from a steel very similar to that quoted 
for Class 3, but containing a somewhat smaller percentage 
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of carbon. The following composition would give satU- 
faotory results. 


Carbon .. 
Nickel .. 
Chromium 
Manganese 


0’27 to 0'33 per cent. 
3-0 to 3-5 „ 

0-6 to 0-8 

0-4 to 0-76 


"The complete properties of this steel after hardening 
and tempering are given in Table 39. 


TABLE 39. 


Showino THU Miohakioal Pbopebties op a Steel cohtaininq 


Cabbok . 

Mahoakese 

Nickel . 

Chbomutm .. .. .. 

AETEB HaEDEOTNO AED TEMPEBINQ. 


0'29 per cent. 

0-63 

3-28 

0-68 „ 


{Diameter of apedmene at time of heat treatment —IJ inches.) 


Ee&t Treatment 

Uax. 
Stress, 
tons per 
sq- Id. 

Elooga' 

tion, 

%. 

Impact, 

tt-lb. 

Oil hardened 830® C. tempered — 

1180 

11*8 

7 

Oil hardened 830® C. tempered 300° C. 

101-3 

140 

3 

Oil hardened 830* C. tampered 400° C. 

83-6 

14-8 

14 

Oil hardened 830° C. tempered 600° 0. 

716 

18-2 

24 

Oil hardened 830* 0. tempered 600° C. 

62-0 

816 

47 

Oil hardened 830* C. tempered 660® C. 

66-2 

23-6 

70 


Another steel which gives satisfactory results when 
tempered io a maximum strength of from 60 to 60 tons 
per square inch is one which contains less nickel than any 
of the nickel chromium steels so far described. The usual 
range of composition for this steel is as follows:— 


Carbon.0-28 to 0'40 pet cent. 

Nickel.1-2 to 1-8 

Chromium .. .. 1 -0 to 1 *6 „ 
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This steel is prone to suffer from mass effect in hardening 
to a greater degree than steels containing a higher pro¬ 
portion of nickel. The steel does not harden very 
definitely in air, and, therefore, cannot be recommended 
for parts of large mass, neither is it really suitable for 
parts requiring a tensile strength greater than 60 tons. 
For ordinary-sized parts of between 60 and 60 tons tensile 
strength the steel is quite good. The mechanical pro¬ 
perties of the steel, after hardening and tempering at 
various temperatures, can be seen clearly from the test 
results given in Tabic 40 and Fig. 66. The mass effect 
in the hardening of this steel is dealt with below. 


TABLE 40. 


Showing the Mechanical Properties op a Steel containing 


Carbon 
Manganese 
Nickel 
Chbomicm .. 


0'35 per cent. 
0-57 
1 -67 

1-18 „ 


AFTER Hardening and Tempering. 


(Diameter of bare at time of heat treatment —IJ inches.) 


Eeftt TraAtmeat. 

Max. 
Stresa, 
teas per 
sq. la. 

Eloaga- 

Impacts 

Oil hardened 850** C. tempered 

126 

1 

3 

Oil hardened 850** C. tempered 200'* C. 

122 

7 

9 

Oil heu^ened 850^ C. tempered 300** C. 

116 


10 

Oil hardened 860° C. tempered 400° C. 

104 

12 

14 

Oil hardened 860° C. tempered 600° C. 

79 

14 

16 

Oil hardened 860° C. tempered 600° C. 

61 

22 

48 

Oil hardened 860° C. tempered 660° C. 

66 

23 

64 


Another steel which can be used effectively tor parts 
requiring between 60 and 60 tons ultimate strength is 
one free from nickel but containing a higher proportion 
of carbon and of chromium than the alloy steels previously 
mentioned. This steel is a chromium steel or chromium 
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vanadium steel, and, as usually made, has approximately 
the following composition: 


Carbon .. ,. ., 0*40 to 0*50 per cent. 

Chromium .. .. 1*10 to 1*50 „ 

Vanadium .. .. 0*15 to 0*20 „ 



0 100 200 300 400 SOO 600 700 

TEMPERING TEMPERATURE °C. 


Fio. 06. —The ErrECj or Temfkeino at Diffeeent Temtsba. 

TOSE8 OTOE THE MECHANICAL PBOrERTIES OE OlL- 

Habdenihs Nickel Chkouium Steel containino a Low 

Fbopoetion or Nickel. 

The element in this steel which has the greatest effect 
upon the mechanical properties is undoubtedly the carbon, 
and unless it is present in approximately the proportion 
indicated above, difficulty may be experienced in obtaining 
a satisfactory combination of strength and toughness in 
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the heat-treated steel. The aotual oontent of vanadiiua 
is not of supreme importance, and, so far as meohanioal 
tests are concerned, just as good results are obtained if 
the vanadium is omitted altogether, and a plain chromium 
steel is used. The chromium or chromium vanadium 
steel does not harden when cooled in air from the ordinary 



Fio. 67 .—The Effect of Temperinq at Diffehent Tehfeba- 

TUESS UPON THE MECBAHICAJ. PkOFEKTIES OF ChBOHIUM 

Vanadium Steel. 


heat treatment temperatures, and, therefore, is particularly 
prone to suffer from the effect of mass during hardening. 
Consequently, when parts of any large mass are to be 
made in this steel, it is desirable that a reasonably high 
proportion of carbon should be present. The meohanioal 
properties of a chromium vanadium steel after hardening 
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and tempering are shown in Table 41 and Fig. 67, whilst 
in Fig. 68 are shown the mechanical properties of a similar 
steel containing no vanadinm. 

TABLE 41. 

Mechanical Properties after Hardeniho and Tempering 
OF Steel containing 


Carbon 
Manganese 
Chromium .. 
Vanadium .. 


0 42 per cent. 

0-75 

1-04 

0-15 


All the Specimens were Quenched in Oil prom 870° C. 


{Diameter of specimens at time of heat treatment — 1 ^ inches.) 


Imperlng 
Temperature * C. 

Usx. Stress, 
tons per sq. in. 

ElongatioD, 

Impact, 

lt.-lb. 

1 

400 

1 

83*0 

13-5 

16 

000 

80-9 

110 i 

22 

600 

70-5 i 

1 150 

19 

660 

66-0 

18-7 

77 

700 

52-2 1 

1 26>0 

90 

700 

i6'2 

30-6 

117 


Class 5. For parts which require a maximum strength 
in the steel between 40 and 60 tons per square inch it is 
not usual to employ nickel chromium steels, since most of 
them have too high a proportion of carbon to allow of 
them being softened commercially below 60 tons per 
square inch. But it is not impossible to produce a nickel 
chromium steel which can be tempered down to a strength 
of less than 50 tons per square inch. A fairly large 
quantity of steel has been used for various purposes, 
containing round about 0-20 per cent, of carbon and a 
lower proportion of chromium than was specified for 
the steels jready described. Such a steel was frequently 
employed by the continental, and particularly the German, 
engineers, but has rarely been used in this country. In 
reality, it is almost a ease-hardening steel—in fact, a 
14 
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good deal of it has been used for that purpose. If 
strengths below 60 tons per square inch are required, 
and an alloy steel is to be used in order to obtain a superior 
toughness, a chromium or chromium vanadium steel can 
be used, similar to that described for Class 4, hut having 



TEMPERING TEMPERATURE °C. 


Flo. 68. —^The Effect op Tempebino at Diffebent Tempeba- 
TCBES UPON the MECHANICAL PbOPEBTIES OF CHBOMHIM 
Steel. 

a carbon content rather lower than that shown to be 
suitable for that class. A steel which can be used very 
easily, and with very good results for Class 6, is a plain 
nickel steel, containing about 2'6 to 3-6 per cent, of 
nickel. This is not an air-hardening steel, but hardens 
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very satisfactorily in oil, and gires good results. A 
typical range of composition for the steel is as follows : 


Carbon .. 
Manganese 
Nickel .. 
Chromium 


0*25 to 0*35 per cent. 

0*40 to 0*70 
2*5 to 3*5 

not more than 0 • 30 per cent. 


If such a steel is hardened in oil, and then tempered, 
a very satisfactory range of strength can be produced, 
whilst at the lower strengths the toughness values given 
by the steel are quite excellent. Typical test figures are 
given in Table 42. 


TABLE 42. 

Showinq the Mechanical Propektie.s op a Steel containino 

Carbon .0*35 per cent. 

Manganese . 0*58 ,, 

Nickel . 3*51 „ 

AFTER HaRDENINO AND TEMPEBINO. 


(Diameter of specimens at time of heat treatment —IJ inches.) 


Beat Treatmeat. 

Max. 
StresH, 
tons per 
sq. ia. 

Elonga* 

tlOD, 

Impart, 
ft.-lb. 

Oil hardened 860'* C., tempered — 

105 

11 

9 

Oil hardened 860® C., tempered 300® C. 

92 

13 

6 

Oil hardened 880® C., tempered 400® C. 

76 

16 

10 

Oil hardened 860® C., tempered 500® C. 

62 

21 

48 

Oil hardened 860® C., tempered 600® C. 

53 

25 

69 

Oil hardened 860° C., tempered 650® C. 

48 

28 

84 


Qeneial Properties of Alloy Steels.—The above detailed 
description of the most suitable alloy steels which are avail¬ 
able for the engineer, has shown the range of mechanical 
properties that can be obtained from this type of steel. 
With this information to hand, the engineer should be in 
a position to pick out the kind of steel that will meet 
almost any requirement which he may have to satisfy. 
The classification of the steels has been effected upon the 
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basis of the ultimate strength required in the material 
used for the various parts. It was stated in the chapter 
on Heohanioai Testing that the toughness of the steel, as 
measured by the notched bar test, varies more or less 
inversely as the ultimate strength of the steel, that is to 
say, that a satisfactory toughness value for a 100-ton 



no 100 so 80 70 60 60 40 


MAXIMUM,STRESS toms per sq.ihch 

Flo. 89 .—Tytical VAiuits or Tooohness and Ductility oi 
Alloy Stkels or Doteiient Tensile Steenoth, 

steel would be very much lower than an equally satis¬ 
factory toughness value for a 40-ton steel. To enable 
the engineer to select what may be considered as speci¬ 
fication values of toughness, the curve shown in Pig. 69 
indicates the notched bar value which can be considered 
good and sound for any particular ultimate strength 
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between 40 and 110 tons per square inob. In the same 
figure are shown the elongation and reduction of area 
v^ues, i.e., the ductility measures, which, iikewise, can be 
expected from steeis of varying strengths. From the 
vaiues given in Fig. G9, it is considered that suitabie 
specifications for the ailoy steeis of varying strengths can 
easiiy be drawn up. 

Chemical Composition. —At the commencement of this 
chapter, an emphatic statement was made to the effect 
that the real need of the engineer is, that the steel which 
he uses shall possess certain Wues of tensife strength and 
toughness, and not a particular proportion of nickel or 
chromium or vanadium. The chemical composition is the 
means to an end, but- it is not the end. It is well to note, 
however, that after the engineer has made his choice of 
any particular alloy steel, upon the basis of the mechanical 
tests which it will give, close attention paid to the chemical 
composition of the steel is very remunerative. The value 
of carefully controlled chemical analysis can be illustrated 
in several ways. 

The production of large numbers of any particular 
article, or even the successful handling of a moderately 
large series of similar parts, depends for Its success upon 
constancy of properties. The constancy of mechanical 
properties can be secured by rigorous testing, but this 
testing can bo made simpler and lighter if regularity in 
the material is ensured by other means. It was shown 
above that for parts requiring a tensile strength of from 
SO to 60 tons, at least three different steels could be 
employed. (As a matter of fact, many more steels could 
be suggested, but, in the author’s opinion, those indicated 
are probably the most satisfactory, and are the ones most 
likely to be employed.) A reference to the tables of 
mechanical properties produced in these different steels 
by variations of the heat treatment, shows that a slightly 
different heat treatment must be given to each of the 
different steels in order to produce the same mechanical 
properties in the final article. If, therefore, two steels of 
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different composition are supplied to a works for the 
manufacture of the same article, an unnecessary strain is 
put upon the heat treatment department, since this 
department has necessarily to treat each steel separately, 
and to vary the heat treatment accordingly. The only 
way to avoid completely this separation of steels and 
treatment, is to specify reasonably close limits of chemical 
composition for tlie steel for a particular part, and to 
enforce them as rigorously as possible. Other things 
being equal, two bars of alloy steel of approximately the 
same chemical composition can be heat treated in the 
same manner in order to produce the same mechanical 
properties, and the same temperatures of hardening 
and tempering can be employed. The existence of such 
conditions of uniformity of composition undoubtedly 
helps considerably in the successful production of machined 
parts in an engineering works. 

A second way in which varying chemical composition 
adversely affects the production of macliined parts arises 
from the fact that steels of different chemical composition, 
although of approximately the same physical properties, 
appear not to machine with the same degree of ease. 
The ret^on for this difference is obscure, but there can be 
little doubt that it exists. The machining property of a 
steel is not necessarily fixed by its ultimate strength, or 
its Brinell hardness, or its scleroscope hardness, although, 
of course, these properties have some considerable influence 
upon the results obtained. Since the chemical composition 
of a steel does affect its machining properties to a greater 
or less degree, it is decidedly better (particularly where 
automatic machines are being employed), to run upon a 
material of constant composition. 

A third way in which attention to chemical composition is 
of importance is connected with the production of drop 
forgings. It is a recognised fact, that steels of different 
composition behave in different ways under the drop 
hammer, and that a temperature and rate of forging 
suitable for one steel will not give satisfactory results 
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when applied to another steel. The mixing of steels 
for any particular part invariably means an increased 
waste during stamping, and to the drop-forger regularity 
of chemical composition amongst the alloy steels is of 
very great importance. 

The three instances given above will probably indicate 
the value of the chemical analysis, quite apart from its 
direct influence upon the mechanical properties of the 
steel, although these are of the most vital importance to 
the engineer. These reasons do not detract in any way 
from the importance of the statemenb made at the 
beginning of this chapter, that chemical composition 
per se is of no great importance to the engineer, and that 
he should regard it as a means to an end. When, however, 
the desired physical properties have been fixed, the engineer 
will be very well advised to pay careful attention to the 
chcmiced composition of his parts. 

Mass Efieot in Hardening. — The effect of mass in 
hardening has been generally described in Chapter III, 
p. 70, and the effect of it upon the mechanical properties 
of piain carbon steels has been dealt with at length in 
Chapter V. One of the reasons for the employment of 
alloy steels is the avoidance, in as large a measure as 
possible, of the defects associated with mass effect. The 
extent to which the alloy steels avoid the troubles con¬ 
nected with mass effect, varies according to the intensity 
of the hardening which takes place when they are cooled 
in air. It was shown in Chapter III that the mass effect 
in hardening was a reflection of the fact that, in large¬ 
sized pieces, the rate of cooling of the interior of the piece 
was not sufficiently high to prevent some decomposition 
of the solid solution in that part. It was also shown that 
one of the effects of the addition of alloys to steel was to 
increase the stability of the solid solution, and, therefore, 
to lower the critical rate at which the solution must be 
cooled, if decomposition is to be avoided. Obviously, the 
steel in which decomposition proceeds to the least extent, 
or, in other words, the steel in which the critical rate of 
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cooling required to produce hardening is the lowest, is 
a steel which hardens throughout to its maximum possible 
tensile strength when it is cooled in air. (This means 
that the steel when cooled in air has approximately tbs 
same tensile strength as it would have when cooled in oil 
or in water.) In such a steel the critical rate of cooling 
is very low, and the mass of a part must be exceptionally 
great if the steel in its interior is to cool at a rate slower 
than that required to harden it more or less completely. 
It is evident, therefore, that what was said above is 
correct, namely, that the avoidance of the mass eSeot 
in hardening is a function of the ease with which a steel 
hardens when cooled in air. 

In the detailed description, given above, of steels suitable 
for various strengths, several types of steel were described. 
It was stated definitely that the plain nickel steel and the 
plain chromium steel did not harden when cooled in air 
from the ordinary temperature used for heat treatment. 
Practically all the other steels do harden in air, to a greater 
or less degree. The degree to which the difierent steels 
harden can be seen from the figures given in Table 43, 
showing the mechanical properties of the steels for the 
different classes given above, after cooling in air from the 
usual hardening temperature. 

TABLE 43. 

The Mechanical Pbopeeties or DirrEBENi Alloy Steels 
AETEB Cooling in Am. 

(Diameter of specimena at time of heat treatment —IJ inches.) 


Clau. 

Kind of Steel. 

1 

, Cooled 
from • C. 

Max. 
Stress, 
tons per 
sq. In. 

Elonga* 

tloa, 

%. 

i 

Impact, 

ft.-lb. 

1 

Nickel chromiiun 

820 

114 

11 

14 

2 

Nickel chromium 

830 

78 

14 

! 7 

3 

Nickel chromium 

830 

74 

14 

5 

4 

High nickel chromium 

830 

73 ! 

18 

' 6 

4 

Low nickel chromium 

1 850 

65 

IS 

8 

4 

Chromium 

870 

45 

26 

37 

0 

Nickel 

860 

44 

28 

40 
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The results given in Table 43 have all been obtained 
upon If-inoh round bars. The air-hardening properties of 
the steel are more severely tested if larger bars are allowed 
to cool, and the test made upon a specimen cut from the 
core of the bar. Such results are shown in Table 44. 


TABLE 44. 

Showing the Tensile Steenqth of the Cores of 3-inch Bars 
OF Different Nickel Chromiom Steels Cooled in Air. 


Class of St«el. 

• 

Heat Treatment 

Max. . 
Stress, * 
tons per 
eq. Id. 

Eloaca- 

tlon, 

Impact. 

ft-Ib. 

1 (high nickel) 

Air hardened 820° C. 

114 

11 

13 

S (high nickel) 

Air iiardoned 830° C. 

76 

13 

7 

3 (high nickel) 

Air hardened 830° C. 

05 

16 

6 

4 (low nickel) 

Air hardened 860° C. 

66 

14 

7 


The results given in Table 44 differentiate the steels 
more markedly than do those given in Table 43, and it 
is evident that all those steels which contain more than 
3 per cent, of nickel, with an appreciable quantity of 
chromium (and with not less than O' 3 per cent, of carbon), 
are more or less air hardening, whilst those containing 
only half this proportion of nickel cannot be considered 
to have such air-hardening properties as will be of real 
use in combating the effect of mass. The above discussion 
might be interpreted as meaning that parts of large mass 
should always be made of air-hardening steel, which to 
a limited e-Ttent is true. Parts of large mass should 
certainly be made of steels which harden in air to an 
appreciable extent, but it would be ridiculous to suggest 
that all large parts should bo made from steel which air 
hardens completely, i.c., the steel suggested for Class 1 
above. Such steel should be used only if the part must 
be hardened in air for some adequate reason, and there 
is no reason to suppose that the majority of parts of 
large mass will be hardened in air. The majority of such 
parts will be hardened in oil, and it will be found that 
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those steels which harden to some extent in air, though 
not to their maximum possible tensile strength, will 
harden much more intensely in oil. (But this does not 
refer to steels which harden to their maximum tensile 
strength in air, and which, therefore, show no mass effect 
at all when hardened in that way.) The semi^air hardening 
properties of the steel described for Class 2, become useful 
when the steel is hardened in oil, since, with this treatment, 
the rate of cooling is increased and the centre qools at 
a rate higher than its critical rate of hardening, and thereby 
avoidU mass effect. In othdir words, the rate of cooling 
of the interior of large parts, when cooled in air, is lower 
than the critical rate of hardening of this steel, whereas 
the rate of cooling, when cooled in oU, is higher than the 
critical rate. This i)oint is made clear by the figures 
given in Table 45, which illustrate the mechanical pro¬ 
perties of some of the nickel chromium steels enumerated 
above, after they have been hardened in different ways 
in pieces of different size. It will be seen that those 
steels which, when cooled in air, harden to some extent 
even in large parts, show an almost complete absence of 
the mass effect in hardening, when cooled in oil. 


TABLE 45. 

Showing the Mass Effect of Hardening in Different 
Steels Hardened in Different Ways. 


steel. 

Heat Treatment. 

Diameter 
ot Bar. 
laches. 

Max. 
Stress, 
tons per 
eq. u. 

Impact, 

ft.-lb. 

] Class 1 

Air hardened 820° C. 

3 

114 

13 

(Class 1 

Air hardened 820° C. 

11 

114 

14 


f Class 2 

Air hardened 830° C. 

; 3 

76 

7 


1 Class 2 

Air hardened 830° C. 

u 

78 

7 


Class 2 

Oil hardened 830° C. 

! 3 

111 

11 

1 

[class 2 

Oil hardened 830° C. 

li 

113 

12 


Class 3 

Air hardened 830° C. 

3 

66 

6 


Class 3 

Air hardened 830° C. 

u 

74 

6 


Class 3 

Oil hardened 860° C. 

3 

68 

3 

1 

Class 3 

Oil hanlened 850° C. 

li 

121 

3 
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The important point» therefore, about the selection of 
a steel which shall avoid the ill ejects of mass, is that 
the steel chosen, although it may not harden completely 
when cooled in air, should yet harden to some appreciable 
extent after this treatment. This fact was necessarily 
taken into account by the author, when making the choice 
of steels, given above, for the different ranges of strength 
called for. 

Choice of the Best Class of Steel for any Particular Part. 
—A matter of very great importance to the engineer is the 
wise choice of the steel which is to give any particular 
strength. If the engineer has decided that in any particular 
part he requires a certain strength, he can see, by reference 
to the various tables of mechanical properties given in the 
earlier part of this chapter, that a very considerable number 
of steels can be used in order to produce this strength. 
(It is assumed at the moment that the author’s choice 
of steels as given above is neglected.) Some of the 
steels will give the required strength after cooling in air 
without tempering, others require to be hardened in oil 
without tempering, whilst it is possible to choose steels 
which would require to be hardened in water and not 
tempered. Other steels, on the other hand, could be 
hardened in any of the three different ways mentioned 
above, and tempered at various temperatures in order to 
produce the desired result. To illustrate the point, let it 
bo imagined that the engineer requires a strength of, 
say, 75 tons per square inch in his part. In Table 46 
are set out the mechanical properties of a number of 
steels, each of them possessing a tensile strength of not 
less than 75 tons per square inch, though each steel is 
different, and has been heat treated in a different way. 

If the tensile strength is the only thing to be considered 
in the allocation of steel to a part, the choice of steels is 
very wide. In what way, therefore, is the engineer to 
exercise a wise selection ? An examination of the 
figures in Table 46 makes it clear at once that the different 
steels, although agreeing very nearly in their ultimate 
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strength, vary very widely indeed in their toughness 
values. The engineer desires a steel which will give him 
the best possible toughness along with the requisite strength 
for his part, and he is, therefore, justified and well advised 
to use the steel which gives the highest toughness value. 
This statement may be put in other ways. First, of two 
steels which are available for any particular job, both of 
them giving the required tensile strength, the one which 
should be used, other things being equal, is the steel which 

TABLE 46. 

Snowiso THE Difpeeest Heat Tbbatments Reqcieed by 
Various Steels to Produce a Maximum Stress o» 
75 Tons pee Square Inch, 


{Diameter of specimens at lime of heat treatment —IJ inches.) 


Steel. 

' Ueat Treatment. 

I 

i Wax. 1 

! StrcM, 1 
toiu per 
' ftq. in. 1 

Elonga¬ 

tion, 

Impact, 

ft-Ib. 

A 

1 

Air hardened 820° C., tempered 800° C. 

’ 70 I 

16 

32 

ii 

Air hardened 820° C., not tempered 

: 73 j 

14 

7 

C 

Oil hardened 830° C., tempered 450° C. 

: 76 : 

10 

23 

D 

Oil hardened 850° C., tempered 400° C. 

! 77 • 

17 

14 

£ 

Water hardened 850° C., tempered 600° C. 

74 ' 

16 

10 

F 

Water hardened 860° C., tempered 400° C. 

! 75 ■ 

14 

11 

0 

Water hardened 870°C., not tempered . 

i 77 1 

10 

3 

H 

' Oil hardened 860° C., not tempered 

1 81 i 

: 1 

13 

18 


gives the best impact value when treated to the strength 
required. Secondly, if two steels are available for any 
particular purpose, the one which should be chosen is the 
one which requires to be tempered at the higher tem¬ 
perature. An examination of the heat treatment figures 
given in Table 46 will make the correctness of this second 
statement quite apparent. (In this connection see also 
p. 81 upon the benefits resulting from the hardening and 
tempering of engineering steels.) 

Surface Delects of Alloy Ste^.—The manufacture of 
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the alloy steels presents greater difficulties than are met 
with in the manufacture of the plain carbon steels. The 
ordinary difficulties attendant upon the production of 
sound ingots are the same, whether the steel is an alloy 
steel or a plain carbon steel, but additional troubles arise 
with the alloy steels, principally in connection with the 
behaviour of the surface of the ingot. These difficulties 
do not always arise in the manufacture of the ingot, but 
may occur during the subsequent heatings and coolings 
of the ingot in the course of the processes of forging and 
drop forging. As a general rule, it may be taken that 
the difficulties in connection with the surface are more 
pronounced in the hard than in the soft alloy steels, and 
they become most pronounced in the steels which harden 
intensively when cooled in air. It is very difficult to 
ensure that the surface of on ingot shall be absolutely 
smooth and free from alight folds or kinks. Such 
irregularities in the surface may be comparatively harm¬ 
less in the soft plain carbon steels, or in the soft alloy 
steels which do not harden in the air, but in a steel which 
does harden in air they tend to the production of cracks. 
This is probably due to the effects of contraction, which 
produce considerable stresses in the surface of the steel. 
The production of those stresses has been indicated in 
Chapter II, and in consequence of the hardening of the alloy 
steel, the ductility of the metal is reduced considerably. 
Consequently, the ability of the steel to distort, and to 
accommodate the various stresses produced in and round 
the cracks, is distinctly less in the hard alloy steels than 
in the plain carbon steels. Eor this and other similar 
reasons it is not unusual for tiny cracks to be formed in 
the surface of the ingots. From the reasons given for the 
production of these cracks, it is quite evident that the 
harder the steel after cooling in air, the more prone it 
will be to develop surface flaws. 

Since the cracking of the surface of the steel is a direct 
result of the changes which occur during heating and 
cooling, it is evident that the flaws may be produced 
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daring the processes of drop stamping or forging, just 
as they may develop during the cooling of an ingot, since 
in either of these processes the steel is necessarily heated 
and cooled through the critical temperatures. Sadden 
changes of section in a drop forging may assist towards 
such a concentration of stress in the skin of the steel as 
will produce a daw, and the persistence of the original 
surface flaws of the ingot, daring the processes of forging 
and drop forging, tends towards the same result. With 
those steels which, after cooling in air, have a tensile 
strength of 75 tons per square' inch or more (and reference 
to the detailed descriptions of the different steels given 
earlier in this chapter will make it apparent that a very 
considerable proportion of the nickel chromium steels do 
attain a strength equal to this), there is a serious tendency 
towards the development of surface cracks in the ingots 
and forgings, and with such steel it is essential that steps 
be taken to eradicate the sources of trouble at the start. 
The steelmaker attacks the defects by various methods. 
First of all, he endeavours to prevent the steel from cooling 
through the critical ranges oftener than is absolutely 
necessary. By transferring the steel hot from the ingot 
mould to soaking pits, and by carrying out the early 
forging operations upon the steel before it has cooled down 
to atmospheric temperature, it is often possible to avoid 
the commencement of serious flaws. For various reasons, 
the complete forging down of the steel cannot be carried 
out without allowing the steel to cool to ordinary 
temperatures. When once it has gone cold it is usually 
desirable to remove the external surface of the billet or 
bloom, particularly if the steel air hardens powerfully. 
During the forging operation the surface flaws may have 
been enlarged slightly, and they have probably been 
idtered in shape. By rough turning, the defective skin 
of the billet can be taken away, and the sources of the 
surface cracks removed to a great extent. Some steel 
works do not remove the defective surface by rough turning, 
but attempt to get rid of the flaws by chipping or grinding. 



207 


ALLOY STEELS 

This process is sometimes effective, but is by no means 
always so, as the chipping or grinding frequently burrs 
the metal over the flaw, making it appear as though the 
flaw had been removed, whereas it has only been partially 
removed and hidden. Such a hidden flaw is, of course, 
quite as dangerous as one which has been left intact. 

Unless the surface flaws have been entirely removed 
from the alloy steels, it is fairly certain that they will 
develop further during the operations of drop forging. 
Even supposing that they do not cause the drop forging 
to crack in an obvious manner during forging, they are 
bound to give rise to serious trouble during heat treatment. 
The small radius at the bottom of the cracks will produce 
such a concentration of stress, during the operation of 
hardening, as will almost inevitably burst the forging 
(see Appendix A). It is essential, therefore, that the 
drop forger shall arrange, whenever possible, for the rough 
machining of drop forgings, prior to heat treatment, when 
they are made from a steel which air hardens to any high 
degree. In Fig. 70 is shown a billet containing a fairly 
obvious defect, which arose from the unsound surface of 
an ingot. In Fig. 71 is shown a forging made from steel 
containing such flaws. In Fig. 72 is shown a forging 
which was made from apparently sound steel, but in 
which small flaws were present, which were not removed 
before heat treatment, with the result that the forging 
developed a serious crack during heat treatment. 

The Fatigue Range of Alloy Steels.—A knowledge of 
the fatigue range possessed by the different alloy steels 
is of considerable importance to the engineer. Com¬ 
paratively few determinations of the fatigue range of 
such steels have been made, but in Tables 47 to 49 and 
Fig. 73, the results of tests upon several steels are quoted. 
The steels tested include 100-ton air-hardening nickel 
chromium steel (corresponding to Class 1 above), an oil- 
hardened and tempered nickel chromium steel (corre¬ 
sponding to Class 3 above), an oil-hardened and tempered 
nickel ehromium steel (corresponding to Class 4 above). 
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Chromium Stsei. after Tempsbinq at Diffzrbnt 
Temferatubss 
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and an oU-hardened and tempered chromium vanadium 
steel (corresponding to Class 4 above).* 


TABLE 47. 

SHOWiNa THE Mechanical Properties in Tension and 
Fatigue of a Steel containing 

Carbon .0*30 per cent. 

Silicon.0-22 „ 

Manganese .0-56 ,, 

Nickel .. .. 4-^ „ 

Chromium.1*44 „ 

AFTER Hardening in Air from 800* C. and Tempering at 
VARIOUS Temperatures. 


Tempering 

Tem^mtun 

’ lilaetio 
: Limit, 

I tons per 

1 set- 111 . 

i Yield- 
point, 
tooH per 
i Sf]. in. 

1 Max. 
i Stress, 

: tons ))cr 
s<|. Id. 

Elongu- 

tlou, 

• Reduc¬ 
tion oi 
Area, 

1 Fatigue 

1 Range, 
toua iKr 

1 841. in.. 

Woliler. 


1 1 

! 20-0 ; 

78-8 

i 109-1 

■ 10-8 i 

36-6 

±45-5 

200 

i 36-2 i 

77-5 

: 101-2 

12-5 

41-6 

±61-6 

400 

1 63-3 ' 

80-6 

97-9 

10-0 : 

36-2 1 

±47-5 

600 

1 61-7 ! 

71-3 

82-4 

150 I 

46-4 1 

±41-6 

600 

1 40-9 . 

63*3 I 

1 70-1 

17-5 : 

55-1 1 

±35-6 


The fatigue test results show quite clearly, as was 
suggested in ChapteV IV, that there is no relationship at 
all between the fatigue range, when the steel is stressed 
to an equal amount “plus” and “minus,” and any 
other property of the material, excepting the maximum 
stress. The ratio between the fatigue range and tho 
maximum stress is very fairly constant, and varies from 
about ’36 to 1*03. In other words, tlie plus or minus 
fatigue stress is approximately equal to half the maximum 
stress of each steel tested. 

Stainless Steel.—In addition to the various normal alloy 
steels edready described, there are a number of other 

^ Report of Materials Section, Air Ministry. H.M. Stationery Office, 

1921. 

15 
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steels, which contain varying proportions ol alloying 
elements, but do not fall within the limits of composition 

TABLE 48. 

Showing the Mechanical Pbopebties in Tension and 
Fatigue of a Steel containing 

Cakbon. 0-32 per cent. 

Manganese . 0'46 „ 

Nickei. 3-48 „ 

Chromium. O'78 ,. 

AFTER Hardening and Tempering. 


iDiameter of specinuns at time of heat treatment — inchee.) 


KlHHtiC 

UnUt. 

! Yictd- 
point, 

Max. 

iStrces, 

Klonga- 

tion, 

Kcduc- 
1 tion of 

Fatigue Kange, 
tons per sq. la. 

tq. in. 

sq. in. 

sq.In. j 

i 

i 

%. * j 

Maigli. 1 

Wohler. 

C50 

1 C9*5 

1 65 • 7 

21.1 

60-4 

±33-0 

— 

- 

1 49-1 

57-5 

2o-8 

66-8 

— 

±27-9 


TABLE 49. 

Showing the Mechanical Properties in Tension and 
Fatigue of a Steel containing 

Carbon. O' 44 per cent. 

Manganese .'. 0'49 „ 

Chromium.0-95 „ 

Vanadium.0'20 „ 

after Hardening and Temperino. 


{Diameter of specimens at time of heat treatment —1-J inches.) 


Elastic Limit, 
tons per 
sq. in. 

Yietilqioiut, 
tons per 
aq. In. 

Mux. StrosH, 
t'lms iwr 
aq. in. 

IClou^atlon. 

IteductioD 
of Area, 

%. 

Fatigue Range, 

44*8 

C4-7 

G2'9 

200 

64-6 

±32*8 


previously dealt with. These steels are generally used 
for special purposes and require some notice. The first 
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that should be mentioned is stainless steel, which, although 
a steel of recent development, has gripped the imagination 
of many people, and is likely to be put to many and various 
uses, other than those which have become apparent up 
to the present. Stainless steel contains a high proportion 
of chromium, from 12 to 15 per cent. In the proportion 
of the alloying element present in the steel, only high¬ 
speed steel can compare with stainless steel. The amount 
of carbon in it is fairly low. For cutlery purposes the 
steel contains usually about cent., though for 

other purposes, in which the stainless property is of 
supreme importance, and the cutting edge of only sub¬ 
sidiary interest, the proportion of carbon is rather lower, 
e.g., as low as 0*15 or 0*20 per cent. 

Contrary to the belief of many people, the stainless 
property of the steel is not a virtue which is only skin 
deep, i.o., the stainlessness does not depend upon some 
doping process performed upon the surface of the steel, but, 
owing to the largo proportion of chromium in the com¬ 
position, continues throughout the mass. The only role 
which the skin plays is, that for perfect resistance to 
corrosion, the surface of the steel must be smooth, polished, 
and free from parts which have been strained. If the 
skin of the steel be scratched or torn at any point, then 
there is a likelihood of the commencement of rusting at 
this point, because the steel at these points has been 
cold worked to some extent. As stated before, to prevent 
any corrosion, the surface must be smooth, though this 
smoothness is not necessarily the polish produced upon 
electro-plate or such-like surfaces—a reasonably good 
result being obtained from a surface which has been 
planished. It is quite possible to find a surface which 
has been machined with fine tools, so that there has been 
practically no tearing or distortion of the metal, presenting 
a very fair resistance to corrosion. 

As it is probable that stainless steel will be utilised for 
many other purposes than cutlery, it is desirable to give 
some indication of its mechanical properties after appro- 
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priate heat treatment, this being information which is 
essential to any engineer who proposes to incorporate the 
steel in his designs. Stainless steel is an air-hardening 
steel, and can be hardened in this manner to practically 
the same degree of hardness as by quenching in oil. If 
it is to be hardened in air, the steel is usually cooled from 
a temperature near to 950® C., while if it is to be hardened 
in oil a temperature of 900® C. to 920® C. will generally 
be found quite satisfactory. After hardening by either 
of these methods, a maximum stress of approximately 
100 tons per square inch can readily be obtained. Stainless 
steel, like all the alloy steels, can then be tempered in 
the customary way, and by this means a reduction of 
strength to approximately 40 tons per square inch can 
bo achieved. The changes in mechanical properties 
produced by heat treatment are shown by the figures 
in Table 50 and the curves given in Fig. 74. 

TABLE 50. 

Mechanical Properties of Stainless Steel, after Harden¬ 
ing AND Tempering, containing 


Carbon .0*40 per cent. 

Chromium.12*2 „ 

{Diameter of specimens at time of heat treatment —1 inch.) 


Heat Trutmont. 

Yield* 

point. Stress, 
Unis {)er tons per 
sq. in. sq. in. 

Eionga* 

tion, 

%• 

Redue* 
tion of 
Arcs, 
%. 

Impaet, 

ft.^4b. 

Air hardened 900^0., tempered — 

— 98-8 

Nil 

Nil 

5 

Air hardened 900® C., tempered 300® C. 

99-6 1040 

2*5 

8*7 

5 

Air hardened 900® C., tempered 400® C. 

08'8 ,103*2 

7*5 

11*8 

6 

Air hardened 900® C., tempered 500® C. 

92-6 j 93-2 

6*0 

21*4 

4 

Airhardened 900® C., tempered 600® C. 

55*0 . 620 

15*0 

4t<9 

13 

Air hardened 900®C., tempered 650® C. 

50*2 56*8 

18*0 

45*9 

13 

Air hardened 900® C., tempered 700® C. 

46*4 ' 53*6 

20*0 

49*7 

25 

Airhardened 900® C., tempered 750® C. 

42*6 ; 61*4 

28*0 

52*2 

30 


Evidently, the range of strength available with stainless 
steel is quite considerable, and, in fact, is equal, if not 
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superior, to that obtainable with any other steel. The 
other alloy steels which, when hardened in air, can be 
relied upon to give a strength approaching to 100 tons, 
cannot be tempered down to such a low figure as 40 tons 
(see the test results given for the nickel chromium steels 
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Fig. 74.—The Mechanical Phopehties of Stainless Steel 
AFTER TeUPERINQ AT VARIOUS TEMPERATURES. 

on pp. 180 and 189). An c.xamination of the values given 
in Fig. 74 with those recorded in Figs. 63 to 66 indicate 
clearly that there is a further considerable difference 
between the properties of the two classes of steels 
represented therein, and this difference is evident in the 
alterations produced in the meohanieal properties of the 
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steels when tempered at temperatures higher than 600® C. 
The nickel chromium steels suffer a notable loss of strength 
if the tempering temperature is increased by, say, 26® C. 
within this range. On the other hand, the stainless steels 
are only affected slightly by an increase of tempering 
temperature of 25® C. The strength of a specimen of 
stainless steel, tempered at 650® C., is not a great deal 
higher than that of one tempered at 750® C. This fact is 
of value in the treatment of the steel, as it means that an 
error of a few degrees in the tempering temperature will 
not result in any serious difference between the strength 
desired and the strength obtained. 

A study of the test results given in Table 60 makes 
another point clear, namely, that the critical hardening 
temperature of the steel is very high. Plain carbon steel 
can be hardened, theoretically, by quenching from a 
temperature of 740° C. Nickel steel may be hardened 
from 700® C., nickel chromium steel from a temperature 
of 750° C., but stainless steel must be heated to a tern* 
perature higher than 830° C. if it is to be hardened at all. 
This fact is naturally of importance in the heat treatment 
of the steel, but it is of equal, if not greater, importance 
in the forging and rolling. It is possible to forge low 
carbon steel down to a temperature of 730° C. without 
‘*cold working” it. Stainless steel, on the other hand, 
must not be forged at a temperature lower than 830° C., 
or else it will be cold worked and possibly damaged 
considerably. It will also create havoc among the tools 
used in the treatment. 

Ball-Bearing Steel. —Another alloy steel, and one which 
is used very widely, is the special steel used for “ direct 
hardening ” ball bearings. It has been the practice for 
a long time to case-harden ball bearings, but the alloy 
steel, which becomes hard throughout the part is replacing 
the other steels to a considerable extent. The particular 
alloy steel employed is, like stainless steel, a steel con¬ 
taining chromium. The steel has a fairly high proportion 
of carbon, of the order of 0*8 to 1*0 per cent., and this is 
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reinforced by the addition of 1*2 to 1*6 per cent, of 
chromium. Steel of such a composition will harden in 
oil (or water) very efficiently, and give a Brinell hardness 
number of at least 555, which represents material of a 
strength of about 110 tons per square inch. The steel 
may be tempered at low temperatures, e.g., up to 200® C., 
to improve the toughness and remove some, at any rate, 
of the strains left in the steel as a result of the quenching. 
This treatment docs not appreciably affect the hardness. 



CHAPTER VII 


Gase-Haedemng Steels 

CASE'hardeiiing steels enter very largely into modern 
engineering work, and particularly tlie lighter forms of 
machinery. The steels are used because they permit 
the production of a hard surface, capable of withstanding 
a good deal of frictional abrasion, upon material which can 
be machined readily. It is frequently claimed, also, that, 
by case hardening a piece of steel, an article is obtained 
which is as hard as tool steel, but a.s tough as wrought 
iron. The accuracy of this claim will be referred to again 
later. It is a fact, however, that the case-hardening 
steels are soft, and, therefore, can bo machined readily 
and speedily, and that, by carburising these steels, they 
can be given a surface which can be made as hard as tool 
steel. The superior hardness of the outside is obtained 
by increasing the proportion of carbon in it through the 
process of carburising. The change of carbon content 
produced in the part can be demonstrated readily by two 
methods. The first is to remove the steel from the part 
layer by layer, and to analyse each successive layer for 
carbon. The carbon content of each layer can then be 
plotted against the depth of the layer, in the way that has 
been done in Fig. 75. The second method is to make a 
micro-section of the part, and to observe the change of 
structure which is found on passing inwards from the skin 
of the part. The result of such an examination is shown 
in Fig. 76, which makes it clear that on the outside of the 
. part there is more than 0*9 per cent, of caribon (as indi- 

31 « 



CASE-HARDENING STEELS* 217 

cated by the existence of the free carbide of iron), whilst, 
in the interior, there is only about 0‘ I per cent, of carbon 
(as shown by the large proportion of excess iron). The 
carburised portion of the article is termed the “ case,” 
and the unaltered interior, the ” core.” 

It is evident that any case-hardened article consists 



Fro. 76. —Curve showing the Percentage of Carbon 
AT Different Depths Below the Surface op a 
Case-Hardened Bar. 

of two very distinct and definite portions—the core and 
the case, and that, since the compositions of the two parts 
are so different, their mechanical and other properties will 
likewise differ markedly. The tw’o portions are so dis¬ 
tinct in their natures that, if they could be separated, 
they would be heat treated in decidedly different ways. 
Since, however, they are not separable, the treatment 
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which is to be given to the case-hardened article must, 
if possible, be such as will suit both, or, at any rate, do 
no harm to either. If such an arrangement of treatment 
is impossible, then it becomes necessary to subordinate 
the interests of one portion to those of the other, and to 
treat the article in the interests of the more important 
portion. Undoubtedly, the more important portion of a 
case-hardened article is the case. This is obvious, since 
case-hardening steels are only used for the “ easy ” 
production of an article with a hard surface, and this 
hard surface i^ the case. In all points, therefore, con¬ 
cerning the treatment, etc., of case-hardening steels, in 
which the interests of the case and the core differ, those 
of the case must receive priority of consideration. Since, 
however, it is practically useless to produce a good and 
properly hardened case upon a core which is totally 
unsatisfactory, the choice of the most suitable steel for 
the core is of great importance. The core must follow 
(to a considerable extent) the case in its heat treat¬ 
ment, and must, therefore, be made of such a steel as is not 
harmed or spoiled by the treatment accorded to the case. 

It may be advantageous, at this stage, to consider very 
briefly what are the real functions performed by both 
case and core in a casc-hardened article. The crude 
definition, given above, of the case-hardening process 
would indicate that the true function *of the ease is to 
be hard, and that of the core to be tough. But surely 
it is desirable that the case shall be tough in its measure, 
and there appears to be no reason why the core should 
not sometimes be comparatively hard. Also it must be 
remembered, that the core must be tough under the con¬ 
ditions of its production, i.e., after quenching from a well- 
defined temperature (used to harden the case), and without 
tempering. Another function which the core must fulfil 
is that of being capable of easy and rapid machining in 
the condition in which it is delivered to the machine 
shops. In other words, it must be soft (in the machining 
sense) in its normal condition. The properties, therefore, 
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which the case and the core of the part must possess, 
respectively, are as follows: 

Case: (a) To be thoroughly hard under the con¬ 
ditions of service, the term hardness to be interpreted 
in terms of that service. 

(6) To be as tough as is possible in such material 
as the case will be shown to consist of. 

Core : (a) To be adequately soft when in the normal 
condition. 

(6) To be adequatelj^ tough after |;feing quenched 
in such a way as is necessary to harden the case. 

(c) To be (by using various steels) of different 
strengths, according to the nature of the article and 
its design. 

The condition (c) for the core is necessary for certain 
parts ; in particular, for those parts in wliieh the case is 
not produced over the whole surface of the part, e.g., a 
cam shaft. In such a part, the ‘‘core,” in the portions 
bearing no case, has to play the ordinary roles of a struc¬ 
tural non-case-hardening steel, and varying strengths may 
be necessary for this purpose. The other reasons for the 
use of cores of varying strength will emerge later in this 
chapter. At this stage it is only necessary to state the 
ways in which the varying strengths can bo achieved. 

Case-hardening steels are all of them low in carbon. 
This fact is dictated by the need for their being tough 
after the usual heat treatment which they receive. It 
is not possible, therefore, to obtain the gradations of 
strength in the cores of different articles by varying the 
carbon content, as is done in the ordinary structural 
steels. The additional strength of the core must be 
obtained in other ways, and the means employed must 
be such as do not impair the toughness of the steel to an 
unnecessary degree, when it is hardened during the 
hardening of the case. It is customary to gain the addi¬ 
tional strength by the introduction of alloying elements— 
nickel or nickel and chromium together. By the use of 
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suitable proportions of these elements, it is possible to 
raise the strength of the core of a case-hardened article 
from approximately 35 tons per square inch to 86 or 90 
tons. This practice has led to the general adoption of 
various semi-standardised case-hardening , alloy steels, 
of which the following may be regarded as the ones moat 
widely used ;— 

(1) Plain carbon steel, containing not more than 
0*20 per cent, of carbon. 

(2) 2 per.cent. nickel ciise-hardening steel, contain¬ 
ing not more than 0*15 per cent, carbon. 

(3) 3 per cent, nickel case-hardening steel, containing 
the same carbon content as (2). 

(4) 5 per cent, nickel case-liardening steel, contain¬ 
ing the same carbon content as (2). 

(5) Nickel chromium case-hardening steel, contain¬ 
ing about 3*5 per cent, of nickel, about 0*5 per cent, 
of chromium, and not more than 0’15 per cent, of 
carbon. 

(6) Special nickel chromium case-hardening steel, 
containing about 4 per cent, of nickel, about 1*26 
per cent, of chromium, and not more than 0*15 per 
cent, of carbon. 

The chemical composition found in actual specimens 
of these various steels (and, therefore,’indicating more or 
loss the kinds of steel usually met with in practice), are 
shown in Table 61. 

The range of tensile strength, and the concomitant 
variations in toughness, of these steels after heat treating 
in the usual way, is shown by the figures in Table 62. In 
this table the values quoted for the maximum stress are 
those which can be relied upon for each steel. They are 
by no means necessarily the highest possible figures, 
but are those which the steels, as met with commercially, 
ought to give without difficulty, and are, therefore, those 
which the engineer can employ for the purpose of the 
calculations necessary for his desigif; 
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TABLE fil. 


Chemioal Composition op Typical Case-Habdenino Steels. 


No. 

Typo. 

1 

Carbon.! ailf coil, 

Manga* 

neac, 

%. 

8iil|)hur, 

Phos* 

plioruy, 

Nickel, 

Chro* 

miuta, 

%. 

1 

Plain carbon 

017 

0 

05 

0-85 

0-032 

0-023 

_ 

_ 

2 

2 % Ni 

016 

0 

13 

0-58 

0 035 

0-030 

2-0 

— 

3 

3% Ni 

Old 

0 

32 

0-4.> 

0-028 

0-021 

3-00 

0-23 

4 

6 % Ni 

016 

0 

11 

0-43 

0-014 

0-033 

4-65 

0-20 

*{ 

3%Ni ) 

0-5% Cr 3 

0-20 

0 

28 

• 0-30 

0-033 

0-J()22 

3-15 

0-58 

“1 

4%Ni ) 

1-26% Cr J 

016 

0 

27 

0-35 

0-028 

0-031 

3-85 

1-25 

7 

6% Ni 

Oil 

0 

18 

0-20 

0-031 

0-033 

5-76 

0-10 

8 

Plain carbon 

0-21 

0 

15 

0-96 

0-060 

0-038 

— 

— 

0 

6% Ni 

0-16 

0 

30 

0-33 

0-021 

0-020 

5-85 

— 

10 

3 % Ni 

014 

0 

09 

0-57 

0-026 

0-028 

3-42 

0-U 

11 

Plain carbon 

0-13 

0 

08 

0*46 

0-012 

0-035 

— 

- 


TABLE .52. 


Typical Mechanical Propebties of the Usual Case- 
H.ABDEMNG StEELS. 


Steel. 

j Max. Stress, 
j t<»s per sq. In. 

1 

1 Klongatlon, 

Kcduction 
of Area, 

Notdied Bar 
V^tlO, 

1 

32 

20 

55 

40 

2 

36 

20 j 

55 

50 

3 j 

45 

15 

45 

40 

4 

50 

13 1 

40 

30 

6 

55 

13 i 

40 

30 

6 1 

1 

65 

12 ! 

36 

20 


Naturally, it is not possible to use a case-hardening 
steel for its core properties alone, and it is quite essential 
that all the steels employed shall be capable of receiYing 
a good case. The influence of the alloying elements 
upon the properties of the case is, in general, to decrease 
the hardness slightly. No steel gives quite such a file- 
hard case as the piaw carbon steel, and the nickel steels 
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give a softer case as the percental of nickel in the steel 
increases. The two nickel chromium steels produce a 
case which is not quite so soft as the nickel steels, but, 
at the same time, is not quite so hard as the plain carbon 
steels. Steel No. 6, given above, gives a case which most 
nearly approaches in hardness that produced on steel 
No. 1. (When speaking of the hardness of a case* 
hardened article, it is not possible to quote determinations 
made in a really comparative and accurate manner, since 
there is no really satisfactory test for hardness. The 
most usual method of testing the hardness of a case* 
hardened part is by attempting to scratch it with a new 
file. This, of course, is only a very rough-and-ready test 
of the properties of the case. A new file will not scratch 
the case produced on steels 1 and 6, though it is not un¬ 
usual for such a file to scratch the case on steels 3 and 4. 
It is very doubtful whether the file test is any real 
indication of the truly useful properties of the case of 
a case-hardened article.) 

Case-Hardening Process. 

The actual process of case hardening consists of four 
definite operations: 

(1) The production of the cose by carburising or 
cementing. 

(2) The refining of the core. 

(3) The refining of the case. 

(4) The hardening of the case, and, incidentally, of 
the core. 

Each of these processes is essential to the successful pro¬ 
duction of a good case-hardened article, and each one 
piesents certain features which are peculiar tC itself. They 
therefore call for separate discussion. 

Carborising or Cementing. — This operation aims at 
the production of the unhardened case. The actual 
method employed to form a case on the skin of the case- 
hardened object, is to increaseIbho proportion of carbon 
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in the steel. The carbon is introduced by a chemical 
reaction between the steel and some gas which contains 
carbon. The gas is usually produced from a case-harden¬ 
ing mixture which is solid, and in which the articles are 
packed (all together in a box), the whole being heated to 
the carburising temperature. The use of the solid mixture, 
as the apparent carburising agent, has led to the belief 
that solid carbon in the mixture is the direct cause of the 


A 

Fio. 77. — Test 
Stecimen to 
S now Caebu- 

KISATXOE BY 

Gas. 
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Fig. 78. — Test 
Stecimen Fit. 
TED IN Con. 
T.uNiNa Tube. 



Fig. 70.—Distbibu- 
TION or Case on 
Test Specimen 
atteb Caebueis- 

ING. 


absorption of carbon by the steel. This is not correct. 
The carburising of steel occurs as a result of interaction 
of iron with gas, as can be seen by the following experi¬ 
ment. From a bar of case-hardening steel machine a 
specimen with grooves to the shape shown in Fig. 77. 
Insert this specimen, as a driving fit, in a tube of case- 
hardening, steel, and hermetically seal the ends, St) that 
the combtned.part is as shown in Fig. 78. Heat the com- 
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bined piece in the carburising mixture for a suitable time* 
remove from the mixture when cold, and cttt a section 
through the grooved specimen. Etch this specimen to 
indicate the distribution of the case. It will be found 
that the case is distributed as shown in Fig^ 79. The steel 
at the back of the grooves is carburised to just the same 
depth as is that on the raised parts, despite the fact that 
the latter was in metallic contact with the enclosing 
tube, whilst the former could only be carburised by 
which has penetrated through the tube. 

Since the ca%‘burising of the steel is carried out by the 
gases containing carbon, wliich are provided by the case- 
hardening compound, it is desirable to use, as carburising 
agent, a mixture which will liberate the carbonaceous 
gases in their largest quantities at the effective carburising 
temperatures. The most important gas for the operation 
of carburising is carbon monoxide, and tlie usual tempera¬ 
ture used for carburising is round about 900° C. The 
problem is, therefore, to prepare such a mixture as will 
liberate carbon monoxide in the largest quantities, at a 
temperature of about 900" C. Most of the carburising 
mixtures employed have ground charcoal as a basis, and 
to this various other ingredients are added. The most 
usual substances to add to the carbonaceous coi\8tituents 
are the carbonates of the alkalis or the alkaline earths, 
and the two most frequently employed are barium car¬ 
bonate and sodium carbonate, of which the former is 
more generally used. One very well-known mixture 
consists of 60 parts of wood charcoal and 40 parts of 
barium carbonate, whilst another mixture, widely used, 
consists of wood charcoal impregnated with about 10 to 
12 per cent, of sodium carbonate. Many case-hardening 
mixtures contain a proportion of water# whilst others 
contain oil. These substances are usually added to 
avoid the troubles arising from dust during the mixing 
process, but they really constitute impurities. They play 
no active part in the carburising of the steel, and they 
absorb heat, either in their evaporation or iatheir ch{»:rmg'. 
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It is desirable, therefore, to avoid mixtures which contain 
more than fee smallest proportion of water or oil. In 
Table 63 the compositions of a number of case-hardening 
mixtures are set out, showing the tremendous variation 
existing in the composition of these materials. It is difficult 
to see what advantage can be obtained from the presence 
of many of the substances which are found in them. 


TABLE 63. 

Composition of Vakiocs .CABBimisiNa Mixtitees. 


Mixture. 

Conetituents. 

Pro porticos. 

(1) 

Wood charcoal 

Barium carbonate 

60 parts by weight. 

40 parts by weight. 

(2) 

Wood charcoal 

Common salt 

7 to 9 parts by weight, 

3 to 1 parts by weight. 

m 

Wood charcoal 

Potassium ferrocyanido 
Ammonium chloride 
Common salt 

Water 

6 bushels. 

11 lb. 

30 lb. 

20 Ib. 

30 quarts. 

(*) 

Wood charcoal 

Common salt 

Sawdust 

1 part by weight, 
parts by weight, 
parts by weight. 

(6) 

Charred leather 

Potassium ferrocyanide 
Sawdust 

10 parts by weight. 

2 parts by weight. 

10 parts by weight. 

(6) 

Horn and hair 

Vegetable fibre 

Soda ash 

Crushed firebrick 

Water 

20 per cent, by weight. 
50 per cent, by weight. 

11 per cent, by weight.' 

5 per cent, by weight, 

14 per cent, by wei^t. 

(t) 

Soot 

Plaster 

Potassium ferrocyanide 

20 per cent, by weight. 
40 per cent, by weight. 
40 per cent, by weight. 

(8) 

Vegetable husks 

Soda ash 

Sand 

Watelr 

70 per cent, by weight. 

13 per cent, by weight. 

3 per cent, by weight. 

14 per cent, by weight. 


16 
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Tests can be made, and have been made, of the actual 
volumes of gas liberated by the various mixtures "ift different 
temperatures. Similar tests can be made to determine 
the composition of the gases liberated at the different 
temperatures. The information given by such tests 
provides a satisfactory method of determining the real 
value of a case-hardening mixture. Both of these opera¬ 
tions are intricate and tedious. A more satisfactory 
method is an empirical one, in which the mixture is tested 
by its effect upon a standard piece of steel. A standard¬ 
sized piece of^this standard steel is carburised for a fixed 
time at a fixed temperature. After cooling down, the 
sample is quenched from the proper temperature, and a 
cross-sectional surface polished and etched with dilute 
nitric acid. The section shows the depth of the case 
which has been produced. The depth of the case enables 
the quality of the case-hardening mixture to be evaluated. 
To determine the durability of the case-hardening mixture, 
a second standard sample may be treated, under the same 
conditions as before, with some of the mixture which has 
already been used. 

Carburising Temperature. Having chosen the carburising 
mixture and the case-hardening steel which are to be used, 
the next thing to do is to select the temperature at which 
carburising is to be carried out. So far as is known 
(and information on the subject is rfot very extensive or 
deep) the carburising operation is controlled by two things, 
first, the upper critical temperature of the steel, and, 
secondly, the viscosity of the solid solution of carbide of 
iron in iron formed in the steel at a temperature higher 
than the critical. It is usually believed that it is not 
possible to carburise a steel, unless it has been heated to a 
temperature higher than the upper critical point. Whether 
this is absolutely true or not, it is quite certain that it is 
useless to try to carburise a steel effectively and prac¬ 
tically at a lower temperature than the critical point. 
The second controlling factor, i.e., the viscosity of the 
solid solution in the steel, is fairfy easy to appreciate. 
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It will help, however, in the appreciation of the actual 
process, if the absorption of carbon by the steel is more 
carefuily examined. When the steei is heated in the 
carburising gas, a reaction takes place between the iron 
of the steel and the gas, whereby the carbon of the latter 
unites with the former to produce a carbide of irpn. This 
compound, of course, is produced on the outermost skin 
of the steel, and, when formed, dissolves in the remainder 
of the iron which is present, thereby forming a solid 
solution of iron carbide in iron (see Chapter III, p. 49). 
When once it has dissolved, the carbide wilf tend to diffuse 
within the steel, in the same way as any dissolved sub¬ 
stance tends to diffuse throughout its solvent, and, prob¬ 
ably, it will do this in accordance with the ordinary laws 
of solution. The diffusion means that the particles of 
the dissolved substance travel through the solvent as 
quickly as they can, and ultimately they necessarily 
travel inwards towards the middle of the part. The 
speed with which they travel will be a measure of the 
rate of carburisation of the steel, and the speed will be 
controlled (to some extent, at any rate) by the viscosity 
of the solid solution. The more viscous is the solid solu¬ 
tion, the less rapid will be the diffusion. The viscosity 
of the solid solution (in the iron) is approximately inversely 
proportional to its temperature, so that the higher the 
temperature to which the steel is heated the less viscous 
will it become, and hence the more rapidly will the carbide 
travel. The influence of the viscosity is probably greater 
than that of the critical temperature upon the process of 
carburisation, and the choice of carburising temperature 
is more affected by the viscosity of the steel than by 
its composition. (The upper critical temperature of Or 
steel is a function of its composition. In the carbon 
steels the relationship is shown by the line ABCD in 
Fig. 27. The variations of the critical temperature with 
composition in the nickel steels have been indicated in 
Chapter III, the general effect of the presence of nickel 
being to lower the t^per critical temperature.) In con- 
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lequence, however, of the over-riding influenee of the 
viscosity, it is usual to disregard the temperature of the 
critical point, and to choose the carburising temperatures 
of the case-hardening steels more or less arbitrarily. The 
actual temperatures which are generally employed are 
shown in Table 64. 


TABLE 64. 


SaTISPACTOBT CAHBUEISIIla Tempebatcres op Case- 
Hardenino Steibe. 


Steel. 

Carbnrtalng Temperature * 0. 

Plain carbon .. 




925-950 

2 % nickel 




900-820 

3 % nickel 




880-900 

6 % nickel 




880-900 

0 % nickel 




880-900 

Nickel chromium 




880-900 


Speed of Carburisation. Having fixed the temperature 
at which the steel is heated, and also the mixture to be 
employed, the rate at which the articles become car¬ 
burised is thereby determined. The rate of absorption 
of carbon is very largely fixed by the temperature. This 
follows from what has been said above, regarding the infln- 
ence of the temperature upon the viscosity of the solid 
solution produced in the steel. It is also certain that 
the formation of the compound of iron and carbon is more 
rapid at high, than at low temperatures. On the other 
hand, it is possible that the case-hardening compound will 
not give such good results if the temperature is raised too 
much. Each of the various mixtures has its optimum 
working temperature, and, at this temperature, it yields 
oarbon monoxide in the largest proportions. If the 
temperature of carburisation is 900° C. to 960° C.—as it 
usually is—then the rate at which the case is produced 
depends upon the compound employed, and, with the 
best mixtures, it is usually about * 01 inch per hoxa. This, 
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of course, refers to the time after the part and the mixture 
have been heated up to the carburising temperature. 
Even then, this rate of penetration is very rarely main¬ 
tained for the whole period of carburisation, so that, 
with the average mixture, the time required for the 
formation of a case of the normal depth (i.e.. O'03 to O'036 
inches) is about four to five hours. In actual practice, 
this time is frequently exceeded a little (see Fig. 80). 



0 9 4 6 e 10 13 t4 ie 


Time of Heating (hour«). 

FlO. 80.—COBVE SHOWING THE BATE OF AbSOBFTION OF 
Cabbon by a Stbbi. dubznq Cabbubisation with 
“ Habbenitb.” 

The time required to produce the same thickness of case 
is affected also by the nature of the steel which is being 
treated. The plain carbon steels are, in general, the more 
rapid absorbers of carbon, possibly due to the lower 
viscosity of the solid solution formed in them. 

The nickel steels do not absorb carbon from case-harden¬ 
ing mixtures at quite the same rate as do the plain carbon 
steels. If, for instance, a 3 per cent, nickel steel and a 
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plain carbon ateel be heated for the same length of time, 
at the same temperature, with the same carburising 
mixture, it will probably be found that there is a difference 
of about 15 per cent, between the carbon content of the 
ca% on the nickel steel and that on the plain carbon steel. 
That is to say, if the maximum carbon in the case pro¬ 
duced on the plain carbon steel be 1*0 per cent., that 
produced in the case of the nickel steel will be 0*85 per 
cent., and so forth. This moans, as a rule, that it is desir¬ 
able to carburise the nickel stools for a somewhat longer 
time than the plain carbon steels. Chromium has no 
appreciable effect upon the rate of absorption of carbon, 
by the steel, during the carburising operation. A nickel 
chromium case-hardening steel, however, will require a 
somewhat longer time than a carbon steel. Table 65 
shows the approximate time required to absorb the same 
quantity of carbon by the six typical steels given above. 

TABLE 65. 


Comparative Time at the Same Temperature Required by 
Different Steels to Absorb the Same Amount of 
Carbon. 


steel. 

Comparative Time. 

Plain carbon 

.. (1)' 

100 

2 % nickel . 

.. (2) 

115 

3 % nickel . 

.. (3) 

120 

6 % nickel . 

• • (4) 

136 

3*6% nickel, 0-6% chromium 

• ■ (6) 

130 

4 % nickel, I • 25 % chromium 

• ■ (8) 

135 


It is of considerable importance that a proper depth 
of case shall be obtained upon case-hardened articles. 
Unless the case is sufficiently deep, the process of case 
hardening is practically useless and unnecessaiy, since no 

^ The figures in brackets refer to the compositions of the stoels given 
in Table 51. 
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adequately hard surface can be obtained. The failure 
of a very large number of articles can be traced to the 
presence of an insufficient depth of case. For most 
purposes, a suitable depth is about ^inch. When decid¬ 
ing upon the depth of case, various points should be 
taken into account. In the first place, it is not desirable, 
either from the view of economy or efficiency, to make 
the operation of carburising more lengthy than is neces¬ 
sary. Secondly, it is very undesirable to have a case 
which is very high in carbon, and which, therefore, con¬ 
tains quantities of free carbide on the “outer surface. 
Thirdly, as stated above, there must be a sufficiently 
deep case to provide a thoroughly hard surface after 
treatment. It is possible, by extending the period of 
carburisation very considerably, and by allowing the 
operation to proceed slowly at a low temperature, to 
produce a deep case without having a very targe excess 
of carbon on the outside. In these circumstances the 
case has a more uniform carbon content than is otherwise 
obtained. For practical purposes, however, it may be 
considered that it is not possible to form a case of any 
great depth without producing an excess of carbon on the 
surface, which shows itself as free carbide after cooling. 
(The dangers due to the presence of free carbide are men¬ 
tioned in connection with flaking at the end of this chapter.) 
The depth of case, therefore, is to some extent controlled 
by the maximum carbon allowable in the outer layers. 
For ordinary working, about 1* 10 per cent, of carbon in 
the outermost layer is sufficient, and this will be obtained 
in a case of about inch deep in the ordinary way, 
if the carburising be carried out correctly with a good 
case-hardening mixture. 

It is quite possible to produce an exce^ of oarbi(fe 
on the skin of a part on which an ordinary depth of case 
has been formed. This will happen if the rate of forma¬ 
tion of the carbide is especially high. It will readily be 
appreciated that the formation of the case on the article 
is the result of first, the production of the carbide, and 
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secondly, its diffusion into the mass of the .artiole. If the 
carbide is produced faster than it can diffuse, then there 
is bound to be an accumulation of carbide on the surface 
of the part. The rapid formation of the carbide appears 
to result most frequently from the use of too high a car¬ 
burising temperature. It is possible (though not very 
practical) to overcome the excessive formation of carbide 
on the surface of a part, by heating the articles for a 
lengthy period, so that the carbon has an opportunity to 
diffuse more evenly through ^hc mass of the steel. This 
may be done by cooling the articles very, very slowly, so 
that in reality they are annealed during the cooling pro¬ 
cess. It also may be achieved by removing the article 
from the carburising mixture, and re-heating them to a 
temperature of about 900® C. in a separate container. In 
either process, the intention is to permit the carbide to 
diffuse as well as it can, under circumstances which do not 
provide the opportunity of much more carbide being 
formed. As a practical proposition, neither of these alterna¬ 
tives is very appealing, and it seems to bo very much 
better to prevent the formation of the excess of carbide 
altogether. This can be done by limiting both the time 
and the temperature of carburisation. 

The presence of free carbide in quantities in the case 
of a case-hardened article results in the existence of too 
brittle a case. By its very nature, it ts scarcely possible 
to produce a case which is really tough in the ordinary 
sense of the term. It is, therefore, of the utmost impor¬ 
tance that nothing should be done to decrease what tough¬ 
ness the case actually does possess. The presence of 
much free carbide has a definitely embrittling effect, as 
it provides opportunities, which would otherwise be lack¬ 
ing, both for the start and for the growth of cracks. These 
may be produced either during hardening or during the 
working of the article. The comparative lack of cohesion 
between the free carbide and the rest of the steel makes 
the junctions of the two constituents very prone to separa¬ 
tion, and a crack started on the surface of a part will very 
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easily spread along the free carbide, as is seen plainly 
in Fig. 81. 

Refining and Evening. —When the carburisation is 
complete, the articles are allowed to cool down to the 
ordinary atmospheric temperature, usually in the car¬ 
burising box. When they are cold they are soft (in the 
great majority of parts), both in case and core, and they 
have all the defects of large grain size which are usually 
associated with steel which has been exposed at tempera¬ 
tures above its critical range for any length of time. 
Evidently, two things remain to be done'to the articles. 
In the first place, they must be made hard—at any rate 
in the case—and, in the second place, they must be refined, 
or purified from the ill effects of the exposure at high 
temperatures. The refining must be effected in both the 
case and the core. Take the case first, as this is the 
more important portion of the article. The usual way 
of getting rid of the evil effects of overheating is by nor¬ 
malising, and, therefore, the obvious thing to do with the 
case is to normalise it. In order to normalise a steel, it 
must bo heated to a temperature at least as high as the 
upper critical point. The critical temperature of a steel 
depends upon its composition. The exact composition 
of the case of a case-hardened article is not accurately 
known, but it is usually assumed to be not very far from 
1*0 per cent, of carbon. A reference to Fig. 27 will show 
that the normalising temperature for such a steel is about 
770® C. In order, therefore, to refine the case of the case- 
hardened article, it is only necessary to heat it to a tempera¬ 
ture of about 770® C., and allow it to cool. If this is done, 
then the structure of the case will bo refined completely, 
and the coarse structure resulting from the exposure to 
the high temperature replaced by a fine one—^namely, 
the one that is desired in the finished article. 

The temperature of normalising is also, by definition, 
the theoretically correct hardening temperature. In 
orcfer, therefore, to harden the case, it would have to be 
heated te 770® C. and then quenched. As thete is no need 
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to perform two heatings of the article, and also, since the 
method of cooling in the refining operation has no effect 
upon the success of the refining, it is convenient to effect 
the refining of the case by heating it to its normalising 
temperature, and to harden it by quenching it from the 
same temperature. As the operation of hardening is 
more obvious in its results, it is common to overlook and 
to ignore the refining operation, which is an essential 
part of the process of heating up to the hardening 
temperature. ' • 

The temperalure of 770° C., mentioned above as being 
suitable for the treatment of the case, is quite satisfactory 
for such ci^s as are usually produced upon articles made in 
plain carbon steel. If the steel contains alloying elements, 
then the temperature for refining and hardening the case 
may profitably be varied somewhat. As the critical 
temperatures of the nickel steels are lower than those of 
the carbon steels, the nickel steels can bo refined and 
hardened at lower temperatures. In actual practice, the 
variation of temperature introduced is not very great, 
and, unless the proportion of nickel is 5 or 6 per cent., a 
hardening temperature of about 760° C. is used. The 
very high nickel steels can be hardened from 720° or 
even 700° C. quite satisfactorily. The usual hardening 
temperatures for those case-hardening steels mentioned 
earlier as being typical, are given in Table 68. 

One of the ill effects of the presence of an excess of 
carbide in the case, can be seen from a consideration of 
the alterations that should be introduced into the opera¬ 
tions of hardening and refining the case in order to meet it. 
To refine completely a steel containing, say, 1 • 46 per cent, 
of carbon (which is not too much to imagine in the ease 
of an article that has been over-carburised), it is neces¬ 
sary to heat it up to a temperature of about 030° C. If 
the refining and the hardening of the case are to be per¬ 
formed at the same time, the articles ought to be 
quenched from this temperature. To do so would be 
almost impossible in practice, because of the excessive 
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quenching strains which would be set up in the article, and 
the very great likelihood of cracks being formed during 
hardening. These two practical considerations make a 
fairly low quenching temperature, i.e., about 760° C. or 
770° C., essential for the high carbon steels, with the result 
that they are not fully and properly refined by heating 
to the hardening temperature, if they contain too great 
a proportion of carbon. 

When the case-hardening steel contains a high per¬ 
centage of nickel, e.g., over £ per cent., or contains a high 
percentage of nickel with chromium, e.g., steel No. 6 given 
above, it is possible to produce, by the ordinary carburising 
action, a case which has the property of hardening in the 
air. A 6 per cent, nickel steel would require about 1-0 
per cent, of carbon in the case, if it were to become air 
hardening, but the nickel chromium steel, such as No. 6 
given above, will probably become air hardening in the 
case when the percentage of carbon has risen only to 
about O'35 per cent. The case upon the nickel steel 
will, therefore, be air hardening in the outer layers, whilst 
the case on the nickel chromium steel will be air hardening 
for almost the whole of its thickness. Tliis very u-seful 
property of the case on such steels can be utilised in 
various ways, and partieidarly to avoid the distortion 
which so frequentljr occurs during the refining and harden¬ 
ing of case-hardening steels. This aspect of the process 
wUl be referred to again below. It is important to note, 
if the air-hardening properties of the case produced upon 
these steels are being utilised, that the strength of the 
core will be very much lower after air cooling than if the 
steels were quenched in water or in oil. Taking the 5 per 
cent, nickel steel as an example, the core, after cooling 
in air, will probably have a strength of about 36 tons per 
square inch, whilst, after quenching in water, it will have 
a maximum stress of about 60 tons per square inch. This 
fact has to be set off against the advantages obtained by 
cooling the part in air. 

A considerable difference of opinion exists as to whether 
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or not the case-hardening steels should always be quenched 
in water, or whether, in some cases, they should be 
quenched in oil. This controversy refers only to the 
process of hardening. As was stated above, in the refining 
operation it is not necessary to quench at all, since the 
refining operation owes its effects to the temperature to 
which the steel has been heated, and not, in any way, to 
the method employed for cooling it. As regards the 
hardening of the case, there is a common belief that, 
whatever steel is being used, the case is hardened more 
efficiently if Quenched in water than it quenched in oil. 
This belief has grown up in consequence of the fact that 
it expresses the truth in regard to moderately large-sized 
bars of plain carbon steels. It does not necessarily, 
however, express the truth in regard to the alloy steels. 
The previous paragraph has indicated that it is possible 
to harden the case produced upon some alloy steels by 
simply cooling the parts in air. If this be so, it is evident 
that the ease on these steels will be efficiently hardened 
in oil. If the hardness of the case, therefore, is the only 
thing which is receiving attention, there is no reason why 
a great many of the other steels should not be quenched 
in oil instead of in water. In Table 56, a satisfactory 
treatment is shown for the different alloy steels which 
will produce a really hard case. This treatment is only 
intended to refer to the hai'dening of the case, but it must 
always be borne in mind that whatever treatment is given 
to the case is reflected in the properties of the core. It 
is not possible to treat the core and the case of case-harden¬ 
ing steels separately. It is pointed out above that when 
the case on the article is allow;ed to harden by cooling 
in air, the core wiil be in a comparatively soft con¬ 
dition. It most similarly be pointed out here that if the 
case is hardened by quenching in oil, the core of the 
article will not be hardened so efficiently as if the steel 
were quenched in water. This means that the core of 
the steel will be in a distinctly softer condition when 
quenched in oil than when quenched in water. In 
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Table 57, the effect of the different methods of cooling 
upon the case and the core of the case-hardening steels 
is set out. This table also shows, adequately, the effect 
upon the mechanical properties of case-hardening steels 
of adding alloying elements to them. 


TABLE 56. 


Showino Haudeninq Tempebatcee and Suitable Medium 
FOE Quenching Diffeeent Case-Haedening Steels. 


Steel 

Haniening 
Tempenture ” C. 

Quenching 

Medium. 

Plain carbon .. 



780 

Water 

3 % nickel 



760 

Water 

6 % nickel 



730-760 

Oil 

6 % nickel 



720-740 

Oil 

Kicltel chromium 



760 

Oil 


TABLE 57. 


Showing the Haedness op the Case and the Sthength 
OF the Coee of Case-Haedening Steels Cooled in 
Different Ways. 


Steel 

Method of 
Cooling. 

Condition of 
Case. 

Max. Strength 
(approximate) 
of Core. 

Plain carbon 

Water 

Hard 

36 

Plain carbon 

Air 

Soft 

22 

3 % nickel .. 

Water 

Hard 

65 

3 % nickel .. 

Air 

Soft 

32 

6 % nickel .. 

Oil ' 

Hard 

60 

6 % nickel .. 

Air 

Half hard 

38 

0 % nickel .. 

ou. 

Hard 

66 

0 % nickel .. 

Air 

Hard 

38 

Nickel chromium .. 

Oil 

Hard 

76 

Nickel chromium .. 

Air 

Hard 

45 
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The refining of the core is quite as necessary as the 
refining of the case, and is effected by the same means, 
namely, a normalising operation (see Figs. 82 and 83). 
It is necessary, in order to refine properly, to heat the 
article to a temperature a little higher than the upper 
critical point of the core. This temperature should be 
well known, because the composition of the core (which 
fixes its normalising temperature) is the same as that of 
the original steel. For the plain carbon steels the nor¬ 
malising temperature is shown clearly by the line ABOD 
in Fig. 27, and, as the majority of the plain carbon case- 
hardening steels contain no more than about 0'2 per 
cent, of carbon, it is evident from Pig. 27 that all these 
steels can be refined at a temperature of 880° to 000° C. 
If the steels are not plain carbon, but contain alloys, then, 
in general, the upper critical temperature is lower than that 
of the plain carbon steels, and the articles need not be 
heated quite to such a high temperature. The refining 
temperature of the cores, which are suitable for the com¬ 
moner types of case-hardening steels, are shown in Table 68. 


TABLE 58. 

Refinimo asd HAEDENiNa Tempebatohes foe Diffeeent 
Steels. 


steel. 

Rtflning 

Tempentiue * C. 

Hardee lag 
Temperature *C. 

PImh carbon .. 

.. (!)■ 

000-920 

760 

2 % nickel. 

.. (2) 

880-900 

760 

3 % nickel. 

.. (3) 

860-880 

760 

6 % nickel. 

.. (4) 

800-640 

730-760 

3*5 % nickel, 0*5 % chromium 

■ • (*) 

810-830 

760 

4 % nickel, 1 * 25 % chromium 

.. (8) 

790-820 

745 


After heating to the refining temperature, it is the 
common practice to cool the article rapidly—usually in 

^ Hie figure in brackets refer to the compoaitions of the steelii given 
in Table 5i. 
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water. Much of the benefit of the refining operation is 
frequently attributed to the method of cooling. This is 
reaUy quite incorrect, as the benefit of refining comes 
from heating the article to a temperature slightly higher 
than the upper critical point. When the steel has been 
raised to this temperature the refining has been accom¬ 
plished, and no variation of the method of cooling can 
affect the efficiency of the refining operation. The core 
of a case-hardened article is just as weil refined when the 
part is cooled in air as when it is cooled in water or in oil. 
Moreover, the danger of distortion is notably decreased 
by cooling in air. It is, however, not to be assumed that 
there is no benefit whatever to be obtained from the 
practice of cooling in water or in oil from the refining tem¬ 
perature of the core. The rapid cooling does not affect 
the actual refining, but it does infiuence the mechanical 
properties of the hardened part—a little. The core of 
a part which has been cooled rapidly from the refining 
temperature, and then hardened, at the temperature 
required to harden the case, is perhaps two or three tons 
per square inch stronger than a core which has been 
cooled in air from the refining temperature and subse¬ 
quently hardened. The advantage is not very great, but 
it does exist. When the strength of the core is of no great 
importance, the articles can well be cooled in air from 
the refining temperature, in order to avoid any unneces¬ 
sary distortion, but, if the highest core strength is aimed 
at, then the articles may profitably be quenched in water 
or in oil. 

An examination of the temperatures in Table 68 shows 
that the refining temperatures of the cores, particularly 
in the plain carbon steel, are distinctly higher than those 
used to refine the case. If the case, after being refined, 
was heated to the refining temperature of the core (particu¬ 
larly if the case eontained the normal proportion of carbon), 
the effect of refining would be partly undone. On the 
other hand, no ill effects would result from heating the 
refined core to the refining temperature of the case. For 
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this reason then, if for n^,,o^er, it is evident that the 
refining of the tore must'He fifieoted before that of the 
case is attempted. The correct order, therefore, of 
performing the operations is ; 

1. Befine the core. 

2. Befine the case. 

3. Harden the case, and incidentally harden the core. 

The meohanieal properties of the core after they hare 
been treated fully, i.e., refined and then hardened along 
with the case,' have already been indicated in Table 62. 

Mass Effect in Habdbnino. 

It has been shown that all steels are prone to exhibit, 
in certain degrees, the influence of the size of the specimen 
at the time of heat treatment. This is due to the fact 
that the interior of a part cools at a slower rate than the 
exterior, and that every solid solution must be cooled 
at not less than a certain specific rate, if it is to be retained 
in the solid solution form when it has cooled down to normal 
temperatures. The solid solutions formed in oase-hardened 
steels—due probably to their low carbon content—are 
rather less stable than those formed in most other steels, 
and hence, during the cooling of the steels, are more likely 
to decompose. This means that the case-hardening 
steels are more prone to suffer from the effect of mass 
than the majority of steels. This is of great importance 
to the designer who desires a certain definite strength 
in the core of the articles that he is manufacturing. The 
test results usually quoted are those obtained by the 
quenching of bars inches in diameter. If the articles 
have a ruling diameter greater than this, the strength 
obtained in the core, by quenching, will be less than that 
found in the l|-inch bars. In parts such as large gears 
or pinions or crankshafts, the decrease in strength due 
to the greater mass may be very notable. The general 
effect of the variation in size of the artiele at the time 
of beat treatment can be seen plainly from the examples 
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quoted in Table S9. In ad/il^n to the loss of strength 
in the larger parts, the gahi ii^trength of the parts less 
than li inches is noteworthy. The higher strength may 
at times be useful, but it is important to reetiise that the 
gain in strength is accompanied by a loss in toughness, 
the impact values falling off distinctly. This is some¬ 
times rather serious, and leads to the production of case- 
hardened articles which have strong but brittle cores. 


TABLE 59. 

Mass Efvbct in Habdbning of Case-Habdfnino Stffls. 


Steel. 

ijise of Bar. 
Diameter 
iu Inches. 

Yield-polut, 
touit per 

8 ( 1 . in. 

Max. StrcBs, 
tons |tcr 

Brj. in. 

Impact Value. 
ft.-lb. 

Plaiu carbon (ti)' 

21 

22-9 

40-1 

90 


li 

23'S 

41-6 

102 


4 

24-9 

44-3 

85 


2G-6 

49-8 

82 



27-3 

64-3 

74 

6 % nickol (0) 

21 

60-3 

64-6 

67 


1| 

03-4 

83-5 

38 


11 

64-S 

91*2 

60 


t 

65 3 

91'8 

41 

3 % nickc] (10) 

11 

37-4 

47-8 

49 


11 

458 

54-9 

42 


1 

43-9 

59-3 

38 


0i04 

G7'8 

80-0 

28 


Such a result may be sufficiently serious in its effects 
to warrant a remedy, if such can be found. The tough¬ 
ness of the core might be increased by tempering, but 
such a process would have a fatal effect upon the hardness 
of the case. The only permissible remedies are those 
which do not affect the case. The easiest way of reducing 
the hardness, and, therefore, of increasing the toughness 
of the core, is by quenching the articles in a less drastic 

* The figuiea in braoketa leler to tbo oompositiona Of the ataela givan 
in TaMa SI. 
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manner. If the articles are made in p)ain carbon steel, 
and are too brittle when quenched in cold water, a better 
result can be obtained by using oil or hot water as the 
quenching medium. This change reduces the speed of 
cooling of the core, and, therefore, dimiuishes the harden¬ 
ing effect, thereby improving the toughness of the core of 
the article. 

The effect of mass is a matter of considerable impor¬ 
tance in connection with the use of case-hardening steels, 
and must be taken into account carefully by the designer 
who is usin$ them. Most quotations for the strength 
of case-hardening steels are made upon the results of 
tests carried out on bars either 1 or IJ inches in diameter. 
It is sometimes assumed, however, by the unwary, that 
the same tensile strength will be obtained in the core 
of a part which has a ruling diameter of 3 inches made 
in the same steel. A reference to Table 69 will show at 
once that such a strength is not obtainable in the steel. 

The alloy steels containing a comparatively large 
percentage of alloy, e.g., steels 6 and 6 in Table 51, are 
not quite so susceptible to the mass effect in hardening 
as are the remainder of the steels. Even these steels, 
however, suffer a distinct loss of strength when the mass 
of the part at the time of quenching is increased. For 
large work, however, it is probably safer to use them, than 
to use the steels containing a lower percentage of alloying 
element. 

The Mechanical Testing of Case-Haebenino Steels. 

The most satisfactory method in which to test case- 
hardening steels is a subject of some considerable impor¬ 
tance. It is necessary to test both the core and the case 
of such steels, or of the articles made from them. At the 
commencement of this chapter it was shown that the core 
and the case had definite functions to fulfil, and that, in 
order to perform these functions in the best manner, they 
must have certain more or less definite mechanical proper¬ 
ties. These mechanical proiierties of tho core were, a 
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strength greater than a pre-determined minimum, and a 
toughness also greater than a specified minimum, but 
also as great as possible. Of the properties which the 
case should possess, the primary one was hardness. The 
nature of this hardness has been considered in connection 
with the conditions under which it is displayed. The case 
must also be tough in its degree. The attainment of this 
toughness has also been dealt with. All these four proper¬ 
ties of the case-hardened part should bo tested, if complete 
knowledge regarding case-hardening steel is to be attained. 
First of all consider the case, and primarily Its hardness. 
Unfortunately, this is an exceedingly difficult property 
to test. As stated on p. 105, the perfect test for 
hardness has not yet been evolved, and the methods 
employed are somewhat crude. 

It is not possible to test the hardness of the case of a 
case-hardened part by means of the Brinell test. This 
test would crush the case, and probably crack it, and, 
therefore, render the part useless. Under any circum¬ 
stances, the readings would be of little value, since the 
depth of the impression made by the ball of the Brinell 
machine would probably be of something of the same 
order as the tliickness of the case. This means that the 
core resistance w'ould bo called into play. The results 
would, therefore, be entirely misleading. The limitations 
of the scleroscope wefe illustrated on p. 106. Almost the 
only method, therefore, which is capable of general 
application, is that of testing the hardness of the surface 
by attempting to scratch it with an instrument of known 
hardness, usually a file. This would be satisfactory if all 
files had the same hardness. Unfortunately, all files are 
not equally hard, and also, the hardness of any particular 
file is not the same when quite new, and after it has been 
in use for some little time. A file which has been in fairly 
constant use for a little time is usually quite hopeless for 
the purpose of testing the hardness of a case-hardened 
part. The practice of testing with a file is likely, however, 
to hold its place in consequence of its convenience, and 
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lUso in consequence of the general sattsfaction which it 
gives to the user. A method which is quite as good as, if 
not better than, the use of a file, is to use, as the scratching 
medium, a round bar of tool steel which has been completely 
hardened. The bar should be of eomparatively small 
diameter, and should be cut perpendicular to the axis of 
the bar. The resulting cross-section is then ground so 
that the edges are absolutely sharp. The periphery of 
this cross-section can be used most effectively as a means 
of testing the hardness of the case of case-hardened parts. 
In consequeflce of the considerable circumference (ff the 
section, it is possible to utilise the tool for a much larger 
number of tests than is possible with a file. It is easy, 
also, to renew the business part of the tool by grinding 
down the bar a little further. Such a proceeding is impos¬ 
sible with a file. 

To determine the toughness of the case of a case-hardened 
part is, at present, beyond the possibilities of mechanical 
testing. The formation of tough and brittle cases has 
already been shown, and the general nature of the differ¬ 
ence between them indicated. When the case has been 
produced, the best guide as to its mechanical properties, 
jother than hardness, is probably provided by its micro- 
structure. As a consequence of accumulated experience, 
the connection between structure and toughness has been 
reasonably established, and the microscope is of much 
more use than any mechanical method so far devised. 

To test the properties of the core of case-hardened 
steels, a sample which has not been carburised should 
be Employed, or else a sample which has been carburised 
and from which the case has been removed by machining. 
In order to determine whether or not the core possesses 
the mechanical properties which were described as essen¬ 
tial, it is only necessary to carry out a tensile or Brinell 
test to estimate whether the steel is strong enough to 
support the case, and to carry out an impact test in order 
to judge of the toughness of the steel. The tensile test 
will be made in the ordinary way, upon a teat piece which 
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ha» been 8ubjo($ted to the refining and hardening heat 
treatments, which would bo given to a properly case-har¬ 
dened article. It is not necessary to heat the specimen 
to the carburising temperature before refining and 
hardening, or to retain it at this high temperature for the 
carburising period, although this is very often done. 
The omission of this treatment has no effect at all upon 
the physical properties of the test piece representing the 
core. It is essential that the refining and hardening be 
carried out upon a bar of standard size. The mass effect 
in hardening is particularly apparent in the treatment 
of case-hardening steels, and it is, therefore, quite essential 
that precautions should be taken to avoid the variations 
in mechanical properties arising from this cause. The 
most usual size of specimen to heat treat is a bar 1| inches 
in diameter. The test piece is machined from this speci¬ 
men. The impact test piece should be machined from 
the same or a similar specimen of steel which has been 
heat treated in the full size, i.o., in the l|-inch round bar, 
if this be adopted as the standard. It is impossible to 
take any notice of impact tests made upon test samples 
cut from specimens which, when heat treated, are of 
different size from that of the specimens from which 
the tensile test pieces are cut, although this is not un¬ 
commonly done. The impact test piece is, of course, 
not carburised. 

In actual practice, it is customary to make the tests, 
for the hardness of the case, upon the articles which are 
being manufactured. This is easy, since it is desirable 
to check a considerable proportion of the manufactured 
articles by direct obsorvatipn, and the file test does not 
harm a properly hardened case. This large number of 
tests is often necessary, since it is not uncommon to find 
a considerable variation in hardness amongst the different 
articles which have been carburised in one and the same 
box. The tests for the core are preferably carried out 
upon a separate sample of the steel, which is refined and 
hardened along with the articles which it represents. 
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A great deal of attention has been paid in the past, 
and probably is still paid, to the appearance of the fracture 
of the core obtained by breaking a case-hardened speci¬ 
men. A large number of users of case-hardening steels 
would be satisfied to use a steel if it presented, after heat 
treatment, a fine grey fibrous core. A steel which shows 
a core of this kind is often quite satisfactory, since such 
an appearance is frequently associated^ in plain carbon 
steels, with the mechanical properties which are desired 
in the core of such an article. It is also often found to 
be true that*, when a bright and platy fracture is shown 
by the core of a broken case-hardened specimen, the 
mechanical properties of this core are not equal to those 
of the core showing a fibrous fracture. It is also found, 
however, that unsatisfactory heat treatment is frequently 
the cause of the poor appearance of the fracture. It is 
of considerable importance to note, that it is very much 
better to judge the properties of the core of a case-hardened 
article by the actual mechanical properties revealed by 
the tensile and the impact tests, than by any visual exami¬ 
nation of the fracture. It is possible to obtain fractures 
of widely varying appearances, by breaking the same 
piece of steel in different ways. If the sample which is 
being tested has been carburised, the appearance of the 
core may be quite different from that shown by a sample 
which has not been carburised. It a little notch has 
been put in the specimen, to help it to break, the appear¬ 
ance of the fractured core of such a piece may be dis¬ 
tinctly different from that shown by breaking a sample 
which had no notch. The speed of making the fracture 
may also affect the appearance of the broken bar quite 
materially. 

Apart from these points, the very fact of the existence 
of a fibrous appearance in the core may be an indication 
of a comparatively unsatisfactory case-hardening steel. 
The existence of fibre very frequently indicates the exis¬ 
tence, in the steel, of an undesirably high proportion of 
slag or non-metallic inclusions. These inclusions have 
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been drawn out during the processes of forging and roll¬ 
ing, until they exist in the form of exceedingly attenuated 
threads, running parallel to the direction in which the 
steel has been elongated during forging or rolling (see 
Chapter II). These threads determine, to a considerable 
extent, the orientation of the crystals of the steel. The 
steel has formed itself round these threads, and, con¬ 
sequently, exists in a form somewhat similar to the 
insulation round an electric cable. A large number of 
these cables clasped tightly together, would give a fair 
repiesentation of the condition of the steek The central 
core of each cable is the slag, and the surrounding insula¬ 
tion is the steel. Obviously, such a steel has a fibrous 
structure, and will break, with a fibrous fracture, but if 
this fibrous structure has been brought about by intro¬ 
ducing a considerable proportion of slag into the steel, 
it is doubtful whether the end justifies the means. The 
troubles arising from the existence of slag will be dealt 
with below. All that is intended here is to draw strong 
attention to the desirability of trusting to definite mechani¬ 
cal tests, rather than to visual appearances which may be 
misleading. 

The Physical Properties of Case-Hardening Stepxs. 

The method of testing the steel has now been 
elaborated. It is a matter of great importance to the 
engineer to decide in what way the results obtained from 
the tests shall bo interpreted, and also what is the signifi¬ 
cance, from the standpoint of engine design, of the different 
properties of case-hardening steels which are revealed by 
these tests. A case of a certain minimum hardness is 
always required, and it is difficult to imagine any circum¬ 
stances in which an engineer would deliberately go out 
of his way to produce a case which was not as hard as it 
possibly could be, consistent with the simultaneous 
existence of a maximum value of toughness. Without 
the hard case, the use of case-hardening steels is wasteful 
and unnecessary. The decision as to the choice of steel 
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whiob the engineer mast make, is, in a considerable 
measure, determined by the properties of the core. It 
has been shown that different case-hardening steels ean 
be selected, which will give a range of core strength, in 
IJ-inch round bars, of from 30 to 90 tons per square inch. 
In each steel, the strength can be accompanied by a suit¬ 
able toughness (as shown by the impact test), taking 
into account the fact that, as the maximum stress of 
steel increases, its impact value falls. The engineer has, 
therefore, to decide whether he will use a steel which has 
a high core strength, or a steel which has a low core strength. 
In genered, it will be appreciated that the steels with a low 
core strength are cheaper than those with a high core 
strength, and, therefore, if the strong steels are to be used, 
the engineer must bo convinced of the advantages which 
will accrue to him from the employment of such material. 

At first sight, it would appear desirable that the core 
of the case-hardened part should be as strong as possible. 
It is worth while, however, to investigate this belief, and, 
if possible, determine whether it is sound, and also to 
discover the reasons for its being held. In the begin¬ 
ning, it is worth while to consider what really happens 
during the actual breaking of a case-hardened part. A 
perfectly simple section may bo considered, which con¬ 
sists of a straight round bar, properly case hardened. 
This bar consists of two parts, the case and the core. 
Suppose that the part is broken, as a beam supported at 
the two ends and loaded in the middle. What will hap¬ 
pen ? Will the case break first, or will the core break 
first, or will the two parts break together ? Whichever 
of these three possible courses is taken, will the strength 
of the core affect the load at which the part will 
break ? When this experiment is tried, it is found 
that no apparent change occurs in the beam before the 
case breaks, and the first apparent failure of the part is 
the cracking of the case. When the case has broken, 
the behaviour of the core depends a good deal upon the 
circumstances. In some circumstances the core snaps off 
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quite short, and in others it deforms considerably before 
breaking, depending presumably upon the ductility and 
the toughness of the steel. A good deal also depends 
upon the way in which the test is carried out. It is 
found, however, in general, that the steels with a soft 
core deform considerably after the case has broken, while 
those with a hard core deform comparatively little. In 
Table 60 are set out the actual experimental results 
obtained in a series of beam tests carried out upon several 
case-hardening steels. The table also shows the com¬ 
parative strengths in tension of the c6re. The case 
which was put upon each specimen was of the same depth 
(as nearly as is possible with such an operation). Tests of 
the penetration of the carbon were actually made upon 
special test samples treated along with the other test 
pieces. 


TABLE 60. 

Beam Tests on Case-Hardeneu Bars, and Tension Tests 
ON Cores of Case-Hardened Steels. 


8t«el. 

j 

Skin Stress 
(tensloo) at 
vhlch the Csse 
erscked la 
Beam Teat, 
tons pet sq. in. 

Yield-point 
of Core, 
tons per sq. In. 
(Teneile Test). 

Max. Strns 
of Core, 
tons per Hj. In. 
{TensibEest). 

Plain carbon .. 

.. (i)> 

64>4 

24-1 

40*3 

3 % nickel 

(3) 

92-8 

40*0 

66-2 

3 % nickel chromium 

(5) 

95-5 

44-6 

69*0 

5 % nickel 

•• (4) 

96-6 

60-0 

1 63-2 


In each test the case broke first. The steels with 
a strong core required, however, a very much greater 
load to fractui^ the case than did the steels with the 
weaker core, the load required to break the specimens 
being, roughly, proportional to the tensile strengths of 
the cores. It might be imagined that the strength of the 

‘ Ttie flgiuws in brackets refer to the oompoaitions of the steeb siven 
tn Table 51. 
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case would aSect the results obtained. This might be 
true if the cases produced on the different steels differed 
markedly in strength. In actual fact they do not 
vary appreciably, and what difference does exist is very 
much less than, and in no way proportional to, the differ¬ 
ence in the strengths of the corresponding cores. In 
general terms, the strengths of the cases may be regarded 
as the same in all the steels. It seems reasonable, there¬ 
fore, to assume that if the core of the case-hardened part 
be strong, the strength of the part as a whole is high, 
since the cord can resist the loads put upon the case, 
and can support the case better than if the core be weaker. 
This appears to indicate that the engineer is well advised 
to use a case-hardening steel with a high core strength. 

The conclusions just reached must not be accepted, 
however, without considering the evidence obtained from 
the impact test. If an impact test piece is prepared 
from a steel which has been refined and hardened at the 
proper temperature, it may give, on breaking, an impact 
value of 60 ft.-lb. If an impact specimen of the same 
steel is carburised, refined, hardened, and then broken in 
the impact machine, it will probably be found that the 
impact value is only about 5 or 8 ft.-lb. This is a per¬ 
fectly general experience, and is probably explained by 
a consideration of what takes place during the breaking 
of a non-carbnrised impact test pi6ce. Whilst being 
broken during a test, an impact specimen deforms very 
considerably, before it is actually fractured. When a crack 
has been formed at the bottom of the notch, it has to be 
propagated across the test piece, and, during this propa¬ 
gation, a test piece which gives a high impact value bends 
very considerably, distorts and stretches the steel at the 
back of the test piece, and bulges out the steel on the sides 
of the specimen behind the notch. Undoubtedly, a consider¬ 
able proportion of the energy expended in the impact 
test is represented by that required to produce this dis¬ 
tortion of the test piece. If, now, the impact test piece 
is carburised, hardened, and broken, distortion cannot 
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take place to the same extent. The outer layer of the 
test piece is exceedingly rigid, and has a very low impact 
value indeed (probably only about I or 2 ft.-lb.). -The 
core of the test piece is, therefore, contained in a rigid 
envelope. This rigid envelope requires only a small amount 
of energy to cause it to break, whether notched or not, 
and, since no distortion of the core of the test piece can 
take place, in consequence of the rigidity of the case, 
the impact value of the whole specimen is exceedingly 
small. Undoubtedly, the .same kind of thing happens 
in actual practice. Many case-hardened parts break, 
and their fracture is almost invariably sudden (e.g., case- 
hardened gudgeon pins); that is to say, the whole part 
collapses when once the .case has broken. (It should be 
noted that case-hardening steels are most often used in 
parts which are undergoing alternating stresses.) This 
evidence would suggest that it does not matter whether 
the core of the part is tough or whether it is brittle, i.e., in 
quite general terms also, whether it is weak or strong, as 
the toughness varies with the strength, ceteris ‘paribua. It 
also makes it necessary to explain the difference between 
the results obtained on impact test pieces and those 
obtained in the beam teats described above, since in the 
impact test there is no distortion of the core, and in the 
beam test there is a distinct distortion of the softer cores. 
In all probability this is due to the method of breaking. 
In the beam tests the case cracks right round the specimen 
at more or less the same time, and, therefore, removes 
the constraining influence of the rigid envelope from a 
certain short length of the core. The complete circum¬ 
ferential fracture is due to the fact that the steel in the 
beam test is more or less uniformly stressed over the 
whole of the periphery of any cross-section. By the re¬ 
moval of the constraining effect of the rigid envelope in 
this way, the core is left free to distort as it will. Further¬ 
more, in the beam test the load is applied slowly, and, when 
the case cracks, remains stationary until a further load is 
intentionally applied. No such removal of constraining 
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effect occurs in the test upon the case-hawJened impact 
specimen, probably because the fracture starts from one 
side in consequence of a flaw or a groove, afld, therefore, 
it is reasonable to expect some difference in the method 
of fracture of the steel under thesoj^fwo different sets of 
conditions. Probably, if the beam test was made very 
rapidly, there would be very much less distortion. 

The results of the above two series of experiments 
might appear to contradict each other. It is not wise 
to argue that the beam represents conditions more usually 
met with in ehgincering practice than does the case- 
hardened, notched, impact test piece. Probably, in the 
majority of parts in actual practice, the conditions are a 
mean of the two, since it is difficult to say that the notch, 
which is characteristic of impact test pieces, is always, 
or even generally, absent from a case-hardened engine 
part. A small scratch, an unduly deep tool mark, or an 
unusually deep grinding mark in the engine part, will 
play the r61e of the notch in the impact test piece, and 
act in exactly the same way to hasten the fracture of the 
case-hardened part. 

Under any circumstances, it appears that the crux of 
the matter is the failure of the case. If the case is taken 
by itself, i.e., if the core of the test piece is bored right 
away, and tested, it is found that there is comparatively 
little difference in the tensile strength of the case on a steel 
with a soft or a hard core. In reality, the case oh plain 
carbon steel, and the case on a 6 per cent, nickel steel, 
after hardening on the top of the core, have almost exactly 
the same strength. It is not, therefore, the strength of 
the case in itself which decides the failure of the part, 
i.e., the fracture of the case, but it wiU be the stress which, 
when applied to the part as a whole, causes the fracture 
of the case, which will decide the fate of the case- 
hardened part. , 

The case and the core, when they are stretched, will 
presumably distort together, in accordance with the 
modulus of elasticity, since the value of E for the case 
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and the core is the same. Nothing will happen, there¬ 
fore, until the elastic limit of the core or the case is reached, 
and slightly exceeded. At this point, the ordinary laws 
of stress distribution across the section fail to be applic¬ 
able. Also, when the stress in either part has reached 
such a value that the yield-point of either the core or 
the case is reached, distortion of ono or the other is likely 
to occur. It is reasonable to assume that the yield-point 
of the core will be reached a good deal sooner than that 
of the case, since the case piay be safely assumed always 
to have a higher tensile strength than tlm core. When 
the part is stressed beyond the yield-point of the core, 
the case is still being stretched elastically, but the core 
is being distorted non-elastically. When this happens, the 
core may be assumed to flow, or to attempt to flow, and, 
tborefore, to cease to support the case in the way that it 
did while being stretched elastically. After this support 
has been removed, the failure of the case may take place 
rapidly and easily, as it may easily become overloaded in 
some place at any time. It appears, then, that the failure 
of the case is really determined by the stress at which 
the core commences to flow in a plastic manner, that is, 
by the yield-point of the core. It is, therefore, reasonable 
to assume that the part which has a core with the highest 
yield-point will endure the greatest stress. With these 
conclusions as a basis, it seems reasonable that the engineer 
should use, where it is desirable in the design, a case- 
hardening stool with a high maximum strength, i.e., high 
yield-point, in the core. 

The existence of a strong core in parts made of case- 
hardening steel is of considerable value under certain 
specific * conditions. A considerable number of case- 
hardened parts are manufactured which are composite, 
since they are case hardened on only a portion of the 
surface. The remainder of the part is not case hardened, 
but, nevertheless, may be quite as fully stressed as any of 
the carburised portion. A typical instance is a cam shaft 
for an internal combustion engine. In this shaft the 
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cam {acoH need to be quito hard> because of the wear to 
which they are subjected. The greater part of the shaft 
is, however, not subjected to any surface or abrasive 
forces, having merely to submit to bending and torsional 
stresses. In an article of this kind, it is obviously of 
advantage that the shaft shall be made of steel which is 
as strong as possible. Hence the core of the cse^e-harden* 
ing steel should be strong, quite irrespective of the proper¬ 
ties which it may be required to possess when acting as 
the foundation for the case on the cam blocks. 

The value of*a strong core has also been shown in con¬ 
nection with heavily loaded disc cams. Several examples 
of these have been examined in which the core did not 
provide anything like sufficient support to the case. The 
case, in consequence, gradually sank into the core, which 
was distorted very considerably. This trouble was over¬ 
come by the substitution of a high tensile steel core for 
the plain carbon core, which was too weak. 

It should be mentioned here that the cores of the case- 
hardened parts show, very clearly, the effect of quenching 
upon the elastic limit of those steels which harden at 
ail drastically. The final act in the treatment of case- 
hardening steels is to quench them out from the hardening 
temperature of the case, usually in water. It seems 
reasonable to assume that, in consequence of this drastic 
hardening, the steels are in the condition of having con¬ 
siderable quenching strains locked up in them, and that, 
therefore, they will show a low value for the apparent 
elastic limit. That this assumption is correct is shown by 
the results given in Table 61. 

The misleading nature of the elastic limit, determined 
in the usual way, is also shown by the results of the fatigue 
range determinations which are given in the parallel 
column. It is instructive to notice that those plain carbon 
case-hardening steels which have only a comparatively 
low strength, do not exhibit such a considerable difference 
between their apparent elastic limit and fatigue stresses, 
as do those steels which contain alloying elements, and 
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which, therefore, harden in a comparatively intense manner. 
It is I'easonable to expect to find more considerable evidence 
of quenching strains in these harder steels than in the plain 
carbon steels which do not harden so intensively. 


TABLE 61. 


The Elastic Limits amb Fatigue Eanoes of Different 
Case-H-ardening Steels. 


steel. 


Elastic 
Limit, 
tOD8 pec 

BQ. m. 

Uitimate 
Streagth, 
t<ms pet 
•q. io. 

Fatigue 
Range, 
tons per 
sq. m. 

Plain carbon, low manganese .. 

(2)‘ 

17-26 

40-3 

±18-4 

Plain carbon, high manganese 

(1) 

15-3 

1 38-0 

±17-3 

3 % nickel . 

(3) 

18-0 ! 

68-2 

±31-0 

6 % nickel . 

(4) 

16-0 

1 63-2 

±30-0 

6 % nickel . 

m 

20-0 

1 61-7 

±26-6 


Distortion of Case-Hardened Objects. 

Distortion occurs to a considerable extent during all 
the operations carried out in the case hardening of steel. 
This is inevitable from the considerations given in the 
chapter on Heat Treatment. In the ordinary way, it 
is not likely that any serious distortion will take place 
during the process of carburising, unless the articles 
which are being carburised are packed so badly that 
they distort under their own weight in the carburising 
box, or unless they are machined parts in which un¬ 
relieved mechanical strains due to machining, cold work¬ 
ing, or forging, existed, the removal of which, by the heat, 
caused the change of shape. After removal from the 
carburising box, the parts are heated to a comparatively 
high temperature, very much higher than the critical, and 
then are frequently quenched. This treatment almost 
always results in a certain amount of distortion, and the 

* The figures m brackets refer to the compositioB of the steeb given 
in Table 51. 
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most careful precautions must be taken tp prevent the 
amount from becoming serious. After this first quenching 
to refine the core, the articles are re-heated to a lower 
temperature, and once again quenched. Since they are 
hardened during the second operation (completely in the 
case and partially in the core), an additional distortion 
may take place, or, by very good and unusual luck, the 
original distortion may be partially neutralised. 

In consequence of the repeated quenching from tempera¬ 
tures higher than the critical, the opportunities for dis¬ 
tortion, provided by the treatment of ease-hardening 
steels, are greater than those found in the treatment of 
any of the other types of steel. Case-hardened parts 
lend themselves to an exaggeration of the volume changes 
which occur during the quenching of ail steels. On p. 75, 
the action of expansion and contraction in producing 
strains in articles which are being hardened has been 
indicated, and, in the same section, the serious effect of 
the critical volume changes which occur during the heat¬ 
ing and cooling of steel have also been dealt with. When 
case-hardening steels are being treated, the possibilities 
of cracking and distortion are increased, not only by the 
drastic nature of the treatment, but also by reason of the 
fact that the case and the core differ so distinctly in com¬ 
position, and, therefore, in their other characteristics. 
The case, which is the hardest and, therefore, the strongest 
part of the case-hardened article, is quenched first, and, 
therefore, becomes rigid during the quenching operation 
sooner than any other part. As a result, the tendency 
for the case to adjust itself to the contractions which are 
taking place in the layers below the surface, is much less 
than it might be in the corresponding portion of a piece 
of steel which was of the same composition as the case 
throughout, and which hardened to the same strength 
in every part. 

The effect in producing distortion, resulting from differ¬ 
ences in the mass of various parts, may be expected to be 
greater in a case-hardened article than in a non-case- 
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hardened article, and, frequently, the case-hardened 
articles do distort to a greater degree. The additional 
effect of the existence of two distinct portions—the 
core and the case—in producing distortion, comes into 
play when the nature of these' i»rta is considered. 
It has been explained that the volume changes which 
occur during the heating and cooling of steel are influenced, 
to some extent, by the composition of the steel. A low 
carbon steel suffers more sudden expansion, when cooled 
through the critical temperatures, than a high carbon 
steel. Sudden changes of density occur at tltose tempera¬ 
tures at which the steel undergoes constitutional altera¬ 
tions. If the steel retains, down to low temperatures, 
the constitution which it possesses at high temperatures, 
there is no abrupt change of density or volume during the 
cooling. That portion of a case-hardened article which 
is most likely to retain the constitution which it possesses 
at high temperatures is the case, first, because this is 
quenched most rapidlj', and, second, because its com¬ 
position tends to produce a more stable solid solution. 
The case, therefore, may bo presumed to undergo compara¬ 
tively little change of volume during cooling. The core, 
on the other hand, is very rarely completely hardened, 
except in very small parts, and, therefore, is likely to 
undergo a change of volume, more or less suddenly, 
during the cooling process. It is evident, therefore, that 
the two parts of the case-hardened article are not acting 
together, and it is difficult to imagine how distortion, 
or, what is worse, occasional cracking, can be completely 
avoided. 

There is no golden rule for the avoidance of distortion 
in case-hardening steels, since almost every part must be 
treated upon its own merits. It is only by the applica¬ 
tion of common sense that the various troubles can be 
overcome. There are, however, certain points which 
should be observed in the treatment of all articles. These 
have been generally indicated in the section on harden¬ 
ing. In the first place, it is absolutely essential that 
18 
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great care should be taken to beat the parts throughout 
to a uniform temperature before^ they are quenched. 
Unless this is done, distortion is -bound to take place, 
and cracking is almost sure to follow, unless the shape 
of the article is such as automatically tends to avoid cracks. 
Sufficient time must, therefore, always be allowed for the 
article to be heated to the same temperature, from the 
outside to the centre. The second point of importance is 
to arrange for the article to be dipped into the quenching 
fluid in such a way that pasts, which are placed similarly 
with respect *to tbo axis of the piece, reach the quenching 
fluid at the same time. It is not possible, in view of the 
tremendous variety in the shape of case-hardened articles, 
to enlarge much upon this point, but the rule should be 
well laid to heart. Most machined parts are symmetrical 
about some axis, and, in general, this axis should enter 
the quenching medium vertically, and not horizontally or 
obliquely. 

It should be unnecessary to state that case-hardened 
articles should never be quenched from a higher tempera¬ 
ture than is really necessary. In Table 58, the correct 
hardening temperatures, for parts of normal size made of 
the different steels, are shown, and these should be adhered 
to. If this temperature is exceeded, the hardening becomes 
too drastic, and contraction and expansion changes 
become greater, and, in consequene'e, the' distortion is 
increased considerably. 

A point which cannot be insisted upon too frequently 
or too strongly, is the need for avoiding all sharp corners, 
grooves, notches, or sudden changes of radius, in articles 
which have to be quenched in the drastic manner common 
to case-hardening steels. The presence of these defects 
in case-hardened articles is responsible for a very large 
proportion of the cracked parts which are produced in 
many works. 

A certain amount of distortion, really a normal change 
of specific gravity, always occurs during the quenching of 
steel. This has been explained on p. 80, and needs to 
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ba referred to again, since it is what might be called per¬ 
manent distortion, and should be expected by the operator. 
In case-hardened articles it Is not de-sirable, and, in some 
oases, not possible, to correct this distortion (which is 
an expansion) by grinding off tho case. It is, therefore, 
necessary for the engineer to take account of this altera¬ 
tion of dimensions, when machining the part which is to 
be case hardened, and to carry out the carburisation 
upon an article slightly under size, so that when the 
article expands during quendhing, it will fiU out to the 
correct dimensions. 

It has often been found desirable to correct tho dis¬ 
tortion which takes place during the refining operation, 
by grinding the articles approximately to size before carry¬ 
ing out the final hardening. This has the effect of releasing 
a proportion of the strains put in during tho refining opera¬ 
tion, and it also has the effect of causing less grinding to 
bo required after the final hardening. Another way to 
avoid distortion, is to cool the articles in air during the 
refining operation, rather than to quench them in a liquid, 
as is so generally done. The practice of air hardening a 
case-hardened article is also of importance, as, by this treat¬ 
ment, the distortion produced in tho hardening of the 
articles is reduced to a minimum. If air hardening be 
emijloyed, tho various effects, given above, of this process 
upon the core, must be taken into account. 

Defects in Case-Haedening Steels. 

Case-hardening steels are not very easy to manipulate, 
and the case-hardening operations may easily go wrong. 
It is not possible, within the. confines of a single chapter, to 
indicate all tho possibilities of failure in connection with 
case-hardened parts, or to indicate what steps should be 
taken to overcome them. One or two of the probable 
defects which arise may, however, be mentioned, and the 
causes of these defects roughly indicated. 

One of the most troublesome causes of failure in case- 
hardening steels is the existence of soft spots. These 
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may arise from various causes. They may be produced 
by the fact that the steel, at the point where the soft 
spot occurs, has not been properly carburised, though 
this is one of the least common reasons. They may 
also be produced because the part in question has 
not been properly hardened or quenched, which is a 
very much more usual cause. Insufficient hardening 
may arise from various causes. The fiist is the un¬ 
even heating of the part. If the case-hardened part 
has not been heated as high as the correct tempera¬ 
ture for hardening, many soft spots are bound to be 
discovered in it after the quenching has been carried 
out. If the heating has been uneven, the hardening will 
probably bo satisfactory at one point, but insufficient at 
another. A second reason for the insufficient hardening 
is that the part may not be properly quenched, in conse¬ 
quence of the fact that it has not been fully exposed to 
the cooling effect of the quenching fluid. This occurs 
more frequently than is generally imagined, and it is not 
possible to give a general reason for its occurrence, or 
how it is to be avoided. It is only possible to indicate 
that this is one of the causes of soft spots, and to say, that 
the operator in charge of the hardening operations must 
take pains to determine what is the safest way to ensure 
that the quenching fluid gets immediate access to all 
portions of the surface of the parts that are being 
quenched. A third cause of soft spots due to insufficient 
hardening is the quenching of several parts together. 
When this is done, it is not unusual for two parts to come 
into contact, and to enter the quenching fluid at the same 
time whilst in contact. This usually means that they 
protect each other from complete access to the liquid. 

Flaking off of the case is another cause of trouble in 
case-hardened parts. This is a matter of considerable 
importance, and the fault may arise from several causes. 
One such cause is over-carburising. If a steel is car¬ 
burised too heavily, a certain quantity of free iron carbide 
is certain to be produced in the outer skin (see Fig. 84). 
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This free carbide acts as a generator of small cracks, 
and also permits, and causes, cracks to spread underneath 
the case. After a time, the spread of these cracks results 
in the dropping away of a portiom of the surface of the 
case-hardened part. Sometimes it "results in the spread¬ 
ing of the crack throughout the part, with destructive 
results. In Fig. 85 is shown a cross-section of a gear¬ 
wheel tooth, in which cracks have been set up throughout 
the body of the tooth, in consequence of the pi^senoe 
of an excess of iron carbide in the outer layers of the steel. 

Another fault, closely allied to flaking, afises from the 
existence of unduly large slag streaks in the steel. If 
the steel contains any quantity of slag, which is in the form 
of drawn-out streaks, trouble will sooner or later result. 
The slag may lie on the surface of the machined part, 
and, therefore, upon the outside of the case. During the 
operation of carburising, the slag usually is not affected, 
but, during the operation of refining or hardening, it is 
possible for it to fall out, or to start a crack. Even 
if trouble does not occur in this way, it usually arises 
when the part is j^ut into use. Since case-hardened 
surfaces aie customarily exposed to abrasive forces, the 
slag is not infrequently removed by rubbing during the 
early operations. This opens up the surface of the steel, 
and, as a result, the part is rapidly ruined. The slag 
in other parts may lie a little way below the sur¬ 
face, and, since it is only covered by a very thin layer 
of steel, may cause failure by the cracking of the layer of 
steel covering the slag streak after the article has been in 
use for some little time. Unnecessary slag in case-harden¬ 
ing steels is a considerable nuisance, and should be avoided 
as far as possible. 

Another trouble wliich arises in case hardening is the 
fact that the core of the part is sometimes unusually 
weak. This is generally due to the mass effect in harden¬ 
ing. It is of the utmost importance that this effect 
should always be appreciated and attended to by the 
engineer. 
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PeEVENTION of CAEBtrMSING. 

It is frequently necessary to avoid the carburisation of 
some part of the surface of an article, since it may not 
be desirable to have the whole of the surface of the finished 
article hard. There are several ways of avoiding the car¬ 
burising of portions of the surface of the finished article. 
In the first method the whole article is carburised, but 
only after those surfaces which are required to be hard, 
in the final article, have been machined to size. Those 
portions of the article which are not required to be hard 
are left large, and are machined to size after the part 
has been carburised, but before it has been refined or 
hardened, thereby removing the case from the surfaces 
which are expected to be soft. This is very often the most 
satisfactory method of procedure, but for quite a number 
of parts it is not practicable. 

Another method of avoiding the production of a case, 
is to cover that part of the article, which is not to be car¬ 
burised, with some surface layer which will prevent the 
absorption of carbon by the steel. One of the most 
usual methods of doing this is to plate the surface of the 
steel with copper or with nickel. Either of these tw'O 
methods can be employed quite easily, the metal being 
deposited electrolytically. It i.s necessary to deposit a 
fairly thick layer, if carburisation of the underlying surface 
is to be prevented. During the operation of electro¬ 
plating with either copper or nickel, the surfaces which 
are subsequently to be carburised should be protected 
from the action of the plating, by smearing with vaseline 
or with some other form of non-conducting grease. 

Another way of preventing the carburising is to paint 
that part of the surface which is not to be carburised 
with a suitable enamel, and then to cover the enamel 
with a paste of fire clay. The fire clay should be allowed 
to dry completely before the articles are packed in a 
carburising box. 

Yet another method which may be employed for pre- 
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venting carburisation of the surface is to coat the surface 
with a mixture of watergl^s and fine sand, which should 
be allowed to drjr before the articles are put into the car¬ 
burising box. Any of these methods will give satisfaction. 
The last method probably is the bestj if it is carried out 
properly, though the method of electro-plating can be 
strongly recommended if the plant is available. 

The prevention of hardening tlie surface (which has 
been carburised) is often attempted by covering, with 
fire-clay paste, those parts of the article which are not 
to be hardened. The articles under these eircumstances 
are coated with the paste after the refining operation has 
been carried out. The paste is then allowed to dry, and 
is baked slightly before the articles are put into the furnace. 
After heating in the furnace, they are treated in the usual 
way, and quenched as though the coating were not present. 
The result is that the covered part of the article may be 
cooled sufficiently slowly to prevent its being hardened 
appreciably. 



CHAPTER VIII 
Cold Worked Steels 

To the engineer, cold worked steel is of great importance, 
probably greater than he ever suspects. He uses a con¬ 
siderable quantity of bright drawn bar for the manufacture 
of many comparatively unimportant parts, particularly 
those made in automatic machines. He uses sheet and 
strip for making cold pressings, thereby utilising steel 
which has probably been cold worked during rolling down, 
and he cold works it himself in the process of making the 
pressings. All the wire which he emploj^, if of small size 
or of high tensile strength, has been cold drawn. The rims 
and spokes of wheels for motor-cars and bicycles are 
almost always made from cold worked steels. A large 
proportion of the tubes u.sed by engineers are cold drawn. 
More examples might easily be given. The reason for the 
cold working of these different steels is not always the 
same. The bright bars for machining are usually cold 
drawn, in order to produce a steel which has a clean bright 
surface, and which, in consequence, causes comparatively 
little wear on the tools. The cold-drawing process also 
produces a bar of very uniforni size—with a regular and 
small tolerance on the dimensions—which is, therefore, 
more suitable for use in automatic machinery. In such 
material the cold working is of comparatively little 
importance, in so far as the mechanical properties of the 
steel are concerned. Sheets are often cold rolled, because 
it is more economical and simple to treat them in this 
way than to carry out the whole reduction in thickness 
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by rolling hot metal (this applies particularly to sheets 
of small thickness). Wire, and structural cold worked 
steel of that kind, is cold worked in order to produce a 
steel having a high strength, together with a high degree 
of uniformity in dimensions. All the processes, however, 
have points in common. 

The operation of cold working of steel is always 
accomplished, either by rolling the metal through powerful 
rolls or by drawing it through hard dies. The latter 
method is employed for wii«, and for bars of less than, 
approximately, f inch in diameter. Larger bars are 
drawn, but not very frequently. The other forms of cold 
worked material are most frequently rolled. Whichever 
process is employed, the hot rolled steel is first of all pickled 
to remove all scale, and is then forced through rolls, or 
dragged through dies, so that the dimension of the steel, 
perpendicular to the direction of rolling or drawing, is 
thereby reduced considerably. The amount of reduction 
of cross-sectional area, suffered by the steel in the cold- 
working operation, varies a good deal with the nature of 
the work which is being treated, and with the objects 
of the treatment. If the steel is simply being “ bright 
drawn ” in order to produce bright bars for machining, 
the reduction of section may bo quite small, being 
perhaps about inch on the diameter of bars of 
about J inch in diameter to inch on bars of about 
2 inches in diameter. If, on the other liand, the steel 
is being cold worked in order to increase its strength 
considerably (as in wire drawing), the reduction of section 
may be quite largo, up to 30 per cent, or even more. 
After the steel has been worked to the full extent that is 
desirable, in consequence of the great change of mechanical 
properties induced by the cold work (see below), it is 
heat treated in order to soften it, and so make it fit for 
further cold working, This heat treatment is usually 
termed annealing, but it is often carried out at temperatures 
below the lower critical change-point (see below). It may, 
on the other hand, be simply a normalising operation. 
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In other cases the steel is truly annealed. After the 
softening heat treatment the steel may be pickled, though 
this operation may be unnecessary if the annealing process 
has been so conducted that the steel is not scaled, and is 
then worked again. The alternate processes, of cold work¬ 
ing and softening, are repeated until the full reduction 
of cross-sectional area that is desired, has been accom¬ 
plished. The steel is not usually softened after each pass 
through the rolls or the dies. The working is customarily 
arranged so that the steel wjll withstand several passes 
between successive softenings. This simply means that the 
amount of reduction in each pass is comparatively small, 
i.e., so that several small reductions are made, in place of 
one large one. Variations in this procedure are a distinct 
part of the art of the manufacturer of cold worked steels. 

It will bo most convenient to desOTibo, first of all, the 
effect of cold working upon the mechanical propeities of 
steel. The foremost effect is that the cold work increases 
the strength of the steel, and, at the same time, reduces 
its ductility. This alteration of properties is progressive, 
that is to say, the greater the reduction of area, the greater 
will be the change produced in the mechanical properties. 
The effect of the cold work upon the mechanical properties 
of the steel can be well seen from the figures given in 
Table 62 and the curves in Fig. 86. 


TABI.E 62. 

Effect upon the Mechanical Propeeties op “niE Steel of 
Different Degrees of Cold Work. 
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There is hardly any limit to the degree to which the 
steel can be strengthened by the continued application 
o{ cold work. In practice, the limit is reached at a com¬ 
paratively early stage, in consequence o£ the immensely 
decreased ductility, i.e., increased brittleness, produced by 
the drawing or rolling. It can be seen from Fig. 86 that, 
after a heavy reduction in area, the elongation and 
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The cold worked steels are susceptible to heat treatment, 
just as steels hardened in other ways are, but the cold 
worked steels present some features not met with in the 
treatment of the other steels. It will be advisable, 
therefore, to deal with the subject of the heat treatment of 
the cold worked steels as a wliole. The first set of figures 
to be presented, shows the effect upon the mechanical 
properties of steel of heating it, after cold working, to 
temperatures between room temperature and 700® C., 
i.e., to temperatures the highest of which is slightly below 
the critical temperature of the steel. It has been demon* 
Btrated in connection with the operation of tempering 
(see p. 60), that an examination of the change of 
mechanical proi)ertie8 is one of the best ways of illustrating 
the effect of heat treatment. The results of the tensile 
tests made upon this series of re*heated, cold worked, 
specimens are shown in Table 63 and in Fig. 87. 


TABLE 63. 


Effect or Re-Heating oe Blueing upon the Mechanical 
Properties op a Cold Worked Steel. 
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For the sake of complete clarity of expression, it is 
desirable to differentiate between the process of re-heating 
a steel which has been hardened by quenching, from that 
of one hardened by cold work. The former treatment is 
known as tempering, and has been described quite fully 
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in Chapter III. The latter process is known as “ blueing,” 
though it should be added that this denomination is 
usually reserved for treatments at temperatures below 
550° C. 

The figures in Tabic 63, and the curves in Fig. 87, show 



BLUEING TEMPERATURE °C. 


Fio. 87.— The Changes in the Mechanicai. PaorERiiES or 
Coed Worked Steed Produced by Blueiko at 
Different TemperatOres. 

that blueing has a distinct effect upon all the mechanical 
properties of the steel. The maximum stress rises, slightly, 
up to a maximum at about 400° C., and then falls off, 
slowly at first, and afterwards more rapidly, at tempera¬ 
tures between 500° C. and 575° C., the fall of strength 
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becoming very much slower and almost disappearing at 
temperatures above 676° C. The curve for the yield- 
point (which is very difficult to observe in these steels) 
more or loss follows that for the maximum stress, the two 
curves being parallel. The clastic limit, as given by the 
limit of proportionality shown by the most careful 
extonsometer readings, takes an independent path. In the 
fully hardened material the elastic limit is quite low, and, 
as the blueing temperature rises, the elastic limit also 
rises, and does so fairly rapidly, the maximum value being 
recorded in steels blued at temperatures of from 360° C. 
to 400° C., depending upon the particular sample under 
test. The curves for the ductility values show practically 
no change until the re-heating temperature passes 400° C., 
after which there is a steady and normal increase in the 
values, with a rise in the temperature of blueing up to 
673° C. 

A most striking similarity exists between the curves 
displayed in Fig. 87, for the effect of re-heating or blueing 
upon the mechanical properties of the cold worked steels, 
and those in Figs. 63 and 64, for the tempering of the 
oil- or air-hardened alloy steels. The actual temperatures, 
at which the principal changes occur, are not quite the 
same in the two types of steel, but the general form of the 
curves is very similar for both kinds of material. Tho 
resemblance is particularly evident and important, in 
connection with the clastic limit. The exceedingly low 
clastic limit in the fully cold worked material is of groat 
interest, and, when the difference between the natures 
of the cold worked steels and the quenched steels is 
considered, the similarity as regards this property becomes 
still more striking. 

In addition to the tensile test, it is fairiy usual to te.st 
cold worked steels by the reverse bend test (as well as by 
the plain bend test, which calls for no discussion). The 
reverse bend test values are affected quite appreciably, 
by the temperature of blueing, some typical figures being 
given in Table 64. 
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TABLE 64, 


The EiAct ot Beotino upon the Reve^ Bekd 
Values or a Cold Woeked Steel. 
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Tho results given in Table 64 show that, when the 
steel is blued at those temperatures which produce the 
best combination of values of maximum stress and elastic 
limit, the reverse bend values depreciate markedly. The 
amount of depreciation is not the same for every steel, 
but it can be regarded as a fact that blueing these steels 
in the region of 300° C. to 400° C. seriously increases their 
brittleness. 

It is suitable now to indicate tho reasons for the change 
of mechanical properties, of a cold worked steel, produced 
by re-heating, so far as they are revealed by the structural 
changes whiclf the steel undergoes. A cold worked steel 
which has not been blued in any way has a micro-structure 
consisting of crystals very considerably distorted (see 
Pig. 88). The totortion of the crystals is more or less 
uniform throughout the mass of the steel, and the degree 
of distortion is more or less proportional to the extent to 
which the steel has been cold worked. It is chiefly evident 
in the ferrite of the crystals, i.e., in the excess iron thrown 
out by the steel during its cooling through the critical 
ranges (see p. 47), but, if tho amount of cold working 
has been very great, the distortion extends to the 
particles of carbide which, being brittle, are not merely 
bent and twisted, but actually broken up into frag- 
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meats (see Fig. 89, which shows the way in whiob the 
carbide may ultimately be arranged). On re-heating a 
steel having the structure shown in Fig. 88, there is no 
change in the structure until the temperature of the steel 
has been raised to a considerable height. There is some 
controversy regarding the actual temperature at which 
the first change of structure occurs, and also regarding 
the way in which that temperature is affected by the 
d^rec of cold work to which the steel has been subjected. 
This controversy is somewhat academic, and of little 
real interest‘to the engineer, who will not be misled, 
appreciably, by assuming that the temperature, at which 
the first noticeable structural change occurs, is constant 
for all plain carbon steels, however worked, and that this 
temperature is very nearly 525° C. At this temperature 
the steel undergoes a very definite change of structure, 
that change being really a re-crystallisation. It seems to 
be definitely established that the first structural change is 
a splitting up of the distorted crystals into a much larger 
number of very small crystals free from distortion. The 
disintegration is followed by the gradual coalescence of 
these tiny crystals into larger crystals free from distortion, 
and approximating in form to the structure of the crystals 
possessed by normal steels. (The early stages of the 
splitting up are shown in Fig. 90 and the coalescence 
stage in Fig. 91.) These structural'changes occur com¬ 
paratively rapidly, the speed of the re-crystallisation 
depending considerably upon the temperature of the 
steel. This means that the complete change will occur 
at the minimum temperature of about 625° C., if the 
steel is retained at that temperature for a sufficient length 
of time. At higher temperatures the changes occur more 
rapidly. With a normal period of heating the changes 
are completed within a temperature range of approximately 
60° C. A comparison of the figures, as given in Fig. 87, 
for the mechanical properties produced by blueing at 
the different temperatures, with the description of the 
re-crystallisation just given, shows the correspondence 
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between the changes of structure and the alteration in 
mechanical properties. The comparison shows that the 
whole mechanical effect of cold work has been re¬ 
moved, and a complete structural transformation has been 
effected by heating the steel to a temperature of 
about 575° C. 

Earlier in the chapter it was stated that, during the 
manufacture of cold worked steel, the metal was softened, 
when a certain amount of working had been accomplished, 
so that the steel should bo in .a fit condition to withstand 
subjection to further cold work. It was stated that this 
softening is sometimes effected by normalising, and, at 
other times, by heating to a temperature Mow the 
carbon change-point of the steel. The justification for 
this second method of softening can be seen from the 
account of the structural changes produced by blueing, 
outlined above. By blueing, the steel has really become 
softened, i.e., it has been treated so that all the strength 
and hardness, produced by cold work, has been removed, 
and the ordinary degree of ductility has been restored to 
the steel. This is accomplished when the steel has been 
heated to a temperature of, approximately, 600° C. By 
heating the steel to still higher temperatures, addition^ 
changes of structure can be produced in the steel, which 
make it even better for subjection to cold work, although 
the ordinary mechanical properties of the steel, as revealed 
by the usual tests, are not very much altered. The further 
changes are induced by heating the steel to a temperature 
of about 650° C. to 675° C., and maintaining it at this 
temperature for a fairly prolonged period. The structural 
change produced by this treatment is the assumption by 
the carbide of a globular state, the globules being dis¬ 
tributed through the mass of the steel very evenly. The 
actual distribution obtained is akin to that produced in 
a steel which has been hardtped by quenching, and then 
tempered at this same tempef<ature of 650° C. for a fairly 
prolonged period. The structures of the same steel, first 
after normalising, and, secondly, after cold working and 
19 
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re-heating to 6S0° C., are given in Figs. 02 and 03, and it is 
evident that the steel after re-heating to 660° C. possesses 
a much more homogeneous structure than after normaliang. 
The carbide is distributed exceedingly evenly in the ferrite, 
and it can be imagined that a steel with such a constitu¬ 
tion presents the maximum degree of ductility, and also 
possesses a structure which can be most readily distorted 
by subsequent cold work, and, therefore, is capable of 
being worked to a great extent without cracking, etc. 
The hard and brittle carbi4e is embedded in a soft and 
yielding matrix of iron. 

The operation of heating a cold worked steel to a 
temperature below the carbon change-point, for the pur¬ 
pose of softening it, is usually termed annealing. This, 
of course, is an abuse of the term. A reference to the 
definition of annealing given on p. 39 and to the description 
of the process, will show at once that the practice of 
heating the steel to 660° C. is definitely not annealing. 
The process is really one of high temperature blueing, 
or high temperature tempering, and really requires a 
definite name for itself. In view of the effect which the 
process has upon the carbide, i.c., making it coalesce into 
globules, the term “ globularising ” is used in this book 
for want of a better. 

Despite the frequent use of the process of globularising, 
the condition which it produces within Uie steel is not 
really satisfactory, particularly after further cold work 
has been put upon the steel. The globular carbide in the 
steel sometimes tends to the production of brittle material 
when it is cold worked, and it is, therefore, preferable 
to utilise a normalising operation for the final heat treat¬ 
ment, i.e., before the last passes, whether globularising has 
been employed for the previous softenings or not. 

Whilst speaking of the methods for the heat treatment 
of the steel, prior to, and between, the passes of the cold 
drawing, some mention must be made of the process known 
as “ patenting.” This process is most frequently applied 
to wire or rods of fairly small diameter, and consists in 
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heating the steel to a temperature well above the normal¬ 
ising temperature (e.g., 950° C. to 1,000° C.). and cooling 
it in air. The process is therefore a form of normalising. 
The most usual way of carrying out the treatment is a 
continuous one. The patenting furnace is a long, open- 
ended chamber, fired in such a way that the steel is heated 
gradually up to the required temperature whilst being 
passed through the furnace. When the treatment is 
applied to wire or to coiled material in general, the steel 
is pushed through the furnace (which may be anything 
more than 20 feet in length), fixed to the coiling machine 
at the further end, and then pulled through the furnace 
by this machine. The steel cools quite freely and rapidly 
from the temperature which it reaches, and attains a fairly 
characteristic structure. The excess of iron (or ferrite) 
in the solid solution is thrown out round the crystals. 
As the steel is originally at a fairly high temperature, the 
crystals are moderately large, and the precipitated iron 
has a rather acicular structure. The pearlite (eutectic) 
when it separates, does so while the steel is passing through 
the critical change-point at a moderately rapid rate, 
with the result that the particles of carbide are quite small, 
and finely distributed through the body of the eutectic. 
The steel is absolutely free from well-formed or large 
particles of free carbide, and finally consists of crystals, 
the cores of which are very finely divided pearlite (usually 
known as sorbite), while the envelopes are ferrite in a 
fairly massive form (see Fig. 94). This is to be expected 
from the fact that only the earliest part of the cooling 
takes place in the furnace (allowing therefore the ferrite 
to separate), while the later part of the cooling, through 
the carbon change-point, is relatively rapid since the 
steel is in the open air (therefore producing very finely 
divided pearlite or sorbite). Such a structure is capable 
of receiving a considerable amount of distortion with 
comparative ease and freedom from failure—the ferrite 
envelopes distorting freely, while the cores, being free 
from massive carbide, have a mobility that is not found 
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in pearlite in which the carbide is present in compara¬ 
tively large masses. 

The composition of the steel which is cold worked is 
naturally of considerable importance in determining the 
mechanical properties of the finished worked material. 
This applies equally to the bright drawn bars used in 
automatic machinery. The effect of the composition is 
quite easy to understand, and will bo treated purely from 
the point of view of the engineer, who wishes to appreciate 
the principles underlying the specification which should 
be drawn up for this type of steel. The process of drawing, 
or cold rolling, produces a definite reduction in the cross- 
sectional area of the steel. This reduction of sectional 
area produces, equally definitely, an increase in the tensile 
strength of the steel and a decrease in its ductility, i.e., its 
elongation and reduction of area. For purposes of 
illustration it may be assumed that a reduction of cross- 
section of 12 per cent, produces an increase in strength of, 
say, 10 tons per square inch, and a reduction in elongation 
of 15 per cent. (A reduction in cross-sectional area of 
12 per cent, corresponds roughly to the removal, by 
drawing, of jlj inch from an J-inch rod.) It may also be 
assumed for the present, that under any such specification 
as is contemplated, the finished drawn rod, furnished to 
that specification, would be expected to be of the same 
approximate tensile strength, whether-the steel is i inch 
diameter or 2 inches diameter. If the steel were all 
of the same composition, and the reduction of cross- 
section were the same for all sizes, the increase in strength 
and the drop in elongation would be practically the same 
on each bar, and the same consequent mechanical 
properties would be obtained. ' To obtain this constant 
reduction of cross-section, however, would mean the dis¬ 
placement of a very considerable thickness of metal when 
drawing the larger sizes of bar. A reduction of area of 
about 12 per cent, on an j[-inch rod, means a reduction 
in diameter of about i.e., from inch to ^ inch. 
A similar reduction on the 2-inch rod would mean a dimi- 
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nution of diameter of J inch, which is distinctly larger than 
is required in practice. The reduction which is effected 
in practice for the larger sizes of rods, is rarely more 
than -^g inch, which means a reduction of cross-section 
of about 6 per cent. Such a reduction would produce 
an increase of only about 4 tons in the tensile strength. 
Evidently, then, to obtain the same tensile strength in 
the finished rod in the large and the small sizes, the larger 
rods must be initially of a higher strength than the smaller, 
and, therefore, must be of a Suitably different composition, 
i.e., higher in carbon, than the smaller rods. A suitable 
gradation of carbon content for the different sizes of bars, 
assuming the same range of strengths in the finished bars, 
is given in Table 65. 


TABLE 65. 

The Effect of Diameter opoh the Carbon 
Content of Bright Drawn Steel Bars. 


SlM of Bar, Diameter or Widtb 
across the Flats. 

CHbcn, 

Up to ^ inch 

0'16 to 0*26 

Over \ inch up to 1 inch 

0-20 to 0-30 

Over 1 inch up to 2 inches 

0 25 to 0-35 

Over 2 inches 

0-30 to 4-45 


A point of intense importance to the engineer is the assur¬ 
ance that the steels used for drawing shall have, initially, 
a sufficiently high carbon content to produce the strength 
required in the drawn steel without the application of too 
much cold work, i.e., too great a reduction of cross-section. 
It was shown quite early in this chapter that it is possible 
to increase the strength of a steel considerably by continued 
drawing, but that by so doing, the ductility of the steel, 
as measured by the elongation and reduction of area, 
is adversely affected. In other words, as shown imme- 

1 The range of maximum stress for these bars is 35 to 42 tons per 
square inch. 
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diately above, every reduction of cross-seotion increases 
the strength of the steel by a definite proportion, and, at 
the same time, reduces the elongation by a definite pro¬ 
portion. If, therefore, the steel is of such a composition 
that the customary reduction of cross-section does not 
produce the requisite increase in strength, the <feficiency 
may be made up by a further reduction of cross-section, 
i.e., further drawing, but the increased strength can only 
be obtained at the expense of the ductility of the steel. 
Unfortunately, this practice 6f further drawing is resorted 
to only too frequently, with the result that large quantities 
of “ overdrawn ” steel are produced, and frequently used 
by the unsuspecting engineer. 

The ultimate result of overdrawing is the breaking down 
of the steel. “ Cupped wire ” is produced in this way, 
but the form of failure giving rise to the name is not confined 
to wire, and is found at times in quite large rods. A 
typical failure is seen in Fig. 95. It is evidently of the 
first importance that the steel shall possess a suitable 
carbon content, i.e., a suitably high initial strength, 
before drawing, in order to avoid overdrawing, even in 
its most simple forms. 

One of the greatest values of bright drawn steel is the 
fact that it can bo obtained to a definite and specified 
size within quite fine tolerances. The British Standard 
tolerances for such steel are given in Table 66. 

To some extent, the attainment of those tolerances 
depends upon the existence of reasonably accurate 
tolerances in the black bar from which the bright steel 
has been produced. Naturally, the margins of manu¬ 
facture on hot rolled bars are very much greater than those 
for bright drawn bars, but it is often found that, besides 
being very seriously larger, they vary considerably in 
different parts of the bar, and even on the same length 
of bar measured on different diameters. Many instances 
of unevenness in the mechanical properties of bright drawn 
bare can be traced back to irregular and unusual dimensions 
in the black bar used for drawing. 
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Fatigne Range of Cold Worked Steels.— The fatigue 
range of the cold worked steele is important information 
to the engineer. Various teats ‘ have been made upon a 
cold worked steel both before and after blueing, and the 
results which have been obtained are shown in Tables 67 
and 68, together with the results of the ordinary tensile 
tests upon the same material. 


TABLE 66. 

Bkitish Standakd Tolerances on BRioni 'Drawn Steel 
Bars for Aircraft. 


Nominal Size of Bar (dlamotei or widtli I 
across Uie flats). Inches. 1 

Tolorauce. indies. 

Bound and Square. 

Hexa«un. 

Plus. 

{ Minus. 

0*010 to 0 039 


0 

i 

1 0-001 

— 

0-010 to 0-039 

0 

1 0-001 

0 030 to 0*5625 

— 

0 

, 0-002 

— 

0-039 to 0-525 

0 

0-002 

0-5625 to 1-125 

i — 

0 

! 0-003 

— 

0-525 to 0-920 

0 

0-003 

M25 to 3-0 

— 

0 

0-004 

— 

0-920 to 3-0 

0 

j O-004 

1 


The results in Tables 67 and 68 show, quite conclusively, 
that the fatigue range of the steel is independent of the 
elastie limit of the metal, as shown by the ordinary deter¬ 
minations of the limit of proportionality in a tensile test. 
The results show also that the fatigue range bears the 
same relationship to the maximum stress in the cold worked 
steels, as in the hardened and tempered plain carbon or 
alloy steels, the ratio being about 0 95 to 1. This ratio 
holds good, whether the steel has been cold worked, or 
whether it has been subsequently blued. The results are 
of considerable importance. 

* Report oj Materials Seotim, Air Miniatrp, H.M. Stationery Office, 
1921. 
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TABLE 67. 


SBOWHsta the Mechanical PKorEKTiES in Tension and 
Fatiohe of a Steel containing 


Cabbon 
SnjcoN 
Manganese 
Sdlphdb .. 
Phosphobcs 


O'28 per cent. 
O'Oo „ 
0-54 
0-031 
0-027 „ 


AS Deawn and after Bldeikg.at Different Tempeeatdees. 


Blueing 
Teiapen* 
tun *C. 

Klaatic 
Umit. 
tone per 
eq- fb. 

Yicld-poiut, 
ton* per 
sq. in. 

Max. 
tons per 
sq. in. 

' Klonga- 
tion, 

Reduc¬ 
tion 
of Area, 

FatUlue 
Range, 
tons per 
sq. in., 
Wohler. 

__ 

18-2 

36*8 

40-8 

13*3 1 

' 62<0 

±191 

250 

20-6 

36-6 

40*1 

150 1 

52-0 

-}-18'4 

400 

28-1 

28-4 

30-9 

16-0 i 

50-0 

±190 

650 

i 250 

26-4 

36-8 i 

23-3 j 

52-6 

±18-0 


TABLE 68. 


Showing the Mechanical Properties in Tension and 
Fatigue of a Steel containing 


Carbon 
SlUCON 
Manganese 
Sulphur .. 
Phosphorus 


0-25 per cent. 
0-08 

0 - 68 * „ 

0-051 „ 

0-043 „ 


AS Drawn and after Blueing at Different Temperatures. 


Blueing 
Terupera- 
ture *C. 

Klastlc 
Limit, 
tons per 
sq. ia. 

1 

Yield'pcdJit, 
tons per 
sq. in. 

1 

Max. StaesH, 
tons per 
«q. in. ' 

Elonga- 
1 tion, 

Reduc¬ 

tion 

! of Area, 

%. 

Fatigue 
Range, 
tons per 
in., 
filler. 

■■ . 

18-2 

26*1 

36-2 1 

1 1 

; 20-s 

64-1 

±17.0 

250 

20-6 

312 

38-4 1 

22*6 

60*2 

±17-2 

400 

260 

30-6 

37'9 I 

20-0 

60*1 

±17*0 

650 

i 206 

27-2 

36*2 1 

28-3 

62-6 

±16-7 










CHAPTER IX 
Tool ’Steels 

The steels from which the modern engineer manufactui^s 
cutting tools can be divided into two fairly well-defined 
classes, namely, high speed and otherwise. These two 
groups are quite distinct in themselves. The high speed 
group has very few sub-divisions, but the “ otherwise ” 
group divides itself into a very considerable number of 
types. This group contains those tool steels which have 
been in use for a very long time, and includes the plain 
carbon stoels, together with those steels which contain a 
certain small quantity of tungsten or of chromium, or a 
mixture of small proportions of both elements, with 
possibly a pinch of vanadium in addition. It also contains 
the cutlery steels (those used for razors, carving-knives, 
etc.), and thq steels used for many fine tools. As a general 
rule, it may be said that all the steels in this class contain 
a fairly high proportion of carbon, and that the hardness 
of the tools is obtained as a result of the high carbon. 
If the alloying elements mentioned above are present, 
they are usually found only in such proportions as do not 
produce any appreciable- difference between the funda¬ 
mental properties of the alloy and the carbon steels. The 
actual proportion of carbon in the tools varies according 
to the nature of the work which they have to perform, 
a fairly representative list of compositions being given in 
Table 69. The finer and more delicate the tool, the higher 
is the proportion of carbon, as might be expected. 

381 
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TABLE 69. 


The Cakbon Cohtent of Diffebest Plain Cabeon Tools. 


Tool 


C3r&on CMiteot. 


Razors, very special lathe tools 
Turning tools, planing tools, engravers’ tools, 
surgical cutlery, circular metal saws 
Wood tools, 0ne saws, large cutting tools 
Ax^, chisels, mining drills .. 

Needles, screwing*dies, taps .. 

Cutlery, punches, long saws 
Large punches, riveting dies, snaps and 
boilermakers’ tools, hot and cold sets, 
heading dies .. 


1*3 to 1*4 per cent. 


1*2 to 1*3 per cent. 
1*0 to 1*15 per cent. 
0*96 to 1*06 per cent. 
0*90 to 0*96 per cent. 
0*90 to 0*05 per cent. 


0*80 to 0*86 per cent. 


Scaling first of all with the properties of this second or 
plain carbon group of tool steels, it is not proposed to 
enter into any sort of description of the manufacture of 
tools, nor of the ways in which they should be hardened 
in actual practice, but merely to indicate the principles 
underlying the operations, and to give a slight description 
of the changes produced in the structure of the steels during 
these processes. When discussing tool steels, there is no 
point whatever in considering the complete mechanical 
properties of the steel after the various treatments that 
might be applied to it, such as must be done effectively 
for the constructional steels. The only mechanical 
property of tool steel, in which the engineer can be 
considered to be interested, is the hardness or cutting 
property, and this attribute he wants in the maximum 
degree possible. Along with the hardness, he desires as 
much toughness as he can get, but is not prepared to 
sacrifice any large proportion of the hardness for the sake 
of the toughness. The hardness of a tool steel is by no 
means an easy thing to measure, principally because nobody 
knows really what is the nature of hardness (see p. 105). 
The most satisfactory measure of the hardness of a tool 
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steel is undoubtedly the use thereof as a tool, and up to 
the present nothing really practical has been put forward 
as a substitute for that test. As a consequence, it is of 
little use to quote elaborate tests showing the complete 
mechanical properties of tool steels. 

The list of compositions of different typos of tools given 
in Table 69, shows that the majority of the tools (and it 
may be said all the fine tools), have a carbon content of 
more than 0*9 per cent., and the average content is about 
1*10 per cent. It will, coi/sequently, bo quite fair, and 
not at all misleading, to treat all the tool s^els as having 
approximately 1*10 per cent, of carbon. Such a propor¬ 
tion of carbon produces a steel possessing most of the 
metallurgical properties which have to be considered in 
connection with the treatment of tool steel. The structure 
of a steel containing about 1*10 per cent, of carbon, in 
the normalised condition, can be seen from the photo¬ 
micrograph in Fig. 96. It is to bo noted that the steel 
contains, round the crystals of pearlite (which can be 
easily recognised), a network of a white constituent. Thki 
is carbide of iron. The network is formed in this position 
because the carbide is present in the steel in greater 
quantities than are required for the formation of the 
pearlite. Just as a normalised steel with less than 0*9 
per cent, of carbon has crystal boundaries of free ferrite, 
i.o., free iron*, so the normalised steel with more than 0*9 
per cent, of carbon has crystal boundaries of free carbide. 
On heating such a steel as that shown in Fig. 06 to a 
temperature slightly higher than its lower critical tem¬ 
perature, and then quenching it out in water, the structure 
shown in Fig. 97 is obtained. This structure evidently 
consists of solid solution, with free carbide in a network 
around the crystals. If the quenching temperature be 
raised somewhat, the free carbide begins to go into solution, 
so that a specimen containing 1*10 per cent, of carbon 
quenched at a temperature of 840^ C. will have all its 
carbide in solution. In the diagram in Fig. 27 in the 
chapter dealing with Heat Treatment, p. 48, the solution 
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of the free carbide in the solid solution is indicated by the 
line CD. By quenching the steel from near to the temi>era* 
ture on the line CD in Fig. 27 that is indicated by its 
carbon content (this being the true theoretical hardening 
temperature), the steel, if it is not in a very massive form, 
will be fixed and retained completely in the “ solid solution ” 
condition. For practical reasons (connected with the 
prevention of cracking in the steel as a result, both of 
contraction and of the presence in it of a very largo pro- 
portion of the strong and rigdd solid solution), it is usual 
not to quench* tool steel from a temperature quite as high 
as the theoretical hardening temperature. The most usual 
temperature to employ is that which is satisfactory for a 
0*9 per cent, carbon steel, i.e., about 740° C. to 760° C., 
so that, after hardening, the steel containing more than 
this proportion of carbon consists of crystals of perfect 
solid solution surrounded by a more or less incomplete 
network, or film, of carbide. Steel possessing such a 
constitution is very hard indeed. The free carbide is 
exceedingly hard, while the solid solution is almost as 
hard as it is possible for any of the solid solutions, produced 
in commercial steels, to be made. 

After the carbon steel tools have been hardened, it is 
customary to temper them to a small extent, i.e., at a 
fairly low temperature. As is well known, it has been 
usual for a great many years to control the tempering 
operation by making the colour of the oxide film, formed 
on the surface of the stc^l during tempering, an indicator 
of the temperature which has been attained by the tool. 
The actual range of temperatures covered by the colour 
indications, and the individual temperatures revealed by 
each colour in a normal instance, are approximately as 
shown in Table 70. 

All the tempering temperatures are quite low, and their 
effect upon the hardness of the steel is comparatively 
slight. It may be assumed that, unless the tempering 
temperature rises well above 230° C., there is but little 
decrease in the hardness of the steel. The principal effect 
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of the tempering is upon the toughness. The increased 
toughness is not easily shown by physical tests, but the 
effect of tempering upon the ductility and impact values 
of 100-ton nickel chromium steels, as shown in the curves 
in Fig. 63, indicates the kind of alteration in these same 
properties which takes place in the tool steels when 
tempered. An additional effect of tempering the hardened 
tool steels is the removal, in a considerable measure. 


TABLE 70. 

The Temperature Indicated by Different Tempering 
Colours. 


Colour of Film. 

Temperiog 

Temperature. 

Light atraw 

230* C. 

Dark straw 

240* C. 

Yellow brown 

256 * a 

Reddish brown. 

266* C. 

Purple 

276* C. 

Violet 

286* C. 

Cornflower blue. 

296* 0. 

Pale blue. 

810* C. 

Grey 

330* C. 


of the mechanical sttains which are necessarily put into 
the steel during hardening. These strains have been 
described in Chapter III, p. 76, and the way in which 
they are removed by tempering has been indicated in 
another place. Just the same effect is produced in the tool 
steels when they are tempered, and it is probable that the 
tempering operation is quitb as valuable by reason of its 
removal of mechanical strains due to hardening, as for any 
other reason. 

The temperature employed for the tempering of the 
various tools differs according to the nature of the tool, 
and the work which it has to do. This means (as is evident 
from the compositions given in Table 69) that the tempering 
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temperature is varied emcording to the composition of the 
steel. No hard and fast rules can be laid down for the 
tempering temperature of the different steels used for 
making tools, as the shape and size of the tool have a 
decided influence upon the temperatures chosen (or rather 
upon the colour used, which is the usual way of choosing 
the temperature). After hardening and tempering, the 
tools are ready for use, apart from operations such as 
grinding, etc., which are matters outside the scope of this 
book. , 

As is well known to users of carbon steel tools (or those 
tools which are really carbon steel, although they contain 
a small proportion—up to 2 per cent.—of alloying elements, 
such as tungsten or chromium), the durability of such 
tools is not very great. They cannot be used for machining 
at high speeds, or with heavy cuts, without becoming 
softened. The softening is due, of course, to the fact that 
the tools, when at work, become heated to a comparatively 
high temperature by the heat produced by the friction 
inseparable from the work which they are performing. 
It is quite possible to heat a tool (at any rate on the 
cutting edge) during machining operations to a very high 
temperature, e.g., a dull red (about 600° C.), and this 
temperature will have a profound influence upon all the 
mechanical properties of the steel, including the hardness. 
The effect upon the mechanical properties ef high carbon 
steel of re-heating to high temperatures can be clearly 
spen from the teat figures given in Table 71. 

The values shown in Table 71 for the maximum stress of 
the steels which have been re-heated to high temperatures, 
show that such steels will not possess the hardness and 
cutting power required by machining tools. It must also 
be borne in mind that carbon steel tools do not recover 
their hardness, after cooling from the high temperatures 
produced by friction to the normal atmospheric tempera¬ 
ture. The only thing to do with carbon steel tools, after 
they have become soft, is to re-harden them, provided 
that their dimensions permit of such a treatment. To 
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find a material which would overcome this defect or weak¬ 
ness of plain carbon steel tools, was the aim of numerous 
steelmakers and users of tools for many years, but it was 
not until the employment of alloying elements in steel 
became fairly common that any good results were achieved. 
Different alloying elements were added to the steel in 
very varying proportions, but the one which first gave 
an indication of producing a steel which possessed the 

TABLE 71. 

The Mechanical Phopeeties, aeteb Hahdeniko and Tem- 
PERiNO, OE Steel containino 
Caebon .. .. ,. .. 1 *05 per cent. 

Manganese .0-23 „ 


Heat Treatment. 

YieM- 
point, 
tons per 

Max. 
Stress, 
tons )ier 

Elonga¬ 

tion, 

Reduc¬ 
tion 
of Area, 


1 sq. io. 

sq- In. 

I- ^ 

"/O. 

1 

Water quenched 820" C. 

Water-quenched 820" C., tempered 

66-6 

104-6 

Nil 

Nit 

660" C. 

Water-quenched 820* C., tempered 

1 61-6 

86-8 : 

6-1 

13-6 

660" C. 

1 45*7 

1 

64-7 

9-3 

33-2 


right properties was tungsten. Between the years 1860 
and 1600, numerous steels were made containing different 
proportions of tungsten, and results of varying value were 
obtained. It was found that the presence of both 
chromium and tungsten, in the same steel, produced dis¬ 
tinctly better results than the presence of either of them 
singly. The result was the evolution, about the year 
1600, of the modern high speed steel. This steel contains 
only a moderate proportion of carbon—i.e., about O'6 
to O'7 per cent.—but has a very high proportion of tung¬ 
sten. The proportion of this element varies, in the latest 
steels, between approximately 12 and 18 per cent., the 
majority of the better class of high speed steels containing. 
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approximately, the higher proportion. In addition to 
tungsten, the high speed steels contain a notable proportion 
of chromium, i.e., from 3 to 4-S per cent. Almost all 
the high speed steels have the same proportion of chromium. 
In some of the steels vanadium is present, in a proportion 
of about 1 or 1 • 25 per cent. The presence of this element 
makes no difference to the ordinary fundamental mechanical 
properties of the steel, but is stated, by the manufacturers 
of the steels to which it is added, to produce better results, 
in so far as the cutting powers and durability of the steel 
are concerned. 

The outstanding advantage of high speed steel over 
plain carbon steel is that, even when heated to a high 
temperature (comparatively), it does not become unduly 
softened, and also that, after cooling from this relatively 
high temperature, the steel completely recovers its original 
hardness. There is, of course, a limit to the temperature 
to which the steel can be heated without becoming softened 
permanently, but this limiting temperature is very much 
higher than that to which the carbon steels can be heated 
with safety. It is quite possible to use, with satisfaction, 
high speed steels which have become heated to a dull red 
whilst working in a lathe. 

The difference in properties between the carbon steels 
and tbe high speed steels is not solely due to the differences 
in composition of the two types of> steel.* This really 
means that the two steels, despite the difference in com¬ 
position, do not display the remarkable difference in 
properties usually found if both steels are heat treated in 
the same way. In order to obtain the proper results 
from the high speed steels, they most bo heat treated 
in quite a different way from that in which the carbon steels 
are usually treated. The difference in treatment is not 
merely one of the method of cooling, but of the temperatures 
employed. In the chapter on Alloy Steels the property 
of air hardening has been fully and completely described, 
in so far as it applies to nickel chromium and some other 
steels. The high speed steels also have air-hardening 
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properties of much the same kind, as can be seen from the 
figures given in Table'T2, showing the Brinell hardness 
numbers of high speed steels which have been cooled 
in air from temperatures between 800° C. and 1,100° C. 
(It is to be noted that the high speed steel used for the 
tests quoted in Table 72 was originally in a soft condition, 
having been first tempered at a temperature near to 
800° C. before any tests were made upon it at all.) 


TABLE* 72. 

Showiko the Bbieell Habdness or High Speed Steel afteb 
COOUNG IN Aib fbom Vabious Tempeeatubes. 


Temperature from which the 

Steel was Cooled, ‘‘C. 

Brinell Hardness Number. 

650 

211 

760 

248 

800 

248 

850 

248 

000 

376 

950 

430 

1,000 

477 

1,100 

477 


The test results given in Table 72 make it clear that high 
speed steel hardens in air in ju,st the same way as the 
nickel chromium steels or the high chromium steels of 
the stainless type. A high speed steel hardened from a 
temperature of 1,000° C. does not, however, make a good 
tool, and it would not show the characteristic property 
of high speed steel, namely, the capacity of resisting the 
softening effect of re-heating to a low red heat. In order 
to produce the true “ high speed ” properties, the steel 
must be heated to a much higher temperature than 
1,000° C., and must undergo a definite change of structure. 
This change can be appreciated easily from the two 
photo-micrographs, shown in Figs. 98 and 99, of a high¬ 
speed steel which has been cooled in air from temperatures 
20 
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of 1,000'' C. and of 1,300® C. respectively. The nature of 
the constitutional change is rather complex, and even at 
this date can hardly be said to be completely understood. 
It is, therefore, not desirable, besides being unnecessary, 
to enter into any account of it. The characteristic 

structure associated with the high speed properties, is 

produced by heating the steel to a temperature between 
1,200® C. and 1,300® C., and the constitution produced 
at this temperature, is retained by cooling the steel 
at a fairly rapid rate in' the air, i.e., by cooling in 
an air blasf. Not infrequently the steel is quenched 

in oil in order to ensure the necessary rapidity of 

cooling. 

The treatment required for .the hardening of high speed 
steel is practically independent of the composition of the 
steel, provided that the chromium is over 3 per cent, and 
the tungsten more than 12 per cent. With a suitable 
carbon content, i.e., 0*6 to 0*7 per cent., variations of 
chromium and tungsten, within the limits actually found 
in the ordinary commercial steels, produce no appreciable 
difference in the structure of the hardened steel. Such 
variations as do occur are variations of degree, and not of 
type, and are, therefore, of little interest to the engineer. 

After the high speed steels have been hardened, they 
can be heated to a comparatively high temperature 
without suffering any permanent loss of hardness. It is 
necessary, however, for some of the operations connected 
with the production of tools from these steels, that they 
be softened. This change can be effected by a process 
which is normally termed annealing, but which really is a 
tempering operation. This fact can be verified by com¬ 
paring the standard definition of annealing, as sanctioned 
by the British Engineering Standards Association and 
given on p. 39, with the temperatures used for hardening 
high speed steel, and those employed for the so-called 
“ annealing ” of the steel. The softening, tempering, or 
so-called annealing of the steel, is effected by re-heating 
the steel to a temperature of about 800® C., and allowing 
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it to cool from this temperature either in air or in the 
furnace. Some makers prefer to retain the steel at 800^0. 
for a very long time, and to cool it very slowly, i.e., in the 
furnace, while others merely heat the steel to the required 
temperature for an hour or so, and then allow it to cool 
in the air. The changes in hardness (as indicated by the 
Brinell test) produced by these treatments, are shown by 
the test results given in Table 73. 


TABLE* 73. 

The Effect of Re-Hbatino to Various Temperatures upon 
THE Brinell Hardness of Hich Speed Steels. 


, Brinell Hurditcss after Cooling in 

Uout Treatment. ' - 

I Air. P'umacc. 


Air cooled from 1,100° C. ... 655 _ 

Air cooled from 1,100° C., tempered 500° C. 612 — 

Air cooled from 1,100° C., tempered 600° C. ; 477 — 

Air cooled from 1,100° C., tempered 700° C. 286 — 

Air cooled from 1,100° C., tempered 760° f!. ' 277 289 

Air cooled from 1,100° C., tempered 800° C. i 269 248 

Air cooled from 1,100° C., tempered 860° C. ' 444 207 

Air cooled from 1,100° C., tempered 900° C. : 495 — 

Air cooled from 1,100° C., tempered 960° C. | — 236 


Tho softening process must necessarily be applied to the 
high speed steels at various stages of their manufacture. 
When they cool down after casting they are quite hard, 
and after they have been forged they are hard. In both 
cases, it is necessary, for the sake of tlie subsequent 
operations, to soften the steels. Tho process of tempering 
at 800° C. provides the necessary softening treatment. For 
various reasons this process can be achieved more effec¬ 
tively if the steel, prior to heating at 800° C., is refined. 
The refining is effected !)y lieating the steel to a temperature 
of about 950° C., and allowing it to cool in air. This 
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process hardens the steel (though it does not harden it 
in the sense that the steel is hardened for catting purposes), 
as can be seen from the figures given in Table 72, and the 
steel softens and tempers much more readily when it has 
been treated in this way than when the treatment is 
omitted. 



APPENDIX A 


The Influence of Sharp Corners and Scratches 

In many places in the chapters of this book, reference has 
been made to the fact that the presence of a sudden change 
of section, a sharp comer, a tool mark, etc., in the surface of 
a part, produces, in the steel immediately surrounding, a con- 
siderable local increase of stress. The statement is also made, 
that this local increase of stress can be reduced to harml^ 
proportions by maldng the radius of the comer suthciently 
large, or the change of section sufficiently gradual. As these 
statements and references have been rather vague, it may be 
desirable to provide some more precise information regarding 
the mechanical effect of scratches and sharp comers. It has 
been known for a long time that the strength of a part is affect^ 
by its shape, i.e., by the extent to which the comers and 
fillets are rounded off, but actual measurements of this increase 
of stress had not been., made extensively until Professor Coker 
developed his method of making a model of the part in glass 
or celluloid, and observing the stress distribution produced in it 
under varying conditions, by an examination of the interference 
figures produced when polarised li^t was passed through the 
model. By this device definite measurements could be made 
as to the stress produced in .different portions of the part, 
e.g., the stress produced round a hole punched in a plate. 
Another elegant mode of examination was that develop^ by 
Messrs. Taylor & Griffiths, who employed the distortion of a 
soap film, which normally possessed the shape of a plane section 
of the part under investigation. By distorting this film (by 
inflation), the angle of inclination of the film to the normal 
at different positions could be observed and measured. The 
shape which the soap film takes when deformed, beam a definite 
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relationship to the stresses produced in a body of similar cross- 
section when stressed in torsion, the variations in contour of 
the film corresponding to abnormal stress distribution in the 
steel. Griffiths has been able also to extend mathematically 
the results he has obtained experimentally, and to provide 
a great deal of information regarding the concentration of 
stress at different points of sections of varying shape. The 
soap film method has made it possible to examine the 
effect of notches and scratches, and particularly to investigate 
the effect of differences in their contour. The mathematical 
investigation, has been pursued also to deal "with the effects 
of scratches, etc., when the stresses are other than the plain 
torsional ones whose behaviour can be observed in the actual 
experiments. The effect of scratches, etc., has been investi¬ 
gated mathematically by Inglis and others. 

All the results, both experimental and deduced, go to 
confirm the particular danger of sharp comers. The accu¬ 
mulation of stress at a plain corner which is perfectly sharp 
is infinitely great. Such a comer is never met with in practice, 
though the bottom of a fatigue crack in steel approaches it 
very nearly (sec below). As the radius of the comer is increased, 
the concentration of stress resulting from the change of section 
is lowered. As a typical case, that of a keyway in a propeller 
shaft or back axle may be considered. The stress in the steel 
at the comer at the bottom of the keyway can be brought 
down to only 1*5 times that in the normal shaft by inserting 
a radius at the comer equal to one-fifth of the depth of the 
keyway. If the radius at the comer is only one-tenth of the 
depth, the stress in the steel at this point ^comes as high as 
2*32 times the stress in the normal shaft. (These figures are 
for torsional stresses.) Scratches or notches present somewhat 
different figures. It has been shown that the degree to which 
scratches affect the stress distribution is a function of their 
depth and the radius at the bottom. The effect also depends 
upon the angle of inclination of the sides of the notch. The 
direction of the scratch, in relation to the direction of application 
of the stress, also affects the degree to which the stresses are 
concentrated. The nature of the stress applied to the part 
has also an effect upon the extent to which the stresses are 
increased. If a is the depth of the notch, and r is the 
radius at ita root, then the ratio of the stress in the steel 
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at the sides of the notch that in the parts away from 
the notch is 



when the stress is torsional. The orientation of the scratch 
with respect to the stress, i.e., the angle which the scratch 
makes with the direction of the applied stresses, does not 
affect the mt^nitude of the increase of stress in parts which 
are stressed in torsion. If the part is stressed in tension, the 
increase of stress is more than when the part is str^sed in 
torsion, the ratio of the increase to the normal parts being 



Parts stressed in tension are affected by the direction of the 
scratch in relation to the stress. If the notch makes an angle 
(w/2 — with the direction of the stress, then the stress is 
increased in the ratio 

l + 2coa?0^“‘.l 

SO that for a scratch parallel to the direction of stress the increase 
of stress is nil. 

A particularly sharp kind of notch is that formed by cracks 
produced during heat treatment, and otherwise, which occur 
in steel parts.* The radius at the root of such a crack may 
be, and usually is, exceedii^ly small (see Fig. 100, showing a 
photo-micrograph of one such crack). As a result, the steel 
at the root of the crack is stressed to a very high value, and 
consequently the crack easily spreads. 

In Fig. 101 is shown a photograph of a castellated shaft, 
in which the radius at the ropt of the splines was so sharp as to 
produce a dangerously sharp corner. At each of these sharp 
comers the stresses were concentrated to such a value as to 
produce a crack, which can be seen growing inwards from the 
corners. In actual practice, these cracks grew sufficiently for 
the shaft to be completely fractured. In Fig. 102 u shown 
a photograph of a crack which grew in a part simply a 
consequence of the stresses produced during quenching, and 
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concentrated at the comparatively sharp comer produced by 
the base of a forging lap. 

Mention has been made previously, but the statement will 
easily bear repetition, that in a part stressed steadily in one 
direction, e.g., a continuous tensile stress, the effect of the 
sharp comer may be avoided, or neutralised, by the local, incom¬ 
plete, failure of the steel at that sharp comer. If the stress 
is sufficiently concentrated in the steel, by the presence of a small 
radius at a change of section, it may rise to a value higher than 
the yield>];>oint of the steel. If this occurs, then the steel at 
the small radius will commence to flow, and will probably 
distort in such a way that the radius, at the point which is 
stressed to the greatest value, is increased. The stress is 
therefore automatically reduced, and the complete failure, 
i.e., the fracture, of the steel is avoided. In order that this 
neutralising readjustment shall take place properly, the steel 
must possess a fair value of elongation and reduction of area, 
i.e., ductility, so that it may flow sufficiently to take up its 
new form with comparative ease. 

If the stress upon the part is not always applied in the same 
direction, e.g., always in tension, but is alternating or fluc¬ 
tuating in direction or magnitude, the adjustment by distortion 
or plastic flow will not occur. 
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Young’s MobttluS of Elasticity^ 

It is often stated that the only properties of steel which are 
of real importance to the engineer designer are the elastic limit 
and the modulus of elasticity. How true this may be the 
author is not prepared to say, but whether or not the statement 
is completely accurate, it is a fact that the modulus of elasticity, 

“ E,” is of great importance. It is generally assumed that 
“ E ” is a constant for all kinds of steel, and that its value 
is round about 12,800 in ton-inch units. It seems difficult 
to believe that “ E ” really is quite constant for ail kinds of 
steel, when the variations in structure, constitution, and com¬ 
position are taken into account. It seems very much more 
probable that “ E ” varies somewhat in value, but that its 
variations are not very great. The accurate determination 
of “ E ” is by no means easy. It involves the very precise 
measurement of small lengths, and quite small errors in the 
measurements.may lead to very considerable errors in the 
valute obtained for the modulus. Some very accurate and 
careful experiments in connection with the value of “ E,” have 
recently been made upon steel strip which is Ukely to have been 
in the most satisfactory condition as regards homogeneity. 
This strip had been cold rolled and afterwards blued at various 
temperatures. The results were very carefully verified, and it 
was found that the value of* “ E ” in these specimen was by 
no means constant. Furthermore, it was found that the 
variations were in no way arbitrary, but that the value of “ E ” 
bore a cUstinct relationship to the temperature at which the 
steel had been blued. In these teats the value of “ E ” varied 
from 11,600 to 13,900 in ton-inch units, the maximum variation, 
being, therefore, about 20 per cent, of the average value. A 
number of other tests upon steel strip, some of it hardened 

9B7 



298 ENPINEERING STEELS 

by quenching, and tempered, some of it hardened by cold work, 
and blued, gave maximum and minimum values of E ” of 
13,800 and 11,700. In view of these tests it may be considered 
that it is at least probable that the modulus of elasticity of 
steel is not quite constant, and that a fair statement of its 
value would be 12,800 plus and minus 1,000 in ton-inch units. 

For certain parts of engines, particularly the springs of petrol 
engines, the value of “ E ” at temperatures other than atmo¬ 
spheric is of importance. The determination of “ E ’* at elevated 
temperatures has not been investigated at all thoroughly. Some 
experiments by Lea at temperatures up to 500® C. have been 
made with intemsting results. A resume of these results is given 
in Table 74. 

TABLE 74. 


The Effect of Temperature upon Young’s 
Modulus of Steel. 


TemporatHro of Steel. 

Modulus of Elaaticdty of Mild Steel, 
tons per sq. loch. 

300“ C. 

1 10,000 

400“ C. 

1 8.600 

600“ C. i 

1 

1 4,000 
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Tub Propertirs op Steels at High Temperattres 

The development of internal combustion engines has led to 
the subjection of steel parts, working in mechanical construc¬ 
tions of certain types, to temperatures very decidedly above the 
normal. Probably the valves in a petrol engine of high brake- 
horse-power and mean effective pressure, particulwly if the 

TABLE 75. 


The Chemical Composition of the Steeijs whose Test 
Results are Quoted in Tables 70, 77, and 78. 


st«e). 

Cnrimn, 

Mansanose. 

.Xlckel 

Cliromlnm, 

Tungsteo. 

%• 


_ 

0-30 

0-40 

_ 




0*71 

O-OS 

_ 

3-86 

17-30 

3 

0-43 

0-08 

— 

3-75 

15-73 

4 

0-67 

0-09 

— 

3-70 

13-56 

6 

0-45 

0-07 

— 

302 

13-08 

l> 

0-30 

— 

0-23 

11*2 

— 

7 

108 

— 

0-60 

13'1 

— 

8 

0-64 

— 

0-43 

6-3 

— 

9 

1-09 

— 

0-42 

6-3 

— 

10 

0*29 

0'43 

3-22 

0-08 

— 

11 

0-60 

0-95 

1-99 

0-35 

— 

12 

0*36 

043 

— 

2-7« 

— 

13 

0-67 

0'61 

— 

313 


14 

0-29 

0-46 

3-90 

M4 

— 


er^ne is air cooled, are heated to as high a temperature as 
any steel part in an engine over reaches, during the performance 
of its normal duty. It is desirable, therefore, to ascertain 
what are the properti^ of the various steels at high tempera¬ 
tures. For this purpose a very large number of tests have 
been made, at temperatures between 600® C. and 1,000® C., upon 
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steels of almost all the compositions likely to be used or tried 
in Tslves. The tests included tensile, notched bar, and Brinell 
tests, and some of the results obtained are given in Tables 76 
to 78.* 

TABLE 76. 

The Maximum Stress in Tons per Square Inch op Different 
Steels at High Temperatures. 


steel 


Temperature of Spedmeo, * 

C. 

Steel Description. 






Number 

700. 

800. 

86a 

900. 

960. 


1 

Plain carbon 

6-15 

_ 

n 

3*7 

__ 

2 

High tungsten, high carbon 

17*7 

10-3 

111 

8-8 

6*6 

3 

High tungsten, low carbon 

I5-6 

— 

— 

6-3 

■— 

4 

Low ttmgsten, high carbon 

15-0 

— 

— 

7-6 

— 

6 

IaOW tungsten, low carbon 

14*7 

7-1 

9-6 

7*4 

— 

6 

High chromium, low carbon 

12-1 

6-6 

— 

4-8 

4-0* 

7 

High chromium, high carbon 

15-1 

8-6 

9-6 

7-6 

0-6 

8 

Low chromium, low carbon 

170 

— 

— 

7-06 

—- 

9 

Low chromium, high carbon 

18-5 

— 

— 

7-6 

— 

10 

3 % nickel, low carbon 

9-4 

— 

— 

3-9 

— 

11 

3 % nickel, high carbon 

11-5 

— 

— 

4-5 

— 

13 

3 % chromium, low carbon 

8-5 

— 

— 

42 

— 

13 

3 % chromium, high carbon 

11-7 

— 

— 

4-9 

— 

14 

Nickel chromium 

10-5 

7-0 

5-4 

4-6 

3-5 


TABLE 77. 

The Brinell Hardness Numbers (Deterspned ay Professor 
Edwards’ Impact Brinell Method) op Tungsten 
Steels at High Temperatures. 

' Brinell Number of Steel at Temperature ” C. 


Steel 


Number- 

200. 

400. 

600. i 

700. 

1 780. 

800. 

850. 

2 

193 

i 170 

149 ! 

131 

1 129 

1)9 

101 

3 

200 

I 149 

121 . 

110 

: 107 

98 

92 

4 

219 

j 166 

1 162 1 

168 

143 

118 

109 

i 

1 

207 

• 164 

1 1 

123 

' 116 

1 i 

109 

96 


* For a coxnptete account of the experiments see Aitchison, Joum. 
Intt. Avtomobilt Engineers, 1919. 

■ Temperature of this specimen 976 • C. 
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TABLE 78. 

The Notched Bab Value in Kilogbammetres of Different 
Steels at High Temperatures. 


Steel 

Temi)eratuiG of Specimen, “C. 

Number. 








15. 

100. 

200. 

800. 

400. 

600. 

2 

0-91 

1-96 

3-60 

1 30 

3-20 

3-00 

4 

1-16 

2-0 

2?95 

2-80 ' 

3-20 

2-96 

3 

1-42 

4-3 

6-0 1 

90 ; 

•9-3 

8-0 

6 

31 

7-4 

8-1 

9-1 

8-7 

8-2 

8 

6-8 

6-92 

6-92 

7-60 

8-43 

7-40 

7 

1-12 

1-43 

2-76 

2-45 

3-04 

2-81 


000 . 


i 3-92 
! 7*6 

I 9*5 
15*8 
; 14-00 
6-25 




Temperature of Spedmen, *< 


lumber. 

. 600. 

700. ! 

1 

750. 

800. ' 

! 850. 

2 1 

309 

2-67 

_ 

3-62 

_ 

4 

3-4 

3-3 

— 

4-2 


3 

7-6 

8-0 

1 — 

9-2 

— 

5 

8-9 

8-8 

— 

16-0 

— 

6 

i 6-92 

6-66 

7-28 

8-68 

9-11 

7 

i 3-33 

1 2-85 

3-19 

3-46 

4-02 






APPENDIX D 

Pbofessor Robertson’s Axial Loading Shackles 

In ordinary commercial tension testing it is always assumed that 
the stress produced is uniformly distributed across the section, 
i.e., that the load is applied in the longitudinal axis through 
the centre of gravity of the specimen. This cannot be quite 
true with the methods usually adopted of holding the specimens. 
Wedge grips cannot possibly give a uniform distribution with 
ductile materials. When collar ends are used, the holders 
usually rest in spherical seatings, wliich are, hoAvcver, nece^rily 
so large that the possible friction moment is a large one. The 
defects of ordinary grips are much more obvious with short 
small specimens, and with brittle materials. Considerable 
trouble has frequently arisen from the utterly false character 
of the tension results viicn dealing with hard materials. In 
general, it may be said that with ordinary grips the value of 
the elastic limit, yield-point, and modulus of elasticity tend to 
be low for all ductile materials, and for brittle materials the 
maximum stress may also be considerably below t^e real value. 

A type of shackle which has been very successfully developed 
by lSx>fessor Robertson to overcome these defects is shown 
in Fig. 103. The holder, into which the specimens are screwed, 
has a steel ball, which is accurately centred in the centre line 
of the tapped hole into which the specimens are screwed. This 
ball rests on a piece of hardened steel fixed on a bar which is 
attached to the ordinary shackle of the machine. The essential 
point in construction is that the hole which is to take the ball 
bolder should be machined at the same setting, and concentric 
with the hole which is to take the specimen. 

With this type of shackle very small test pieces of all kinds 
of materials have been tested successfully. 
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Fia. 103. —Fbont and Side Elevations of Pbofkssob 
Bobekison's Axial Loading Shackles. 







APPENDIX E 


Aveey “ IzoD ” Impact Testing Machine 

The machine consists of a heavy base, on to which are bolted 
two standards which support the fulcrum of a heavy pendulum. 
The base also contains tlie vice, which holds the specimen which 
is to be tested (Fig. 104). 

The pendulum, which weighs 60 pounds, swings on ball 
bearings, and develops a kinetic energy of 120 ft.-Ib., since 
it falls vertically through 2 feet. The specimen is gripped, 
in the fashion of a cantilever, in a vice let into the base phtte. 
The vice is secured and tightened by means of a hand lever. 
When fixed in position the root of the notch of the specimen 
is level with the top of the vice. The notch faces the pendulum 
before the blow. In order to ensure that exactly the same 
energy shall be develojjed by the pendulum in its downward 
motion every time that a specimen is broken, it is held in its 
initial position by a locking device which is attached to one 
of the standards. Tlie pendulum, therefore, always commences 
its fall from a definitely fixed height relative to the test piece. 
On releasing the locking device, the pendulum swings and breaks 
the test piece, the striking point of the head of the pendulum 
bcitig a hardened steel knife edge. After breaking the test 
piece, the pendulum continues to swing through an arc, which 
is greater or smaller according to the energy absorbed by the 
fracture of the specimen, and in doing so moves an idle pointer 
over a scale graduated to indicate directly the energy in ft.-lb. 
required to fracture the test piece. 

To check the accuracy of the machine it is necessary to 
ascertain that the pendulum weighs 60 lb. and falls through 
a vortical height of 2 feet. It is essential that the knife edge 
of the pendulum strikes the test piece at the correct distance 
above the top of the vice (i.e., 22 mm. when the standard specimen 
shown in Fig. 42 is employed). It is also essential that the 
suspension of the pendulum shall be as friotionl^ as it can 
be made, so that no unduly large proportion of the energy of 
the blow is utilised in overcoming friction in the boarings. 
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Quarpt Pbndtjlttm Impact Testing Machine 

Thebe are two tyx)es of this machine, the larger having a 
power of 250 or 300 kilogrammetres and being electrically 
controlled, the smaller having a power of 30 kilogrammetms 
and being operated by hand. The latter type is illustrated in 
Fig. 45. 

As the general principles of both types are the same, a 
description of the smaller machine will suffice to illustrate 
them. 

The Charpy hand-operated machine consists of a rigid base 
and two vertical brackets cast in one piece. The brackets 
support a pendulum at their upper ends, which rotates freely 
about a horizontal shaft mounted in baU bearings. The pen¬ 
dulum can bo raised to a known height, and retained there by 
means of a trigger mechanism. The test piece, suitably notched 
(see Fig. 43, which gives the principal dimensions of a Mesnager 
t^t pi^), is so placed upon rigid horizontal supports that 
the notch is midway between them, and facing directly away 
from the pendukim knife edge. These supports are so arranged 
that when the pendulum is in its free position of rep(^, the 
knife edge (which is piuctically situated at the centre of gravity 
of the moving part) is just in contact with the test piece, and 
the notch of the latter is directly in the line of swing of the 
pendulum. A suitable gauge is provided, by means of which 
the above positions can be verified. 

In order to carry out the test the trigger is released, and 
the pendulum, after breaking the specimen, rises to a certain 
height, depending upon the amount of energy required to 
fracture the specimen. In rising, the pendulum carries an 
idle pointer over the graduated scale. A hand-operated brake 
is situated in the base of the machine, which can be used to 
stop the oscillations of the pendulum. 

21 ^ 
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This machine can also be used for cariying out tensile tests 
by screwing the test piece into the body of the pendulum. The 
test pieces are fitted with a cross-bar, which strike two stops 
(attached to the frame of the machine) when the pendulum is 
at the lowest point of its path. 

The energy required to fracture a grooved impact test piece 
can be obtained as follows: 

Let P be the weight of the pendulum, 

d the length of the pendulum to the centre of gravity, 

8 the angle of descent, 
y the qngle of ascent. 

Then the energy available at the moment of impact 
=5 Prf(l — cos S) = a 

Similarly, the energy available immediately after impact 
= Pdfl — co.« y) == j8. 

Hence the energy absorbed by the fracture of the test piece 
= a-j8-(a+/) 

where a = the energy absorbe<l by the acceleration of the 
broken tost piece, 

/ = the energy absorberl by friction. 

It is admitted that the fragments of the test piece assume 
the same velocity as the pendulum striker edge immediately 
after impact. Let this velocity be V, and the weight of the 
test piece be p. Then the energy absorbed by*the acceleration 
V- 

of the test piece = 

[but sBi 2gh where A = d(l — cosy)] 
and therefore / = pd{i — cos y) 

In order to determine the amount of energy absorbed by 
mechanical friction and air resistance, first release the trigger, 
and note the angle reached by the pendulum after one complete 
oscillation. 

Let A and B be the angles before and after one complete 
oscillation. Then the work almorbed by friction in one 
oscillation 


= Pd (cos B — cos A), 
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and hence tiie work absorbed by the downward swing of the 
pendulum, i.e., throngh an angle 8 

~ ,/co8 B — cos A\ 

4 - ) 

which is constant as long as the angle 8 is kept constant. Now 
the angle of ascent y varies wit)\ different test pieces. Hence 
a series of values for the work absorbed by friction on the 
upward swing must be obtained. This is effected by allowing 
the pendulum to swing freely, and noting the angle of ascent 
at each complete oscillation, until the pendulum oomes to rest. 

Let Ai and Bi be any two consecutive angles of ascent. Then, 
as above, the work absorbed by friction on the upward swing 
of the pendulum 

„ ,/co8 Bi — cos Ai\ 

_ —-j j 

Then the energy absorbed by the fracture of the test piece 
= Prf(l - cos8) - Pd(l - cosy) - 

_ p^^ cosB,-cos Ai ^ _ 

For calculating the shock tensile test, the method is identical 
with that shown above, with the exception that the weight P 
of the pendulum is augmented by the weight of the test piece 
and cross-bar before fracture, and by half the weight of the 
test piece after fracture, and that there is no acceleration of the 
fractured test piece. 
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Stanton Repeatbd-Blow Impact Testing Machine 

In this machine a suitable specimen is placed on knife edges, 
4^ inches apart, and subjected to blows from a falling tup until 
it breaks. The rate of stressing is approximately 100 blows 
per minute. The specimen is 0*50 inch in diameter, and 
round the middle of its length a V-notch, 0*05 inch deep, 
is cut circumferentially. The specimen is rotated through an 
angle of 180® between each blow by means of a suitable link 
motion. The height through which the striking tup falls can 
be varied, and may be wiything from 0 to 3^ inches. The 
tup is actuated by a suitably designed cam, which completes 
two revolutions to every one of the crank which produces the 
link motion. 

The number of blov^ struck is registered by a counter, and 
when the specimen breaks, the tup strikes a small bell crank 
lever which breaks the circuit of the driving motor, and thus 
stops the machine. 

Dr. Stanton points out that the machine maV be used satis¬ 
factorily in one of two ways. Since the height of fall of the 
tup may be altered considerably, the number of blows inquired 
to produce fracture is exceedingly variable. The two proper 
ways of using the machine, as shown by Dr. Stanton, are : 
(1) when the height of fall is very large, and when, therefore, 
the number of blows required to*break the piece is very small; 
and (2) when the height of fall is very small, and when, 
therefore, the number of blows delivered is very great. Under 
the former conditions, the number of blows for fracture being 
less than 500, the r^ults obtained are stated to approximate 
to those of a single-blow impact test. Under the latter con¬ 
ditions, the number of blows for fracture being greater than 
100,000, the results obtamed are in the order of the fatigue 
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ranges of the materials as determined in a WObler fatigue test. 
It is practically impossible to interpret tlm results obtained 
in those tests, so frequently made during the war, in which the 
height of fall of the hammer was such that fracture was pro> 
duced after about 4,000 to 6,000 blows. Such conditions 
should, therefore, not be employed, as the machine was never 
intended to be used in that way. 

The Cambridge and Paul Instrument Company have brought 
out a modified and improved form of the above machine, of 
which the following is a detailed description: 

The general appearance of the machine 'is shown in 
Fig. 106, and Fig. 106 is a diagrammatic sketch of the hammer 
and lifting gear. Beferring to these figures, the machine is 
fitted with a cone-pulley A, sp that it can bo driven by a belt 
from a line shaft or small electric motor. One end of the 
spindle driven by this cone-puUey carries a crank B, which 
is connected to the lifting rod 0. This lifting rod is supported 
on a roller D, at some point in its length, so that the circular 
motion imparted to the lod at the crank end causes it to rock 
and slide on the roller. Thus an oval path, shown dotted in 
F^. 106, is traced by the free end of the lifting rod. At this 
end the rod is bent at right angles, so that on the up-strolm 
it engi^^s with and lifts up the hammer head E. This hammer 
head is fixed to the rod F, which is hin^d at the end G. Having 
reached the top of its path, the lifting rod C moves forward, 
disengages with the hammer, which then falls fi^ly on to the 
specimen H under test. 

“ This cycle is repeated from 70 to 100 times a minute. The 
height through which the hammer falls can be varied by moving 
the roller D along a scale M, which is calibnited to read directly 
the vertical height through wluch the hammer falk. Adjust¬ 
ment can be made by this means up to a maximum of 3^ inches 
(90 mm.). 

The specimen H is usually about \ inch (12 mm.) in diameter, 
with a groove about 0*05 inch deep turned in it at its centre 
to ensure its fracture at this point in its length. It is sup¬ 
ported on knife edges 4} inches (114 mm.) apart, the hammer 
striking it midway between these knife edges. The knife edges 
are cut sHghtly hollow, and a finger spring K holds one end 
of the specimen in place. The other end is held in a chuck, 
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which is hinged in such a manner that it does not take any 
portion of the hammer blow, all of which comes on the knife 
edges. 

“ The specimen remains stationary whilst the blow is struck, 



Fig 106.—Diaoeammatic Illusteation or the Hammer and Luting 
Gbae or THE Stanton RErnATED Impact Testing Machine. 

but between the blovrs it is turned through an angle of 180®. 
The mechanism for turning the specimen through this angle 
is shown in Fig. 107. The wheel J is rotated uniformly by 
means of a chain drive, making one complete revolution for 



Fig. 107,—^Diagrammatic Illustration op Turning 
Mechanism of Stanton Machine, 

every two blows of the hammer. This wheel is connected 
through a spring S to the chuck holding the specimen, and, 
whilst the hammer is making the stroke, this spring is being 
compressed, the specimen being prevented from rotating by 
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means ol the lever L, which is held in contact witt the stop T. 
Mtor the blow is stnick, the arm 0, travelling round with the 
wheel J, releases the stop T by one of the pins P, which engages 
with the projection R of the stop. t 

“ A revolution counter to register the number of blows strucK 
is fixed to the bed plate of the instrument. When fracture 
occuis the specimen falls away, and the hammer head continues 
to fall, first tripping an electric switch, and finally coming 
to rest on a steel stop-pin H. The electric switch should be 
connected in the driving motor circuit, so that immediately 
it is tripped the motor will stopi” 
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HaIOH ALTERNATUrO-S'CltESS XeSTU^Q MACHINE 

In fatigue-testing machines, several important advantages 
are gained by stressing the steel alternately in tension and 
compression, instead of stressing by bending. These advantages 
are: (1) That since the whole cross^ection of the test piece 
and a considerable length is subjected to the fiill range of stress, 
a larger volume of metal is test^. The result gives, therefore, 
a more reliable indication of the fatigue limit; (2) That the 
result is not quite so dependent upon the rough or smooth 
iinish of the specimen; (3) That since the test piece need not 
have a shoulder to localise the zone of maximum stress, the value 
of the stress may be deduced \rith greater accuracy; (4) That 
the stress cycle may be varied at will, to alternate between 
equal or unequal intensities of pull and push. On the other 
hand, there are disadvantages, the main one being the difiBcuity 
of designing a testing machine capable of measuring, with 
accuracy, stresses which are alternating between direct pull and 
direct push, with such a high frequency of- reversal as is essential 
for rapid testing. 

In the electro-magnetic fatigue-testing machine designed by 
Professor Haigh of Greenwich, the range of stress can be measured 
with accuracy, although the frequency of reversal is exceedingly 
rapid. The standard size in which this machine is manu¬ 
factured gives a range of load (from tension to compr^sion) 
of 1| tons, and the frequency of reversal is usually 2,000 complete 
cycles per minute. 

The sectional drawing in Fig. 108 shows the general arrange¬ 
ment of the machine. 

The upper end of the t^t piece T is screwed into an adjustable 
head, in which it U rigidly held. The lower end of the t^t 
piece is connected with the laminated armature A of an alter- 
818 
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nating electro-magnet. The laminated magnets M and N, of 
U-shaped profile, are supplied with two-phase current, in 
quadrature,” by means of a small alternator driven by a motor 
taking about one-half horse-power, and giving a sine-wave 
The pull of these magnets attracts the armature 
alternately upwards and downwa^s. 

It is characteristic of such a system that the magnetic pull 
produced (which pulsates with double the frequency of the 
electric current) is proportional to the square of the ratio between 
the voltage and the frequenej^ i.e., 



where F is the force produced, E is the voltage of the magnetic 
circuit, and c is the frequency of the alternating current sup¬ 
plied. This relationship holds good so long as the leakage 
flux is a constant proportion of the whole flux. In practice, 
the leakage flux i.s proportional to the gap between the armature 
and magnet, and to the width of the periphery of the vibrator, 
whilst the useful flux is proportional to the area of the vibrator. 
It follows, therefore, that it is important to work with an 
approximately constant gaj). A large machine (in w'hich the 
ratio of the iwriphery to the area is small) is consequently easier 
to design than a small one. 

A small coil of fine wire is wound on a fmme which is fixed 
close to, and round the edges of, each pole face, and is connected 
directly to an instrument some^^hat similar to a sensitive 
alternating voltmeter, which acts like thp secondary winding 
of a transformer. Each coil is so introduced that the voltmeter 
readings, from which the load or stress is deduced, arc as free 
from leakage errors as possible, and the instrument is arranged 
to give readings which are independent of the variations in 
the speed of the alternator. 

For a given flux density, the magnetising current is directly 
proportional to the mean length of the air gap. Hence the 
pulls of the two magnets M and N (in opposite directions) are 
equal when the air gaps (between the armature A and each pole 
face) are equal, provided that the leakage flux in each is the 
same. The armature can be raised or lowered, mid hence the 
gaps, adjusted, by turning the hand-wheel H, which raises or 
lowers the test piece, to the lower end of which the aimature 
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is connected. Tiie adjustment is correct when a diiferential 
ammeter connected to both phases reads zero, showing that 
the currents in the two phas^ are equal. When this co^ition 
ex^te,the armature is adjusted so as to vibrate imdway between 
the two magnets. The range of variation of load is double 
the pull of either magnet acting alone, because, the two>pha£« 
E.M.F.’s being in quadratui’c, the pull of one magnet is at its 
maximum when that of the other is zero, and vice versa. 

The scale of the measunng instrument is standardised by 
companng its readings with those of a sensitive optical extenso- 
mctcr attached to a standard test piece. The voltage and 
frequency being measuicd simultaneously, the calibration 
constant k can be dclcrmincd from the equation given above, 
namely. 

Since eddy currents in the laminations cannot be avoided, and, 
as they are proijoi*tional to the frequency, and the pull is pro¬ 
portional to the 8(juai‘o of the flux, it is necessary to determine 
the values of the constant k over a. wide range of conditions. 

In order to give lateral guidance to the armature, and to keep 
its faces parallel to those of the polo pieces, light steel spring 
GG a>.« used in preference to lubricated guides, ^.■hich might 
cause a large and \ ariable amount of fiiction. The tautness 
of the guide springs also ensures tlie absence of bending stresses 
in the specimen. 

An impo^t^|pt feature of the machine is the means adopted 
to ensure that the inertia forces, absorbed in acc(^erating and 
decelerating the mass of the armature, are not included as a part 
of the measured stress. If this were not done, a correction of 
some 5 per cent, would have to be applied when calculating 
the stress range in the specimen. The armature A is supported 
on a stiff spring S, located below the lower magnet N, and secured 
to the frame of the machine. The stiffness of the spring S 
can be readily adjusted by moving the clamping saddles CC 
inwards or outwards, so that the moving system (without a test 
piece in the machine) vibrates in resonance with the magnetic 
pull, ahd is approximately equal to the frequency at which 
the fatigue test is to be performed. The initial tension or 
compression in the spiing S can be so adjusted, by means of the 
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yoke B» that the test piece is stressed, if so desired, between 
unequal intensities of pull and push, the magnets still being 
supplied with equal voltages in quadrature. 

,The adjusting hand-wheel H actuates a worm-gear and screw 
in &e upper part of the machine, thus rising or lowering the 
holder which takes the upper end of the test piece T. A double 
nut, carrying a spring loaded to a greater vdue than the maximum 
compressive load on the test piece, is so arranged that the 
mechanism is free from backlash and chatter, although it is 
readily adjusted by hand. As the whole of the upper gear I) 
can be raised or lowered relatively to the magnets or armature, 
test pieces of Aon-standard dimensions can ^ employed when 
so desired. It is also possible to place a small electric furnace 
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Fig. 109.—Test Piece to bk Used in Haigu Machine. 


aroimd the test piece, while under load, if it is desired to tesi 
at elevated temperatures. 

As the circuit of stress ” is self-contained within the machine 
no appreciable vibration is transmitted to the foundation 
When the test piece breaks, the current is automatically switchec 
off by means of a small contact which actuates the “ no-voltage ’ 
relay of the motor. An automatic counter records the numbei 
of cycles endured by each specimen, and the wave form o 
the magnetic pull is checked by means of a small search coil 
wound round a pole piece and connected to an oscillograph. 

Fig. 109 shotv's the form of test, piece used. Tlie dimensions 
shown are the minimum sizes, recommended for high tensile 
steels. The screwed ends run down to the cylindrical mid¬ 
portion in a fine taper with smooth transition curves, thus 
avoiding localisation of stress, and, consequently, ensuring 
fracture in the middle portion of the test piece. 
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Bbinsll Ball^Tsst Machine 

Th» machine waa devised by A. J. Brinell in 1900. The 
test consists in forcing, by means of a hydraulic press, a hardened 
steel ball into the surface of the object under test, by means 
of a fixed load. 

Fig. 110 is from a photograph of the normal type of machine 
in general use. 

The whole of the mechanism is held together in a rigid frame. 
The hydraulic press carries a downw^dly acting ram, at the 
lower end of which is suitably attached a hardened steel ball h 
A somewhat thick mineral oil is fed into the oil container and 
press cylinder, throi^h the funnel f, which contains a fine sieve 
for filtering the oil. The pressure is generated by clcming the 
valve V, and operating a small hand-pump, the air in the press 
cylinder escaping through the valve a. 

The ram works without packing, as the friction caused by 
such an expedient would impair the efiicienoy of the machine. 
Leakage is atmoat entirely prevented by the accurate fitting 
of the ram in the press cylinder. The small quantity of fluid 
which passes through collects in the vessel d, and is returned 
periodically to the press cylinder through the funnel t. A 
pressure gauge is attached for registering the procure attained, 
but as it is not possible to rely on the gauge re maining per¬ 
manently accurate, the machine is provided with a dead weight 
control, which limits the maximum pressure obtainable to what 
is required for the test. This control consists of a steel ball 
which fite closely in the small tube a. The ball is held down 
through the pressure of a small steel rod, having a cup-^aped 
end, and supporting a cross-bar provided with hangers for 
weights. The tube a communicates with the press cylinder, 
and when the pressure causes the ball to lift, forms a friotionless 
SIT 
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piston with a traverse limited by the length of the tube a. 
The on^S'bar is loaded according to the pressure desired, and 
as long as the piston “ doats ” (forming a minute hydrauUo 
a^^iulator), the desired pressuie is maintained. The material 
to be tested is placed on the press table S, which is raised, by 
means of the hand-wheel r, until the material comes in contact 
with the ball k, the valve v having fii*st been opened to ensure 
that all pressure is released. 

The normal si/.e of ball used is 10 mm. diameter, and pressures 
can be obtained in intervals of 500 from 500 to 3,000 kilo¬ 
grams. 
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Debihon “ Hardness Testing *' Machine 

The action of the Derihon hardness testing machine is based 
upon the elasticity of the material of which the frame is con- 
stnicted. The section shown in Fig. Ill illustrates the general 
arrangement of the portable-type of Derihou machine, and is 
useful for demonstrating the action of the frame. 

The downward movement of the ball phmger is effected 
by depressing the hand-lever. This lever rotates the smaller 
gear wheel, which, in turn, rotates a larger gear wheel, to the 
spindle of which a cam is attached.. This cam acts upon a 
roller carried by the upper end of the ball plunger, which is 
thereby depressed. The effect of pressing the hardened steel 
ball upon the test piece is to cause the frame to distort elas¬ 
tically, and to open to an amount which is proportional to the 
pressure exerted. The frame is never stressed beyond its elastic 
limit. The pressure thus exerted is registered by meai» of a 
needle pointer, attached to the frame, which moves over a 
suitably graduated scale carried on the outer, non-stressed and, 
therefore, immovable cover of the machine. 

The photograph shown in Fig. 112 illustrates a machine 
suitable for workshop use, being the one usually employed. 
This type weighs approximately half a ton as against the 
19| lb. of the portable outfit. 

In the larger machine the.hand-lever, gear wheels, and cam 
ai'e done away with, the pressure of the hardened steel ball 
upon the test piece being obtained by means of a heavy circular 
weight, seen in the rear of the machine near the base. This 
weight is connected to a windlass, by a steel cable which passes 
over a pulley carried on the lever seen immediately above the 
weight. The load of the weight is applied to the ball plunger 
by this lever, by rotating the windla^ and so raising the we^t. 
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In order that the load shall be applied evenly and gradually, 
the whole mass of the weight is supported by a bolt (on which 
it is pivoted), whioh rests in the main frame whilst the load 
is.«at rest. rotating the windlass, a gradually increasing 
pro^rtion of the mass of the weight is transferred from the 



Fio. ill.—D iaqrabosatic Illustrattok op Portable 
Dbbihon “Habdnrss Testing” Machine, 


bolt to the wire cable and hence to the lever, until, when the 
bolt moves upwards in the vertical slot shown in the side of 
the machine, the whole mass of the weight is borne by tlm 
lever. The upper loaded lever is merely for the purpose of 
keeping the yoke, which receives the full pressure of the loading 
aim, in a vertical position. 
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Johnson BAUrHAitDNBss Testing Machine 

The essential difference between this type of ball-hardness 
testing machine and the original Brinell machine, is in the 
apparatus devised for applying, and, if necessary, maintaining 
for any desired length of time, a constant pre*determined 
pressure upon the specimen to be tested. This is effected as 
follows: 

Figs. 113 and 114 are aide elevation and plan, respectively, 
of the machine. The apparatus is carried in a foundation 
framework formed upon a bed plate, on which is supported the 
material to be tested. Above this bed plate is locai^ a screw- 
threaded spindle E, carrying, at its lower end, a socket in which 
is fitted the hardened steel ball A. The spindle E is carried 
by a lever D, by means of a pivotally secured nut, and is 
cushioned by a spring, arranged between the nut and a tapered 
washer engaging an aperture in the casing. One end of the 
lever D is connected with an eccentric strap, co-operating with 
an eccentric C,* mounted in ball bearings, and adapted to be 
rotated by means of a hand-lever B. Both the lever B and 
eccentric C are carried upon a shaft. The other end of the 
lever D is connected with an eccentric strap, co-operating with 
the eccentric F mounted in ball bearings and carried by a shaft. 
Upon this shaft is mounted a lever G, the free end of which 
carries a weight H, the amount of which is proportioned to 
the leverage, in a manner which is dependent upon the value 
of the pre-determined maximum pressure to be applied by 
the hardened steel ball. The material to be tested (which 
must have a smooth fiat surface) is placed on the table I, and 
the spindle C adjusted until the ball A comes in contact with 
the smooth flat surface of the specimen. 

On rotating the lever B end eccentric C, the hardened steel 
22 
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ball is forced, under a pre-determined pressure, into the material 
to be tested, through the medium of the lever B. The load is 
regulated and applied by means of the eccentric F, together 
vdth the attached lever Q and weight. Should the pressure tend 
to 1 ^ above the predetermined value, there would immediately 
be an upward movement of the lever G. The amount of 
upward movement may be limited by a suitable stop. In order 
to ensure that the lever shall not reach the stop, in operation, 
and thus allow of the application of a pre^ure greater than 
the pre-determined maximum, a pawl J is mounted upon 
the casing, and adapted to cd-operate with a toothed sector 
carried by the hand-lever B. When the lever G rises (on the 
pre-determined pressure being reached), it allows the pawl to 
lock the hand-lever against further movement in the direction 
of applying the load. 

In order to enable the pre-determined pr^ure to be main- 
tidned for any length of time, a second pawl L is mounted on 
the frame of the machine, and is so operated by the stop M 
that it engages and locks a toothed sector of the hand-lever 
against rotation in the direction of releasing the load. 

For steels and metals of similar hardness, a ball of 10 mm. 
diameter, and a load of 3,000 kilograms maintained for 
fifteen seconds are used. For softer metals, the 10 mm. ball 
is used in conjunction with a load of 500 kilograms main¬ 
tained for thirty seconds. 
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Lee Reverse I^stinq Machine 

This machine is designed to carry out accurate bend tests, 
on all classes of wire, metal 8tri|» and sheet. The machine 
consists of an oval base plate which can conveniently be fixed 
to any kind of bench. Mounted on the base plate is a platform, 
which is rotated around a central pin by means of a handle. 
Tlie platform carries, immediately over the pivot, a die box, 
into which dies, with comers of varying radii, can easily be fitted. 
The other dimensions of the dies are such as allow dl of them 
to fit the same box. 

The specimen to be tested is held by a vice at each end, one 
vice being fixed to the base plate, whilst the other is attached 
to the rotating platform. The conspicuous advantage of this 
type of machine is that, in virtue of the test piece being fixed 
by the two vices, it is boimd to follow the profile of the die which 
carries the comer of the specified radius round which the steel 
is to be bent, thus avoiding the possibility of the strip k inking 
over a sharper*mdius than is intended (see Figs. 116 and 116). 
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The Atcherley Bend Testing Machine 

This instrument consists of two links, A and A1 (Fig. 117), 
which are hinged together, by means of two tubular rivets with 
a central hole into which fits the pin F. This pin is shown 
separately at H. Into these links are fitted two wedge-headed 
levers B and Bl, which can be ^justed, in the directions of 
their length, by means of the milled nuts E and El engaging 



Fig. 117.—Atchebley Bend Testing Machine and Pin H 
ROUND which Strip is Bent. 


the threaded portions D and Dl. * A number of pins are supplied 
with the machine, the diameters of the central portions varying 
from 0*08 inch to 0*36 inch. The top and bottom portions 
of each pin are of such mze as to fit easily into the two tubular 
rivets referred to above. 

In order to carry out a test, the two levers B and Bl are 
rotated as close to each other as they will go, which brings the 
two wedge-shaped heads close tc^ther. The strip G, of the 

384 
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materia! to be tested, is placed between the pin and the heads, 
the latter being adjusted by means of the milled nuts E and El, 
so that they exactly engage the strip without bending it (see 
Fig. 118). The two levers are then rotated through an angle 
of approximately 200 degrees, bending the strip rounds the 
central pin. This process is repeated, using pins of successively 
smaller diameters, and similar strips until the strip just cracks. 



Fio. 118 .—Gbkeral Abbangemekt of Atchebley Bend 
Testing Machine, showing Initial Position of Stbit 


The ductility of the metal is expressed, as the ratio of the 
radius of the pin at which the strip cracked to the thickness 
of the strip. 

For cairying out a reverse bend test, extra jaws are attached 
to the wedge-shaped heads (Fig. 110). Jaws having noses of 
varying ra(^ can be attached to the wedge-shaped head X, 
which m so adjusted that the nose of the radiused jaw is at 
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Fig. 119.—Jaws op Atchebley Bend Tbstino Machine. 

the central point of the axis of rotation. The strip is then 
fixed in the jaws and the levers bent backwards and forwards, 
through an arc of 180 degrees, until fracture of the strip occurs, 
the number of benck endured being regarded as a measure of 
the ductility of the material. For steel, a radius of from three 
to five times the thickness of the strip is suitable, according 
to the tensile strength of the steel. 
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Steel, crucible, 2 
Bessemer, 6 
open-hearth, 10 
electric, 13 
high speed, 4 
solubility in acids of, 61 
mechanical properties of, 107 
plain carbon, 140 
100-ton, 175 
76-ton, 179 
60-ton, 181 
60-ton, 189, 191, 194 
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Steel, 40-toiJi 196 
Btainl'iBs, 209 
ball’beas-Ing, 215 
case-hardeaing, 217 
<cold worked, 266 
tool, 281 

Stbaiks, quenching, 112 
Stress, dn© to volume changes, 75 

due to critical volume changes, 77 
effect of sharp comers on, 78, 293 
contraction, 75, 77, 79 
alternating, 99 
proof, 107, 138 
maximum, 118 
fatigue, 130 
fluctuating, 133 
Stress/strain curve, 108 

effect of tempering on, 113 
of impact test, 125 

Sl^HHBTER, 104 
Strong cores, 263 

Structure (micw)), of tempered steels, 63 

effect of high temperatures on, 64 

effect of annealing on, 67 

effect of normalising on, 65 

effect of mass on, 72 

effect of, on mechanical properties, 84 

of cold worked steels, 271 • 

of tools, 283 

Sulphides, 35 

Sulphur, in acid Bessemer, 7 
in basic Bessemer, 8 
in plain carbon steels, 143,157 
limits of, 160 
distribution of, 169 
Sulphur prints, 36 
Surface defects in alloy steels, 204 
SURFUStON IN CHROUIUU STEELS, 169 
SURFUSION IN AIlUHARDBKrQ STEELS, 170 
Susceptibility OF'^irHup^^CRANRHEiT, 187 
Swedish Bbinell 91 
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Taps, 4, 73 
Taylor, 293 

Temperature, effect on structure of high, ^ 

Temper bbxttleress, 185 

avoidance of, 187 

Tempering, 39, 59 

maximum temperature of, 59 
effect of, on mechanical properties, 60 
effect of, on structure, 60 
mass effect in, 73 

effect of, upon elastic limit of h»tuened ^toels 
110 

effect of, on stress/strain curves, 113 
ol ^ir^j uiydeittng steels (theory), 174 
aiyw temperatui^s, 178 
"oiYools, 284 

of tools, temperature of, 285 
of tools, colours, 285 

Tensile strength at high temh^tures of steels, 300 
Thermal contraction in ingots,^ 

Tin/lead system, 43, 44 
Tool mares, 83 
Toughness, 82, 87 

Typical mechanical properties op alloy steels, 196 
Typical case-hardening steels, 220 

Upton Lewis*, 101 • 


Valuable mechanical properties of steels, 133 
Vanadium, 191 

Viscosity of soud solutions, 167 
Volume changes, in heat treatment, 74 
normal, 74 
stress due to, 75 
critical, 76 
stress due to, 77 
effect of mass|^ 79 
in tempering, 

in case-hardeninbRMs, 256 
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at high temperat^s. 298 

Zones oe weakness in ingots, 23 
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Fin. S.—Etchkd Section of iNCior showing Columnar 
AND Free CnysTALS. 









Fio. 4 b.—Etched Hale-Section op Ingot show¬ 
ing Different Proportion of Columnar 
AND i'ftEE Crystals. 





10. ").—Cnoss Skction of In^ot Cast Hot show¬ 
ing Columnar Crystals Kxtkndtng from the 
Outside to the Axis ok the Ingot. 





Fio. 6.—SKimoN OF Ingot show¬ 
ing Existence of ISottom 
Pyramid. 
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iFio. 9. —Longitudinal Section of 
Ingot showing Axial Pine. 
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Fio. 10 .—Etohkd Skctton -or Tncot showing Contbactioi. 
Cavities High in Non-Mktaiuc Imvurities, Lying 
JSYMMETIHCAIiLY’ AkOEND THE AxiS OF AN InCOT. 
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12. Kt» IIKI) Sl'XTION OF FoUdlKO TN WHICH THK] 
(■R-^STA^LINK SyiUlCTURK OF THK InOOT HAS NOT BKKN 
OOUTERATKD. 
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j«jQ^ 13 .—Etched Section ok a Forging in which the 
Cbystalline Structure of the Ingot has been 
entirely Replaced by a Fibrous Structure. 
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Fkj. 18.—Microskction of Stbisl Bar showino Slag 
Strkak, X 25 Dias, 



Fr<i. 19.—Skctjon of Forged Steel showing Intermittent Pipe. 
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Fig. 20.—Sui^phitb Peint of Section of ah 
Ingot ibbough Axial Pite, 
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Fig. 22.—SULPHI.-H Pbint of Fobgisg showing Fkactuhe thhouoh Region High 
IX Sulphur (Dap.k Areas are those High in Sulphttr). 





Fig. 29.—Microstructurk op a NormaIised 

STBBli CONTAINING 0'30 PER C'bJNT. OP 

Carbon. X 100 Dias. 




ITic. 34.—Mt«'Ko.sTnucTUKE OP Steel Fully 
Tempered. 







Fia. 36. —Microstructure of Ovbrbeatsd Cabbom 
Steel (Cooled Fairly Rapidly). 



Fig. 36.—Microstructure of the Steel shown 
IN Fio. 35 Ai-rrEH Normalising, x 50 Dias. 
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Vio. 45 .—Chaiipv Pks-dui.um Impact Testing Machine. 
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Fig. 71.—Alloy Stkll Forcings similar. 

TO THOSE SHOWN IN rIC. <G. 




Fig, 72.—IDefective Forgincj mai>e from Apparently 
Sound Steel which actually had Svrpack 
Defects (see Longitudinal Crack at Bottom 
or Channel Section). 








Fig. 8J.—MicBOSBoyiON showing Cracks Follow¬ 
ing Free Carbiof. in the Case of a Case- 
Hardened Part. 
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Fig. 82.—Microstructurr op thk Case op a 
Case-Hardened Part apter Carburising 
AND BEFORE REFINING, X 60 DlAS. 


WflvMpi.r 


Fic. 83 .—-'Miokostructure of the Stf^el shown 
IN Fig. 82. after Refining, X 100 Dias. 
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Fig. 84.—Microstructurk of tuk Case 
or A Casi-;-Hardened 1’art, showing 
Free Iron Carbide. 
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Fia. 88 .—Miorostructure of Typical Colo 
* ■ >VoRKED Steel. 
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Fio. 89._ Microskction showing the Efeect 

OF COIJ) WOBK UPON THE CaHBIDE IN A 
Steel, X 400 Dias. 







I?,,., 90.—Microstructurk of Cold Worked 
STKKL AFTER Re-HEATINU TO 540° (!.. SHOW¬ 
ING IKE Splitting up of the Ferrite 
Grains, X 400 Dias. 



Fio. 91 .—Mkbostkuctube of Cold 

Steel aeteb Ee-beatieo to 580. C., 

SHOWIMO KE-tEVSTAlLISATlON OF F4EE1TE. 
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FiC/ 94 .—Microstructure of Patf.nted 
Steel Bar.*x 300 Dias. 




Fio. 96.- Lo.ncitudinal.and 'I’ransversk Secttojjs op 
’Bar of Cold Worked Steel which has Frac¬ 
tured BV Cupping. 
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BlCi. 96.—PUOTOMICROGIIATH Ot" StbUCTURB OV 
Steel containing I-IO per Cent, op 
Carbon, Nobmausko, x 600 Dus. 




Fifl. 97 .—Microstructure OP Steel SBfowN 
IN Fia. 96 AFTER Quenching from 
700® C. X 600 Dias, 
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Fifi. 08.—MrcROSTRUcTVJitE OF Hu-h Speed 
Stekl Cooled in Am from 1000'’C., 
X 500 Dias. 


Fia. 99 .—Microstructurb of Stbet. sho.wn 
IN Flu. 98, C00LF.D IN Air from 1,250'^ C.,. 
X 600 Dias. , 
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Firi. 102 .—Section of Steel through a Crack, 
Produced diJrino Heat Treatment, and 
Starting at the Bask .of a Foroino Lap. 
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Fjf;. 104.— Hask BIqck ok Jzqp Tmi'act Mai’HINK with Test 
Piece in Position. 
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Fig. 105 .—Oesehai. V«ew of Staston Repeated Impact 







Fro. no. —SwBDjsH Briselt. Machine.. 
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Fig. 112.—Works Model of Debiuon “Hardness 

• TfSTINO ’’ MACkiNE. 
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